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The latest electronic version of this user manual is available for download here:
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Grandstream is a registered trademark and Grandstream logo is trademark of Grandstream Networks, Inc. in

the United States, Europe and other countries.

CAUTION

Changes or modifications to this product not expressly approved by Grandstream, or operation of this

product in any way other than as detailed by this User Manual, could void your manufacturer warranty.

WARNING

Please do not use a different power adaptor with your devices as it may cause damage to the products and

void the manufacturer warranty.
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GNU GPL INFORMATION

DP750 firmware contains third-party software licensed under the GNU General Public License (GPL).
Grandstream uses software under the specific terms of the GPL. Please see the GNU General Public
License (GPL) for the exact terms and conditions of the license.

Grandstream GNU GPL related source code can be downloaded from Grandstream web site from:
http://www.grandstream.com/support/faqg/gnu-general-public-license/gnu-gpl-information-download
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DOCUMENT PURPOSE

This document describes the basic concept and tasks necessary to use and configure your DP720 via the
LCD menu and also using the DP750 base station. And it covers the handset installation, basic operations
and call features. Please visit http://www.grandstream.com/supportt o d own | o a dDP750/BP720at e st

User Guideo .

This guide covers following topics:

Product Overview
Getting Started
Basic Operations
Phone settings

Call Operations
Restore Factory Default Settings

=A =4 =4 4 -4 =4
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CHANGE LOG

This section documents significant changes from previous versions of user guide for DP750/DP720. Only
major new features or major document updates are listed here. Minor updates for corrections or editing are
not documented here.

Firmware Version 1.0.3.23

Removed Tools/alarm menu from DP720 GUI, replaced by Status menu. [Status]

Added keypad tones for non DTMF keys on DP720.

Added subscribe softkey in idle screen if HS no subscribed on DP720. [Subscribe softkey]

Added the ability to customize DP720 ringtones. [Ringtones Customization]

Added DP720 walk through setup wizard after factory reset. [Setup Wizard]

Added support for more languages and updated translation.

Added DP720 factory reset combo key to be able to recover the device during booting up. [DP720
factory reset using combo key]

=A =4 =4 4 -4 -4 -4

Firmware Version 1.0.2.16

Re-arranged the Handset Menu Settings. [DP720 Handset Menu]
Changed menu fiLine Stata&tbamgsoCall Settings
Changed menu fAiNumbero in set v.oice Mail to AVM Acce

Added headset detection and icon for DP720 dial mode screen. [DP720 Icons Description]

Added ability to bridge conference before third party answers. [3-Way Conference]

Added ability to reboot from DP720 handset. [Reboot DP750 Base Station]

Improved alarm snooze icon.

Added DP720 LCD auto turn on feature when pickup from or reposition to charger.

Added + button support for keypad dialing. [DP720 Handset Description] [Make a Call using a Line]
Added Serbian, Slovakian languages.

Improved support for Czech, Dutch, German, Hebrew, Japanese, Korean, Turkish languages

=A =4 =4 -4 -4 -4 -4 -4 -4 -4 -4

Firmware Version 1.0.1.14

Added snooze time settings for alarm function.

Added snooze icon.

Updated alarm icon.

Removed IVR (Interactive Voice Response).

Added contact name to delete confirmation.

Added use Line from Contacts when dialing out of phonebook. [Dialing from Phonebook]

=A =4 =4 -4 -4 -4 -4

Added VM, missed calls, headset icon. [DP720 Icons Description]
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1 Removed fintercomofeature.
T Removed filnternal Call d. from audio ring tone menu
1 Adjusted Call History and Contacts menu architecture. [DP720 Handset Menu]
1 Moved "Edit Dial" option to last one in Call History and Contacts menu option. [Dialing from Call
history] [Dialing from Phonebook]
1 Hide empty fields when displaying contact info.
1 Hide icon after press back key in idle misses call or VM alert screen.
T Moved AStandard ringo (t[Ringtbtheasst one of ring tone | i st
1 Missed Call can be dialed back via related SIP profile using softkey. [Dialing from Call history]

Firmware Version 1.0.1.4

1 Added Call and Delete softkeys during off-hook dial. [Placing calls]

1 Added left softkey for Voice mail alert window to enter the Play Message window. [Play Voice Malil
Messages]

1 Added Display line name info immediately after off-hook. [Placing calls]

1 Changed to only press ESC key to show factory menu.

1 Added Dial number immediately after off-hook.

1 Added Dialing GUI enhancements.

1 Added ability to configure menu key timeout. [Change Menu and LCD Timeout]

1 Added Handset will prompt i 8ved successfullyoif configuring call forward settings in ring group.

1 Added advisory tone for handset put in and out of cradle.

1 Added ability to configure menu key timeout.

1 Added when last name is none use the first name for speed dial record name.

1 Added when handset enter IVR, press RSK hold key will delete dial number.

1 Added stop dial tone if first key not number key after off hook

Firmware Version 1.0.0.16

9 This is the initial version for DP750/DP720.
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GUI INTERFACE EXAMPLES

http://www.grandstream.com/sites/default/files/Resources/dp750 web gui.zip

Screenshot of Login Page
Screenshots of Status Pages
Screenshots of Profiles Pages
Screenshots of DECT Pages
Screenshots of Settings Pages

Screenshots of Maintenance Pages

N o o M 0 NP

Screenshots of Phonebook Pages
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WELCOME

Thank you for purchasing Grandstream DP750 DECT IP Base Station and DP720 DECT Handset.

The DP750 is a power ful DECT Vol P base station that pea
handsets to offer mobility to business and residential users. It supports a range of 300 meters outdoors and
50 meters indoors to give users the freedom to move around their work or home space, delivering efficient
flexibility. This DECT VoIP base station supports up to 10 SIP accounts and 5 concurrent calls while also
offering 3-way voice conferencing, full HD audio and integrated PoE. A shared SIP account on all handsets
will add seamless unified features that gives users the ability to answer all calls regardless of location in
real-time. The DP750 supports a variety of auto-provisioning methods and TLS/SRTP/ HTTPS encryption
security. When paired with Grandstreamds DP720, the DP"

allows any business or residential user to create a cordless VolIP solution.

The DP720 is a DECT cordless VolP phone that allows users to mobilize their VolP network throughout any
business, war ehouse, retail store and residential env
DECT VolP base station and delivers a combination of mobility and top-notch telephony performance. Up to
five DP720 handsets are supported on each DP750 while each DP720 supports a range of up to 300 meters
outdoors and 50 meters indoors from the base station. The DP720 touts a suite of top-notch telephony
features including support for up to 10 SIP accounts per handset, full HD audio, a 3.5mm headset jack,
multi-l anguage support, a speakerphone and more. When pai
Station, the DP720 offers a powerful DECT VolP handset that allows any business or residential user to

create a cordless VolP solution.
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The following tables contain the major features of the DP750 / DP720:

DP750

DP720

DP750 Technical Specifications

Table 1: DP750 Features at a Glance

5 handsets.

10 accounts.

10 lines.

5 concurrent calls.

PoE power support.

300m range outdoor / 50m range indoor.

Table 2: DP720 Features at a Glance

DECT cordless HD.

1.8 inch (128x160) TFT color LCD.
250 hours standby / 20 hours talk time.
15 languages embedded.

10 accounts.

10 lines.

5 ring modes.

The following table resumes all the technical specifications including the protocols / standards supported,
voice codecs, telephony features, languages and upgrade/provisioning settings for the Base station DP750.

D
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Table 3: DP750 Technical Specifications

Telephony standards: DECT
Frequency bands:
A 18807 1900 MHz (Europe), 1920 i 1930 MHz (US)
A 19107 1920 MHz (Brazil), 1786 i 1792 MHz (Korea)
A 18937 1906 MHz (Japan), 1880 i 1895 MHz (Taiwan)
Number of channels: 10 (Europe), 5 (US, Brazil or Japan), 3 (Korea), 8 (Taiwan)
Range: up to 300 meters outdoor and 50 meters indoor

Air Interface

Peripherals 5 LED indicators: Power, Network, Register, Call, DECT
Reset button, Pairing/Paging button
One 10/100 Mbps auto-sensing Ethernet port with integrated PoE

HEQILIISIERLEIEN SIP RFC3261, TCP/IP/UDP, RTP/RTCP, HTTP/HTTPS, ARP/RARP, ICMP, DNS
(A record, SRV, NAPTR), DHCP, PPPoE, SSH, TFTP, NTP, STUN, SIMPLE,
LLDP-MED, LDAP, TR-069, 802.1x, TLS, SRTP, IPv6 (pending)

Voice Codecs G.711pa-law, G.723.1, G.729A/B, G.726-32, iLBC, G.722, OPUS,
G.722.2/AMR-WB (special order), in-band and out-of-band DTMF (in audio,
RFC2833, SIP INFO), VAD, CNG, PLC, AJB
LG el VARCEWICE Hold, transfer, forward, 3-way conference, downloadable phonebook (XML, LDAP,
up to 3000 entries), call waiting, call log (up to 300 records), auto answer, flexible
dial plan, music on hold, server redundancy and fail-over
Sample
Applications
Layer 2 QoS (802.1Q, 802.1p) and Layer 3 QoS (ToS, DiffServ, MPLS)
Security User and administrator level access control, MD5 and MD5-sess based
authentication, 256-bit AES encrypted configuration file, TLS, SRTP, HTTPS,
802.1x media access control, DECT authentication & encryption

Currency (pending)

Multi-language English, Czech, German, Spanish, French, Arabic, Hebrew, Italian, Russian,
Netherlands, Japanese, Polish, Chinese Simple, Chinese Tradition, Korean,
Portuguese, Slovakian, Serbian, Turkish.

Upgrade/ Firmware upgrade via TFTP/HTTP/HTTPS, mass provisioning using TR-069 or
Provisioning AES encrypted XML configuration file

Multiple SIP Up to ten (10) distinct SIP accounts per system
Accounts Each handset may map to any SIP account(s)

Each SIP account may map to any handset(s)
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Flexible options when multiple handsets share the same SIP account
A Circular Mode: all phones ring sequentially, starting with the phone after
the one which rang last.
A Linear Mode: all phones ring sequentially in the predetermined order,
starting with the first phone each time.
A Parallel Mode: all phones ring concurrently; after one phone answers,
the remaining available phones can make new calls
Universal Power Supply Input AC 100-240V 50/60Hz; Output 5VDC, 1A;
Micro-USB connection; PoE: IEEE802.3af Class 1, 0.44W1 3.84W
Base unit, Universal Power Supply, Ethernet cable, Quick Installation Guide, GPL
Statement
28.5 mm (H) x 130 mm (W) x 90 mm (D)
Base unit: 143g, Universal Power Supply: 50g; Package: 360g
Operation: -10° to 55°C (14 to 131°F); Storage: -20° to 60°C (-4 to 140°F);
Humidity: 10% to 90% non-condensing
FCC: Part 15D, 47 CFR 2.1093, Part 15B
CE: EN60950; EN301489-1-6; EN301406
RCM: AS/NZS60950
ANATEL: #2288-16-9452

DP720 Technical Specifications

The following table resumes all the technical specifications including the protocols / standards supported,
voice codecs, telephony features, languages and upgrade/provisioning settings for the DP720 handset.

Air Interface

Peripherals

Protocols/Standards

Table 4: DP720 Technical Specifications

Telephony standards: DECT
Frequency bands:
A 188071 1900 MHz (Europe), 19207 1930 MHz (US)
A 19107 1920 MHz (Brazil), 1786 i 1792 MHz (Korea)
A 18937 1906 MHz (Japan), 1880 i 1895 MHz (Taiwan)
Number of channels: 10 (Europe), 5 (US, Brazil or Japan), 3 (Korea), 8 (Taiwan)
Range: up to 300 meters outdoor and 50 meters indoor
1.8 inch (128x160) color TFT LCD
23 keys including 2 softkeys, 5 navigation / menu keys, 4 dedicated function keys
for SEND, POWER/END, SPEAKERPHONE, MUTE
3-color MWI LED
3.5mm headset jack
Removable belt clip
Micro-USB port for alternative charging and non-battery operation

Hearing Aid Compatibility (HAC) compliant

4
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Voice Codecs G.722 codec for HD audio and G.726 codec for narrow band audio (G.711¢ /-law,
G.723.1, G.729A/B, iLBC and OPUS are supported via companion DECT base
station DP750), AEC, AGC, Ambient noise reduction

LG i VARCEWI R Hold, transfer, forward, 3-way conference, call park, call pickup, downloadable

phonebook, call waiting, call log, auto answer, click-to-dial, flexible dial plan,
music on hold

Sample Currency (pending)
Applications

HD Audio Yes, in both Handset and Speakerphone modes
DECT authentication & encryption

Multi-language

Upgrade/
Provisioning

Multiple Line
Access

Power & Green
Energy Efficiency

Package Content

Dimensions
(Hx W x D)

Weight

Temperature

and Humidity

Compliance

English, Czech, German, Spanish, French, Hebrew, Italian, Netherlands,
Japanese, Chinese, Chinese simple, Polish, Russian, Chinese Simple, Chinese
Tradition, Korean, Portuguese, Slovakian, Serbian, Turkish, Arabic.

Software Upgrade Over-The-Air (SUOTA), handset provisioning Over-The-Air

Each handset may access up to 10 lines

Universal Power Supply Input AC 100-240V 50/60Hz; Output 5VDC 1A;
Micro-USB connection; Rechargeable 800mAh Ni-MH Low Self-Discharge (LSD)
AAA batteries (250 hours of standby time and 20 hours of talk time)

Handset unit, universal power supply, charger cradle, belt clip, 2 batteries, Quick
Installation Guide

Handset: 155 x 50 x 26 mm, charger cradle: 35 x 63.5 x 54 mm

Handset: 138g, charger cradle: 71g, universal power supply: 50g; Package: 3609
Operation: -10° to 50°C (14 to 122°F); Charging: 0 to 45°C (32 to 113°F); Storage:
-20° to 60°C (-4 to 140°F); Humidity: 10% to 90% non-condensing

FCC: Part 15D; 47 CFR 2.1093 & IEEE1528-2013, Part68, Part 15B

CE: EN60950; EN301489-1-6; EN301406; EN50360; EN62209-1
RCM: AS/NZS60950; AS/ACIF S004
ANATEL: #2288-16-9452

D
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GETTING STARTED

This chapter provides basic installation instructions including the list of the packaging contents and also
information for obtaining the best performance with the DP720 IP DECT phone and its base station DP750.

Equipment Packaging

Table 5: Equipment Packaging

DP720 DP750

1 Handset unit 1 Base unit
1 Universal power supply 5V 1 Universal power supply 5V
1 Ethernet cable

1 Quick Installation Guide

1 GPL Statement

1 Charger cradle
1 Belt clip
2 Rechargeable batteries

= =4 =4 4 4 A
= =4 4 4 -

1 Quick Installation Guide

GRANDSTREAM A%
£
P
[CRZHCHCHO)]

1x 5V Power Adapter 1x Quick Installation Guide
1x DP750 Base Station
Q) 1x GPL Statement
D

1x Ethernet Cable

Figure 1: DP750 Package Content

HER f@l
EEE ? 5
=
EEET
Ex3 | e |
= -

1x DP720 Handset 1x Charge Station 1x 5V Power Adapter

2x Rechargeable 1x Handset Belt Clip 1x Quick Installation Guide
Batteries 1x GPL Statement

Figure 2: DP720 Package Content
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Note: Check the package before installation. If you find anything missing, contact your system administrator.

Connecting DP750

To setup the DP750 Base Station, please follow the steps below:

Reset Button

i
® ® )
I
&[] O
=
—
Power Input Network Socket Radio / Page Button

Figure 3: DP750 Back View

You have two options for power and network connection of the base station: AC power or Power over
Ethernet (PoE)

Connecting via AC power

1. Connect the micro-USB connector into the related port on the base station and connect the other

end of the power adapter into an electrical power outlet.

2. Connect the supplied Ethernet cable between the Internet port on the base station and the Internet

port in your network or the switch/hub device port.

@RSH&
o ° - O

Figure 4: Connecting the Base station
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Connecting via PoE

To connect the base station using PoE, you need to connect the Ethernet cable provided (or 3rd party

network cable) between the Network Socket on the base station to Ethernet port of your PoE switch/hub.

Setting up DP720 handset

Please follow below steps to insert batteries into the handset:
1. Open the battery compartment cover.
2. Insert the batteries in the correct polarity.
3. Close the battery compartment cover.

Note: Please charge the batteries fully before using the handset for the first time

1. Battery compartment cover
2. Batteries

3. Rear of handset

Figure 5: Setting up the DP
Battery Information

Technology: Nickel Metal Hydride (Ni-MH)
Size: AAA

Voltage: 1.2V

Capacity: 800mAh

Charging time: 12 hours from empty to full

Standby time: up to 250 hours

=A =4 =4 A4 -4 -4 4

Talktime:up t o 20 hoursdé active talk ti me

In order to get the best performance of your DP720 handset, we recommend using original batteries
provided in the package or batteries compliant with above specifications.

The specifications may differ depending on the age and capacity of the batteries used.
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Important Note: Be careful when inserting the batteries into your handset to avoid any risk of short-circuit,
which lead to damage your batteries and/or the handset itself. Do not use damaged batteries which can

increase the risk of serious harm.

Setting up the Charge Station

Please refer to the following steps for setting up the charge station and charging the handset:
1. Connect the DC plug on the power adapter to the micro-USB connector on the charge station.
2. Connect the other end of the power adapter into an electrical power outlet.

3. After setting up the handset and the charge station, place the handset in the charge station.

Figure 6: Setting up the charge station

DP750 LED Patterns

The DP750 has 5 LED lights on it. Please see on the following table the meaning of each light.

Table 6: DP750 Led Patterns

Indicates power ON/OFF

Indicates access to the Network. Remains ON while there is Access to the Network

Indicates if a SIP account is registered

Indicates status of the lines.

Blinking: Aline is in use. Solid ON: All lines are free.

The radio icon for pairing the DP720 and DP750, if we keep pressing the radio button it starts
blinking indicating pairing attempt.
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DP720 Handset Description

The LCD screen and the keypad are the main hardware components of the DP720.

1. Power and f/ \N

Charging
Indication ) (Socooocoooo) 2. Earphone
Light
(Green/Red)
4, LCD Display

3. Left softkey

(Color)

5. Right softkey
GRANDSTREAM

é. 4 Arrow key
combination 7. OK/Selection
(Up. Down, ksy
Left, Right)

8. Off-hook or ~ [Ta | [20 | [Be] || 9 On-hookor
Dial key Power key

10. Alphanumeric | | 7P0Rs| | 8w I | gwxvzl

keypad

|4GH| || 5JKL | | 6\4NO|

[x+][0-][#a]

11. Handsfree or C’-.,.,___ 12. Mute key

Speaker key

Key

Power and Charging
Indication Light

Earphone

Left and right softkeys

LCD display
4 Arrow key combination
OK/Selection key

Off-hook / Dial key
On-hook / Power key

o

Alphanumeric Keypad

= N & win =
¢ &)

k / ~13. Microphone

Figure 7: Handset Keys Description

Table 7: Handset Keys Description

Red: Charging. Green: Charge completed.
Blinking: Missed call(s) or Voice Mail received.

Delivers audio output.

Correspond to functions displayed on the LCD. These functions
change depending on the current context.

Shows call information, handset status icons, prompt messages, etc.
Permits navigation of the cursor through the displayed menu options.

Selects the option chosen by the cursor. (Enters the main menu from
the home screen.)

Enters dialing mode, or dials number entered.
Terminates calls, or turns the handset on / off.

Provides the digits, letters, and special characters in
context-sensitive applications. For + sign, press and hold key 0.

p
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Hands-free / Speaker key  Switches between handset and hands-free / speaker modes.

Mute key Activates or deactivates the mute feature.
Microphone Picks up audio earpiece and hands-free calls.

DP720 Icons Description

The following table contains description of each icon that might be displayed on the screen of your DP720.

Table 8: DP720 Icons Description

Battery status

Not equipped with battery

Battery status

Battery empty

Battery status

Battery low

Battery status

Battery normal

Battery status

Battery full
Battery status
Charging
Signal status

Not subscribed

I Signal status
all
Not in range

| Signal status
ill
Signal very low

Signal status
! Signal low
Signal status
Signal normal
Signal status
Signal good
Signal status

Signal very good
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Microphone MUTE Status
OFF - Not muted / ON i Muted

Speaker status
OFF - Speaker is inactivated

ON - Speaker is activated

Headset icon

Missed Call icon

Voicemail icon

Ringtone status
OFF - Ringtone off (Silent mode)
ON - Ringtone on

Keypad Lock status
OFF - Keypad unlock
ON - Keypad locked

Incoming Call notification
Outgoing Call notification
Missed Call notification

Incoming Call notification

Outgoing Call notification

Voicemail notification

Contacts

Call History

Voice Mail

Settings

Call Settings

Status

D
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DP720 Handset Menu

The handset has an easy-to-use menu structure. Every menu opens a list of options. To open the main menu,

p r e $enudileft softkey) when the handset is on and in standby mode. Press Arrow keys to navigate to the

menu option you r Bdeatd(leftsoftkey) breDK/Sqdectms lsey th access further options or
confirm the setting displayed. TRBackg(aghtsoftkey).Yai cgnpressi ous m
Power key at any time to cancel and return to standby mode. If you do not press any key, the handset
automatically reverts to standby mode after 20 seconds.

\

¢ S
(b ) Register
Contacts > gﬂvat% » Deregister
L are | Select Base
- Missed Calls » Time
m Call History .| Accepted Calls |2
"1 Outgoing Calls )
_ Allcalls ) Advisory Tone
' ) » Ringtones
Volume
. Play Message LCDTimeout
"] Set Voice Mall » Menu Timeout
7 Message Waiting
s Voice Mail LCD Brightness
Registration /
Handset Name R .
Phone Language > IP Settings
Date / Time ’ N
Audio Change Base PIN
Display » Factory Reset
E . Network Settings Reboot Base
Settings —>  Sip Settings Repeater Mode
System Settings \ )
User Settings /_ : N
FirmwareUpgrade Diagnostic Mode
Factory Functions Audio Loopback
H LCD ON /OFF
Call Settings B N LCD Diagnostic
Do Not Disturb System Monitoring
Call Waiting L
—»| Call Forward
Speed Dial
Outgoing Default Line
Lines
L“u Model(RF)
Status FirmwaréBS)(HS)
_| IP Address
" Subnet Mask
Gateway
\ / MAC Address
_ IPEI

Figure 8: DP720 Menu Structure
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Contacts 1 Private: Private contacts include contacts visible in the current handset only.
You can add, edit, delete, and call all the entries in private contacts.

 Shared: Shared contacts are the contacts shared between the handsets
subscribed to the DP750 base station. You can add, edit, delete, edit and call all
the entries in shared contacts as well.

Call History Display the call history: Missed Calls, Accepted Calls, Outgoing Calls or All
Calls. You can add contacts to Shared Contacts directly from call logs.
Voice Mail 1 Play Message: Play voice mail messages received.

1 Set Voice Mail: Configure voice mail parameters.

Settings f Registration
Register and unregister your handset and also select base station.
1 Handset Name
Change the handset s name.
i Phone Language
Select the language to be displayed on the phone's LCD. (Default is English.)
1 Date/Time
Configure date and time on the Handset.
1 Audio

Specify ringtones for internal/external calls, the volume, and advisory tones
(Keypad, Confirmation, Low battery notifications).

i Display
Configure backlight, LCD timeout, LCD brightness and menu key timeout.
I Network Settings
Configure IP addresses and select DHCP/Static IP mode.
I SIP Settings
Configure/View SIP accounts settings.
I System settings

Change Base PIN code, perform factory reset, reboot base and configure
repeater mode.

1 User Settings

Configure auto answer feature, off-cradle pickup, on-cradle hangup, busy tone,
call waiting tone, cradle backlight, onhook backlight, mute, arrow keys
functions, and left / right soft keys function.

1 Firmware Upgrade

Upgrade the firmware version of the handset.
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1 Factory Functions

- Diagnostic Mode
All LEDs will light up, and the LCD will display a table listing the names of all
keys in red. Press any key to diagnose; the key's name will display in blue. After
al | keys are diagnosed, a prompt me:
(right softkey) to exit.
- Audio Loopback

Speak to the phone using speaker/handset/headset. If you can hear your voice,
your audi o i s wéa&xtdsoftkeyto eéxit audio loopback masle. i
- LCDON/OFF

Select this option to turn off LCD. Press any button to turn on LCD.
- LCD Diagnostic

Select this option to enter LCD Diagnostic mode. Pressi Ne xt 6 (| e
display white screen. Continue pressing the left softkey to view all remaining
screens (black, blue, red, and green) and then exit. End the test early by
pressing the right softkey.
- System Monitoring

Displays RSSI and battery voltage information.

Call Settings 1 Do Not Disturb
Enable/disable do not disturb mode on the phone.
I Call Waiting
Configure call waiting feature.
1 Call Forward
Configure call forward feature.
I Speed Dial
Assign contact numbers as speed dial.
i Outgoing Default Line
Select outgoing default line.
1 Lines
Display the line status.
Status 1 Status

Display handset status (Model RF, Firmware, IP address, Subnet mask,
Gateway, MAC Address, IPEI, é )
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BASIC OEERATIONS

Turning the Handset O N/ OFF
To turn ON the handset
- Long press on Power key until the LCD screen lights up.

To turn OFF the handset

- Long press on Power key again when the handset is idle until the display turns off.

Setup Wizard

Setup wizard shows at first access to DP720 or factory reset allowing users to configure handset language

and date/time. Users can quit at any time by pressing "Skip" (left softkey).

Register DP720 Handset to DP750 Base Station

1. On DP750 Base station, press and hold the Radio/Page button for 7 seconds until the Radio icon

o - . ()
starts blinking to start Subscription process. Or Access web Ul, and press Subscribe icon (l) to

Open Subscription.

Grandsiream DP750

GRANDSTREAM

CONMMECTING THE WORLD STATUS PROFILES

ClpRD

DECT Base Status

DECT Base Status

Base Station Name DF750_870880

. Base DECT FW Version CMBS 4.00 Build 118
Base DECT RF Region UNKNOWN
Base DECT RFPI Address 02C344EDES

Figure 9: DECT Status - Subscribe

2. On DP720, press Subscribe softkey if available on the main screen or access Menu A

Settings A Registration A Register while the DP750 Radio icon is blinking.
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Note: ASubscribed softkey appears only if DP720 is not

3. Select BaseX (X=1-4) corresponding to the desired base station DP750, then press Subscribe.

4. The DP720 will search for nearby base stations and will display the RFPI code and base station

name of the discovered DP750.
5. Press Subscribe to pair with the displayed DP750.

6. The DP720 will display Easy Pairing on the LCD and play an audible buzz when successful. Then it
will return to the home screen, displaying the handset name and number assigned by the registered

base station.

Fegistration

Searching

Searc gl

Subsctihe Base

Searching

Default Line

Info
o DF750_870580
Handset subscribed - I Easy Fairing - 02C34-4EDBAN

Figure 10: Registration process

Using DP720 with Multiple DP750 Base Stations

DP720 is able to be registered to up four different DP750 base stations.
Registering DP720 to an additional DP750 base station

Considering DP720 is previously registered to an initial base station, please follow below steps to register a

handset to an additional base station:

1. Press Menu (left softkey [=/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E’: and navigate to Registration.

D
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3. Select Register.

4. Navigate to an unsubscribed base using arrow keys, and click on Subscribe.

5. Make sure that the subscription is opened on the new base station.

Settings

1.Reqister Bazel
2. Deregister 02C34-4EDESh
3.5elect Base

Subsctihe Base

Info
o DF750_870884
Handset subscribed - I Easy Paiting - 02C34-4DDA0N

Figure 11: Multiple Base Stations Registration

Switching Between Different Base Stations

1. Press iMenud(left softkey [~/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E and select Registration.
3. Navigate to Select Base using arrow keys.

4. Select the desired base station and press Select.

1.Reqistration 1.Register Basel o it
nfo
2.Handset Name 2.Deregister N2C34-4EDESh

Basze selected
successfully

3.Fhone Language

Figure 12: Switching Between Base Stations

DP750/DP720 User Guide Page |30




GRANDSTREAM

CONNECTING THE WORLD

Unregister the DP720

T Using DP720 Handset:

1. On DP720, press fiMenuo(left softkey [=/ or the selection key ® ) to bring up operation menu.

2. Press arrow keys to move the cursor to Settings and then press fSelecta

3. Navigate to Registration, then press fSelecto(left softkey = ).

4. Navigate to Deregister.

5. Select the Handset to be unregistered and press fDeregistero(left softkey =/ ).

6. Enter the system PIN code (default: 0000).

7. Pr e Paneodleft softkey =/ )t o c on fBackom (ori gfh -] Jstaochncek e y

 Using DP750 Base Station Ul:

1. Access DP750 Web Interface.
2. Goto Status A DECT Base Status.

3. locate the handset t d&nsubscribepi Dtuert oamnd press i

DECT Base Status

Account Status

DECT Base Status

EBase Station Name DP750_8T0884
Base DECT FW Version CMES 4.00 Build 121
Base DECT RF Region UNKNOWN

Base DECT RFPI Address 02C344DDAD

Global Functions

UUnsubscribe Handsets Unsubscribe All

Handset Status

Handset Name IPEI =} Page Unsubscribe :;lfmware Upgrade RAM Dump
HS1 HS1 = @ 1.0.3.23 Up to date

HS2  Hs2

HS3  HS3

HS4  Hs4

HSS HS5

Figure 13: Unregister DP720 from DP750 web Ul
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Obtain DP750 Base Station IP Address via paired DP720

DP750 is by default configured to obtain IP address from DHCP server where the unit is located. In order to
know which IP address is assigned to your DP750, please follow below steps using a paired DP720 handset
with your DP750 base station. Please see Register DP720 Handset to DP750 Base Station .

1. Pr e dMsenudileft softkey) g or OK button @ on DP720 to view operation menu.

2. Press Arrow (Up, Down, Left, Right) keys to move the cursor to Status icon hid , then press

fSelecto (| ef tBs or OK buton )(D

265 265.255.0

Gateway

192.168.5.1

Setting the Key Lock

You can lock the keypad against unintentional entries. It is, however, still possible to pick up incoming calls

even with the keypad locked.
1 To enable the Keypad Lock
1. Pressthe Pound key fi# (‘) and hold for approximately 2 seconds.

2. The display shows Keypad Locked briefly and the key lock icon ﬂ appears in the display.
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1 To disable the Keypad Lock

1. Press and hold Pound key fi#0 to unlock the keys.

2. Keypad Unlocked appears briefly in the display and a windows prompt will be displayed to confirm
that the keypad is unlocked.

Locating a DP720 Handset from DP750 Base station

In some situations, you may have a DP720 handset 1incol
location. You can locate a DP720 handset from his registered DP750 base station using below steps:

Locate via DP750 Web Ul

1. Access the Web GUI of your DP750 wusing the adminods

and password is: admin/admin).
2. Press Login to access your settings and navigate to Status A DECT Base Status tab.

3. Choose which handset to locate and press its corresponding Page button.

Note: If you press Page All icon Qe , all registered DP720 handsets will be receiving paging call.
4. Apaging call will be received on the selected DP720 handset.

5. Once located, you can press any key on the handset or press Page or Page All to end paging call.

Cc (‘l)) Version 1.0.3.23
DECT Base Status
Account Status
DECT Base Siatus
Base Station Name DP750_98e166
Line
Net Base DECT FW Version CMBS 400 Build 121
Syster Base DECT RF Region EU
Base DECT RFPI Address 02DC3256D8

Global Functions

Unsubscribe Handsets Unsubscribe All

Handset Status

N HS
Page Unsubscribe Firmware Upgrade RAM Dump

'age | 1.0.3.22 Up to date
'age 1.03.22 Up to date

Handset Name IPEI

o

p

=
HS1  HS1 o0z2c3zzBs21 [ea)
=
=

ar

Figure 14: Locate Handset via Web Ul
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Locate via DP750 Base station

1))

1. On DP750 Base station back side, press Radio/Page button Q .

2. All registered handsets will receive Paging call.

3. Once located, you can end the paging calling by pressing any key on the handsets or by pressing

again Radio/Page button.

Checking System Status

You can view the system status on your handset including the following information of the system:

Table 9: DP720 Info description

Model (RF)

Firmware
IP Address

Subnet Mask

Gateway

MAC address
IPEI

Displays the product model, hardware version and DECT region of DP720.
i.e.. DP720 1.4A (EV)

Current firmware version installed on DP720. i.e.: 1.0.3.17
IP address of the base station DP750 if registered.
Subnet Mask of the base station DP750 if registered.
Gateway IP of the base station DP750 if registered.

MAC address of the base station DP750 if registered.

International Portable Equipment Identifier.
Uni que Aseri al number o for DECT han

9 To check the handset status

1. Press Menu (left softkey [~/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Status menu ad

Basic Network Settings

Once connected to the network, DP750 base station will attempt to contact a DHCP server to obtain valid

network settings (e.g., IP address, subnet mask, gateway address and DNS address) by default.

The users could also configure basic network settings manually from a registered DP720 Handset. In order

to configure the network settings manually, please follow the steps below:

D
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1. Press Menu (left softkey [~/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E and access Network Settings menu.

3. Enter the system PIN code (default: 0000) and press the softkey fDoned(left softkey = ).

4. To change to static IP, press @ or @ to select Static from the IP Settings field.

5. Enter valid values in the IP Address, Subnet Mask, Gateway, DNS Server fields.
6. Press softkey iSaveod( [~/ ) to save and apply the new changes.
Note: A prompt message will be displayed to confirm that the new settings are saved successfully
7. The DP720 will display a reboot confirmation message, select fivesoto apply the new settings or iNoo

to avoid rebooting the DP750.

Fin Werification Jetwork Settings
2 Handset Name Enter PIF

3.Phone Language

Settings

|**** |

Select Dione Delets

Rehoot Base

¢ Confirm

O
{ < ic
Saved Successfully IP Address
[192.168.5.162
SubnetMask

255.255 255.0

Do you want to rehoot
hase?

Save

Figure 15: Network Settings configuration

Change Menu and LCD Timeou

1. Press Menu (left softkey [=/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E .
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3. Navigate to Display, and then press fSelecto(left softkey = ).
4. Set desired time in seconds for Backlight timeout and for Menu timeout. Available value: 15

seconds, 30 seconds, 60 seconds or disabled. (Default is 30 seconds)

5. Press Save (left softkey E) to save and apply the new settings.
Return to Idle Screen

Press the Power Key to quickly exit the menu and return back to the main idle screen.

If you do not press any key in a period of time, the LCD screen will automatically exit the menu and return to

the idle screen as well.

When you are navigating on the handsetdés menu, and yo
automatically exit the menu and you can either accept or reject the call, when the call is terminated, the LCD

screen will return back to the idle screen.

Register a SIP Account

DP750 supports up to 10 SIP accounts, 5 handsets. Each handset can be configured up to 10 accounts.

Pl ease be aware that | ine settings wild!@ be afAS8Pted by
Account Seotrt immogsed.det ails about nHAdministratipn Gudedup 6, pl ease

Register account via web user interface

1. Access your DP750 base station web Ul by entering its IP address in your favorite browser.
2. Enteryouradminds wuser name an dultpsarsasmaevamd passwordleafimin/admin).
3. Press Login to access your settings.

4. Go to Profiles tab and select a profile to use.

DP750 supports up to 4 profiles. A profile is a set of settings including general settings, network settings,
SIP setting, audio setting, call settings and ring tones, and etc.
A profile can be used with different SIP accounts.

5. In General Settings, set the following:
a. Profile Active to Yes.
b. SIP Server field with your SIP server IP address or FQDN.

c. Failover SIP Server with your failover SIP server IP address or FQDN. Leave empty if not

available.
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d. Prefer Primary SIP Server to No or Yes depending on your configuration. Set to No if no
failover SIPserveri s d e f ¥ a g @count Will refjister to primary SIP server when

failover registration expires.

e. Outbound Proxy with your outbound proxy IP address or FQDN. Leave empty if not

available.
6. Press Save and Apply to save your configuration.

7. Goto DECT A SIP Account Settings

m General Settings

General Settings

Profile Active No ® Yes

Metwork Settings

SIP Settings 4= SIP Server sip.mycompany.com

Failover SIP Server

- Prefer Primary SIP Server ® No ) Yes
Profile 3 &k Outbound Proxy
Profile 4 G

Voice Mail Access Number

Figure 16: SIP Settings

8. Configure your SIP details in desired account:
a. Account: Select Account row to configure (Account 1 i Account 10).

b. SIP User ID: User account information, provided by VoIP service provider (ITSP). Usually in

the form of digit similar to phone number or actually a phone number.

c. Authenticate ID: S| P s er vi casthesticadtedxusad oreautidestication. Can be

identical to or different from SIP User ID.

d. Password: S| P service subscr iolegstebts SIRiserceodf MSP. Fpra s s wo r (

security reasons, the password will field will be shown as empty.
e. Name: Any name to identify this specific user.
f. Profile: Select the corresponding Profile ID (1/2/3/4).
g. HSMode:Assign the account to specific handset (HS
h. Active: Set to Yes. If set to No, account is disabled and will not register.

9. Press Save and Apply to save your configuration.

D
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SIP Account Settings

General Settings

SIP Account Setfings
Account SIP User ID Authenticate ID  Password Name Profile HS Mode  Active

Account1 | 1400 1400 ] 1400 Profile 1 ¥ || HS1 ¥ | U No ® yes
Accountz | 1401 1401 ] 1401 Profile 1 ¥ || Circular ¥ | () No ® Yes
Account3 | 1402 1402 ssensen 1402 Profile 1 ¥ || Circular ¥ | O No ® yes
Accountd | 1403 1403 1403 Profile 1 v || Circular ¥ | O No ® ves
Account & Profile 1 ¥ || Circular ¥ | (J No ® yes
Account 6 Profile 1 ¥ || Circular ¥ | ) No ® Yes
Account 7 Profile 1 ¥ || Circular ¥ | () No '® Yes
Account 8 Profile 1 ¥ || Circular ¥ | ) No ® Yes
Account 9 Profile 1 ¥ || Circular ¥ | () No ® Yes
Account 10 Profile 1 ¥ || Circular ¥ | (J No ® yes

Figure 17: SIP Accounts Settings

Handset Line Settings

After applying your configuration, your phone will register to your SIP Server.

You can verify if your DECT phone has registered with your SIP server from your DP750 web interface under
Status A Account Status (a green background with Yes under SIP Registration column for corresponding
account indicates the account has been successfully registered).

Account Status

Account Status

DECT Status
Account SIPUserlD  SIPServer  SIPRegistation  HSMode  HS1 HS2 HS3 HS4 HS6

Line Options

Network Status =

System Info Account 1 1400 192168630  [NE= HS 1
Account 2 1401 192168630  [Ng=S) Circular
Account3 1402 192168630 4= Circular
Account 4 1403 192.1686.30 [N Circular
Account 5
Account 10 _

Figure 18: Account Status
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PHONE SETTINGS

This chapter will help you with the instruction for configuring and changing the settings of your DP720,
AEOET ¢ OEA (AT AOAOGSO 1T AI A
The procedure to changet h e h a mahe & asddlows:

 Using DP720 Handset:

1. Press Menu (left softkey [~/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E .

3. Navigate to select Handset Name, and then press fSelecto(left softkey = ).
4. Enter the desired name and press fRenameo (left softkey = ) and then the DP720 will display a

confirmation message that the rename operation was successful.

Handset Name ABC

1.Registration Handset Mame

2 Handset Name ||‘|5:2
3.Phone Language

Seftings Settings

Figure 19: Handset Name editing

1 Using DP750 Base Station Ul:

1. Access DP750 Web Interface.
2. Goto DECT A General Settings.

3. Il n AHandset Sett i Hapndset Naneedotdesmed name.h an g e
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Handset

HS1

H52

HS3

HS4

Handset Settings

Handset Name Handset Phonebook
H31 FE1 ¥
H3Z2 FPBZ ¥
HS3 PE2 ¥
HS4 FE4 ¥
HS35 FBS ¥

Offhook Auto-dial

Figure 20: Edit Handset Name from DP750

Changing the Base PINCode

Users can change their code PIN by following the steps below:

 Using DP720 Handset:

1. Press Menu (left softkey [=/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E .

3. Navigate to select System Settings, and then press fSelecto(left softkey = ).

4. Enter the current code PIN (By Default is 0000), a new window will be displayed inviting you to enter

the new password, when done press fSaveo (left softkey =/ ) and a prompt message will be

displayed to confirm that the new code PIN has been saved successfully.

D
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Zhange Base Pin

o Info

Pin changed
successiul.

Settings

T Metwork Settings
8.5IP Settings
9.Systern Settings

10.User Settings

Zhange Base Pin
Enter Mew PIM

EE 4+ 10

- Re-entar Mew PIM
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1.Change Bas

2. Factory Reset
3. Rehoot Base

4 Repeater Mode

Fin Yerification
Enter PIM

|****

Done

Figure 21: Changing Admin Base PIN Code from DP720

1 Using DP750 Base Station Ul:

1. Access DP750 Web interface.

2. Goto DECT A General Settings.

3. Set new PIN code in Admin PIN Code field.

Note: Only digits accepted. Minimum allowed length is 4 digits.

General Settings
SIP Account Settings

Handset Line Settings

General Settings

Basea Station Mame

DPF750_870884

= Admin FIN Code

Figure 22: Changing Admin Base PIN Code from DP750
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Selecting Phone Language

The DP720 supports displaying texts in different languages. The handset supports 27 languages (see the
table of the technical specifications). The default language of the handset is English. You can change the

language according to your requirement. To change the language of the handset, please proceed as follows:

1. Press Menu (left softkey [=/ or the selection key ® ) to bring up operation menu.

2. Use arrow keys to reach Settings E’: .

3. Navigate to select Phone language, then select the desired language and press fSelecto (Left
softkeyl?).The LCD screen prompts foChxaxnxg e( xpxhxo nieyod
selected)o

4. Press fveso (left softkey = ) to accept the change. Text displayed on the handset will change to

the selected language.

Settings Settings Fhone Language
8’ Q 1.Registration 1.Enalish
2 Handset Mame 2.Czech
' 'El' 3.Phone Language 3.0eutsch
4 DatefTime 4 Ezpafiol
@ “ 5. Audio A.Frangais
6.Display By
ot Back

Figure 23: Handset Language

Activate/Deactivate Hands -Free Mode
This function allows you to make a call without having to hold the handset in your hand.
1. Pressthe Hands free key while you are making a call or on the idle screen to activate hands

free mode.

2. Pressthe Hands free key again to deactivate the hands free function.
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Muting the Microphone
Press the Mute key to switch off the microphone during an established call. You can now talk freely

without the other party hearing you and the icon of mute E will be displayed on the screen. Press the

Mute key again to switch the microphone back on.

Adjusting Speaker and Earpiece Volume

Press left key @ or right key @ while you are on an established call to set the volume of the earphone /

speaker. You can choose between 5 different levels. The default level is 3:

D D D D D Volume 0 (Silent Mode) I I I D D Volume 3
I D D D D Volume 1 I I I I D Volume 4
l I —| : Volume 2 I I I I I Volume 5

Ringtones

Setting the Ringer Volume on the Handset

You can adjust the ringer volume for an incoming call to one of 6 levels (level 1 to 5 and off). Level 5 is the
highest level. (The DP720 Handset is set to level 3 by default).

In order to configure the desired ringer volume, proceed as follows:
1. Press Menu (left softkey [=/ or the selection key ® ) to bring up operation menu.
2. Use arrow keys to reach Settings E’J .
3. Navigate to select Audio A Volume.
4. Press the left and right arrow keys to change repeatedly and set the desired volume.

5. Press iSaveo (left softkey =/ ) to confirm the volume, and a message prompt will be displayed to

confirm that the new volume has been successfully saved.

If you select OFF, the icon appears in the display and the handset will not ring for incoming calls.
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Settings

= -

Figure 24: Ringer Volume

Setting the Ringer Melody on the Handset

You can change the ringer melody for an incoming call. The device has 8 different ringer melodies for you to
choose from (1-8). The default setting for the ring tone for a call is melody 1.

In order to configure the desired melody, proceed as follows:
1. Press Menu (left softkey [~/ or the selection key ® ) to bring up operation menu.
2. Use arrow keys to reach Settings E .
3. Navigate to select Audio A Ringtones.

4. Press fSelecto (left softkey = ) to confirm the ringtones selected and a message prompt will be

displayed to confirm that the new ringtones has been set successfully.

Settings

L]
-]

- =

&

Figure 25: Calls Ringtones
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