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snom7xx Wall Mount Kit
for

Standard Ethernet Wall Plates (4" center)*

Delivery Content

Wall bracket Stop rest Tab

* Standard Ethernet Wall Plate not included
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Mounting the wall bracket

1. Hang the bracket on the studs provided on the Ethernet wall
plate (standard 4" center). The printing "attach to wall" must
be facing you (Fig. 1).

2. Bolting the bracket to the wall is optional and normally not
necessary.

Preparing the phone for wall mounting

Attaching the stop rest to the phone

1. Insert the top cleat on the back of the stop rest into the top hole
on the back of your snom 7xx (Fig. 2, step A) and slide it up-
wards to the top of the narrow end of the hole (Fig. 2, step B).

2. Push the bottom cleat (labeled @ on the front) down into the
wide part of the bottom hole (Fig. 2, step C). Do not use force!
If the top cleat has been properly inserted and pushed to the
top of the hole, the plugs of the bottom cleat fit in the hole
snugly.

Fig. 2
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Replacing the tab of the phone's cradle

Remove the tab from the phone's cradle (Fig. 3, Step A) and insert
the tab provided in this package, as shown in Fig. 3, Step B and C.

Connecting the cables

1. Plug the long end of the handset cord into the connector labelled
“('" on the back of the phone and place the cord in the cable
guide (Fig. 4). You may want to hold off on attaching the handset
to the other end of the cord until the phone has been mounted on

the wall.

2. Connect the Ethernet cable (not included) and, if applicable, the
power cable (not included) to the connectors on the back of the
phone. For more information, please consult the phone's manual.

Mounting the phone on the wall bracket

1. Hold the phone with the slide guides directly above the grooves
on either of the wall bracket (Fig. 5, Step A).

2. Slide the phone downwards so that the slide guides are inside
the grooves on the wall bracket until the stop rest locks into place
in the cut-out at the top of the bracket (Fig. 5, step B).

Unmounting the phone from the wall

1. Slide the phone upwards with both hands until it comes off the
wall bracket. There may be a slight resistance initially when the
stop rest detaches from the wall bracket. Do not use force!

2. Disconnect the Ethernet cable and, if applicable, the power and

PC cables.

Removing the stop rest from the phone

1. Lift the lower end of the stop rest lightly with two fingers on

either side of the arrows.

2. Slide the stop rest downwards until the top cleat is free.

snom technology AG

Wittestr. 30 G

13509 Berlin, Deutschland

Tel. +49 30 39 83 3-0

Fax +49 30 39 83 31 11
info@snom.com, sales@snom.com

snom France SARL

6 Parc des fontenelles
78870 Bailly, France
Tel. +33 1 8087 62 87
Fax +33 18087 62 88
snom-fr@snom.com

snom UK Ltd

Amethyst House, Meadowcroft Way
Leigh Business Park, Leigh
Manchester WN7 3XZ, UK

Tel. +44 161 348 7500

Fax +44 161 348 7509
uksales@snom.com

© 2013 snom technology AG
v1.02

snom technology, Inc.

18 Commerce Way, Suite 6000
Woburn, MA 01801, USA

Tel. 781-569-2044

Fax 978-998-7883
infoUSA@snom.com

snom technology SRL
Via A. Lusardi 10
20122 Milano, Italia

Tel +39 02 00611212
Fax +39 02 93661864
snom-italy@snom.com

snom technology Ltd.

Rm. A2, 3F, No. 37, Ln. 258
Ruiguang Rd., Neihu Dist.
Taipei City 114, Taiwan

Tel +886-2-8751-1120
Fax +886-2-8751-1130
infoASIA@snom.com

Fig. 4

é— Stop rest

4_.4 Slide guides

e~ Wall

Wall
plate

ﬁ; Ethernet
Jack

Fig. 5

snom.com

Wall
plate

Illustrations not drawn to scale




