
               Yealink HD IP Phone Specifications for Metaswitch

                                                           Model                                
Features

SIP-T41P SIP-T42G SIP-T46G SIP-T48G SIP-T19P SIP-T20P SIP-T21P SIP-T21P E2 SIP-T22P SIP-T23P/G SIP-T26P SIP-T28P W52P

Picture

Firmware 36.80.202.1.rom 29.80.202.1.rom 28.80.202.1.rom 35.80.202.1.rom 31.71.202.51.rom 9.71.202.177.rom 34.71.202.91.rom 52.80.202.1.rom 7.71.202.177.rom 44.80.202.1.rom 6.71.202.177.rom 2.71.202.177.rom
Base:25.73.202.1.rom

handset：
26.73.202.1.rom

Basic Endpoint Features
Outgoing Call √ √ √ √ √ √ √ √ √ √ √ √ √

Outgoing call canceled √ √ √ √ √ √ √ √ √ √ √ √ √
Incoming Call √ √ √ √ √ √ √ √ √ √ √ √ √
Incoming call cancelled √ √ √ √ √ √ √ √ √ √ √ √ √
Long Duration Call √ √ √ √ √ √ √ √ √ √ √ √ √
MetaSwitch Announcements √ √ √ √ √ √ √ √ √ √ √ √ √
Do Not Disturb √ √ √ √ √ √ √ √ √ √ √ √ √
FeatureKey Synchronization √ √ √ √ √ √ √ √ √ √ √ √ √

Device keep alive (SIP or H.248 only) √ √ √ √ √ √ √ √ √ √ √ √ √

Call keep alive (VoIP only) √ √ √ √ √ √ √ √ √ √ √ √ √

Music on Hold √ √ √ √ √ √ √ √ √ √ √ √ √

Device Supports Authentication √ √ √ √ √ √ √ √ √ √ √ √ √

1+10D long distance calling √ √ √ √ √ √ √ √ √ √ √ √ √ √

Business Phone Features
3-way Calling √ √ √ √ √ √ √ √ √ √ √ √ √
3-way Consultative Call Transfer √ √ √ √ √ √ √ √ √ √ √ √ √*

Announcement Before Billing √ √ √ √ √ √ √ √ √ √ √ √ √

Attended Call Transfer (no 3-way period) √ √ √ √ - - - √ - √ - - √

Automatic Callback √ √ √ √ √ √ √ √ √ √ √ √ √

Basic Call Park and Retrieval √ √ √ √ √ √ √ √ √ √ √ √ √

Blind Call Transfer √ √ √ √ √ √ √ √ √ √ √ √ √*

Bulk Provisioning Using DHCP Option 66 √ √ √ √ - - - √ - √ - - √

Busy Lamp Field √ √ √ √ √ √ √ √ √ √ √ √ x

Busy Lamp Field Pickup √ √ √ √ √ √ √ √ √ √ √ √ x

Call Forwarding √ √ √ √ √ √ √ √ √ √ √ √ √

Call Jump √ √ √ √ - - - √ - √ - - √

Call Waiting √ √ √ √ √ √ √ √ √ √ √ √ √

Calling Name Display √ √ √ √ √ √ √ √ √ √ √ √ √

Calling Number Display √ √ √ √ √ √ √ √ √ √ √ √ √

Cancel Call Waiting √ √ √ √ √ √ √ √ √ √ √ √ √

Digit Map Programming √ √ √ √ √ √ √ √ √ √ √ √ x

Distinctive Ringing - Priority Calling √ √ √ √ √ √ √ √ √ √ √ √ √

Encrypted Signalling and Media (TLS/SRTP) √ √ √ √ √ √ √ √ √ √ √ √ √

Endpoint Voicemail - Basic Functionality √ √ √ √ √ √ √ √ √ √ √ √ √
Endpoint Voicemail - Visual Message Waiting 
Indicator

√ √ √ √ √ √ √ √ √ √ √ √ √

Enhanced Call Park √ √ √ √ √ √ √ √ √ √ √ √ √*

Enhanced Park Orbit Monitoring √ √ √ √ √ √ √ √ √ √ √ √ x

Enhanced Parked Call Retrieval √ √ √ √ √ √ √ √ √ √ √ √ √
Fault Tolerance and disconnection (Single Interface 
Devices)

√ √ √ √ √ √ √ √ √ √ √ √ √

G.711 Codec √ √ √ √ √ √ √ √ √ √ √ √ √

G.722 Codec √ √ √ √ √ √ √ √ √ √ √ √ √

G.726-32 Codec √ √ √ √ √ √ √ √ √ √ √ √ √

G.729 Codec √ √ √ √ x √ √ √ √ √ √ √ √

Geographic Redundancy Support √ √ √ √ √ √ √ √ √ √ √ √ √

Hot Line √ √ √ √ - - - √ - √ - - x

Integrated DND √ √ √ √ - - - √ - √ - - √

Metaswitch Provisioning server - Endpoint Packs √ √ √ √ - - - √ - √ - - √

Multiparty Video Calls x x x x x x x x x x x x x

Multiple Line Hunt Groups √ √ √ √ √ √ √ √ √ √ √ √ √

NTP √ √ √ √ √ √ √ √ √ √ √ √ √

On-device media mixing for multi-party calls √ √ √ √ √ √ √ √ √ √ √ √ √

Originating Group Paging Calls √ √ √ √ √ √ √ √ √ √ √ √ x

Originating Intercom Calls √ √ √ √ √ √ √ √ √ √ √ √ x

Originating Push-to-Talk Calls √ √ √ x x x x √ x √ x x x

Receiving Group Paging Calls √ √ √ √ √ √ √ √ √ √ √ √ x

Receiving Intercom Calls √ √ √ √ √ √ √ √ √ √ √ √ √

Receiving Push-to-Talk Calls √ √ √ √ - - - √ - √ - - √

RFC2833 (Out Of Band) DTMF Transmission √ √ √ √ √ √ √ √ √ √ √ √ √

Shared Line Appearance √ √ √ √ √ √ √ √ √ √ √ √ √

Shared Line Appearance Private Call Hold √ √ √ √ √ √ √ √ √ √ √ √ √

Silence Suppression with comfort noise √ √ √ √ - - - √ - √ - - √

Silence Suppression without comfort noise √ √ √ √ - - - √ - √ - - √

Simple Star Code Services √ √ √ √ √ √ √ √ √ √ √ √ √

SIP Call Forking √ √ √ √ √ √ √ √ √ √ √ √ √
Support for MetaSphere Call Feature Server 
Protection Switch

√ √ √ √ √ √ √ √ √ √ √ √ √

Support for Metaswitch Perimeta Software 
Protection Switch

√ √ √ √ - - - √ - √ - - √

Support for Metaswitch Perimeta Software 
Protection Switch (Secure Calls)

√ √ √ √ - - - √ - √ - - x

TCP Communication √ √ √ √ √ √ √ √ √ √ √ √ √

Video Codecs x x x x x x x x x x x x x

VoIP Voice Quality Monitoring - RTCP √ √ √ √ √ √ √ √ √ √ √ √ √

VoIP Voice Quality Monitoring - SIP PUBLISH √ √ √ √ x x x √ x √ x x x

Warm Line √ √ √ √ - - - √ - √ - - x

CommPortal Phone Apps
Network Call Lists √ √ √ √ x x x √ x √ x x √
Hot Desking √ √ √ √ x x x √ x √ x x x
Message List √ √ √ √ x x x √ x √ x x x

Network Contacts √ √ √ √ x x x √ x √ x x √

Automated Call Distribution √ √ √ √ x x x √ x √ x x x

Service Provision √ √ √ √ √ √ √ √ √ √ √ √ √

√*:Yealink endpoints currently offer partial support for the Metaswitch Perimeta Software Protection Switch (Secure Calls). For more information, please visit the Test Plan.

https://communities.metaswitch.com/interop-search.jspa?query=yealink&advanced=true&metaswitchProduct=&metaswitchVersions=9.1%2C9.0.10%2C9.0%2C8.3%2C8.2.02%2C8.1%2C8.0%2C7.4%2C7.3%2C7.1.1%2C7.0%2C6.1%2C6.0%2C5.1%2C5.0%2C4.2%2C4.1.2%2C4.1.1%2C4.1%2C4.0%2C3.3%2C3.2%2C3.1%2C3.0%2C%2CN%2FA&perimetaVersions=V3.8%2CV3.7%2CV3.6%2CV3.5%2CV3.3%2Cpre-V3.5%2C%2Cna&partnerName=&partnerProductFamily=&deviceType=&metaswitchFacingProtocol=&onwardFacingProtocol=&requiredFeatures=



