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XML browser simply means that the SIP phone sõ LCD screen display can be managed 

by external applications.  

This guide show s you how to use XML API to control the LCD screen  display of Yealink 

IP phones as well as its configuration.  The XML API is intended to provide you with 

flexibility in developing applications on the phones while tightly integrating into the 

phone õs telephony  capabilities and functions.  

This guide  applies to SIP-T48G, SIP-T46G, SIP-T42G, SIP-T41P, SIP-T29G, SIP-T27P, 

SIP-T23P/G, SIP-T21(P) E2 and SIP-T19(P) E2 IP phones running firmware version 80 or 

later . 

This guide is designed specifically to provide development engineer s, system 

administrators, or network engineers with information for developing and deploying 

customized client services to Yealink IP phones  using the XML browse r feature . 

This guide is not intended for end users and does not provide user -level information  on 

how to use  any specific XML applications.  

Before reading this guide, you should be familiar with the following:  

 ̧ Basic text editors, or full IDE -like Eclipse or Microsoft Visual Studio for creating or 

writing code . 

 ̧ General application and software development . 

 ̧ Adequate planning, creating, and testing resources needed to produce a fully 

deployable web -based application . 

 ̧ Yealink IP phones and provisioning methods . 

 ̧ How to use an  XML editor . 

 ̧ The XML-based schema and syntax . 
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This section describes the changes to this guide for each release and guide version.  

Documentations of the newly released SIP -T19(P) E2 IP phones have been added . 

The following section  is new:  

 ̧ Configuring the Default Input Method  on page  92 

Major updates have occurred to the following sections:  

 ̧ XML display control  and keys  on Yealink IP phones  on page  5 

 ̧ Yealink IP Phone XML Objects  on page 8 

 ̧ TextMenu Object on page 9 

This version is updated to remove SIP-T28P, SIP-T26P, SIP-T22(P), SIP-T21(P), SIP-T20(P) and 

SIP-T19(P) IP phones . Documentations of the newly released SIP-T27P and SIP-T21(P) E2 

IP phones have also  been added . 

Major updates have occurred to the following sections:  

 ̧ XML display control  and keys  on Yealink IP phones  on page  5 

 ̧ Yealink IP Phone XML Objects  on page 8 

 ̧ Configuring a n XML Browser  Key  on page  81 

Documentations of the newly released SIP-T29G IP phones have also been added. 

Major updates have occurred to the following sections:  

 ̧ XML display control  and keys  on Yealink IP phones  on page  5 

 ̧ Yealink IP Phone XML Objects  on page 8 

 ̧ Customizable Soft  keys  on page  68 

 ̧ Configuring a n XML Browser  Key  on page  81 

Documentations of the newly released SIP-T23P/G IP phones have also been added. 

Major updates have occurred to the following section s: 
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 ̧ XML display control  and keys  on Yealink IP phones  on page  5 

 ̧ Yealink IP Phone XML Objects  on page 8 

 ̧ Customizable Soft  keys  on page  68 

 ̧ Configuring a n XML Browser  Key  on page  81 

This version is updated to remove SIP-T3xG  and VP530 IP phones.  Major updates have 

occurred  to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 

Major updates have occurred  to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 

The following sections are new:  

 ̧ XML Format  on page  2 

 ̧ Some Development Guidelines  on page 73 

 ̧ Troubleshooting  on page 94 

 ̧ Appendix  on page 96 

Major updates have occurred  to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 

This version is updated to incorporate SIP-T48G IP phones. Major updates have 

occurred  to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 

This version is updated to incorporate SIP-T46G, SIP-T42G and SIP-T41P IP phones. Major 

updates have occurred  to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 
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Major updates have oc curred to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 

Major updates have occurred to the following sections:  

 ̧ XML display control  and keys  on Yealink IP phones  on page  5 

 ̧ Yealink IP Phone XML Objects  on page 8 

 ̧ Customizable Soft  keys  on page  68 

 ̧ XML Objects Pushed to the Phone  on page  71 

Documentation s of the newly released SIP -T19(P) and SIP-T21(P) IP phones ha ve  also 

been added.  

The following sections are new:  

 ̧ Configuring the Push XML Server  on page  75 

 ̧ Configuring the Block XML in Calling  on page  87 

Major updates have oc curred to the following section : 

 ̧ Yealink IP Phone XML Objects  on page 8 
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XML stands for e xtensible Markup Language. It is a markup language much like HTML. 

HTML is designed to display data and to focus on how  data looks , while  XML is 

designed to describe data and to focus on what data is.  

XML enables SIP phones to serve as output devices for many exciting applications. 

The XML infrastructure allows the phones to interact with external applications in a 

flexible and programmable manner.  

The following are characteristics of XML:  

 ̧ XML tags are not predefined. You must define your own tags . 

 ̧ XML uses a n XML schema to describe the data.  

 ̧ XML with a n XML schema is designed  to be self -descriptive . 

 ̧ XML is a W3C Standard Recommendation . 

Sample of Basic XML document:  

 

 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneTextMenu  

destroyOnExit=" no" 

style=" numbered " 

Beep="no"  

Timeout="30"  

LockIn=" no">  

<Title wrap ="yes">Phone Services</Title>  

<MenuItem>  

<Prompt>Ask Google</Prompt>  

<URI>http://10.2.11.158/ yealink /google/google.php?user=</URI>  

<Dial>456</Dial>  

</MenuItem>  

<MenuItem>  

<Prompt>CNN News</Prompt>  

<URI>http://10.2.11.158/ yealink /rss/rss.php?fe ed=cnn</URI>  

<Dial>1001</Dial>  

</MenuItem>  

</YealinkIPPhoneTextMenu>  

Root element  Child elements of the root  

XML Declaration  
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XML is written in the form of  XML elements  consisting of  tags  enclosed in  angle 

brackets  (e.g.,  <YealinkIPPhoneTextMenu > ). XML contains 3 kinds of tags: the  start 

tag , the  end tag and the  empty -element tag . The empty -element tag  has two kinds of 

form: in pairs  (e.g., <MenuItem>< /MenuItem> ) and not in pairs ( e.g., <MenuItem  /> ). 

With the exception  of the  empty -element tag  not in pairs , XML tags most commonly 

come in pairs like  < YealinkIPPhoneTextMenu >  and  </ YealinkIPPhoneTextMenu > . The 

first tag in a pair is the  start tag  (e.g., < YealinkIPPhoneTextMenu > ), and the second 

tag is the  end tag  (e.g.,  </ YealinkIPPhoneTextMenu > ). XML mainly follows rules as 

below:  

 ̧ XML must have root element.  

 ̧ The end tag  must have the character  ò/ó. 

 ̧ XML tags are case -sensitive . 

 ̧ Each attribute  value  should be within double quotations . 

 ̧ The texts within <! --  --> are  considered as comments.  

XML provides  escape  facilities for including characters which are problematic to 

include directly.  For example , the characters "<" and "&" are key syntax markers and 

may  never  appear in con tent . XML has five  predefined entities . 

XML conversion table is shown as bel ow:  

Character  Name  Escape Sequence  

& Ampersand  &amp;  

ò Quote  &quot;  

ô Apostrophe  &apos;  

<  Left angle bracket  &lt;  

>  Right angle bracket  &gt;  

To respect XML r ecomme ndations, the following header  can be set at the beginning of 

the XML document,  

<?xml version="1.0" encoding="ISO -8859-1"?>  

Or 

<?xml version="1.0" encoding="UTF -8"?>  

Yealink provides XML object files beginning with the XML d eclaration  ò<?xml 

version="1.0" encoding="ISO -8859-1"?>ó. 

For more information  on XML , refer to http://www.xml.com/ . 

http://en.wikipedia.org/wiki/HTML_element
http://en.wikipedia.org/wiki/Angle_brackets
http://en.wikipedia.org/wiki/Angle_brackets
app:ds:character
http://en.wikipedia.org/wiki/Escape_sequence
http://en.wikipedia.org/wiki/List_of_XML_and_HTML_character_entity_references#Predefined_entities_in_XML
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The XML browser feature on Yealink IP phone s allows users to develop and deploy  

custom services which meet user functional requirements on the server. Users can 

customize practical applications, such as weather report, s tock information, Google 

search , news service , etc . 

Phone service developers should take it into consideration that the phone is not a web 

browser so it cannot parse HTML. Although the content is delivered to the phone 

through HTTP messages using a web server, keep in mind that the content is not HTML. 

All content comes to the IP phone either as plain text or text packaged  in XML objects . 

Yealink IP phones support 10 proprietary XML objects, which allow the creation of 

powerful XML applications.  

There are 2 types of XML objects:  

UI objects : XML objects are used to control the LCD screen display of IP phone s. 

Non UI objects : XML objects  have no direct impact on the current LCD screen display  

of IP phone s. 

The supported objects are:  

 ̧ TextMenu object (UI)  

 ̧ TextScreen object (UI)  

 ̧ InputScreen object (UI)  

 ̧ Directory object (UI)  

 ̧ Image Screen  object (UI)  

 ̧ Image Menu  object (UI)  

 ̧ FormattedTextScreen object (UI)  

 ̧ Status object (UI)  

 ̧ Execute object (Non  UI) 

 ̧ Configuration object (Non UI)  
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Depending on the IP infrastructure, Yealink has supported develop ing  the XML 

browser capability o f the phone s using HTTP. Yealink IP phones support two modes for 

XML browser applications:  

 ̧ Phone-initiated  

 ̧ Server -initiated  

You can press the predefined XML Browser key to trigger the phon e initiated 

application of XML browser. After you press the key, the IP phone issues an HTTP(s) 

GET request message  to the server, waits for the answer, decodes and displays this 

response message like any web browser , such as Microsoft Internet Explorer or Firefox , 

and would do as a web client.  For more information on how to configure an XML 

Browser  key, refer to Configuring a n XML Browser  Key. 

 

Figure1 Yealink IP phone  acting as a client  

 

The server initiated application  would be more  frequently  used on the network. In this 

mode, end users do not need to do any configuration and operation.  

The server can push an XML object  to the phone  via an HTTP POST. For more 

information, refer to  XML Objects Pushed to the Phone . 
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In addition, Yealink IP phones support accept ing  SIP NOTIFY messages from a SIP 

proxy server, and act as limited web server s. For more information on how to configure 

the XML SI P Notify,  refer to Configuring the XML SIP Notify . 

 

Figure 2 Yealink IP phone  acting as a server (HTTP( s) post)  

 

Figure3 Yealink IP phone  acting as a server (SIP NOTIFY)  

This chapter describes the available part of the LCD screen  for  each phone model of 

Yealink IP phones as well as the keys that are controlled by the XML objects.  

The LCD screen  and keys available for XML applications on a Yealink SIP -T48G IP 

phone are:  

 ̧ 15 text lines and 1 soft key line  for the LCD screen  

 ̧ The left and right arrow navigation keys  
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 ̧ The up and down arrow  navigation key s 

The soft key line  is a command line and will be used to display the labels of the 

available actions. Depending on the XML object displayed on the phone, the X key 

can also be interpreted as a òcanceló key, and the OK key as a òconfirm ó key. 

 

The LCD screen  and keys available for XML applications on a Yealink SIP -T46G/T29G IP 

phone are:  

 ̧ 10 text lines and 1 soft key line  for the LCD screen  

 ̧ The left and right arrow navigation keys  

 ̧ The up and down arrow  navigation key s 

The soft key line  is a command line and will be used to display the labels of the 

available actions. Depending on the XML object displayed on the phone, the X key 

can also be interpreted as a òcanceló key, and the OK key as a òconfirm ó key. 

The LCD screen  and keys availabl e for XML applications on a Yealink SIP -T42G/T41P IP 

phone are:  

 ̧ 5 text lines and 1 soft key line  for the LCD screen  

 ̧ The left and right arrow navigation keys  

 ̧ The up and down arrow  navigation key s 

The soft key line  is a command line and will be used to display the labels of the 

available actions. Depending on the XML object displayed on the phone, the X key 

can also be interpreted as a òcanceló key, and the OK key as a òconfirm ó key. 

The LCD screen  and keys availabl e for XML applications on a Yealink SIP -T27P IP phone 

are:  

 ̧ 7 text lines and 1 soft key line  for the LCD screen  

 ̧ The left and right arrow navigation keys  

 ̧ The up and down arrow navigation keys  
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The soft key line  is a command line and will be used to display the labels of the 

available actions. Depending on the XML object displayed on the phone, the X key 

can also be interpreted as a òcanceló key, and the OK key as a òconfirm ó key. 

The LCD screen  and keys available for XML  applications on a Yealink SIP- 

T23P/T23G/T21(P) E2/T19(P) E2 IP phone are:  

 ̧ 4 text lines and 1 soft key line  for the LCD screen  

 ̧ The left and right arrow navigation keys  

 ̧ The up and down arrow navigation keys  

The soft key line  is a command line and will be used to display the labels of the 

available actions. Depending on the XML object displayed on the phone, the X key 

can be interpreted as a òcanceló key, and the OK key as a òconfirmó key for 

SIP-T23P/T23G/T21(P) E2 IP phones; the     key can be as a òconfirmó key for SIP-T19(P) 

E2 IP phones. 
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Creating interactive  service applications is relatively easy when you understand the 

XML objects that are defined for  Yealink IP phones  and the behavior  that each XML 

object generates.  

Regardless of what cause s the phone to load a n XML page, the phone always 

behaves appropria tely  after it loads a page . Appropriate behavior depends only  on 

the type of data delivered in the page.  

This chapter details all the XML objects supported by  Yealink IP phones.  

In this chapter:  

Yealink  IP phones with soft  key s are : 

 ̧ Yealink SIP-T46G IP phone s 

 ̧ Yealink SIP-T42G IP phone s 

 ̧ Yealink SIP-T41P IP phone s 

 ̧ Yealink SIP-T29G IP phones  

 ̧ Yealink SIP-T27P IP phones 

 ̧ Yealink SIP-T23P/G IP phones  

 ̧ Yealink SIP-T21(P) E2 IP phone s 

 ̧ Yealink SIP-T19(P) E2 IP phones 

Yealink IP phones with a color graphical touch screen  are : 

 ̧ Yealink SIP-T48G IP phone s 

This section  details  each  proprietary XML object  supported by Yealink IP phones.  You 

can ask the distributor or Yealink FAE for XML object files or obtain XML object files  

online: 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . 

Note  The size of an XML object cannot exceed 10000 bytes (10 kb).  

Per XML specification s, onl y one XML object is supported in an  XML document sent to the 

phone.  

XML objects do not support Chinese character s. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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The TextMenu  object  allows users to create a list of menu items on the IP phones. You 

can use the TextMenu  object  to customize  some functions such as weather report, 

stock information, new services, etc. You can browse the menu item s by linking HTTP 

requests.  

XML description of the TextMenu object:  

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone TextMenu  

       destroyOnExit="yes /no" 

defaultIndex = "integer " 

style = "numbered/none " 

Beep = "yes/no " 

wrapList= "yes/no " 

Timeout = "integer " 

cancelAction  = "URI" 

LockIn = "yes/no " 

>  

<Title wrap = "yes/no ">Menu Title</Title>  

<MenuItem>  

<Prompt>First menu item < /Prompt>  

<URI> HTTP(s) URL</URI>  

<Dial>Number for  dial</ Dial >  

<Selection>Selection</ Selection >  

</MenuItem>  

<! --Additional menu items may be added (up to 30) -->  

<! --Additional soft  key items may be added -->  

</ YealinkIPPhone TextMenu>  

The parameter s of the TextMenu object  are listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one TextMe

nu 

Root tag  mandatory  none  
The root element of the 

TextMenu object.  

destroyOn

Exit 
Root tag  optional  

òyesó 

ònoó 

Select òyesó to return to 

the previous XML object  

after exit . Select ònoó to 
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Parameter  Position Type  Value  Description  

return to the previous 

screen, and  keep in the  

same XML object  after 

exit . Default value is 

ònoó. 

defaultInde

x 
Root tag  optional  Integer  

Position of the cursor. If 

the value  is not specified  

or exceeds the number 

of menu items , the cursor 

will  be position ed  on the 

first menu item. Default 

value is 1.  

style  Root tag  optional  

ònumbered

ó 

ònoneó 

numbered (default) : Add  

a digit before each menu 

item for index.  

none:  No sign before 

each  menu  item . 

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when the XML object is 

open ed . Default value i s 

òyesó. 

wrapList  Root tag  optional  
òyesó 

ònoó 

Whether to display the 

title of the menu item 

specified by the Prompt 

parameter in multi -lines  

when the  content of the 

title is more than one 

line.  Select òyesó to 

display the title in 

multi -lines, and ònoó for 

one line. Default value is 

òyesó. (only for 

SIP-T48G/T46G/T29G IP 

phones ) 

Note:  It needs to add a 

space  to indicate a new 

line . 

Timeout  Root tag  optional  òintegeró 

If there is no  operation at 

a fixed interval  (in 

seconds)  on the phone , 
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Parameter  Position Type  Value  Description  

the phone will 

automatically exit from 

the TextM enu screen . If it 

is set to 0, the phone will 

not automatically  exit 

from the TextMenu 

screen  until pressing the 

òExitó soft key  or òXó key. 

Default value is 45 . 

Note : Pressing the òXó 

key is not applicable to 

SIP-T19(P) E2 IP phones.  

Note : If òcancelActionó is 

not left blank, the 

function of òXó key is 

calling the URI defined 

by òcancelActionó. 

If òcancelActionó is left 

blank, the function of òXó 

key is returning to the 

idle screen.  

cancelActi

on 
Root tag  optional  URI 

Define the URI to be 

called whe n the user 

cancels the XML object.  

LockIn Root tag  optional  
òyesó 

ònoó 

If it is set to  òyesó, the 

phone ignores specified  

function  key events . 

Default value is ònoó. For 

more information, refer 

to the  function  key s and 

soft  keys  table shown 

next.  

Title Body  mandatory  string  The title  of the text menu . 

wrap  Title tag  optional  
òyesó 

ònoó 

Whether to display the 

title  of the menu  in 

multi -lines when the 

content of the title is 

more than one line  (up to 

3 lines for SIP-T27 IP 

phones; up to 2 lines for 
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Parameter  Position Type  Value  Description  

SIP-T42G/T41P/T23P/T23G/

T21(P) E2/T19(P) E2 IP 

phones ; not limit for 

SIP-T48G/T46G/T29G with 

space in title ).  

Select òyesó to display in 

multi -lines, and ònoó for 

one line. Default value is 

òyesó. 

MenuItem  Body  mandatory  none  

The element of the menu 

item.  

(Up to 30 instance s, 

minimum is 1)  

Prompt  
MenuItem  

body  
mandatory  string  

The label of  the menu 

item . 

URI 
MenuItem  

body  
mandatory  URI 

URI to be used if the user 

presses the òSelectó soft 

key or òOK/ãó key  with 

the cursor on this menu 

item . 

Dial  
MenuItem  

body  
optional  

Phone 

number  

Define  what number will 

be dialed whe n the user 

picks up the handset, or 

presses the 

speakerphone key or the 

line key.  

Selection  
MenuItem  

body  
optional  string  

If òURIó is set to  an  HTTP 

URL, the ò?selection= xxx  

(defined by the Selection 

parameter )" will be 

appended to the URI  

when the user presses 

the òSelectó soft key  or 

the òOK/ãó key. 

Note : If a  ò?ó already 

exists in the URI, then a 

ò&ó is used to separate 

the URI and the S election 

parameter s. The 

parameter name 
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Parameter  Position Type  Value  Description  

òselection ó is automatic. 

If the Selection attribute 

is omitted,  then nothing 

extra is appended to the 

URI. If the Selection 

parameter  has more 

than one parameter , 

then these parameter s 

are  appended to the 

URI. 

(e.g., if òURIó is set to 

http://10.1.0.105/menu1.x

ml? and òSelection ó is set 

to 0&menu_pos=1 , the 

phone will send a 

request  

òhttp://10.1.0.105/menu1.

xml?&selection= 0&menu

_pos=1 ó when the user 

presses the òSelectó soft 

key. ) 

SoftKey  Body  optional  string  

Refer to  Customizable 

Soft keys  for more 

information.  

If there is no soft  key defined in the TextMenu object , the LCD screen disp lays the 

following default soft  keys : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Exit SoftKey: Exit 

4 Select  SoftKey: Select  

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 Select  SoftKey: Select  

The function  key s and soft  keys  are listed in the following table:  

Key Name  Operation  Function  

Up/Down  Pressing the Browse  the menu  item  up and down.  
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Key Name  Operation  Function  

Key  up/down key s 

Left/Right 

Key  

Pressing the left/right  

key s 
Turn pages . 

Digit  Key 
Pressing the d igit 

keys 1~9  

If the value of the LockIn is ònoó, the 

func tion of  the d igit  key is highlighting a 

menu item.  If the value of the LockIn is 

òyesó, the phone will be  no response.  

Note:  IP phones support  one -digit number  

only. If you press the digit that exceeds 

the maximum  of the menu items,  the 

phone  will be no response . 

Select  
Pressing the  Select 

soft  key  

Execute  the  content of  the URI field  

assigned to the selected menu item.  

Exit 

Pressing the  Exit soft  

key /Taping     (only 

for SIP-T48G IP 

phones ) 

Exit from the current XML screen.  

Off -hook/ 

Line Key/ 

Hand s-free  

Key  

Off hook  

Pressing the  line 

key /Hand s-free key 

If the value of the LockIn is ònoó and there 

is a number contained in the Dial tag , the 

phone will dial out the number.  

If the value of the LockIn is ònoó and there 

is no number contained in the Dial tag : 

For pressing the  line key, the phone will 

be  no response . 

For off hook  and pressing h and s-free key, 

the phone will enter the pre -dialing 

screen . 

If the value of the LockIn is òyesó and 

there is a number contained in the Dial 

tag : 

For off hook  and pressing the  line key, the 

phone will dial out the number.  

For pressing h and s-free key, the phone 

will be  no response  to any operation . 

If the value of the LockIn is òyesó and 

there is no number contained in the Dial 

tag , the phone will be  no response  to any 

operation . 

Note : Pressing the line key is not 
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Key Name  Operation  Function  

applicable to SIP -T19(P) E2 IP phones.  

Cancel  Key Pressing the òXó key 

If òcancelAction ó is not left blank , the 

function of òXó key is calling  the URI 

defined by òcancelAction ó. 

If òcancelAction ó is left blank , the function 

of òXó key is return ing  to the idle screen . 

Note : Pressing the òXó key is not 

applicable to SIP -T19(P) E2 IP phones.  

OK/ã Key 
Pressing the  òOK/ãó 

key 

The func tion of òOK/ãó key is the same as  

that of òSelectó. 

An example of the TextMenu object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneTextMenu  

style=" numbered " 

Beep="no"  

Timeout="30"  

LockIn=" no">  

<Title wrap ="yes">Phone Services</Title>  

<MenuItem>  

< Prompt>Ask Google</Prompt>  

<URI>http://10.2.11.158/yealink/google/google.php?user=</URI>  

<Dial>456</Dial>  

<Selection> 12345</Selection >  

</MenuItem>  

<MenuItem>  

<Prompt>CNN News</Prompt>  

<URI>http://10.2.11.158/yealink/rss/rss.php?feed=cnn</URI>  

<Dial>1001</D ial>  

<Selection> 4567</Selection >  

</MenuItem>  

</YealinkIPPhoneTextMenu>  

In the example, with the first menu item  selected  and taking SIP -T23G IP phone for 

reference : 

 ̧ Picking up handset, the phone will dial ò456ó using the first available account.  

 ̧ Pressing the hands -free key, the phone will dial ò456ó using the first available 
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account.  

 ̧ Pressing the first line key, the phone will dial ò456ó using the corresponding  

account.  

 ̧ Pressing the Select  soft key  or OK key, the phone will call 

http://10.2.11 .158/yealink/google/google.php?user= &selection= 12345. 

The screenshot of the SIP-T23G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP-T48G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP-T46G IP phone user interface for reference  is shown as below : 

 

 

The TextScreen object  allows users to  display some  text s on the IP phones.  
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XML description of the TextScreen  object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone TextScreen  

destroyOnExit="yes /no" 

Beep = "yes/no " 

doneAction = "URI" 

Timeout = "integer " 

cancelAction  = "URI" 

LockIn = "yes/no ">  

<Title wrap = "yes/no "> Text Title</Title >  

<Text>The screen text goes here</Text>  

<! --Additional soft  key items may be added -->  

</ YealinkIPPhone TextScreen >  

The parameter s of the TextScreen object  are  listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one TextScr

een  

Root tag  mandatory  none  
The root element of the 

TextScreen object.  

destroyOn

Exit 
Root tag  optional  

òyesó 

ònoó 

Select òyesó to return to 

the previous XML 

object  after exit . Select 

ònoó to return to the 

previous screen, and  

keep in the  same XML 

object  after exit . 

Default value is ònoó. 

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when the XML object is 

open ed . Default value 

is òyesó. 

doneAction  Root tag  optional  URI 

Define the URI to be 

called when the user 

presses the òOK/ãó key. 

Timeout  Root tag  optional  òintegeró 

If there is no operation 

at a fixed interval  (in 

seconds)  on the phone , 

the phone will 

automatically exit from 
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Parameter  Position Type  Value  Description  

the TextScreen  screen . 

If it is set to 0, the 

phone will not exit from 

the TextScreen screen  

until pressing the òExitó 

soft key  or òXó key. 

Default value is 45 . 

Note : Pressing the òXó 

key is not applicable to 

SIP-T19(P) E2 IP phones.  

cancelActi

on 
Root tag  optional  URI 

Define the URI to be 

called when the user 

cancels the XML object.   

LockIn Root tag  optional  
òyesó 

ònoó 

If it is set to  òyesó, the 

phone ignores 

specified  function  key 

events . Default value is 

ònoó. For more 

information, refer to the 

function  key s and soft 

keys  table shown next.  

Title Body  mandatory  string  
The title  of the screen 

text.  

wrap  Title tag  optional  
òyesó 

ònoó 

Whether to display the 

title in multi -lines when 

the content of the title is 

more than one line  (up 

to 3 lines for SIP-T27 IP 

phones; up to 2 lines for 

SIP-T42G/T41P/T23P/T23

G/T21(P) E2/T19(P) E2 IP 

phones ; not limit for 

SIP-T48G/T46G/T29G 

with space in title ). 

Select òyesó display in 

multi -lines, and ònoó for 

one line. Default value 

is òyesó. 

Text Body  mandatory  string  
The content of the 

screen text . 
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Parameter  Position Type  Value  Description  

(Text length must be 

within 2000 bytes. ) 

SoftKey  Body  optional  string  

Refer to Customizable 

Soft keys  for more 

information.  

If there is no soft  key defined in the TextScreen object , the LCD screen disp lays the 

following default soft  key  (the SIP-T48G IP phone does not display the soft key) : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Exit SoftKey: Exit 

The function  key s and soft keys  are  listed in the following table:  

Key Name  Operation  Function  

Up/Down  

Key  

Pressing the 

up/down key s 

For 

SIP-T46G/T42G/T41P/29G/T27P/T23P/T23G/T21(

P) E2/T19(P) E2: Browse texts  line by line . 

For SIP-T48G: Turn pages . 

Left/Right 

Key  

Pressing the 

left/right  key s 

For SIP-T48G, T46G and SIP-T29G: 

Turn pages . 

(not applicable to 

SIP-T42G/T41P/T27P/T23P/T23G/T21(P) 

E2/T19(P) E2 IP phones)  

Exit 

Pressing the  Exit soft  

key /Taping      

(only for  SIP-T48G IP 

phones ) 

Exit from the current XML screen.  

Off -hook/ 

Line Key/ 

Hand s-free  

Key  

Off hook  

Pressing the  line 

key / Hand s-free key 

If the value of the LockIn is ònoó, the phone 

will enter  pre -dialing screen . 

If the value of the LockIn is òyesó, the phone  

will be no response  to any operati on. 

Note : Pressing the line key is not applicable 

to SIP-T19(P) E2 IP phones.  

Cancel  Key Pressing the òXó key 

If òcancelAction ó is not left blank , the function 

of òXó key is calling  the URI defined by 

òcancelAction ó. 

If òcancelAction ó is left blank , the function of 
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Key Name  Operation  Function  

òXó key is return ing  to the idle screen . 

Note : Pressing the òXó key is not applicable 

to SIP-T19(P) E2 IP phones.  

OK/ã Key  
Pressing the  òOK/ãó 

key   

The function of òOK/ãó key  is calling the  URI 

defined by  òdoneAction ó. 

An example of the TextScreen object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneTextScreen  

doneAction="http://10.2.11.158/ cancel.php"  

Timeout="15"  

LockIn="no"   

Beep="no" >  

<Title wrap="yes">Screen Title </Title>  

<Text>The screen text goes here. When you see this, congratulations to you complete  

the configuration.</Text>  

</YealinkIPPhoneTextScreen>  

The screenshot of the SIP-T23G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP -T48G IP phone user interface for reference  is shown as below : 
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The screenshot of the SIP -T46G IP phone user interface for reference  is shown as below : 

 

The InputScreen  object  allows users to create a screen capable of gathering user input. 

It constructs and displays an input form, which prompt s the users to input content , then  

sends the input content to the target URL . You can use InputScreen  object  for user login 

or saving some  information  to server. You can define the content and format of the 

input  content . 

XML description of the InputScreen  object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone InputScreen  

destroyOnExit="yes /no" 

type = "IP/string/number/timeUS/timeInt/dateUS/dateIntó 

Beep = "yes/no " 

Password = "yes/no " 

Timeout = "integer " 

LockIn = "yes/no " 

inputLanguage = "English"  

cancelAction=  "URL" 

displayMode = "normal/condensed " 

defaultIndex = "integer ">  

<Title wrap = "yes/no ">Title string</Title>  

<URL>Target receiving the input</URL>  

<InputField  

type = "IP/string/number/timeUS/timeInt/dateUS/dateInt/empty " 

password = "yes/no " 

editable = "yes/no ">  

<Prompt>Guidance for the input</Prompt>  
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<URL>Target rec eiving the input</URL>  

<Parameter> parameter name add to URL</Parameter>  

<Selection>Selection</Selection>  

<Default>Default Value</Default>  

</InputField>  

<! --Additional input  field  Items may be added -->  

<! --Additional soft  key items may be added -->  

</ YealinkIPPhone InputScreen >  

The paramete rs of the InputScreen object  are  listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one InputSc

reen  

Root tag  mandatory  none  
The root element of the 

InputScreen object.  

destroyOn

Exit 
Root tag  optional  

òyesó 

ònoó 

Select òyesó to return to 

the previous XML object  

after exit . Select ònoó to 

return to the previous 

screen, and  keep in the  

same XML object  after 

exit . Default value is ònoó. 

type  Root tag  mandatory  

òIPó 

òstringó 

ònumberó 

òtimeUSó 

òtimeIntó 

òdateUSó 

òdateIntó 

Specifies the type of 

input . Data input options:  

1. IP 

2. string(default)  

3. number  

4. timeUS, 12hour format  

Format:  

HH:MM:SS AM/PM  

HH:1-12, MM:0 -59, SS:0-59 

AM/PM stand for the 

forenoon/afternoon . 

Example:  

02:00:23 AM  

12:59:00 PM 

5. timeInt, 24 hour format  

Format:  

HH:MM:SS  
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Parameter  Position Type  Value  Description  

HH:0-23, MM:0 -59, SS:0-59 

Example:  

23:25:00 

6. dateUS  

Format : 

MM/DD/YYYY  

MM:1 -12,DD:1-31,YYYY:000

0-9999 

Example:  

12/31/2009 

7. dateInt  

Format : 

DD/MM/YYYY  

DD:1-31,MM:1 -12,YYYY:000

0-9999 

Example:  

31/01/2010 

Note : The value in the 

root tag takes effect only 

if that in the Input Field 

tag  is left blank . 

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when the XML object is 

open ed . Default value is 

òyesó. 

Password  Root tag  optional  
òyesó 

ònoó 

Whether to mask the 

input by the ò*ó 

character . Default value 

is ònoó. 

Note : It applies to all 

input fields and takes 

effect only if that in the 

Input Field tag  is left 

blank . 

Timeout  Root tag  optional  òintegeró 

If there is no operation at 

a fixed interval  (in 

seconds)  on the phone , 

the phone will 
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Parameter  Position Type  Value  Description  

automatically exit from 

the InputScreen  screen . If 

it is set to 0, the phone 

will not exit from the 

InputScreen screen  until 

pressing the òExitó soft 

key  or òXó key. Default 

value is 45 . 

Note : If òcancelActionó is 

not left blank, the function 

of òXó key is calling the 

URI defined by 

òcancelActionó. 

If òcancelActionó is left 

blank, the function of òXó 

key is returning to the idle 

screen.  

Note : Pressing the òXó 

key is not applicable to 

SIP-T19(P) E2 IP phones.  

LockIn Root tag  optional  
òyesó 

ònoó 

If it is set to  òyesó, the 

phone ignores specified  

function  key events . 

Default value is ònoó. For 

more information, refer to 

the function  key s and soft 

keys  table shown next.  

InputLangu

age  
Root tag  optional  òEnglishó 

The language of user 

input. Default value is 

English. 

cancelActi

on 
Root tag  optional  URI 

Define the URI to be 

called when the user 

cancels the XML object.  

displayMo

de  
Root tag  optional  

ònormaló 

òcondense

dó 

normal (default) : Display 

the pr ompt and input box 

in two lines . (not 

applicable to SIP -T27P IP 

phones)  

condensed:  Display the 

prompt and input box in 
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Parameter  Position Type  Value  Description  

one line . (not applicable 

to 

SIP-T42G/T41P/T23P/T23G/

T21(P) E2/T19(P) E2 IP 

phones)  

defaultInde

x 
Root tag  optional  integer  

Position of the cursor.  If 

the value  is not specified  

or exceeds the number of 

input boxes , the cursor is 

positioned on the first 

input box. Default value is 

1. 

Title Body  mandatory  string  
The title of the screen 

text.  

wrap  Title tag  optional  
òyesó 

ònoó 

Whether to display the 

title in multi -lines when 

the content of the title is 

more than one line. (up to 

3 lines for SIP-T27 IP 

phones; up to 2 lines for 

SIP-T42G/T41P/T23P/T23G/

T21(P) E2/T19(P) E2 IP 

phones ; not limit for 

SIP-T48G/T46G/T29G with 

space in title ). 

Select òyesó display in 

multi -lines, and ònoó for 

one line. Default value is 

òyesó. 

URL Body  mandatory  URL 
Specify the target URL to 

receive the user  input . 

InputField  Body  optional  none  Set several input boxes.  

type  
InputField  

tag  
optional  

òIPó 

òstringó 

ònumberó 

òtimeUSó 

òtimeIntó 

òdateUSó 

òdateIntó 

Specifies the type of 

input . Data input options:  

1. IP 

2. string(default)  

3. number  

4. timeUS, 12hour format  

Format:  
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Parameter  Position Type  Value  Description  

HH:MM:SS AM/PM  

HH:1-12, MM:0 -59, SS:0-59 

AM/PM stand for the 

forenoon/afternoon . 

Example:  

02:00:23 AM  

12:59:00 PM 

5. timeInt, 24 hour format  

Format:  

HH:MM:SS  

HH:0-23, MM:0 -59, SS:0-59 

Example:  

23:25:00 

6. dateUS  

Format : 

MM/DD/YYYY  

MM:1 -12,DD:1-31,YYYY:000

0-9999 

Example:  

12/31/2009 

7. dateInt  

Format : 

DD/MM/YYYY  

DD:1-31,MM:1 -12,YYYY:000

0-9999 

Example:  

31/01/2010 

Note : The value in the 

Input Field tag has a 

higher  priority than that in 

the root  tag . 

password  
InputField  

tag  
optional  

òyesó 

ònoó 

Whether to mask the 

input by the ò*ó 

character . Default value 

is ònoó. 

Note : The value in the  

Inputfield  tag has a 
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Parameter  Position Type  Value  Description  

higher  priority than that in 

the root tag . 

editable  
InputField  

tag  
optional  

òyesó 

ònoó 

Whether to allow users  to 

input something. Default 

value is òyesó. Users can 

not input anything  if it is  

set to ònoó. 

Applicable scenario: only 

allow some users to login.  

Note: If the value of the 

LockIn is òyesó, users can 

not input anything no 

matter  what you set 

òeditable ó to. 

Prompt  
InputField  

body  
optional  string  The prompt of user input.  

Parameter  
InputField  

body  
mandatory  string  

Name of parameter to be 

appended  to the URL. 

The ò?parameter name =  

the user input ó will be 

appended to the URL 

when the user presses 

the òSelectó soft key or 

the OK/ã key.  

Note : If a  ò?ó already 

exists in the UR L, then a 

ò&ó is used to separate 

the  parameter s. If the 

òParameteró is omitted,  

then nothing extra is 

appended to the UR L. 

Selection  
InputField  

body  
optional  string  

The òselection= the value 

of the Selection 

parameter " will also be  

appended to the UR L 

when the user presses 

the òSelectó soft key or 

the OK/ã key. 

Note : The parameter 

name òselection ó is 
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Parameter  Position Type  Value  Description  

automatic. If the 

Selection parameter  is 

omitted,  then nothing 

extra is appended . 

Default  
InputField  

body  
optional  string  

Default value to be 

displayed in input field.  

If òDefault ó is left blank, 

the input field will be 

automatically filled with 

corresponding data 

when the type is set to 

òtimeUSó, òtimeIntó, 

òdateUSó or òdateIntó. 

SoftKey  Body  optional  string  

The soft  key s displayed  

will change according  to 

the a ttribute  value of 

type . 

Refer to  Customizable 

Soft keys  for more 

information.  

Note   

If there is no  soft  key defined in the InputScreen object , and the Type for input box is 

òIPó, the LCD screen disp lays the following default soft  keys : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Submit  SoftKey: Submit  

2 Dot (.)  SoftKey: Dot  

3 BackSpace  SoftKey: BackSpace  

4 Exit SoftKey: Exit 

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 Dot (.)  SoftKey: Dot  

2 BackSpace SoftKey:BackSpace 

The InputField parameter  in the XML file is optional. You can use this  parameter  to 

customize more input fields on the IP  phone . 
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SoftKey Index  Label  URI 

3 Submit  SoftKey: Submit  

If there is no soft  key defined in the InputScreen object , and the Type for input box is 

òtimeUSó, òtimeInt ó, òdat eUSó or òdat eIntó, the LCD screen disp lays the following 

default soft  keys : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Submit  SoftKey: Submit  

2 2aB SoftKey: ChangeMode  

3 BackSpace  SoftKey: BackSpace  

4 Exit SoftKey: Exit 

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 2aB SoftKey: ChangeMode  

2 BackSpace  SoftKey: BackSpace  

3 Submit  SoftKey: Submit  

If there is no soft  key defined in the InputScreen object , and the Type for input box is 

ònumber ó, the LCD screen disp lays the following default soft  keys : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Submit  SoftKey: Submit  

2 BackSpace  SoftKey: BackSpace  

4 Exit SoftKey: Exit 

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 BackSpace  SoftKey: BackSpace  

2 Submit  SoftKey: Submit  

If there is no soft  key defined in the InputScreen object , and the Type for input box is 

òstringó, the LCD screen disp lays the following default soft  keys : 
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For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey Index  Label  URI 

1 Submit  SoftKey: Submit  

2 2aB SoftKey: ChangeMode  

3 BackSpace  SoftKey: BackSpace  

4 Dot (.)  SoftKey: Dot  

5 NextSpace  SoftKey: Next Space  

6 Exit SoftKey: Exit  

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 2aB SoftKey: ChangeMode  

2 BackSpace  SoftKey: BackSpace  

3 Dot (.)  SoftKey: Dot  

4 NextSpace  SoftKey: Next Space  

5 Submit  SoftKey: Submit  

The function  key s and soft keys  are  listed in the following table:  

Key Name  Operation  Function  

Up/Down  

Key  

Pressing the 

up/down key s 
Browse  the  input box  up and down.  

Left/Right  

Key  

Pressing the Left 

/right key s 
M ove the cursor left and right.  

Keypad  

Pressing the d igit 

keys 1~9 , * and #  

keys  

If the value of the LockIn is ònoó and the 

value of the òeditableó is "yes", then input 

character; otherwise no response.  

Back Space  
Pressing the  

Back Space  soft  key  

Delete the character before the cursor in the 

input box . 

Dot (.)  
Pressing the  Dot  soft  

key  

Input  a ò.ó in the input  box  at the cursor 

position.  

Submit  
Pressing the  Submit  

soft  key  

Execute the command comprised of the URI 

and input content.  

Exit 

Pressing the  Exit soft  

key /Taping     

(only for SIP-T48G IP 

Exit from the current XML screen.  
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Key Name  Operation  Function  

phones)  

2aB 
Pressing the  2aB 

soft  key  

Input mode switch, e.g.,  switch the input 

mode  among ò2aBó, òABCó, òabcó or ò123ó. 

NextSpace  
Pressing the  

NextSpace  soft  key  

Input  a space in the input  box  at the cursor 

position.  

Off -hook/ 

Line Key/ 

Hand s-free  

Key  

Off hook  

Pressing the  line 

key /Hand s-free key 

If the value of the LockIn is ònoó, the phone 

will enter  pre -dialing screen . 

If the value of the LockIn is òyesó, the phone  

will be no response  to any operati on. 

Note : Pressing the line key is not applicable 

to SIP-T19(P) E2 IP phones.  

Cancel  Key Pressing the òXó key 

If òcancelAction ó is not left blank , the function 

of òXó key is calling  the URI defined by 

òcancelAction ó. 

If òcancelAction ó is left blank , the function of 

òXó key is return ing  to the idle screen . 

Note : Pressing the òXó key is not applicable 

to SIP-T19(P) E2 IP phones.  

OK/ã Key 
Pressing the  òOK/ãó 

key 

The function of òOK/ãó key is the same as 

that of òSubmitó. 

An example of the InputScreen object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneInputScreen  

type="string"  

Beep="yes"  

Timeout="15"  

LockIn=" no">  

<Title wrap="yes">Proxy Server</Title>  

<URL>http://10.3.5.5/</URL>  

< InputField>  

<Prompt>User Name:</Prompt>  

<Parameter>proxy</Parameter>  

<Default></Default>  

<Selection>1</Selection>  

</InputField>  



XML Browser Developerõs Guide for Yealink IP Phones 

32 

<InputField>  

<Prompt>Password:</Prompt>  

<Parameter>proxy</Parameter>  

<Default></Default>  

<Selection> 2</Selection>  

</InputField>  

</YealinkIPPhoneInputScreen>  

In this example, when the user presses the Submit  soft key or OK/ã key on the phone 

after entering òadmin ó for the User Name and ò222ó for the password, the phone will 

call the following URLs:  

 ̧ http://10.3.5.5/ ?proxy =admin& proxy =222& selection=1 , if the position of the cursor  

is located in the User Name  input box.  

 ̧ http://10.3.5.5/ ?proxy =admin& proxy =222& selection= 2, if the position of the cursor  

is located  in the  Password  input box.  

The screenshot of the SIP-T23G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP -T48G IP phone user interface for reference  is shown as below : 
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The screenshot of the SIP -T46G IP phone user interface for reference  is shown as below : 

 

You can press  the  More  soft key to find  more soft keys.  

The Directory object  allows user s to browse an online directory in real time. The 

Directory object  is just like  a remote phonebook.  It displays an automatically 

numbered list of contacts. After  selecting a contact with the cursor, the contact can be 

dialed directly by pressing the  Send  soft  key, picking up the handset  or pressing the 

line key  or the speakerphone key . 

XML description of the Directory  object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone Directory  

destroyOnExit="yes /no" 

defaultIndex = "integer " 

next = "URI" 

previous = "URI" 

Beep = "yes/no " 

cancelAction= "URI" 

Timeout = "integer " 

LockIn = "yes/no ">  

<Title wrap = "yes/no ">Directory Title</Title>  

< MenuItem>  

 <Prompt>Contact Name</Prompt>  

 <URI>number</URI>  

</MenuItem>  

<! --Addit ional Menu Items may be added -->  

<! --Additional soft  key items may be added -->  

</ YealinkIPPhone Directory>  
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The parameter s of the Directory object  are  listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one Directo

ry 

Root tag  mandatory  none  
The root element of the 

Directory object.  

destroyOn

Exit 
Root tag  optional  

òyesó 

ònoó 

Select òyesó to return to 

the previous XML object  

after exit . Select ònoó to 

return to the previous 

screen, and  keep in the  

same XML object  after 

exit . Default value is ònoó. 

defaultInde

x 
Root tag  optional  Integer  

Position of the cursor. If 

the value  is not specified  

or exceeds the number 

of menu items , the cursor 

will  position on the first 

menu item. Default value 

is 1. 

next  Root tag  optional  URI 

Define t he URI to be 

called when the user  

presses  the òNextó soft 

key.  

previous  Root tag  optional  URI 

Define t he URI to be 

execute d  when the user  

presses  the òPreviousó 

soft key.  

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when the XML object is 

opened . Default value is 

òyesó. 

cancelActi

on 
Root tag  optional  URI 

Define the URI to be 

called when the user 

cancels the XML object.  

Timeout  Root tag  optional  òintegeró 

If there is  no operation at 

a fixed interval  (in 

seconds)  on the phone , 

the phone will 

automatically exit from 

the Directory  screen . If it 
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Parameter  Position Type  Value  Description  

is set to 0, the phone will 

not exit from the 

Directory screen  until 

pressing the òExitó soft 

key  or òXó key. Default 

value is 45 . 

Note : If òcancelActionó is 

not left blank, the 

function of òXó key is 

calling the URI defined 

by òcancelActionó. 

If òcancelActionó is left 

blank, the function of òXó 

key is returning to the 

idle screen.  

Note : Pressing the òXó 

key is not applicable to 

SIP-T19(P) E2 IP phones. 

LockIn Root tag  optional  
òyesó 

ònoó 

If it is set to  òyesó, the 

phone ignores specified  

function key events . 

Default value is ònoó. For 

more information,  refer 

to the  function  key s and 

soft keys  table shown 

next.  

Title Body  mandatory  string  
The title of the address 

book . 

wrap  Title tag  optional  
òyesó 

ònoó 

Whether to display the 

title in multi -lines when 

the content of the title is 

more than one line.  

(up to 3 lines for SIP -T27 IP 

phones; up to 2 lines for 

SIP-T42G/T41P/T23P/T23G/

T21(P) E2/T19(P) E2 IP 

phones ; not limit for 

SIP-T48G/T46G/T29G with 

space in  title ) 

Select òyesó display in 
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Parameter  Position Type  Value  Description  

multi -lines, and ònoó for 

one line. Default value is 

òyesó. 

MenuItem  Body  mandatory  none  

Address item.  

(Value ranges from 1  to 

30.) 

Prompt  
MenuItem  

body  
mandatory  string  

The prompt  of address 

item.  

URI 
MenuItem  

body  
mandatory  URI 

The operation of address 

item, such as the 

telephone number.  

SoftKey  Body  optional  string  

Refer to  Customizable 

Soft keys  for more 

information.  

If there is no soft  key defined in the Directory object , the LCD screen disp lays the 

following default soft  keys : 

For SIP-T46G/T42G/T41P/T29G/T27P/T23P/T23G/T21(P) E2/T19(P) E2 IP phones:  

SoftKey 

Index  
Label  

URI 

1 Send  SoftKey: Dial  

2 Previous  
SoftKey: Previous 

Execute  the URI defined  by òPreviousó. 

3 Next  
SoftKey: Next  

Execute  the URI defined by òNextó. 

4 Exit SoftKey :Exit 

For SIP-T48G IP phones:  

SoftKey Index  Label  URI 

1 Send  SoftKey: Dial  

2 Previous  
SoftKey: Previous 

Execute  the URI defined  by òPreviousó. 

3 Next  
SoftKey: Next  

Execute  the URI defined by òNextó. 
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The function  key s and soft keys are  listed in the following table:  

Key Name  Operation  Function  

Up/Down  

Key  

Pressing the 

up/down key s 
Browse  a contact  up and down . 

Left/Right 

Key  

Pressing the 

left/right  key s 
Turn pages.  

Digit  Key 
Pressing the d igit 

keys 1~9  

If the value of the LockIn is ònoó, the func tion of  

the d igit  key is highlighting  a contact . If the  

value of the LockIn is òyesó, the phone will be  

no response.  

Note:  IP phones support one -digit number only. 

If you press the digit that exceeds the 

maximum  of the menu items,  the phone  will be 

no response . 

Send  
Pressing the  Send  

soft  key  
Dial out the number of the highlighted  contact . 

Previous  
Pressing the  

Previous  soft  key  
Execute  the URI defined by  òPreviousó. 

Next  
Pressing the  Next  

soft  key  
Execute  the URI defined by  òNextó. 

Exit 

Pressing the  Exit soft  

key /Taping     

(only for SIP-T48G IP 

phones)  

Exit from the current XML screen.  

Off -hook/ 

Line Key/ 

Hand s-fre

e Key 

Off hook  

Pressing the  line 

key /Hand s-free key  

If the value of the LockIn is ònoó and there is a 

number contained in the URI tag , the phone 

will dial out the number.  

If the value of the LockIn is ònoó and there is no 

number contained in the URI tag : 

For pressing the  line key, the phone will be  no 

response . 

For off hook  and pressing h and s-free key, the 

phone will enter the pre -dialing screen.  

If the value of the LockIn is òyesó and there is a 

number contained in the URI tag : 

For off hook  and pressing the  line key, the 

phone will dial out the number.  

For pressing h and s-free key, the phone will be  
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Key Name  Operation  Function  

no response  to any operation . 

If the value of the LockIn is òyesó and there is 

no number contained in the URI tag , the phone 

will be  no response  to any operation.  

Note : Pressing the line key is not applicable to 

SIP-T19(P) E2 IP phones. 

Cancel  

Key  
Pressing the òXó key 

If òcancelAction ó is not left blank , the function 

of òXó key is calling  the URI defined by 

òcancelAction ó. 

If òcancelAction ó is left blank , the function of 

òXó key is return ing  to the idle screen . 

Note : Pressing the òXó key is not applicable to 

SIP-T19(P) E2 IP phones. 

OK/ã Key 
Pressing the  òOK/ãó 

key 

The function  of òOK/ãó key is the same as that 

of òSendó. 

An example of the Directory object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneDirectory  

 defaultIndex="1"  

 next="http://10.3.5.198/Image Menu .xml"  

 previous="http://10.3.5.198/ImageScreen.xml"  

 cance lAction="http://10.3.5.198/ TextScreen.xml"  

 Timeout="15"  

 LockIn=" no">  

<Title>My Directory</Title>  

<MenuItem>  

<Prompt>Joy</Prompt>  

<URI>10.2.11.163</URI>  

</MenuItem>  

<MenuItem>  

<Prompt>John Doe</Promp t>  

<URI>1003</URI>  

</MenuItem>  

</YealinkIPPhoneDirectory>  
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In the example, with  the first item  selected and taking SIP-T23G IP phone for reference : 

 ̧ Picking up handset, the phone will dial ò10.2.11.163ó. 

 ̧ Pressing the hands -free key, the phone will dial ò10.2.11.163ó. 

 ̧ Pressing the line key, the phone will dial ò10.2.11.163ó. 

 ̧ Pressing the Previous  soft key, the phone will ca ll 

http://10.3.5.198/ImageScreen.xml . 

 ̧ Pressing the Next  soft  key, the phone will call  http://10.3.5.198/Image Menu .xml . 

 ̧ Pressing the X key, the phone will call  http://10.3.5.198/ TextScreen.xml . 

The screenshot of the SIP-T23G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP -T48G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP-T46G IP phone user interface for reference  is shown as below : 
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The Status object  allows users  to display a status message on a single designated line 

on the phoneõs idle screen when XML information is pushed from the servers. The 

Status object  can remind  users of received messages, missed calls, news, notify, etc.  

XML description of the Status  object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone Status 

Beep = "yes/no " 

SessionID=" String " 

Timeout = "timeout " 

>  

< Message  

Account = "user@server URI " 

Icon = "icon index " 

Size="normal/small/dou ble/large"  

Align="center/left/right"  

Color="white/black/red/green/brown/blue/magenta/cyan/lightgray  

/darkgray/lightred/lightgreen/yellow/li ghtblue/lightmagenta/lightcyan" >  

Message </Message>  

<! --Addition al Message Items may be added -->  

</ YealinkIPPhone Status>  

The parameter s of the Status object  are  listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one Status  
Root tag  mandatory  none  

The root element of the 

Status object.  

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when the XML object is 

opened . Default value is 

òyesó. 

SessionID Root tag  optional  string  

Session ID is used to mark 

different Status Object s. It 

allows message change 

and message reset.  For 

more information, refer to 

remove status messages 

from the display using the 
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Parameter  Position Type  Value  Description  

same Session  ID. 

Note: The Session ID must 

be unique to the 

application sending the 

XML object to the phone.  

Timeout  Root tag  optional  òintegeró 

The time for status 

information display. The 

phone will automatically 

exit from the status 

screen  at a fixed interval  

(in seconds)  on the 

phone . Default value is 

30. 

If it is set to 0, the phone 

will not exit from the 

status  screen  until the 

server sends a cancel 

request or the phone 

reboots.  

Message  Body  optional  string  

Message to be displayed  

or empty to reset the 

message.  

(Up to 10 instance s for 

SIP-T48G with small font 

size. 

Up to 5 instance s for 

SIP-T46G and SIP-T29G 

with small font size.  

Only 1  instance  for other 

phone models ) 

Account  
Message  

tag  
optional  string  

Specify the registered 

account for the status.  

(To display the message, 

this account must be 

registered on the phone.)  

Icon  
Message  

tag  
optional  

Forward  

DND 

Message  

Icon used to index status 

message . 

Size Message  optional  ònormaló Font size of the text.  
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Parameter  Position Type  Value  Description  

tag  òsmalló 

òdoubleó 

òlargeó 

òsmall ó: 12 pt  

ònormaló: 18 pt  

òdoubleó: 24 pt  

òlargeó: 28 pt  

Default value is ònormaló. 

For 

SIP-T42G/T41P/T27P/T23P/T

23G/T21(P) E2/T19(P) E2: 

This parameter will be 

ignored.  

Align  
Message  

tag  
optional  

òcenteró 

òleftó 

òrightó 

Alignment of the 

message display . Default 

value is òleftó. 

Color  
Message  

tag  
optional  

òwhiteó 

òblackó 

òredó 

ògreenó 

òbrownó 

òblueó 

òmagentaó 

òcyanó 

òlightgrayó 

òdarkgrayó 

òlightredó 

òlightgreen

ó òyellowó 

òlightblueó 

òlightmage

ntaó 

òlightcyanó 

Color of the line.  

For 

SIP-T42G/T41P/T27P/T23P/T

23G/T21(P) E2/T19(P) E2: 

This parameter will be 

ignored and the text 

displayed is always 

black.  

For SIP-T48G/T46G/T29G: 

Default value is òwhite ó. 

An example of the Status object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneStatus  

 Beep="yes"  

 SessionID="125"  

 Timeout="600" >  
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 <Message Size="large" Align="left" Color="red" Account="" Icon="Forward">Forward 

to 321</Message>  

 <Message Size="normal" Align="center" Color="black" Account="" Icon="DND">DND 

is enabled</Message>  

 <Message Size="small" Align="right" Color ="green" Account="" Icon="Message">1 

New Message</Message>  

</YealinkIPPhoneStatus>  

The screenshot of the SIP-T23G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP-T48G IP phone user interface for reference  is shown as below : 

 

The screenshot of the SIP-T46G IP phone user interface for reference  is shown as below : 

 

The status messages will be erased when the phone is restarted.  
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You can also remove status messages from the display using the same Session  ID. This 

can be accomplished by setting an empty tag for the Message tag. For example, here 

is the XML object to remove the message in the first line . 

<?xml version="1.0" encoding="ISO -8859-1"?>  

<YealinkIPPhoneStatus  

  Beep="yes"  

  SessionID="125"  

  Timeout="600" >  

  <Message/>  

  <Message Size="normal" Align="center" Color="black" Account="" Icon="DND">DND 

is enabled</Message>  

  <Message Size="small" Align="right" Color="green" Account="" Icon="Message">1 

New Message</Message>  

</YealinkIPPhoneStatus>  

The Execute object  allows an external application to ask  the phone to execute a 

sequence  of local commands  using URIs. The phone will execute each specified 

command in o rder.  

XML description of the Execute  object : 

<?xml version="1.0" encoding="ISO -8859-1"?>  

< YealinkIPPhone Execute  

Beep = "yes/no ">  

<ExecuteItem URI = "URI"/>  

<! --Addition al Execute Items may be added (up to 30) -->  

</ YealinkIPPhone Execute>  

The parameter s of the Execute  object  are  listed in the following table:  

Parameter  Position Type  Value  Description  

YealinkIPPh

one Execut

e 

Root tag  mandatory  none  
The root element of the 

Execute object.  

Beep  Root tag  optional  
òyesó 

ònoó 

Whether to play a tone 

when beginning to 

execute the commands. 

Default value is òyesó. 










































































































