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and conditions of the license.
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About This Guide

Thank you for choosing the SIP-T42G IP phone, an ultra -elegant G igabit IP phone which
is exquisitely designed to provide business telephony fe atures, such as Call Hold, Call
Transfer, Busy Lamp Field , Multicast Paging and Conference over an IP network

This guide provides everything you need to quickly use your new phone. First, verify
with your system administrator that the IP network is ready for phone configuration. Also
be sure to read the Pack aging Contents and Regulatory Notices sections in this guide
before you set up and use the SIP -T42G IP phone.

Note Network Directory and Network Call Log features are hidden for IP phones in the neutral
firmware , which are designed for the BroadWorks environment . Please contact your
system administrator for more information .

In This Guide

Topics provided in this guide include:

Chapter 1 Overview

Chapter 2 Getting Started

Chapter 3  Customizing Your Phone
Chapter 4  Basic Call Features

Chapter 5 Advanced Phone Features

Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 80, Guide Version 80.130

Major updates have occurred to the foll owing section s:

Volume on page 30
Ring Tones on page 31
DSS Keys on pa ge 51

Call Park on page 98
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Changes for Release 80, Guide Version 80.95

The following section is new :

Entering Data and Editing Fields  on page 20

Major updates have occurred to the following sections:

Icon Instructions on page 3
Optional Accessories on page 12
Phone Installation on page 13
Troubleshooting on page 152

Appendix A - Time Zones on page 166

Changes for Release 80, Guide Version 80.60

The following sections are new

Shared Call Appearance (SCA)  onpage 126
Bridge d Line Appearance (BLA) on page 138

Major updates have occurred to the following sections:

Icon Instructions on page 3
LED Instructions on page 4
Web User Interface on page 7

Call Forward on page 87

Changes for Release 80, Guide Version 80.20

The following section is new :

Logo Customization on page 48

Major updates have occurred to the following sections:

Web User Interface on page 7
Anonymous Call Rejection on page 107
ReCall on page 81

Intercom on page 116

Multicast Pagin g on page 118

Placing Calls on page 74

Contact Management — on page 32

Auto Answer on page 78
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Changes for Release 80, Guide Version 80.1

The following sections are new

Optional Accessories on page 12
Short Message Service (SMS) on page 144

Major updates have occurred to the following sections:

Phone Lock on page 27

Auto Answer on page 78
Local Directory on page 34
Anonymous Call on page 106
BLF Liston page 111

Appendix A - Time Zones on page 166

Changes for Release 73, Guide Version 73.16

The following sections are new

BLF Liston page 111
Call Completion on page 80

Major updates have occurred to the following sections:

LED Instructions on page 4

Ring Tones on page 31

Anonymous Call on page 106
Anonymous Call Rejection on page 107
Troubleshooting on page 152

Appendix A - Time Zones on page 166

Changes for Release 72, Guide Version 72.2

Major updates have occurred to the fol lowing sections:

Documentation s on page 9

Packaging Contents on page 11
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Changes for Release 72, Guide Version 72.1

The following section is new :

Call Completion on page 80

Major updates have occurred to the following sections:

LED Instructions on page 4
Backlight on page 23

Anonymous Call on page 106

Changes for Release 71, Guide Version 71.120

Major updates have occurred to the following sections:

Icon Instructions on page 3
DSS Keys on page 51

Dial Plan on page 64
Anonymous Call on page 106

Troubleshooting on page 152

Changes for Release 71, Guide Version 71.90

Major updates have occurred to the following sections:

Phone Status on page 17
Directory on page 32

Remote Phone Book on page 43
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Overview

Overview

This chapter provides the overview o fthe SIRT42G IP phone . Topics include :

Hardware Component  Instructions
Icon Instructions
LED Instructions
User Interface s

Documentation s

If you require additional information or assistance with your new phone, contact your
system administrator.

Hardware Component Instructions

The main hardware components of the SIP  -T42G IP phone are the LCD screen and the
keypad.
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Hardware component instructions of the SIP  -T42G IP phone are:

Item Description

Shows information about calls, messages, soft keys,

time, date and other relevant data

A Cal | i nfifcallerdia ¢ali dumation
A | c(tomesample , DND)
n LCD Screen .
A Missed call text or secor
information

A Prompt text "$abimgrcondigxfitet)p | e,
ATime and date

Indicates phone power and some feature statuses.
) A Receives an incomin g call fi Fast flashing

Y Power Indicat or LED ) ) ]
A Receives a voice mail or text message  ,Slow

flashing

) Use these keys to activ ate up to twelve accounts and
Y Line Keys . .
assign various feature s.

(M ute Key) Toggles and indicates mute feature.

. @(Headset Key) Toggles and indicates  the headset mode.
(M essage Key) Accesses voice mail s.
(Redial Key) Redials a previously dialed number.

Toggles and indicate s the hands -free speakerphone
v Speaker phone Key d
mode.

Adjusts the volume of the handset, headset, speaker,
p Volume Key and ring er

‘ K d Provides the digits, letters, and special characters in
eypal . L
context -sensitive applications.

@ @ @ @ Scroll through the displayed information.

u Confirm s actions or answers incoming call  s.
@ Cancel s actions or rejects incoming call  s.

Label automatically to identity  their context -sensitive

> Soft Keys
feature s.

w Speaker Provides hands -free (speakerphone) audio output.
Secures the handset in the handset  cradle when the
IP phone is mounted vertically . For more information

v Hookswitch Tab on how to adjust the hookswitch tab , referto Yealink

Wall Mount Quick Installation Guide for Yealink IP
Phones.

) Picking up the handset from the handset cradle , the
2 Hookswitch

hookswitch bounces and the phone connects to the



http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
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line, laying the handset down on the handset cradle

the phone disconnects from the line.

Icon Instructions

Icons appear ing onthe LCD screen are d escribed in the following table

Icon Description

Network is unavailable

The private line r egister s successfully

Regist er fail ed

Registering

D) 0D 6] &) @

The shared/bridge d line register s successfully

-
a
<&

Hands -free s peakerphone mode

Handset mode

Headset mode

Voice Mail

Auto An swer

Do Not Disturb

Call Hold

Call Mute

Ring er volume is 0

Phone Lock

Call Forward /Forwarded Calls

Missed Calls

Received Calls

/< Tb 20 2 [0
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Description

Placed Calls

Recording box is full

A call cannot be recorded

Recording starts successfully

Recording cannot be started

Recording cannot be stopped

The contact icon

3P 9| ® @ XD /g

The ACD state is available

E and x The ACD state is unavailable

° The ACD state is Wrap up

Log out of the ACD system

LED Instructions

Power Indicat or LED

LED Status Description
Solid red The phone is initializing.
Fast flashing red (300ms) The phone is ringing .
Slow flashing red (1s) The phone receives a text message or voice mail.

The phone is power ed off.
The phone is idle.
Off The phone is busy.
The call is place d on hold or is held.
The call is mute d.

Line key LED

LED Status Description

Solid green The line is seized.
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Fast flashing green
Slow flashing green

Off

The line is in conversation .

The line receives an incoming call
The call is placed on hold.

The line is inactive.

Line key LED (configured as a BLF key or BLF List key)

LED Status
Solid green

Fast flashing red (200ms)

Solid red

Slow flashing red (1s)

Off

Description
The monitored user is idle .

The monitored user receives an incoming call

The monitored user is busy.

The monitored user & conversation is placed on
hold ( This LED status requires server support ).
The call is parked against the monitored user &

phone number.

The monitored user does not exist .

Line key LED (used as a page switch key)

LED Status

Solid red

Solid green

Fast flashing green

Fast flashing red

Off

Description
There is a parked call on the line key of the
non-current page.

There is a call on the line key of the non -current

The line receives an incoming call on the
non-current page .
The monitored user receives an incoming call on

the non-current page .

Line keys on every page are idle .

Line key LED (associated with a shared line )

The local SCA phone indicates the phone is involved in an SCA call, while the

monitoring SCA phone indicates the phone is not involved in the SCA call.

LED Status
Off

Fast flashing green

Solid green (for local SCA
phone)

Solid red (for monitoring
SCA phone)

Description

The shared line is idle.
The shared line receives an incoming call.

The shared line is in conversation.

The shared line is dialing.

The shared line is seized.

The shared line conversation is barged in by the
other shared line party.
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Note

LED Status Description

Slow flashing green  (for
local SCA phone) The shared line conversation is placed on public
Slow flashing red  (for hold.
monitoring SCA phone)
The shared line conversation is placed on private
hold.

For a multi -party call, all the shared line parties

Slow flashing green (for
local SCA phone)
Solid red (for monitoring

participating in thi s call place the shared line
SCA phone)

conversation on hold.
Line key LED (associated with a  bridge d line)

The local BLA phone indicates the phone is involved in a BLA call, while the monitoring
BLA phone indicates the phone is not involved in the BLA call.

LED Status Description
Off The bridge d line is idle.
Fast flashing green The bridge d line receives an incoming call.

Solid green (for local BLA ) S )
The bridge d line is in conversation.
phone) . o
) o The bridge d line is dialing.
Solid red (for monitoring BLA ) o ]
The bridge d line is seized.
phone)

Slow flashing green (for
local BLA phone) ) ) o

) The bridge d line conversation is placed on hold.
Slow flashing red (for

monitoring BLA phone)

The above introduce s the default LED status. The statuses of the p ower indicat or LED and
BLF key are configurable via web user interface. For more information, refer to
Yealink_SIP-T2 Series_T19(P) E2 T4 Series _CP860 IP_Phones Administrator_Guide .

User Interfaces

Two ways to customize configuration s of your SIRT42G IP phone:

The user interface on the IP phone.
The user interface ina web browser on your PC.

The hardware components keypad and LCD screen constitute the phone user interface
which allows the user to execute all call operation tasks and basic configuration

changes directly on the phone. In addition, you can use the web user interface to
access all configuration settings.  In many cases, itis possible to use either the phone
user interface and/or the web user interface interchangeably. However, in some cases,

it is only possi ble to use one or the other interface to operate the phone and change


http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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settings.

Phone User Interface

You can customize your phone by pressing the Menu soft key to access the phone user
interface. The Advanced Settings option is only accessible to the admin istrator, and the
default administrator password is 0admin 6 (case -sensitive ). For more information on
customizing your phone with the available options from the  phone user interface , refer

to Customizing Your Phone on page 23.

Web User Interface

In addition to the phone user interface, you can also customize your phone via web user
interface. In order to access the web user interface, you need to know the IP address of
your new phone . To obtain the IP address, press the OK key on the phone  when the
phone is idle . Enter the IP address (e.g. , http://192.168.0.10 or 192.168.0.10) in the
address bar of a web browser on your PC. The default administrator user name and

password are both  dadmin 6 (case -sensitive).

The options you can use to customize the IP phone via phone user interface and/or via
web user interface are listed in the following table

Options Phone User Interface Web User Interface

Status
--IPv4
--MAC

--Firmware a a

--Network

--Phone

--Accounts

Basic Phone Settings

--Backlight a
--Language a
--Time & Date a
--Administrator Password a
--Key as Send a
--Phone Lock & a
--Ring Tones a
--Contact Management
--Directory X
--Local Directory a
--Blacklist a
--Remote Phone Book X




User Guide for the SIRT42G IP Phone

Options Phone User Interface Web User Interface
--Call History Management a
--Logo Customization X
--DSS Keys a
--Account Registration a
--Dial Plan X
--Emergency Number X
--Live Dialpad X
--Hotline a
Basic Call Features
--Recent Call In Dialing X
--Auto Answer a
--Auto Redial a
--Call Completion a
--ReCall a
--Do Not Disturb (DND) a
--Call Forward a a
--Call Transfer a
--Call Waiting a
--Conference X
--Call Park a
--Call Pickup a
--Anonymous Call a
--Anonymous Call Rejection a
Advanced Phone F eature s
--Busy Lamp Field (BLF) a
--BLF List X
--Call Recording a
--Hot Desking a
--Intercom a ~
--Multicast Paging X a
--Music on Hold X
--Automatic Call Distribution  (ACD) X
--Shared Call Appearance (SCA) X
--Bridg ed Line Appearance (BLA) X
--Messages a
SIP Account
--User Option s
--Active Line a ~
--Label a a
--Display Name a
--Register Name a
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Options Phone User Interface Web User Interface
--User Name a
--Password a
--Server Option s
--SIP Server 1/2 a
--Register Port X
--Outbound Status a
--Outbound Proxy 1/2 a
--Proxy Fallback Interval a
--NAT Status a
Note The table above lists most of the feature o ptions . Please refer to the rel evant section s for

more information .

Documentations

The following table shows

documentations available for

the SIRT42G IP phone.

Name Contents Where found Language

Quick Start Basic call features and In the p ackag e English

Guide pho ne customization s On the website English/Chinese
Phone/Web user
interface settings

User Guide Basic call features and On the website English/Chinese
advanced phone
features

Note You can also download the latest documentations online:

http://support.yealink.com/docume

11.

ntFront/forwardToDocumentDetailPage?documentld=


http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
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Getting Started

Getting Started

This chapter provides the following basic installation instructions and information for
obtaining the best performa  nce with the SIP -T42G IP phone. Topics include :

Packag ing Contents
Phone Installation
Phone Initialization
Phone Status

Basic Network Settings
Registration

Idle Screen

Entering Data and Editing Fields

If you require additional information or assistance with your new phone, contact your

system administrator.

Packaging Contents

The following ¢ omponents are included in  your SIP-T42G IP phone package:

SIRT42G IP Phone

Yealink

e
e N

[

1426

(+)

(0]

©
~ J
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Phone Stand

Handset & Handset Cord

Ethernet Cable

Quick Start Guide

Check th e list before installation. If you find anything missing, contact your system

admin istrator.

Optional Accessories

The followin g items are optional accessor ies for your SIRT42G IP phone. You need to
purchase them separately if required.

12
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Power Adapter

Wall Mount Br acket

A

Headset

Wireless Headset Adapter EHS36

Note We recommend that you use the accessories provided or approved by Yealink. The use

of unapproved third -party accessories may result in reduced performance.

Phone Installation

If your phone is already installed , proceed to Phone Initialization on page 16.

This section introduces how to install the phone:

1) Attachthe stand or the optional wall mountb racket

2) Connect the handset and optional headset

3) Connect the network and power

13
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1) Attachthe stand orthe optional wall mount bracket

Desk M ount Method

® ||l= ==
= =
Desk Mount Method P

Wall Mount Method (Optional)

— , =
@ @@ (oo

0\ e amEEs

[1 &

Note The hookswitch tab has a lip which allows the handset to stay on -hook when the IP
phone is mounted vertically.

For more information on how to attach the wall mount bracket, refer to Yealink Wall
Mount Qui ck Installation Guide for Yealink IP Phones

2) Connectthe handset and optional headset

—/—— =
—— =
—/—

ECeno

— =

U U

Note EHS36 is used for connecting the phone and a compatible wireless headset. For more
information on how to use EHS36, refer to Yealink EHS36 User Guide .

14
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3) Connectthe network and power

You have two options for power and network connections. Your system administrator will

advise you which one to use.

AC power (Optional)

Power over Ethernet (PoE)

To connect the AC power :

1. Connectthe DC plug on the power adapter to the DC5V port on the phone and
connect the other end of the power adapter i nto an electrical power outlet.

2. Connect the included or a standard  Ethernet cable between the Internet port on the

phone and the one on the wall or switch/hub device port.

The IP phone should be used with Yealink original power adapter (5V/1.2A) only . The use
of the third -party power adapter may cause the damage to the phone.

With the included or aregular  Ethernet cable, the SIRT42G IP phone can be powered
from a PoE -compliant switch or hub.

15
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To connect the PoE :

1. Connect the Ethernet cable between  the Internet port on the phoneanda n

available port on the in  -line power switch/hub.

TaaEe

Ifinl i ne power is provided, vy ephondtthépowenadapter. t o
Make sure the switch/hub is POE -compliant.

The phone can also share the network with an other network device suchas a PC
(personal computer) . Thisis an optional connection.

Important! Do not remove power from the phone while itis updating firmware and
configuration s.

After your phone is powered on, the system boots up and performs the following steps:
Automatic Phone Initialization

The phone finishes the initialization by loading the saved c onfiguration. The LCD screen

displays " Welcome Initializing é please wait" during this process .
DHCP (Dynamic Host Configuration Protocol)

The phone attempts to contact a DHCP server in your network to obtain vali d IPv4
network settings (e.g., IP address, su bnet mask, default gateway address and DNS

address) by default.

If your network does not use DHCP, proceed to Basic Network Settings on page 18.
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Phone Status

You can v iew phone status via phone useri nterface or web user interface.

Available information of phone status includes:

Network status (e.g., IPv4 status, IP mode , MAC ad dress).

Phone status (e.g., product name , hardware version, firmware version

MAC address and device certificate status ).

Account status (e.g., register status of SIPaccounts).

Note You can view device certificate status via phone userint erface only.

To view the phone status via phone user interface:

1. Press , Or press Menu -> Status.

, product ID ,

2. Press @ or @ to scroll through the listand  view the specific information.

IPw
MAC: 00: 1565 425 EL: 05
Firmuware: 29,800,490

To view the phone status via web user interface:

1. Open a web browser o n your computer.

2. EnterthelPaddress i n the br ows e and thenapdedsrthe

Enter keg.r

3. Enter the user name (admin) and password (admin) inthe login page .

Log [N Enterprise IP Phone SIP-T42G

Username zdmin
Password ®eee®

4. Click Confirm to login .

17
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The phone status is displayed on the first page of the web user interface.

Yealink | v

Account Features Directory
Versi
Status ersion
Firmware Version 29.80.0.90
Version
Hardware Version 29.0.0.0.0.0.0 It shows the version of firmware
and hardware.
Network
Network
Intemnet Port Pv4 It shows the network settings
Pva of Internet (WAN) port.
WAN Port Type DHCP LELE )
It shows the registration status
VAN TP Address 10.3.20.13 of SIP accounts.
Subnet Mask 255.255.255.0 You can click here to get
more guides.
Gateway 10.3.20.254
Primary DNS 192.168.1.22
Secondary DNS 192.168.1.20
Network Common
MAC Address 00156543ECS7
Link Status Connected
Device Type Bridge
Account Status
Accountl 4609@pbx.yealink.com : Registered
Account2 Disabled
Account3 Disabled
Account4 Disabled

Basic Network Settings

18

If your phone cannot contact a DHCP ser  ver for any reason, you need  to configure
network settings manually. The IP phone can support either or both IPv4 and IPv6

addresses .
To configure the IP address mode via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admi  n)
-> Network ->WAN Port.

2. Press@ or @ , or the Switch soft key to select IPv4, IPv6 or IPv4 & IPv6 from the IP
Mode field .

——AN Fort Option

IPvd 2 IFvwk '

3. Press the Save soft key to accept the change  or the Back soft key to cancel

You can configure a static IPv4 address forthe | P phone . Before configuring it, make sure
that the IP mode is configured as  IPv4 or IPv4 & IPv6.

To configure a static IP v4 address via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin )
-> Network -> WAN Port.
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2. Press @ to select IPv4 and then press the Enter soft key.
3. Press@ to select Static IPv4 Client and then press the Enter soft key.

4. Enter the desired value in the IPv4, Subnet Mask, Default Gateway , IPv4 Pri.DNS
and IPv4 Sec.DNS field respectively .

—————Static IPvd Client

|1'32.1I5-3.1.1EI |

5. Press the Save soft key to accept the change or the Back soft key to cancel .

You can configure a static IPv6  address for the IP phone . Before configuring it, make sure
that the IP mode is configured as  IPv6 or IPv4 & IPv6.

To configure a static IP v6 address via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin )
-> Network -> WAN Port .

2. Press @ to select IPv6 and then press the Enter soft key.

3. Press @ to select Static IPv6 Client and then press the Enter soft key.

4. Enterthe desired value in the IPv6 IP, IPv6 IP Prefix , Default Gateway , IPv6 Pri.DNS
and IPv6 Sec.DNS field respectively .

—— Static IPvE Client

|2IZIIIIE:1:1:1::12 |

| Back ] 2aB ] Delete ] Save ]

5. Press the Save soft key to accept the change  or the Back soft key to cancel .

Note The wrong network setting s may result in inaccessibility of your phone and may also
have an impact on your network performance. For more information on these
parameters, contact your system administrator.

Registration

Generally, your phone will be deployed with multiple other phones. In this case, your
system administrator will configure the phone parameters beforehand, so that after you
start up your phone, the phone will be registered and ready for use. The SIRT42G IP
phone supports up to 12 accounts . If your phone is not registered, you may have to
register it. For more information on how to register your phone, refer to Account

Management on page 62.
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Idle Screen

If the phone has successfully started up , the idle LCD screen will be displayed as below .

16:40 s

Mon Dec 15
1003

Hiztor W Director W

The idle screen display s the label of the current account, time and date, and four soft

keys.

Entering Data and Editing Fields

You can enter data and edit fields using the phone keypad.

Keypad on the phone provides different  character s (or numbers) when using the 2aB,
abc , Abc, ABC or 123 input mode. You can change the following input modes to enter

data and edit fields on your phone. When your phone keypad matc hes the input mode ,
you can p ress the keypad repeatedly to view the character (or numbers) options and
stop to select. When the character  (or numbers) you want to enter displays in the field,
wait one second , and enter the next character  (or numbers) .

The following table lists the input m ode s and character (or numbers) options for the
keypad :

Input Mode Abc
Keypad 2aB abc (initials in ABC 123

capitals )

abc2aa & | abc2dze & | ABC2AE A
(2] 2abcABC o o o 2
adédac adaac AAAAC

def3ééée def3ééée DEF3EEEE

(3] 3defDEF 3
5 5 )

(4] 4AghiGHI ghidi ghidi GHI4I 4

(5] SikIIKL KISE iKISE JKL5E 5

6mnoMN mno66go mno66gd | MNO60O @

o 66061 66061 OOOON

20
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Input Mode Abc
Keypad 2aB abc (initials in ABC 123
capitals )
7pgrsPQR
(7] Pa < Q pqrs7R B pqrs7R B PQRST3 7
TUVSUUU
L[B_m] 8tuvTUV tuv8uddu tuv8uddu o 8
9wxyzWX .
L[h] - wxyz9yb wxyz9yp WXYZ9YP 9
L[L ] 0 space space space 0
= N0@ | xS N0@0 | RS N0@: | RPN @
_+&%=< _+&%=< _+&%=< _+&%=<
EN > > > > *1@[]
LSl | S¥It | L s¥el | . $¥[I(
NS eS| s | s
#t=) # # # # #

To enter or edit data:

Do one of the following:

If you want to

Then you can

(depending

what

Press a keypad key one or more times

i nput m

Enter only digits (1),
uppercase (A) characters,
lowercase (a) characters,

or alphanumeric (2aB)

characters.

enter the characters that is displayed on the

keypad key.

You can press the abc soft key one or more
ABC soft
key), numeric ( 123 soft key), alphanumeric

times to switch among uppercase (

Abc
soft key) and lowercase (  abc soft key) input

(2aB soft key), uppercase and lowercase (

modes.

For example, if the input mode is  ABC:

- To enter @ press

- To enter @ press

- To enter @ press
quickly.
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If you want to Then you can

- To enter 02 Tié@@ﬁtﬁé,
more than three times quickly.

Note : When you are in the uppercase ( ABC

soft key), uppercase and low ercase ( Abc soft

key) or lowercase ( abc soft key) input mode,

@ is not available.

Press the keypad key @ or E , or
press .
For Key:

- If it is in the uppercase ( ABC soft key),
uppercase and lowercase ( Abc soft key)
or lowercase ( abc soft key) input mode, it
will provide the space character.

- If it is in the numeric ( 123 soft key) or
alphanumeric ( 2aB soft key) input mode,
it will only provide the digit 0.

For @ key:

- It only provides the pound character  #.

For @ key:

- If it is in the uppercase ( ABC soft key),

Enter special characters.

lowercase ( abc soft key), uppercase and
lowercase ( Abc soft key) or alphanumeric
(2aB soft key) input mode, it will provide
the following special characters:
*AN0@_+8%=<> _ $¥o[[{}~"g8"|

- If it is in the numeric ( 123 soft key) input
mode, it will provide the following special

characters: .*/@J] .

Press @ or @ to position the cursor to the
right of the text you want to delete  , and then
Delete text you entered.
press the Delete soft key t o delete one

character at a time
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Customizing Your Phone

You can customize your SIP -T42G IP phone by personally configuring certain settings, for
example, time & date and ring tones. You can add contacts to the phones

direct ory manually or from call history . You can also personalize different ring tones for
different callers.

This chapter provides basic operating instructions for customizing your phone. Topics
include:

General Settings

Audio Settings

Contact Management
Call History Management

System Customizations

If you require additional information or assistance with your new phone, contact your
system administrator.

General Settings

Backlight

You can configure the backlight to adjust the brightness of the LCD screen. Backlight

status on the LCD screen can be configure d from the following options :

Always On: Backlight is on permanently.
Always Off: Backlightis off permanently.

15s, 30s, 60s, 120s, 300s, 600s or 1800s: Backlight is turned off when the phone is

inactive after the designated time (in seconds).
To configur e the backlight via phone user interface:

1. PressMenu -> Settings -> Basic Settings -> Display -> Backlight .

2. Press@ or @ , or the Switch soft key to select the desired time from the
Backlight Time field.

 Rackight

0= 1

[ Back ] ] Switeh
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3. Pressthe Save soft key to accept the change orthe Back soft key to cancel

Backlight is configurable via web user interfac e at the path Settings -> Preference .

Language

The default language of the phone user interface is English. If the language of your web
browser is not supported by the phone, the  web use r interface will use English by
default. You can change the language for the phone user interface and the web user

interface respectively .
To change the language forthe phone user interface:

1. PressMenu -> Settings -> Basic Settings -> Language .

2. Press @ or @ to select the desired language.

English(Englizh]
el I (Chinese Simplified)
Bt DI (Chineze Traditional)

Francais{French]

3. Pressthe Save soft key to accept the change.

Text displayed on the phone user interface will ¢ hange to the selected language
To change the language forthe web user interface:

1. Click on Settings -> Preference .

2. Selectthe desired language from the pull  -down list of Language .

Yealink | sz

Account Features Settings Directory

24

o Te Language English(English) - NOTE
Live Dialpad Disabled -
Time & Date Language
Inter Digit Time(1~14s) 4 Selects a language for the web
- user interface.
Call Display Backlight Time(seconds) Always On -
Live Dialpad
Upgrade WatchDog Enabled M It allows IP phones to
— - automatically dial out the
Auto Provision T Ring1.wav entered phone number after a
Upload Ringtone No file selected. specfied period of time.
Configuration
Upload Cancel Backlight
Specifies the brightness of the
Dial Plan LCD screen display.
[ garin | ol |
Voice Contrast
Spedifies the contrast of the
- LCD screen display.
Ring
Ring Tones
Tones A ring tone that wil alert you
when a call comes in for the IP
Softkey Layout T
TRO69 You can click here to get

more guides.

3. Click Confirm to accept the change.

Text display ed on the web user interface will

change to the selected language.
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Time & Date

Note

The time and date are display ed on the LCD screen when the phone isidle . You can
configure the phone to obtainthe  time and date from the Simple Network Time Protocol
(SNTP) server automatically, or configure the  date and time manually. If the phone
cannot obtain the time and date from the SNTPserver, contact your system

adm inistrator for more information.
To configure the SNTP settings via phone user interface:

1. Press Menu -> Settings -> Basic Settings -> Time & Date-> SNTP Setting s.

2. Press@ or @ , or the Switch soft key to select the time zone that applies to your
are a from the Time Zone field .

The default time zoneis "+8".

———————25NTP Settings

3. Enter the domain name or IP address  of SNTP server inthe NTP Serverl and NTP
Server2 field respectively.

4, Press@ or @ , or the Switch soft key to select the desired value from the
Daylight Saving field.

5. Press@ or @ , or the Switch soft key to select the desired time zone name from
the Location field.

This field appears only if Daylight Saving field is selected Automatic .
The default time zone name is  0China(Beijing) o.

6. Press the Save soft key to accept the change orthe Back soft key to cancel.

Please refer to Appendix A - Time Zones for the list of available time zones on the IP
phone.

To configure the time and date manually via phone user interface:

1. PressMenu -> Settings -> Basic Settings -> Time & Date->Manual Settings .

2. Enter the specific time and date .

L Date(¥MD): [15] |- o5 |- [12
2 Time[HMSY: |10 |: g0 |:[En

3. Pressthe Save soft key t o accept the change .

The date and time displayed  on the LCD screen will change accordingly.
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To configure the time and dat e format via phone user interface:

1. PressMenu Settings -> Basic Settings -> Time & Date-> Time & Date Format .

2. Press@ or @ , or the Switch soft key to select the desired time format (12 Hour
or 24 Hour) from the Time Format field .

Time & [Date Format

3. Press@ or @ , or the Switch soft key to select the desired date format from the
Date Format field .

4. Pressthe Save soft key to accept the change or the Back soft key to cancel.

There are 7 available date formats . For example , for the date format OWWW DD MMM 6,
OWWW 6 represents the abbreviation of the ~ week day, 0DDO6 represent s the two -digit da v,

and OMMM o represent s the first three letters of the month.

The date formats available :

Date Format Example (2015-05-16)
WWW MMM DD Sat May 16
DD-MMM -YY 16-May -15
YYY¥MM -DD 2015-05-16
DD/MM/YYYY 16/05/2015
MM/DD/YY 05/16/15
DD MMM YYYY 16 May 2015
WWW DD MMM Sat 16 May

Time and d ate are configur able viaweb u ser interfac e at the path Settings -> Time &

Date .

Administrator Password

26

The Advanced Settings option is  only accessible to the administrator. The default
administrator password is  0admin 6. For security reasons, you should change  the default

administrator p assword as soon as possible.
To change the administrator password via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin ) -> Set

Password .

2. Enter the current password in the  Current PWD field.
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3. Enter the new password inthe New PWD field.

—————"hange Pazssward

|=+=***** |

[ Back ] abc ] Delete ] Save |

4. Re-enter the new password inthe Confirm P WD field.
5. Press the Save soft key to accept the change or the Back soft key to cancel.

Administrator password is configurable via web user interfac e at the path
Security -> Password .

Key as Send

You can set the "#"key or ™" key to perform as a send key while dialing
To configure key as send via phone user interface:

1. PressMenu -> Feature s-> Key as send .

2. Press@ or @ , or the Switch soft key to select # or * from the Key as send field ,
or select Disable d to disable this f eature .

F—————¥Key az send

3. Press the Save soft key to accept the change or the Back soft key to cancel.

Key as send is configurable via web user interface atthe  path Features -> General

Information .

Phone Lock

You can lock your phone temporarily when you are not using it. This feature helps to

protect yo ur phone from unauthorized use.
Phone lock consists of the following

Menu Key: The Menu soft key is locked. You cannot access the me nu of the

phone until unlocked.

Function Key s: The function keys are locked. You cannot use the MESSAGE,
REDIAL, MUTE, OK, X, navigation keys and soft keys until

unlocked.
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All Keys: All keys are locked, exceptthe  Volume key, digit keys , # key, *
key and S peakerphone key . You are only allowed to dial
emergency numbers, reject incoming calls by pressing the X
key or the Reject soft key, answer incoming calls by lifting the
handset, pressing the Speakerphone key ,the HEADSET key, the
Answer soft key or the OK k ey, and end the call by hangin g up
the hand set, pressing the Speakerphone key , the EndCall soft
key or X key.

Note The emergency n umber setting, if desired, must be set before lock activation . For more
information, referto Emergency Number on page 70.

To activate the phone lock via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin ) ->Phone
Lock.

2. Press@ or @ , or the Switch soft key to select Enable d from the Lock Enable
field.

Lok

3. Press@ or @ , or the Switch soft key to select the desired type from the Lock
Type field .

4. Enter the desired interval of automatic phone lock in the Lock Time Out field.
The default timeout is 0. It means th e phone will not be automaticall y locked. You
need to | ong press [Qto lock it immediately when the phone is idle.
If it is set to other value s exceptO (e.g.,5), the phone will be locked when the phone
is inactive in idle screen for the designated time  (in seconds).

5. Press the Save soft key to accept the change
When the phone is locked, t he LCD screen prompts oPhone locked .6 and display s

the icon ==.

w7 | L, £

Fhone locked,
“~__

History JDirectory]  DHD

To unlock the phone , you must know the phone unlock PIN. The default phone unlock PIN

is 01236.
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To change the PIN via phone user interface:

1. PressMenu -> Settings -> Basic Settings -> Change PIN.

2. Enter the desired value inthe Current PIN, New PIN and Confirm PIN field

respectively .

——————hange PIN

3. Pressthe Save soft key to accept the setting or the Back soft key to can cel.

Note The unlock PIN length must be within 15 digits .

To unlock the phone via phone user interface:

1. Pressany locked key, the LCD screen prompts oUnlock PIN 6.

———nlock PIM

m

2. Enter the PINinthe Unlock PIN field .
3. Pressthe OK soft key to unlock the phone .
The é icon disappear s from the LCD screen.

You can | ong press #mJ or wait for a period of time (if configured) to lock the

phone again.

Note You can also unlock the phone by entering administrator password.  When you enter the
administrator password to unlock the phone, the phone will turn to the Change PIN
screen.

To de activate the phone lock via phone user interface:

1. Press Menu -> Settings -> Advanced Settings (default password: admin ) -> Phone

Lock.
2. Press ® or @ , or the Switch soft key to select Disable d from the Lock Enable
field .
L ock
Disabled 1k

3. Press the Save soft key to accept the change
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Phone Lock is configurable via web user interface

Audio Settings

Volume

at the path Features -> Phone Lock .

Note

30

You can press the Volume key to adjust th e ringer volume when the phone isidle  or

ringing . You can also press the Volume key to adjust the receiver volume of currently

engaged audio devices (handset, speaker phone or headset) when the phone isin use.
To adjust the ringer volume:
When the phone is idle:

1. Press to adjust the ringer volume

15182

lled Jan OF
= INNERNRNNOOO0O00+

Lirectory

History

When the phone is ringing

1. Press to adjust the ringer volume

o0 B e
13000

= IRRR00000000000 +
Forward

Answer Silence

You can also press ([=—=_%)to adjust the ringer volume when selecting a ring tone.

For more information, referto  Ring Tones on page 31.

If the ringer volume is adjusted to  minimum , the I‘X icon will appear on the LCD screen.

To adjust the volume when the phone is during a call:

1. Press(=_— 9 to adjust the volume of currently engaged audio device (handset,
speaker phone or headset) .

Talking

1003

- amnnnffoitoongs+
Conferencd EndCall
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Ring Tones

Ring tone s are used to indicate incoming calls. You can select different ring tones to
distinguish differen t accounts registered on your phone , or to distinguish your phone

from your neighbor ds
To select a ring tone for the phone via phone user interface :

1. PressMenu -> Settings -> Basic Settings -> Sound -> Ring Tone s-> Common .

2. Press @ or @ to select the desired ring tone.

v 1. Ringlisaw

2. RingZ.waw

4, Ringswaw

3. (Optional .) Press (E—=—%)to adjust the ringer volume

4. Pressthe Save soft key to accept the change orthe Back soft key to cancel.

A ring tone for the phone is configurable via web user interface at the path

Setting s-> Preference -> Ring Type.
To select a ring tone for the account via phone user interface:

1. Press Menu -> Settings -> Basic Settings -> Sound -> Ring Tones.

2. Press @ or @ to select the desired account and then press the Enter soft key.

1. Common

3. Press @ or @ to select the desired ring tone.

If Common is selected, this account will use the ring tone selected for the phone
w' 1. Comman

2. Ringl.waw
3. RingZ.waw

4, Ring2.waw

[ Back ] ] ] Save |

4. (Optional .) Press (=——=_=%) to adjust the r inger volume .

5. Pressthe Save soft key to accept the change or the Back soft key to cancel.

A ring tone for the account is configurable via web user interface at the path
Account -> Basic-> Ring Type.

To upload a custom ring tone for your phone via web user in  terface:

1. Click on Settings -> Preference .
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2. Click Browse to locate a ring tone file

system.

Yealink |+

(the file format must be

*.wav ) from your local

Account Network DSSKey Features Settings Directory Security
Live Dialpad Disabled -
Time & Date Language
Inter Digit Time(1~14s) 4 Selects a language for the web
i user interface.
Call Display Backlight Time(seconds) Always On -
Live Dialpad
Upgrade WatchDog Enabled T It allows IP phones to
Ring Type RingLwav - automatically dial out the
Auto Provision 9 Tvp ot entered phone number after a
Upload Ringtone Browse* | No file selected. ‘ | specified period of time.
Configuration
Upload Cancel Backlight
;] Specifies the brightness of the
Dial Plan LED screen display.
Voice Contrast
Specifies the contrast of the
N LCD screen display.
Ring
Ring Tones
Tones A ring tone that wil alert you
when a call comes in for the IP
Softkey Layout Eiie
TRO69 You can click here to get
more guides.
3. Click Upload to upload the file.
Note The priority of ring tone for an incoming call on the phone is as follows:

Contact ring tone (refer to Adding Contacts ) >Group ring tone (refer to Adding
Groups ) >Account ring tone >Phone ring tone

Both single custom ring tone file and total custom ring tone files must be within 100KB.

Upload ing custom ring ton es for your phone is configurable via web user interface only.

Contact Management

This section provides the operating instructions for manag ing contacts. Topics include

Dire ctory
Local Directory
Blacklist

Remote Phone Book

Directory

Directory provide s easy accessto frequently used lists. The lists may contain Local

Directory , History, Remote Phone Book and LDAP.
To configure the directory via web user interface:

1. Click on Directory -> Setting .

2. Inthe Directory block, selectthe d esired list from the Disabled columnand then
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click [=].
The selected list appears inthe  Enabled column.
3. Repeat the step 2 to add more lists to the  Enabled column.

4. Toremove a list from the Enabled column, select the desired listand click [ — .

5. Toadjust the display order of enabled lists, select the desired listand  click [ 1 |
or[4].

The LCD screen will display the list (s) in the adjusted order.

Yealink | vax

Account Directory

Local Directory NOTE
Directory
Remote Phone Disabled Enabled Directory
Book It provides easy access to
LDAP Local Directory frequently used lists.
Remote Phone Bool Histary
Phone Call Info Search Source in Dialing

- 1 It allows the IP phone to
automatically search entries

zL from the search source list
- 1 based on the entered string,
Multicast IP — — and display results on the pre-
dialing screen.
Setting Recent Call In Dialing

It allows users to view the
placed calis list when the phone
is on the pre-dialing screen.

Search Source List In Dialing
You can click here to get

Disabled Enabled more guides.
Remote Phone Boal Local Directory
LDAP History
= S}
Mt =
Recent Cal In Dizling | Disabled v
Confirm Cancel |

6. Click Confirm to accept the change.

Note Directory is configurable via web user interface only.

To view the directory via phone user interface

1. Press the Directory soft key when the phone is idle.

The LCD screen displays the enabled list(s) in the director y.

L Local Directory

If there is only one listin the directory , press the Directory soft key to enter this list

directly.

Note If remote phone book and LDAP are not configu red in advance, you cannot see  remote
phone book and LDAP lists on the phone user interfac  e. For more information on remote
phone book, refer to Remote Phone Book on page 43. For more information on the LDAR,
refer to Yealink SIP-T2 Series_T19(P)

E2 T4 Series CP860 IP_Phones Administrator Guide .
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Local Directory

The built -in phone director y can store the names and phone numbers of your contacts.

You can store up to 1000 contacts and 48 groups in your phone's local directory.  You can

add new groups and contacts , edit, delete or search for a contact , or simply dial a

contact number from the | ocal directory.

Adding Groups

To add a group to the local directory :

1.

5.

Press the Directory soft key .

The IP phone enters the local directory directly as there is only Local Directory

enabled in the directory by default.

1. All Contacts

If the Local Directory is removed fr om the directory (referto Directory on page 32),
press Menu -> Directory -> Local Directory to enter the local directory

Press the Add Gr soft key.

Enter the desired group name inthe  Nam e field.

Press@ or @ , or the Switch soft key to select the desired ring tone from the
Ring field.

If Auto is selected, this group will use the ring tone  according to the priority: ~ Contact
ring tone (referto Adding Contacts ) >Accountring tone (referto Ring

Tones) >Phone ring tone (refer to Ring Tones). If a s pecific ring tone is selected, this
group will use the ring tone  according to the priority: ~ Contact ring tone (refer to

Adding Contacts ) > Group ring tone.

—dd Group—————

| Ringliuawy |

[ Back ] ]

Press the Add soft key to accept the change or the Back soft key to cancel.

You can also edit or delete  any newly added contact groups .

Editing Groups

To edit a group in the local directory

1.
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The IP phone enters the local directory directly as there is only Local Directory
enabled in the directory by default.

1, All Contacts

If Local Directory is removed from  the directory (referto Directory on page 32),
press Menu -> Directory -> Local Directory to enter the local directory

2. Select the desired contact group .
3. Press the Option soft key and then select Detail .
Dretail

Delete
Delete All

Cancel

4. Press @ or @to highlight the group information and then edit.

Test

|T-95ti |

[ Back ] #bc ] Delete ] Save |

5. Press the Save soft key to acceptthe change or the Back soft key to cancel.

Deleting Groups

To delete agroup from the local directory

1. Press the Directory soft key .

The IP phone enters the local directory directly as there is only Local Directory
enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),
press Menu -> Directory -> Local Directory to enter the local directory

2. Select the desired contact group .
3. Press the Option soft key and then select Delete .

The LCD screen prompts the following warning :

llarning

Delete zelected group?

4. Pressthe OK soft key to confirm the d eleti on or the Cancel soft key to cancel.

You can also delete all groups by pressing the Option soft key, and then select Delete
All.
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Adding Contacts

You can add contacts to  the local directory in one of the following ways

Manually
From call history

From a remote phone book

Adding Contacts Manually
To add a contact to the local directory manually :

1. Pressthe Directory soft key .

The IP phone enters the local directory directly as there is only Local Directory
enabled in the directory by default.

If Local Dir ectory is removed from the  directory (referto Directory on page 32),
press Menu -> Directory -> Local Directory to enter the local directory

2. Select the desired contact group and then pre ss the Enter soft key .

If the contact is notin any group, select All Contacts and then press the Enter soft
key.

3. Pressthe Add soft key.

4. Enterthe name andthe office, mobile or other numbers in the corresponding fields

——#dd Contact

5. Press@ or @ , or the Switch soft key to select the desired account from the
Account field.

If Auto is selected , the phone will use the default account when plac ing calls to the
contact from the local directory

6. Press@ or @ , or the Switch soft key to select the desired ring tone from the
Ring field.

If Auto is selected, this contact will use the ring tone according to the priority: ~ Group
ring tone (referto Adding Groups) > Account ring tone (refer to Ring Tones)>Phone

ring tone (referto Ring Tones).

7. Press @ or @ , or the Switch soft key to select the desi red group from the Group
field.

8. Pressthe Add soft key to acceptthe change orthe Back soft key to cancel.

Note If the contact already exists in the directory, the LCD screen will prompt oContact name
existed !6.
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Adding Contacts from Call History

To add a contact to the local directory from call history :

1.
2.

Press the History soft key.
Press @ or @ to highlight the desired entry.

Press the Option soft key, and then select Add to Contacts .

Detail

Add to Contacts
Add to Blacklist
Delete All

Cancel | ] 1 ok |

Press the OK soft key. And then e nter the contact name.

Press the Save soft key to accept the change.

The entry is successfully saved to the local directory.

Adding Contacts from Remote Phone Book

To add a contact to the local directory from the remote pho ne book :

1.

a M w DN

Press Menu -> Directory -> Remote Phone Book.

If Remote Phone Book is added to the directory (referto Directory on page 32),

press Directory -> Remote Phone Book to enter the remot e phone book.
Select the desired remote group  and then press the Enter soft key .
Press @ or @ to highlight the desired entry.

Press the Option soft key, and then select Add to Contacts .

Press the Save soft key to save the contact to the local directo ry.

If the contact already exist sin the local directory, the LCD screen  will prompt
"Contact name existed, overwrite ?". Press the OK soft key to overwrite the original

contact in the local directory or the Cancel soft key to cancel.

For more information on remote phone book operating, referto  Remote Phone Book on

page 43.

Editing Contacts

To edit a contact in the local directory :

1.

Press the Directory soft key .

The IP phone enters the loc al directory directly as there is only Local Directory
enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),

press Menu -> Directory -> Local Directory to enter the local directory
Select the desired contact group and then press the Enter soft key.

If the contactis notin any group, select All Contacts and then press the Enter soft
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key.
3. Press@ or @ to highlight the de sired contact.
4. Press the Option soft key, and then select Detail .

5. Press@ or @ to highlight the contact information and then edit.

i

_

[ Back | #bc ] Delete ] Save |

6. Press the Save soft key to accept the change orthe Back soft key to cancel.

Deleting Contacts

To delete a contact from the local directory :

1. Pressthe Directory soft key .

The IP phone enters the local directory directly as there is only Local Directory

enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),

press Menu -> Directory -> Local Directory to enter the local directory

2. Select the desired contact group and then press the Enter soft key .
If the contact is notin any group, select All Contacts and then press the Enter soft
key.

3. Press@ or@ to highlight the desired contact.

4. Press the Option soft key, and then select Delete .

The LCD screen prompts the following warning :

llarning

Lelete selected item?

Cancel

5. Press the OK soft key to confirm the deleti on or the Cancel soft key to cancel.

You can also delete all contacts by pressing the Option soft key, and then select Delete
All.

Placing Calls to Contacts

To place a call to a contact from the local directory :

1. Pressthe Directory soft key .

The IP phone enters the local di rectory directly as there is only Local Directory

enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),
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press Menu -> Directory -> Local Directory to enter the local directory
2. Select the desired contact group and then press the Enter soft key.

If the contactis notin any group, select All Contacts and then press the Enter soft
key.

3. Press @ or @ to highlight the desired  contact.
4. Do one of the following:

- Ifonly one number for the contact is stored in the local directory, press the Send

soft key to dial out the number.

- If multiple numbers for the contact are stored in the local directory, press the
Send soft key to displa y a list of numbers.
Press@ or ® to highlight the desired number .

Press the Send soft key to dial out the number.

Searching for Contacts

To search for a contactin the local directory :

1. Pressthe Directory soft key.

The IP phone enters the local dire ctory directly as there is only Local Directory
enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),

press Menu -> Directory -> Local Directory to enter the local directory
2. Press the Search soft key.

3. Enter a few continuous characters of the contact name or continuous number s of the

contact number (office, mobile or other number)  using the keypad.

43| 071

The contacts whose name or  phone number matches the characters entered will

appear on the LCD screen. You can dial from the result list.

Search Source List in Dialing

You can search for a contact from the desired list s when the phone is on the dialing

screen . The lists can be Local Directory , History, Remote Phone Book and LDAP.
To configure search source list in dialing via web user interface:

1. Click on Directory -> Setting .

2. Inthe Search Source List In Dialing block, select the desired list from the  Disabled

column and click
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The selected list appearsinthe  Enabled column.
3. Repeat the step 2 to add more lists to the  Enabled column.
4, Toremove a listfromthe Enabled column, selectthe desired listand click .

5. Toadjust the display order of the enabled lists, select the des ired list and click
or [1].

The LCD screen will display search results in the adjusted order.

Yealink | v+2¢

Account DSSKey Features Directory
Local Directory NOTE
Directory
Remote Phone Disabled Enabled Directory
Book m " i It provides easy access to
History Local Directory frequently used lists.
LDAP Remote Phone Boo
Phone Call Info Search Source in Dialing
It allows the IP phone to
LDAP automatically search entries
from the search source list
Multicast IP based on the entered string,
and display results on the
R i ks pre-digling screen.
Setting
Recent Call In Dialing
It allows users to view the
N , placed calls list when the phone
Search Source List In Dialing is on the pre-dialing screen.
Disabled Enabled
Remote Phone Boo + Local Directary - You can diick here to get
LDAP History more guides.

Recent Cal In Dialing ~ Disabled -

Confirm Cancel

6. Click Confirm to accept the change.

Note Search source list in dialing is config urable via web user interface only.

To search for a n entry in the enabled search source lists

1. Pick up the handset, press the Speakerphone key or pre ss the line key.
2. Enter a few continuous characters of the  entry & name or continuous number s of the
entry & phone number (office, mobile or other number)  using the keypad.

The entries in the enabled search source lists  whose name or phone number
matches the characters entered will appear on the LCD screen.  You can press @

or @ to scroll to the desired  entry, and then place a call tothe  entry.

OS] o0t ]

Importing/Exporting Contact Lists

You can manage your phoiapghdns ubepinteaface cbi webuséror y
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interface. But you can only import or export the contact list via web user interface.

To import an XML contact list file via web user interface:

1.
2.

Click on Directory -> Local Directory .

Click Browse to locate a contact list file ( the file format mustb e *.xml) from your
local sy stem.

Click Import XML to import the contact list.

Yealink | +:¢

Account Network DSSKey Features Settings Directory

Local Directory (L] NOTE
1
Remote Phone 2 Local Directory
Book 3 The buit-in phone directory can
store the names and phone
Phone Call Info S numbers of your contacts.
5
6 You can add new groups and
LDAP contacts, edit, delete or search
7 for a contact, or simply dial 3
Multicast IP 8 contact number from the local
9 directory.
Setting 10 : You can import or export the
Pagel 1 ~ | prev fi Next | Hang Up ] [ Delete Al ” Delete ] [ Move To || Al Contac = contact list.
= You can click here to get
. Group Settin a 9
DRt P 9 more guides.
Mame Group
Office Number Ring Auto -
it i
Mobile Number Add Edit Delete Delete Al
Other Number Import Local Directory File
Ring Tone Auto - E: Mo file selected.
Group all Contacts - Impart XML Export XML
CEETT Auto - Browse: | No file selected.

4,

The web user interface prompt s "The original contact will be covered, continue? ".

Click OK to complete importing  the contact list.

To import a CSV contact list file via web use r interface:

1.
2.

Click on Directory -> Local Directory .

Click Browse to locate a contact list file ( the file format must be *.csv) from your
local sy stem.

(Optional.) Check the Show Title che ckbox.

It will prevent importing the title of the contact information w hich is locate d in the
first line of the CSV file.

Click Import CSV to import the contact list.
(Optional.) Mark the  On radio box in the Delete Old Contacts field.
It will delete all existing contacts ~ while importing the contact list .

(Optional.) Selectt he contact information you want to import into the local directory

from the pull down list of Index .
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Note

At least one item should be selected to be imported into the local directory.

Yealink | v

Account Features Directory
Delete Old Contacts @ on © Off
Preview NOTE
Index Display Name ~ Office Number ~ Ignore ~ Ignore ~ Ignore 1
1 display_name office_number mobile_number other_number line EEEE A
2 Judy 4561 1234 -1
You can click here to get
2 mandy 4303 1235 -1 more guides.
4 Bob 1258 1236 1
] m »

7. Click Import to complete importing the contact list.
To export a contact list via web user interface:

1. Click on Directory -> Local Directory .
2. Click Export XML (or Export CSV).

3. Click Save to save the contact list to your local system.

Importing/exporting contact lists  is available via web user interface only.

Blacklist

42

The built -in phone directory can store names and phone numbers for a blacklist . You
can store up to 30 contacts , add, edit, delete or search for a con tact in the blacklist
directory , and even call a conta ct from the blacklist directory . Incoming call s from

blacklist directory contacts will be rejected automatically.
To add a contact to the blacklist directory manually :

1. PressMenu -> Directory -> Blacklist .
2. Pressthe Add soft key.

3. Enterthe name and the office, mobile or other numbers in the corresponding fields

——#dd Blacklist

4, Press @ or @ , or the Switch soft key to select the desired account from the
Account field.



Customizing Your Phone

If Auto is selected , the phone will use the default account when plac ing calls to the

contact from the blacklist directory .

5. Pressthe Add soft key to acceptthe change orthe Back soft key to cancel.
To add a contact to the blacklist directory from the local directory

1. PressDirectory soft key.

The IP phone enters the local directory directly as there is only Local Directory

enabled in the directory by default.

If Local Directory is removed from the  directory (referto Directory on page 32),

press Menu -> Directory -> Local Directory to enter the local directory

2. Select the desired contact group and then press the Enter soft key .
If the contact is notin any group, select All Contacts and then press the Enter soft
key.

3. Press @ or @to highlight the desired contact.

4. Press the Option soft key and then select Add to Blacklist .

The LCD screen prompt s "Move selected to  blacklist? ".

Warning

Mowve selected 1o blacklist?

Cancel

5. Pressthe OK soft key to accept the ch ange .

For operating instructions on editing, deleting, placing calls to and/or searching for
contacts in the blacklist, refer to the operating instructions of ~ Local Directory on page 33.

Remote Phone Book

You can add new contacts to the local directory , search for a contact, or simply dial a

contact number from the  remote phone book

You can configure your new phone to access up to 5 remote phone books . For the

access URL of the remote ph one book , contact your system administrator.
Configuring an Access URL

To configure an access URL for a remote phone book via web user interface

1. Click on Directory -> Remote Phone Book.

2. Enter the access URLin the Remote URLfield.
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3. Enter the name inthe Display Name field.

Yealink | 6

Status Account Network DSSKey Features Settings Directory

Local Directory NOTE
1 http://10.3.6.150/Department.xmi Xyl
Remote Phone Remote Phone Book
Book 2 It is 3 centrally maintained
phone book, stored on the
3
Phone Call Info remote server.
4 Users only need the access URL
LDAP 5 of the remote phone book. The
IP phone can establish a
Multicast IP connection with the remote
server and download the phone
- Incoming/Qutgoing Call Lookup Disabled - book, and then display the
Setting remote phone book entries on
Update Time Intenal(Seconds) 21600 the phone user interface.
You can click here to get

4. Click Confirm to accept the change.

Note An access URL for a remote phone book is configurable via web user interface only.

Accessing the Remote Phone Book

To access your remote phone book via phone user interface:

1. PressMenu -> Directory -> Remote Phone Book.

If Remote Phone Book is add ed to the directory (referto Directory on page 32),
press Directory -> Remote Phone Book to enter the remote phone book

2. Press @ or @ to select the desired remote group, and then press the Enter soft
key.
The phone then connects to the remote phone book and proceeds to load it. The

contact s in the remote phone book are displayed on the LCD screen .

23l

Option

3. Press the Back soft key to back to the previous  screen.

Placing Calls to Contacts

To place a call from the remote p hone book :

1. PressMenu -> Directory -> Remote Phone Book .

If Remote Phone Book is added to the  directory (referto Directory on page 32),

press Directory -> Remote Phone Book to enter the rem ote phone book

2. Select the desired remote group, and then press the Enter soft key to load the
remote phone book
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3. Select the desired contactin  the remote phone book

4. Pressthe Send soft key.

Searching for Contacts

To search for a contact in the remote pho  ne book:

1. PressMenu -> Directory -> Remote Phone Book .

If Remote Phone Book is added to the  directory (referto Directory on page 32),

press Directory -> Remote Phone Book to enter the remot e phone book .

2. Select the desired remote group , and then press the Enter soft key to load the

remote phone book
3. Press the Search soft key.

4. Pressthe Abc soft key to change the input mode . And then e nter a few continuous

characters of the contact name or co  ntinuous number s of the contact number using

the keypad.
Tl |0z
Testl 23000
Test 203
Test3 EEEO
The contacts whose name or phone number matches the characters entered will

appear on the LCD screen. You can place a call from the result list.

Incoming/Outgoing Call Lookup

You can enable the pho ne to present the caller /callee identity stored in the remote
phone book when receiving /placing a call.

To configure incoming/outgoing call lookup and update time interval via web user
interface :

1. Click on Directory -> Remote Phone Book .

2. Select Enabled from the pull-down list of Incoming/Outgoing Call Lookup .

3. Enterthe desired refresh period inthe Update Time Interval (Seconds) field.
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The default valu e is 21600.

Yealink | ::6

| Directory §

Local Directory NOTE
1 http://10.3.6.150/Department.xml Xmyl
Remote Phone Remote Phone Book
Book 2 It is a centrally maintained
phone book, stored on the
z t 2
Phone Call Info EMate server
4 Users only need the access URL
LDAP 5 of the remote phone book. The
1P phone can establish a
Multicast IP connection with the remote
server and download the phone
N Incoming/Qutgoing Call Looku, Enabled - book, and then display the
Setting o/ Outgoing > remote phone book entries on
Update Time Interval(Seconds) 21600 the phone user interface.
You can click here to get
more gurdes

4. Click Confirm to acceptthe change.

Call History Management
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The SIRT42G IP phone maintains call history lists of Placed Calls, R eceived Calls, Missed
Calls and Forwarded Calls. Each call history | ist support s up to 1 00 entries. You can view
call history , place a call , add a contact or delete a n entry from the call history list

History record feat ure is enabled by default. If you don & want to save the call history,
you can disable the feature

To disa ble history record via phone user interface

1. PressMenu -> Feature s-> History Setting .

2. Press@ or @ , or the Switch soft key to select Disable d from the History Record
field.

F——————Hi=tory Setting

Dizabled 1k

3. Press the Save soft key to accept the change  or the Back soft key to cancel .
To view call history :

1. Press the History soft key.
The LCD screen displays all call records .

2. Press @ or @ to switch among all, placed, received , missed and forwarded call

lists.
3. Press @ or @ to select the desired entry.
4. Press the Option soft key, and then select Detail .

The detailed information of the entry appears on the LCD screen.
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To place a call from the call history list:

1.
2.

3.
4,

Press the History soft key.

Press @ or @ to switch among all, placed, received, missed and forwarded call

lists.
Press @ or @ to select the desired entry.

Press the Send soft key.

To add a contact to the local directory (or blacklist directory) from the call history list:

5.
6.

Press the History soft key.

Press@ or @ to switch among all, placed, received, missed and forwarded call
lists.

Press@ or @ to select the desired entry.

Press the Option soft key, and then select Add to Contacts (or Add to Bla cklist).

[retail

Add to Contacts
Add to Blacklist
Delete All

Cancel | ] 1 ok |

Enter the desired values in the corresponding fields.

Press the Save soft key to accept the change

For more information, referto  Contact Management  on page 32.

To delete a n entry from the call history list:

1.
2.

3.
4,

Press the History soft key .

Press@ or @ to switch among all, placed, received, missed and forwarded call
lists.

Press @ or @ to select the desired entry.

Press the Delete soft key.

To delete all entries from the call history list:

1.
2.

Press the History soft key.

Press @ or @ to switch among all, placed, received, missed and forwarded call
lists.

Press the Option soft key, and then select Delete All .

Press the OK soft key.
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The LCD screen prompts "Delete all the call records? ".

10019

llarning

Celete all the call records?

5. Pressthe OK soft key to confirm the deleti on or the Cancel soft key to cancel .

System Customizations

Logo Customization

Note

48

You can upload your custom logo which

will be displayed on the idle screen.

To upload a custom logo via web use rinterface:

1. Click on Features -> General
2. Select Custom logo from the pull -down list of Use Logo .

3. Click Browse to locate the logo file from your local system .

Yealink | s

Account

Information .

Forward&DND

General
Information

Audio

Intercom
Transfer

Call Pickup
Remote Control
Phone Lock
ACD

SMS

Action URL
Power LED

Notification Popups

General Information

DSSKey

Call Waiting Enabled -
Call Waiting On Code
Call Waiting Off Code
Auto Redil Disabled -
.
.
.
Call Mumnber Fiter
Use Logo Custom logo -
Upload Logo [[Browse= |¥e file selected.
Accept SIP Trust Server Only Disabled -
Allow TP Call Enabled -
Hide Feature Access Codes Disabled -
Display Method on Dialing User Name -
Auto Linekeys Disabled -

Cancel

Directory

NOTE

‘Call Waiting

It allows IP phones to receive a
new incoming call when there is
already an active call.

Auto Redial

It allows IP phones to
automatically redial 2 busy
number after the first attempt.

Key As Send
‘Assigns "#" or "*" as the send
key.

Hotline

1P phone will automatically dial
out the hotline number when
lifting the handset, pressing the
speakerphone key or the line
key.

‘Call Completion

It allows users to monitor the
busy party and establish a call
when the busy party becomes
available to receive a call.

You can click here to get
more guides.

4. Click Upload to upload the file.

Delete item will appear after you upload a

the custom logo.

The logo file format must be

information .

A custom logo can be uploaded

custom logo , you can click Delete to delete

*.dob , contact your system administrator

via web user interface only.

for more
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Headset Use

If you want to use a headset, p  hysically connect your headset and activate the headset
mode for use. For more information on physically connecting a headset, refer to Phone

Installation on page 13.

Headset Mode Activation/Deactivation

To activate the headset mode :

1. Press @ on the phone.

The headset key LED illuminat es solid green when the headset mode is activated.
Press the line key or the Answer soft key to answer a nincoming call. The call will be

connect ed to you r headset automatically

Enter the desired number and then pressthe Send soft key, the phone will then
place a call using the headset automatically. For more information on using the

headset to place a call, referto  Placing Calls on page 74.
To deactivate the headset mode :

1. Press @ again on the phone

The headset key LEDgoes out when the headset mode is deactivate d.

Headset Prior

You can use headset in priority when headset prior feature is enabled . This feature is

especially useful for permanent or full  -time headset users.
To enable headset prior via web user interface:

1. Click on Features -> General Information

49



User Guide for the SIRT42G IP Phone

2. Select Enabled from the pull -down list of Headset Prior .

Yealink s

Account Network DSSKey Directory

Forward&DND General Information NOTE
Call Waiting Enabled -
General Call Waiting
Information Call waiting On Code It allows IP phones to receive a
new incoming call when there is
Audio Call Watting Off Code already an active cll.
Auto Redial Disabled - Auto Redial
Intercom It allows IP phones to
automatically redial a busy
Transfer . number after the first attempt.
.
. - Key As Send
Call Pickup Assigns "#” or "*” as the send
Play Hold Tone Enabled - key.
Remote Control
Play Hold Tone Delay 30 Hotline
1P phone wil automatically dial
ghusSles Alow Mute Enabled - out the hotline number when

lifting the handset, pressing the

ACD DualHeadset Disabled - speakerphone key or the line
key.
SMS Auto-Answer Delay(1~4s) 1
‘Call Completion
Enable auto answer tone Enabled - -
Action URL It allows users to monitor the

. busy party and establish a call
| Headset Prior Enabled | i (o By e s

Power LED Display Method on Dialing User Name - available to receive a call.
Notification Popups Auto Linekeys Disabled - You can click here to get
more guides.
Confirm Cancel

3. Click Confirm to accept the change.
To use headset prior, you should activate the headset mode  in advance:

1. Physically connect the headset

2. Press @ to activate the headset mode

Note If headset prior is enabled, t he headset mode will not be deactivated until you press the
Headset key again .

If headset prior is disabled, the hea  dset mode can be deactivated by pressing the
Speakerphone key or the Headset key.

Headset prior is configurable via web user interface only.

Dual Headset

You can use two headsets when dual headset feature is enabled . To use this feature,
you must physically connect headsetsto the headset jack and handset jack  respectively.
Once the phone connects to a call, the headset connected to the headset jack will have
full-duplex capabilities, while the one connected to the handset jack will only be able to

listen.
To enable dual headset via web user interface:

1. Click on Features -> General Information
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2. Select Enabled from the pull -down list of Dual-Headset .

Yealink | vsc

Account DSSKey Directory

Forward&DND General Information NOTE
Call Waiting Enabled -
General Call Waiting
Information Call waiting On Code It allows IP phones o receive 2
i new incoming call when there is
- Call Waiting Off Code already an active call.
Audio
Auto Redial Disabled - Auto Redial
Intercom It allows IP phones to
automatically redial a busy
Transfer . number after the first attempt.
.
_ - Key As Send
Call Pickup Assigns "#” or "*” as the send
Play Hold Tone Enabled - key.
Remote Control
Play Hold Tone Delay 30 Hotline
1P phone will automatically dial
arsioes Alow Mute Enabled - out the hotline nurrber when
lifting the handset, pressing the
ACD DuabHeadset Enabled - speakerphone key or the line
key.
SMS Auto-Answer Delay(1~45) 1
‘Call Completion
Action UL Enable auto answer tone Enabled - Mo ST T
Headset Prior Disabled - busy party and estabish 2 call
when the busy party becomes
Power LED Display Mathod on Disling User Name - available to receive a call.
Notification Popups Auto Linekeys Disabled - You can click here to get
more guides.
Confirm Cancel

3. Click Confirm to accept the change.

Note Dual headset is configurab le via web user interface only.

DSS Keys

There are two types of DSS keys: Line Keys and Progra mable Key s. Details will be
introduced in the following. The SIRT42G IP phone supports 15 line keys and 11
progra mable keys. For more information on DSS key icon indicators, refer to  Icon

Instructions on page 3.

Line Keys

You can assign predefined functionalities to line keys. You can also define a label for a
line key feature which will appear on the LCD screen.  Line keys allow you to quick ly
access featu res such as recall and voice mail. The line key LED s will indicate the
monitored status when line key s are assigned with particular feature s, such as BLE The
default key type of line key 1-12 is Line. The default key type of line key 13-15is N/A,

which i ndicates that this line key provides no functionality  until configuration
To assign functionalit y to a line key via phone user interface:

Press Menu -> Feature s-> DSS Keys.
Select the desired line key, and then press the Enter soft key.

Select the desired key type from the Type field .

P W DR

(Optional.) Select the desired  key event type from the Key Type field.
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(Optional.) Select the desired line from the Account ID field.
(Optional.) Enter the string that will appear on the LCD screen in the Label field.
(Optional. ) Enter the corresponding value inthe  Value field.

(Optional.) Enter the corresponding value inthe  Extension field.

© ©® N o 0

Press the Save soft key to accept the change orthe Back soft key to cancel .

Line key is configurable via web user interface at the path DSSKey-> Line Key.

When the phone isidle, y ou can also long press the line key to  configure it directly on the
phone.

You can assign functionalities to 15 line keys. These 15 line keys are indicated on three
pages. When you assign functionalit y to line key 1 -6, label s of line key s are indicated on

the first page.

The following figure shows an exampl  e:

15:094

Wed Oct 22

100

Hiztary B Directory LMD

When you assign functionalit ies to line key 7-15, label s of the line key 6-10 are indicated

on the second page, and label s of the line key 11 -15 are indicated on the third page.

The line key in the right bottom  is used to switch pages.

The following figure shows an example

15:1204

Wed Oct 22

100
Hiztory JDirectory

The following table lists the page icon  s:

Icon s/Status Description

Indicates the current page of line keys.

Indicates the non -current page of line keys.

The BLFmonitored user receives an inco ming call on the

non-current page.

Fast flashing ) . ) .
The line on the non-current page receives an incoming call.

There is a hold call on the line on the non  -current page.




Customizing Your Phone

Page Tips

Note

You can use page tips feature to enable the page icon

indicate di fferent statuses. This feature is disabled by default.

The following table lists the page icon status to indicate different statuses:

and page switch key LED to

Icons

Description

Fast flashing:

non-current page.

Solid:

The line rec eives an incoming call on the

There is a parked call on the

The BLFmonitored user receives an incoming call on the

non-current page.

non-current page.

To configure the page icon

1. Click on DSSKey-> Line Key .

to indicate status via web user interface:

2. Select Enabled from the pull-down list of Enable Page Tips.

Yealink s

Account

Features

Directory

Line Key 1-5
Line Key 6-10
Line Key 11-15

Programable Key

| Enable Page Tips Enabled -

Key
Line Keyl
Line Key2
Line Key3
Line Key4

Line Key5

Line

Line

Line

Line

Line

Type

~ Default
~ Default
~ Default
~ Default

~ Default

Label Line Extension
4609 Line 1 hd l—
Line 2 hd l—
Line 3 hd l—
Line 4 hd l—
Line 5 -

NOTE

Line Keys

Line keys allow you to quickly
access features such as recall
and voice mail.

You can click here to get
more guides.

3. Click Confirm to accept the change

The page icon status is configurable via web user interface only.

Line key features are explained

Line
Speed Dial

Voice Mail

Direct Pickup

Group Pickup

Call Park

DTMF

in the following subchapters in detail :
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Prefix

Local Group
XML Group
XML Browser
LDAP
Conference
Forward
Transfer

Hold

DND

SMS

Group Listening
Zero Touch
URL

Phone Lock
Retrieve Park

Directory

For the features not listed above, refer to Basic Call Features on page 73 and Advanced

Phone Features on page 109. For more information, contact your system administrator.
Line
You can use this key feature to accept incoming calls , plac e active calls on hold or
resume a held call . It performs in the same way as a hard line key.
Dependencies: Type (Line)

Account ID (the account this feature will be applied to)

Label (key label display ed on the LCD screen )

Value (Default/ Lock)
Usage: When receiving an incoming call, the DSS key LEDflashes green :
1. Press the DSS key to accept the incoming call.
2. Pressthe DSS key to place a new calland the active call is placed on hold .
3. Press the DSS key again to resume the held call

If you select Lock from the Value field, the line keys located inth e same position of the
other page will be automatically assigned Line feature with Lock filled in the Value field.
This feature is only applicable to line key 1~ -9. Then you can use this key on every page.

If you select Default from the Value field, you can only use this key on the current page.
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Speed Dial
You can use this key feature to speed up dialing the numbers frequently used or hard to
remember.
Dependencies: Type (Speed Dial )

Account ID (the account this feature will be applied to)

Label (key label display ed on the LCD screen )

Value (the number you want to dial out)
Usage: Press the DSS key to dial out the number specified in the Value field , using the
account selected from the  Account ID field.
Voice Mail
You can use this key feature to  quickly connect a voice mail. For more information, refer
to Voice Mail on page 146.
Dependencies: Type (Key Event)

Key Type (Voice Mail )

Account ID (the account this feature will be applied to)

Label (key label display ed on the LCD screen )

Value (the voice mail access code)
Usage: Press the DSS key to dial out the voice mail access code . Then follow the voice
prompt to listen to voice mails.
Direct Pickup

You can use this key feature to answer someone el se8s iomthephonen.g cal |

Dependencies: Type (Key Event)
Key Type (DPickup)
Account ID (the account this feature will be applied to)
Label (key label display ed on the LCD screen )
Value (the direct ed pickup code followed by the target phone number )

Usage: Pressthe DSS key on your phone when the target phone number receives an

incoming call . The call is then answered on your phone .
Group Pickup

You can use this key feature to  answer incoming callsina group that is associated with

their own g roup .

Dependencies: Type (Key Event)
Key Type (GPickup )
Account ID (the account this feature will be applied to)
Label (key label display ed on the LCD screen )

Value (the group pickup feature code )
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Usage: Pressthe DSS key on your phone when a phone number in the group receives
an incoming call . The call is answered on your phone .

Call Park
You can use this key featureto parkacall .

Dependencies: Type (Key Event)
Key Type (Call Park)
Account ID (the account this f eature will be applied to)
Label (key label display ed on the LCD screen )

Value (the call park code/ call park number )

Usage: Pressthe DSS key on your phone to park a call .

Note The call park key is also available for other accounts that are registered on the same
server, and the SIP server type of other ac counts must be set to Star2Star . For more
information on SIP server type , contact your system administrator.

DTMF
You can use this key feature to send the specification of arbitrary key sequences via
DTME
Dependencies: Type (Key Event)
Key Type (DTMF)
Label (key label display ed on the LCD screen )

Value (DTMF sequence )

Note DTMF sequence can only contain  "0-9", ™", "#".

Usage: Press the DSS key during an active call to send the key sequence specified in the

Value field .
Prefix
You can use this key f eature to add a specified pr efix number before the dialed number.
You can only configure the  SoftKey (1 -4) as the prefix key.
Dependencies: Type (Key Event)
Key Type (Prefix)
Label (key label display ed on the LCD screen )
Value (the prefix number)

Usage: Press the DSS key when the pho ne is idle, the phone will then enter the dialing
screen and display the prefix number that you specified in the Value field. You can enter
the remaining digits and then dial out
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Local Group
You can use this key f eature to quickly access a contact group in the local directory. For
more information, referto  Local Directory on page 33.
Dependencies: Type (Key Event)
Key Tpe (Local Group )
Local Group (the contact group name you want to ac cess)
Label (key label display ed on the LCD screen )

Usage: Press the DSS key to access the contact group specified in the Local Group field.
XML Group

You can use this key f eatur e to quickly access a remote group in your remote phone
book . You should confi gure remote phone book in advance. For more information, refer

to Remote Phone Book on page 43.
Dependencies: Type (Key Event)
Key Tywe (XML Group )

PhoneBook (the remote group name you want to access if the remote

phone book is configured)
Label (key label display ed on the LCD screen )

Usage: Press the DSS key to access the remote group specified in the PhoneBook field.
XML Brow ser

You can use this key f eatur e to quickly access an XML browser. The XML browser allows
you to create custom services which meet  your functional requirements on the server.
You can customize practical applications, such as weather report, stock information,

Google search, etc.

Dependencies: Type (XML Browser)
Label (key label display ed on the LCD screen )
Value (the access URL for XML browser)

Usage: Press the DSS key to access the XML browser specified in the  Value field.
LDAP

You can use this key f eatur e to quickly access a LDAP search screen.
Dependencies: Type (Key Event)

Key e (LDAP)

Label (key label display ed on the LCD screen )

Usage:

1. Pressthe DSS key to access the LDAP search screen.

2. Enter a few continuous characters of the contact name or continuous numbers of the

contact number using the keypad.
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The contacts whose name or phone number matches the characters entered will
appear on the LCD screen.

Conference
You can use this key f eature to setup a conference call. For more information, refer to
Conference on page 95.
Dependencies: Type (Key Event)
Key Type (Conf)
Label (key label display ed on the LCD screen )
Value (the number you want to add to the conference )

Usage: Press the DSS key during an active callto  set up a conference with  the number

specified in the Value field.

If the Value field is left blank, the DSS key performs the same as the Conference soft key
during a call.

Forward
You can use this key feature to forward a nincoming call to someone else . For more
information, referto  Call Forward on page 87.
Dependencies: Type (Key Event)
Key Type (FWD)
Label (key label display ed on the LCD screen )
Value (the number you want to forward to )
Usage:

Press the DSS key to forward an incoming call to the number specified in the Value field .

If the Value field is left blank, t he DSS key performs the same as the FWD soft key when
receiving an incoming call.

Transfer
When there i s an active call on the phone , you can use this key feature to handle the call
differently depending on the transfer mode assigned to the DSS key.
Dependencies: Type (Key Event)
Key Type (Tran)
Label (key label display ed on the LCD screen )
Value (the numbe r you want to transfer to)
Usage:

When the transfer mode via DSS key is Blind Transfer , press the DSS key to

complete the blind transfer to the number specified in the Value field .
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Note

Note

When the transfer mode via DSS key is Attended Transfer , press the DSS key to dial
out the number specified in the Value field , and then perform the attended or
semi-attended transfer.

When the transfer mode via DSS key is New Call , press the DSS key to place a new
call to the number specified in the Value field .

Transfer mode via DSS key is configur able via web user interface at the path
Features -> Transfer -> Transfer Mode v ia Dsskey .

If the Value field is left blank , the DSS key performs the same as the  Tran soft key during a
call. For more information, referto Call Transfer on page 93.

Hold

You can use this key f eature to place an active call on hold or retrieve a held call.
Dependencies: Type (Key Event)
Key Type (Hold )
Label (key label display ed on the LCD screen )
Usage:
1. Press the DSS key during an active callto  place the call on hold .

2. Press the DSS key again to retrieve the held call
DND

You can use this key feature to activate or deactivate the DND mode. You can also use
this key feature to access the custom DND screen . For more information, referto Do Not
Disturb (DND) on page 83.

Dependencies: Type (Key Event)
Key Type (DND)
Label (key label display ed on the LCD screen )
Usage:
When DND is in phone mode:
1. Press the DSS key to activate DND.
2. Press the DSS key again to deact ivate DND .
When DND is in custom mode:

1. Press the DSS key to access the custom DND screen. You can a ctivate or deactivate

DND for one or all accounts.

When DND is activated, the DND key LED will illuminate solid green, and the incoming
calls will be rejected  automatically.

SMS
You can use this key feature to quick access text message. For more information, refer to
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Short Message Service (SMS) on page 144.
Dependencies: Type (Key Event)
Key Type (SMS)

Usage: Press the DSS key when the phone isidle  to access text message.
Group Listening

You can use thi s key feature to activate the Speakerphone and Handset/Headset mode
at the same time. It is suitable for the group conversation s which ha ve more than one
person present at one end. You are able to speak and listen  through the

handset/headset , while the oth ers nearby can only listen through the speaker.
Dependencies: Type (Key Event)
Key Type (Group Listening )
Label (key label display ed on the LCD screen )
Usage:
1. During acall, p ressthe DSS key to activate the group listening mode.

You can then speak and lis ten through the h andset/ headset , while other people at

your side can only listen through the speaker atthe same time.
2. Pressthe DSS key again to deactivate the group listening mode .
Zero Touch
You can use this key feature to  quickly configure auto provision and network
parameters.
Dependencies: Type (Key Event)
Key Type (Zero Touch)
Label (key label display ed on the LCD screen )
Usage:
1. Pressthe DSS key to access the z ero touch screen.
2. Press the OK soft key within a few seconds.
3. Configure the network parame ters in the corresponding fields.
4. Pressthe Next soft key.
5. Configure the auto provision parameters in the corresponding fields.
6. Press the OK soft key.
The phone will reboot to update configurations.
URL
You can use this key feature to  trigger the phone to send a n HTTP GET request
contain ing a specific URL .
Dependencies: Type (URL)
Label (key label display ed on the LCD screen )

Value (the URL contained in the HTTP GET request )
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Usage: Press the DSS key to trigger the phone to senda n HTTP GET request contain ing

the URL specified in the Value field.
Phone Lock

You can use this key f eature to immediately lock your phone instead of long
pressing . For more information, referto  Phone Lock on page 27.
Dependencies: Type (Phone Lock)

Label (key label display ed on the LCD screen )

Usage: When the phone lock feature is enabled |, press the DSS key to immediately lock

your phone instead of long pressing

Retrieve Park
You can use this key feat ure to retrieve a parked call

Dependencies: Type (Retrieve Park)
Account ID (the account this f eature will be applied to)
Label (key label display ed on the LCD screen )

Value (the park retrieve code/ park retrieval number )
Usage: Pressthe DSS key on your p hone to retrieve a parked calll
Directory

You can use this key feature to eas ily access frequently used lists . For more information,
refer to Directory on page 32.

Dependencies: Type (Directory )
Label (key label display ed on the LCD screen )

Usage: Press the DSS key to immediately access frequently used lists .

Note The DSS key performs the same function as the  Directory soft key when th e phone is idle.

Programable Keys
You can customize the soft key s, navigation keys and function keys.
To customize programable keys via web user interface:

1. Click on DSSKey-> Progra mable Key .
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2. Customize specific features for these keys.

Log Out

Yealink |

Status || Account || Network | | Features || Settings || Directory || Security |

o LG Type Line Value Label Extension

Line Key 1-5 U i NOTE
SoftKey 1 History ~ Local History - | |

Line Key 6-10 — Keys
Softkey 2  Directory «[wa I I Customizes the soft keys,

5 navigation keys and function
Line Key 11-15 Softkey 3 DND - [n/a | | kmg_ b
Programable Key wips Lol - | LA I I

Up History + Local History ~ | | | You can click here to get
more guides.
Down Directory - | N/A | | |
Left Switch Account = |N/A | | |
Right  Switch Account + |N/A | | |
oK Status - [n/a | | |
cancel  N/A - [n/a | | |
Mute N/A T | | |

3. (Optional.) Enter the string that will appear on the LCD screen in the Label field .
Label is configurable only when  customizing SoftKey (1-4).

4. Click Confirm to acceptthe change .

You can click Reset to default to reset custom settings to defaults.

Then you can press the keys on the phone to perform the featur es you configured

For example:

Switch Account Up

You can press Switch Account Up key to change the default account.
Dependencies: Type (  Switch Account Up )

Usage: Press the Switch Account Up key to scroll up the account list to select the desired
default account.

Switch Account Down
You can press Switch Account Down key to change the default account.
Depend encies: Type (Switch Account Down)

Usage: Press the Switch Account Down key to scroll down the account list to select the
desired default account.

Programable keys are configurable via web user interface only.

Account Management

62

You can register one or multiple accounts onthe SIRT42G IP phone . You can also
configure each line key to associate with an account or configure multiple line keys to

associate with an account.
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Account Registration

To register an account via phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin ) -> Accoun ts.
2. Select the desired account and then press the  Enter soft key .

3. Select Enable d from the Active Line field.

Lin

Enabled LLd

4. Enter the desired value in Label , Display Name , Register Name , User Name ,

Password and SIP Serverl/2 field respectively. Contact you r system admi nistrator for

more information
5. If you use the outbound proxy server s, do the following:

1) Press ® or @ or the Switch soft key to s elect Enabled from the Outbound
Status field .

2) Enter the desired value inthe  Outbound Proxyl/2 and Proxy Fallback Interva |
field respectively. Contact you r system administrator for more  information .

6. Pressthe Save soft key to accept the change or the Back soft key to cancel .

You can r epeat steps 2 to 6 to register more accounts.
The following figures demonstrate single or multiple accounts registered on the phone:

Single account :

15:22

Wled Dot 22

1001

History JDirectory] DND

Multiple accounts :

15:24 2

Wled Dot 22

1001

History ] Directory]  DHD

To disable an accountvia phone user interface:

1. PressMenu -> Settings -> Advanced Settings (default password: admin ) -> Account s.
2. Select the desired account and then press the Enter soft key .

3. Select Disable d from the Active Line field.
4

Press the Save soft key to accept the change or the Back soft key to cancel .

Register ing an account is configurable via web user interface at the path
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Account -> Register .

Note Default account can be set by pressing the idle screen. It has priority
when placing a call. The phone & default account cannot be changed after reboot.

Multiple Line Keys per Account

You can configure multiple line keys  to associate with an account.  This enhances call

visualizatio n and simplifies call handling.

Yealink|vs

Account Network Features Directory

Line Key 15 Enable Page Tips Disabled -
Key Type Value Label Line Extension
Line Key 6-10 Line Keys
Line Keyl Line ~ Default - 1001 Line 1 - I Line keys allow you to quickly
Line Key 11-15 Line Key2  Lins +  Default - 1001 Line 1 - :;Eei&aiﬁs suchas recal
Programable Key Line Key3  Line ~ Default - 1001 Line 1 -
Line Key4  Line +  Default - Line 4 - You can click here to get
des.
Line Keys  Line ~ Default - Line 5 - more gues
If this is the case , the LCD screen will resemble the following figure:
& 1001 .
—_— Wed Oct 22
& 1001 1001
History JDirectory]  DND
Incoming calls to this account will be d istributed evenly among the available line keys.
Outgoing calls will be distributed similarly.
Your phone can be configured to have a combination of accounts with a single line key

and accounts with multiple line keys.

Dial Plan

Dial plan is a string of ch aracters that governs the way your  SIRT42G IP phone
processes the inputs received from your phone keypad. The SIRT42G IP phone supports

the following dial plan f eature s:

Replace Rule
Dial -now
Area Code

Block Out
Basic expression syntax es you need to know:

The dot "." can be used as a placeholder or  multiple placeholders for
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Replace Rule

0

any character. Example:

"12." would match "123", "1234", "12345", "12abc ", etc.

An "x" can be used as a placeholder for any character. Example:
"12x" would match "121" "122", "123", "12a", etc.

Numeric ranges are allowed within the brackets : Digit o-6 Digit.
Example:

0[5-7]6 would match the number 656, 666 or 676.

The square brackets "[]" can be used as a placeholder for a single
character which matches any of a set of characters. Example:
"91[5-7]1234" would match "9151234", "9161234", "9171234".

The pare ntheses "()" can be used to group together patterns, for
instance, to logically combine two or more patterns. Example:
"([1-9])([2 -7]) 3" would match "923", "153", "773", etc.

The olBwed iy the sequence number of a parenthesis me ans the
characters placed in the parenthesis . The sequence number stands for
the corresponding parenthesis . Example:

A replace rule configuration , Prefix: "001(xxx)45(xx)", Replace:
"9001$145%2". When you dial out " 0012354599" on your phone, the IP
phone will replace the number with "90012354599". 1® $ me &uligits
inthe firstpar ent hesi 23560t h@a$ 2 6 Zdipésadin the second
parenthesi 906.that is, 0

You can configure one or more replace rules (upto 100) to remove the specified string

and re place it with another string.  You can configure a pattern with wildcards

(expression syntax refer to the table above) , SO that any string that matches the pattern

will be replaced . This feature is convenient for you to dial outa long number . For

example, a replace rule is configured as

to dial out the number 0123446, you just need to enter 016 on the phone and then press
the Send soft key.

To add a replace rule via web user interface:

1.
2.
3.

Click on Settings -> Dial Pla n-> Replace Rule .

Enter the string (e.g., 1) in the Prefix field .

Enter the string (e.g., 1234) in the Replace field.

oPrefix: 16 and OReplace: 1234 4, when you try
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4, Enter the desired line ID inthe  Account field or leave it blank.

Yealink | :s

Account Network DSSKey Features Settings Directory

Preference Replace Rule NOTE

Time & Date S Prefix feobcs Account o Replace Rule:n aktemative
string that replaces the entered

- numbers.

Call Display Dial-now:Automatically dial out
the entered numbers.

Upgrade Area Code: Automatically add

1

2

2

4 the area code before the

Auto Provision numbers when dialing.
5 Block Qut:It prevents users
5 from dialing out specific
7
8
a

Configuration numbers.

Dial Plan *.":represents any string.
“x":represents any character.
Voice “-":match a range of characters
within the brackets.
N 10 ™,":a separator within the
Ring bracket.
“[17:a character matches any of
Tones character sets.
*{)":combines two or more
Softkey Layout Prefix 1 Replace 1234 Account E;t.tigﬂsmd by the sequence
number of a parenthesis means
TRO69 the characters placed in the
Add Edit Del parenthesis.
Voice Monitoring
You can click here to get
sIp more guides.

5. Click Add to add the replace rule.

When you enter the number 016 using the keypad and then press the Send soft key,
the phone will dial out 0123446 instead.

The valid values for the Account field can be one or more digits among 1-12. Every two
digit s must be separate d by a comma . For example , when you enter the value 01, 26 in
the Account field, this replace rule will apply to account 1 and account 2.

If you leave the Account field blank or enter O, the replace rule will appl y to all accounts.

To edit a replace rule via web user interface:

Click on Settings -> Dial Plan -> Replace Rule .
Select the desired replace rule by  checking the check box.
Edit values in the Prefix and Replace fields.

Enter the desired line ID inthe Account field or leave it blank

g d W DR

Click Edit to accept the change
To delete one or more replace rules via web user interface:

1. Click on Settings -> Dial Plan -> Replace Rule .
2. Selectthe one or mor e replace rule sby checking the checkbox (es).

3. Click Del to delete the replace rule (s).

Replace rule is configurable via web user interface only.
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Dial-now

You can configure one or more dial -now rule s (up 100) on your phone. When the dia led

number matches the dial -now string, the number will be dialed out  automatically . For

example, a dial -now rule is configured as "2xx", any entered three -digit string begin ning

with 2 will then be dialed out automatically ~ on the phone .

To add a dial -now rule via web user interface:

Click on Settings -> Dial Plan -> Dial -now .
Enter the desired value (e.g., 2xx) in the Rule field .
Enter the desired line ID inthe  Account field or leave it blank

For more information on the valid value s for the Account field, referto Replace Rule

on page 65.

Yealink | v

Account Network DSSKey Features Settings Directory

Index Dial-now Rule Account o

Time & Date Replace Rule:An alternative
1 string that replaces the entered
i numbers.
Y 2 Dial-now:Automaticaly dial out
the entered numbers.
Upgrade 3 Area Code:Automatically add
4 the area code before the
Auto Provision numbers when dialing.
5 Block Out:It prevents users
- from digling out specific
Configuration 6 numbers.
Dial Plan U ".":represents any string.
8 “x":represents any character.
Voice “-":match a range of characters
9 within the brackets.
_ 10 *,":a separator within the
Ring bracket.

"[1":a character matches any of
Tones character sets.
“()":combines two or more

patterns.
Softkey Layout Rule 2xx Account "g":folowed by the sequence
number of a parenthesis means
TROG69 the characters placed in the
[ add Edit Del

parenthesis.

Voice Monitoring
You can click here to get
SIP more guides.

4,

Click Add to add the dial -now rule.

When you e nter the number 02346 using the keypad, the phone will dial out 62346

automatically without  the pressing of any key.

Note You can also edit or delete the dial -now rule, referto Replace Rule on page 65 for more
information.
Dial -now rule is configurable via web user interface only.

Delay Time for Dial -Now Rule

You can configure the interval for dial -now rules. That is, you can configure your phone
to automatically dial out the phone number which matches a dial -now rule , after the
designated period of time.
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Note

To configure the delay time for dial -now rule via web user interface:

1. Click on Features -> General Information
2. Enter the time between 0 and 14 (seconds) in the Time-Out for Dial-Now Rule field .

The default value is  016.

Yealink |+

Account Network DSSKey Directory

Area Code
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Forward&DND General Information NOTE
Call Waiting Enabled -
General Call Waiting
Information Cal Waiting On Code It allows IP phones to receive a
new incoming call when there is
- Call waiting Off Code already an active cal.
Audio
Auto Redial Diszbled - Auto Redial
Intercom Auto Redial Interval (1~3005) 10 It allows IP phon_es to
automatically redial a busy
Transfer Auto Redial Times (1~300) 10 number after the first attempt.
= Key As Send # - Key As Send
Call Pickup Assigns "#” or "=" as the send
Reserve # in User Name Enabled - key.
Remote Control
Hotline Number Hotline
1P phone will automatically dial
Phone Lock Hotline Defay(0~10s) 4 out the hotline number when
lifting the handset, pressing the
ACD Busy Tone Delay (Seconds) 0 M speakerphone key or the line
key.
SMS Return Code When Refuse 486 (Busy Here) -
" " ‘Call Completion
Action URL Return Code When DND 480 (Temporarily Unavail e e ) T e
Call Completion Disabled - busy party and establish a cal
when the busy party becomes
Power LED Feature Key Synchronization Disabled - avalable to receive a cal.
Notification Popups Time-Out for DiakHNow Rule 1 You can click here to get
RFC 2543 Hold Disabled - BRI
Use Outbound Proxy In Dialog Enabled -
3. Click Confirm to accept the change.
Delay time for dial -now rule is configurable via web user interface only.
Area codes are also known as Numbering Plan Areas (NPAS). They usually indicate

geographical areas in a country . This feature is necessary when dial ing a phone

number outside the code area. For example, an area code is configured as  "Code: 0592,
Min Length: 1, Max Length : 15". When you dial out the number  "56789" (the length of the
number is between 1 and 15), the phone will add the area code and dial out the

number "059256789". You can only configure one area code rule on your phone.
To configure the area code and lengths via web user interface:

1. Click on Settings -> Dial Plan-> Area Code .

2. Enter the desired value sinthe Code, Min Length (1-15) and Max Length (1-15)
fields .

3. Enter the desired line ID inthe  Account field or leave it blank.
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For more information on the valid value s for the Account field, referto Replace Rule

on page 65.

Yealink | s

Status Account Network DSSKey Features Settings

Time & Date
Code 0592

Call Display Min Length (1-15) 1
Max Length (1-15) 15
Account

Auto Provision

Configuration

Upgrade

Dial Plan

Voice

Ring

Tones

Softkey Layout
TR0OG9

'Voice Monitoring

SIp

Log Out

Directory Security

NOTE

Replace Rule:An alternative
string that replaces the entered
numbers.
Dial-now:Automatically dial out
the entered numbers.

Area Code:Automatically add
the area code before the
numbers when dialing.

Block Out:It prevents users
from dialing out specific
numbers.

™.":represents any string.
"x":represents any character.
"-"match a range of characters
within the brackets.

",™a separator within the
bracket.

"[1":a character matches any of
character sets.

*()":combines two or more
patterns.

"g":followed by the sequence
number of a parenthesis means
the characters placed in the
parenthesis.

You can click here to get
more guides.

4. Click Confirm to accept the change .

Note The default value of minimum and maximum length is 1 and 1 5 respectively .

Area code is configurable via web user interface only.

Block Out

You can block specific numbers (up to 10) from being dialed on your phone

dial a block out number on your  phone, the dialing will fail and the LCD screen will

prompt "Forbidden Number
To add a block out number via web user interface:

1. Click on Settings -> Dial Plan -> Block Out .

2. Enter the desired value inthe BlockOut Number field.

3. Enter the desired line ID int he Account field or leave it blank.

. When you
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For more information on the valid values for the Account field, referto Replace Rule
on page 65.

=

Log Out

Yealink | v+

Account Network DSSKey Features Settings Directory Security

Preference Block Out NOTE
Time & Date Replace Rule:An afternative
| BlockOut Numberl 4321 Account | string that replaces the entered
i BlockOut: Number2 Account numbers.
Ty Dial-now:Automatically dial out
BlockOut Number3 Account the entered numbers.
Upgrade BlockOut Numbera Account Area Code:Automatically add
the area code before the
Auto Provision BlockOut Numbers Account nurmbers when dialing.
BlockOut Number6 Account Block QuE:It prevents users
Confi i from dialing out specific
onfiguration BlockQut Number7 Account numbers.
5 BlockOut Numberg Account
Dial Plan *.™:represents any string.
BlockOut Numberd Account “x":represents any character.
Voice BlockOut: Number10 Account "-"match a range of characters
within the brackets.
_ ™,":a separator within the
“[17:a character matches any of
Tones character sets.
“{)":combines two or more
patterns.
Softkey Layout “g":followed by the sequence
number of a parenthesis means
TRO69 the characters placed in the
parenthesis.
Voice Monitoring
You can click here to get
SIpP more guides.

4, Click Confirm to add the block out number.

Note Block out number is configurable via web user interface only.

Emergency Number

Public telephone networks in countries around the world have a single emergency

telephone number (emergency services number), that allows a caller to contact local
emergency services for assistance when  necessary . The emergency telephon e number
may differ from country to country. It is typically a three -digit number so that it can be
easily remembered and dialed quickly. Some countries have a different emergency

number for each of the different emergency services.

You can specify the eme rgency telephone number s on the IP phone for contacting the

emergency services in an emergency situation . You can dial these numbers when the

phone is locked. For more information on phone lock, refer to Phone Lock on page 27.
Note Contact your local phone service provider for available emergency numbers in your
area.

To specify emergency numbers via web user interface:

1. Click on Features -> Phone Lock.

2. Enter the emergency number inthe  Emergency field.
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For multiple emergency numbers, enter a comma between every two number s. The

default emergency numbers are 112,911, 110.

Yealink | s

Status Account Network DSSKey Settings Directory Security

Forward&DND Phone Lock Enable Disabled -
Phone Lock Type All Keys -
General Phone Lock
Information Phone Unlock PIN(0~15 Digit) ssssssse It is used to lock the IP phone
to prevent it from unauthorized
Audi Phone Lock Time Qut{0~3600s) 0 use. Once the IP phone i
EC locked, a user must enter the
| Emergency 112,911,110 | password to unlock it.
Intercom
Confirm Cancel 1P phones offer three types of
Transfer phone lock: Menu Key, Function
Keys and All Keys.
Call Pickup The IP phone wil not be locked
immediately after the phone
Remote Control lock type is configured.
Phone Lock You can click here to get
more guides.
ACD

3. Click Confirm to accept the change.

Note Emergency number is configurab le via web user interface only.

Live Dialpad

You can enable live dialpad feature on the SIP-T42G IP phone, which enables the IP
phone to automatically dial out a phone number without pressing the send key . You can
also configure a delay, and then the phone will dial out the phone number

automatically after the  designated period of time.

To enable live dialpad via web user interface:

1. Click on Settings -> Preference .
2. Select Enable d from the pull -down list of Live Dialpad .

3. Enter the desired delay time inthe  Inter Digit Time (1~14 s) field.
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The default delay time is 4  seconds .

Yealink | -z

Account Features Settings Directory

T Language English(English) - NOTE

Live Dialpad Enabled -
Time & Date Language

Inter Digit Time(1~14s) 4 Selects a language for the web

i user interface.
Call Display Backlight Time(seconds) Always On -
Live Dialpad

Upgrade WatchDog Enabled A It allows IP phones to

automatically dial out the

Auto Provision W fingt.wav M entered phone number after a
Upload Ringtone No file selected. speciied period of time.
Configuration _
Upload Cancel Backlight
_ Specifies the brightness of the
Dial Plan LCD screen display.
Voice Contrast
Specifies the contrast of the
N LCD screen display.
Ring
Ring Tones
Tones A ring tone that wil alert you
when 3 call comes in for the IP
Softkey Layout e
TRO69 You can click here to get

more guides.

4. Click Confirm to acceptthe change .

Note Live dialpad is configurable via web user interface only.

Hotline

You can dial a hotline number immediately upon lifting the handset, pressing the
Speakerphone key or the line key. You can also configure a delay, and then the phone

will dial out the hotline number automatically after  the designated period of time.
To configure the hotline number via phone user interface:

1. PressMenu -> Feature s-> Hot Line.

2. Enter the desired number inthe Hot Number field.

Hot Lin

3. Enter the delay time (in seconds) in the Hotline Delay field.
The valid values range from 0to 10  (seconds ) and the default value is  046.

4. Pressthe Save soft key to acceptthe change or the Back soft key to cancel.

Hotline is configurable via web user interface atthe  path Features -> General

Information .
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Basic Call Features

The SIRT42G IP phone is designed to be easily used like a regular phone on a public
switched telephone network (PSTN). Y ou can place calls, answer calls, transfer a call to

someone else , or conduct a conference call.

This chapter provides basic operating instructions for the SIP -T42G IP phone. Topics

include:

Placing Calls
Answering Calls
Ending Calls
Redialing Numbers
Recent Call In Dialing
Auto Answer

Auto Redial

Call Completion
ReCall

Call Mute

Call Hold/Resume
Do Not Disturb (DND)
Call Forward

Call Transfer

Call Waiting
Conference

Call Park

Call Pickup
Anonymous Call

Ano nymous Call Rejection

If you require additional information or assistance with your new phone, contact your

system administrator.

73



User Guide for the SIRT42G IP Phone

Placing Calls

You can place a callin  one of three way s using your SIP-T42G IP phone:

Using the handset
Using the speakerphone
Using the headset

You can also dial the number first, and then choose the way you want to speak to the
other party.

You can also search and dial a contact from call history, local direct ory or remote phone
book. For more information , refer to Contact Management on page 32 and Call History

Management on page 46.

During a call, you can alternat e between Speakerphone, Headset , or Handset mode by
pressing the Speakerphone key, the Headset key, or by picking up the handset.

The call duration of the active call and far -site & information (name or phone number)
are visible on the LCD screen. In the f igure below, the callto  dTomé (the phone number :
1021) has lasted 17 seconds.

To place a call using the handset:

1. Pick up the handset.

2. Enter the desired number using the keypad.

3. Press , , orthe Send soft key.

The # key is configured as a send  key by default. You can also set the * key as the send

key, or set neither. For more information, refer to the = Key as Send on page 27.

Note You can also dial using the SIP URI or IP address. To obtain the IP address of a phone,
press the OK key when the phone isidle . The maximum length of SIP URI or IPaddress
length is 32 characters. For example,  SIP URI 3606@sip.com , IP: 192.168.1.15.

Your phone may not support  direct IP dialing. Contact your system administrator for more
information .

To place a call using the hands -free speak erphone mode:
Do one of the following:

- With the handset on -hook, press or the line key to obtain a dial tone.

Enter the desired number using the keypad.

Press , or the Send soft key.
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- With the handset on -hook, enter the d esired number usi ng the keypad.

Press , , or the Send soft key.

To place a call using the he adset:

Do one of the following:

- With the op tional headset connected, press @ to activate the headset mode.
Press the line key to obtain a dial tone.

Enter the de sired number using the keypad.
Press , , orthe Send soft key.

- With the optional headset connected, press @ to activate the headset mode.

Enter the desired number using the keypad.

Press , , orthe Send soft key.

Note To permanently use the headset mode , refer to Headset Prior on page 49.

The SIRT42G IP phone can handle multiple calls at a time . However, only one active call
(the call that has audio associated with it ) can be in progress at any time , other calls
are placed on hold . The SIRT42G IP phone can handle a maximum of 50 calls at one
time.

To place multiple calls:

You can have more than one call on your SIP  -T42G IP phone. To place a new call during
an active call, do one of the following:
- Pressthe line key. The active call is placed on hold.

Enter the desired number using the keypad.

Press , , orthe Send soft key.

- Pressthe Hold soft key to p lace the original call on hold.
Press the New Call soft key.

Enter the desired number using the keypad.

Press , , or the Send soft key.

You can press @ or @ to switch between calls, and then press the Resume soft key
to retrieve the desired call.

Note If multiple accounts are registered on the phone, you can first press the desired line key
on the idle screen or press the Line soft key  on the dialing screen, and then you can use
the selected account to place a call.
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Answering Calls

Note

76

When you are not in another call, you can answer a call in one of three ways:

Using the handset
Using the speakerphone

Using the headset

You can reject incoming calls by pressing the X key or the Reject soft key. You can also
activ ate Do Not Disturb mode to ignore the incoming calls without ringing on your phone .
For more information, referto Do Not Disturb (DND) on page 83.

You can forward incoming calls  to someone else by pressing the FWD soft key. For more
informatio n, refer to Call Forward on page 87.

Answering When No tin Another Call

Call duration and destination will always appear on the LCD screen for the active call.
To answer a call using the handset:

1. Pick up the handset.

To answer a call using the hands -free speakerphone mode :

Do one of the following:

- Press .

- With the handset on -hook and the headset mode deactivated, press the  Answer

soft key.

- With the handset on -hook and the headset mode deactivated, press the line  key
with the fast flashing green LED indicator

To answer a call using the headset :

Do one of the following:

- Press @ .

- With the headset mode activated, press the Answer soft key.

- With the headset mode activated, press the line key with the fast flashing green LED

indicator .
Answering When in Another Call

If you have an active call, and aninco  ming call arrives on the phone, do one of the

following:

- Press the Answer soft key.

The incoming call is answered and the original call is placed on hold.



Basic Call Features

- Press @ to access the new call.
Press or the Answer soft key .

The incoming call is answered a  nd the original callis placed on hold.

Ending Calls

To end a call:
Do one of the following:

- Ifyou are using the handset, press @,the EndCall soft key or hang up the
handset.

- Ifyou are using the headset, press @ or the EndCall soft key.

- Ifyou are using the speakerphone, press @ or the EndCall soft key.

Note When a call is placed on hold, you cannot press @ to end it. You should press the
Resume soft key to resume the cal |, and then press @o end it.

Redialing Numbers

To redial the last dial ed number from your phone:

1. Press twice.

A call to your last dialed number is attempted.

To redial a previously dial ed number from your phone:

1. Press when the phone is idle

2. Press @ or @ to select the desired entry from the plac ed calls list, and then
press or the Send soft key.

Recent Call In Dialing

To view the placed calls list when the phone is on the dialing screen, you should enable

recent call in dialing in advance.
To enable recent call in dialing via web user interface:

1. Click on Directory -> Setting .
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2. Select Enabled from the pull -down list of Recent Call In Dialing

Yealink | sz

Account Features Directory
Local Directory NOTE
Directory
Remote Phone Disabled Enabled Directory
Book It provides easy access to
History - Local Directory - frequently used lists.
Remote Phone Boo
Phone Call Info LDAP Search Source in Diskng
It allows the IP phone to
LDAP automatically search entries
from the search source list
Multicast IP based on the entered string,
and display resufts on the
i = pre-dialing screen.

Setting
Recent Call In Dialing
It allows users to view the
placed calls list when the phone

Search Source List In Dialing is on the pre-dialing screen.

Disabled Enabled
Remote Phone Boo » Local Directory - You can click here to get
LDAP Histary more guides.
Recent Cal In Disng ~ Enabled -
Confirm Cancel
3. Click Confirm to accept the change.
Note Recent call in dialing is configurable via web user i nterface only.

To view place d calls list when the phone is on the dialing screen:

1. Pick up the handset, press the Speakerphone key or press the line key.

The LCD screen displays the placed calls list.

You can also e nter a few continuous characters of the contact name or continuous
number s of the contact number (office, mobile or other number) to search from

placed calls list.

Auto Answer

You can use a uto answer feature to automatically answer anincoming call on a line.

Auto answer is configurable on a per -line basis.
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To configure auto answer via phone user interface:

Press Menu -> Feature s-> Auto Answer .

Press @ or @ , or the Switch soft key to select the desired account from the Line
ID field .

Press @ or @ , or the Switch soft key to select Enable d from the Status field .

——— futo Answer

Enabled 1k

m- Switch m

Press the Save soft key to accept the change or the Back soft key to cancel.

The AA icon appears onthe LCD screen.

Auto answer is configurable via web user interface at the path ~ Account -> Basic.

Note

Auto answer is only applicable when there is no other call in progress on the phone.

Auto Redial

You can enable auto redial  to automatically redial a phone number when the called

party is busy. You can also configure  the number of auto redial attempts  and the time to

wait between redial attempts.

To configure auto redial via phone user interface:

1.
2.

5.

Press Menu -> Features -> Auto Redi al.

Press @ or @ , or the Switch soft key to select Enable d from the Auto Redial
field.

futo Redial

Enabled 1k

Enter the desired time (in seconds) in the Redial Interval field .

The default value is 0100.

Enter the desired number of redial attempts  in the Redial Times field.
The default valueis 6 1 0 0

Press the Save soft key to accept the change or the Back soft key to cancel.

Auto redial is configurable via web user interface at the path Features -> General

Information .
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To use auto redial:

When the called party is busy, the following prompt will appear on the LCD screen of the

phone:

Cancel

1. Pressthe OK soft key to activate auto redial.

The LCD screen prompts the following:

2. Wait for the designated period of time or press the OK soft key to redial the phone

number.

The phone w ill retry as many times as configured until the called party is idle.

Call Completion
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You can use call completion to notify the caller who failed to reach a desired  party when
the party becomes available to receive a call.

To configure call completion via phone user interface:

1. PressMenu -> Features -> Call Completion .

2. Press@ or @ , or the Switch soft key to select Enable d from the Call
Completion field.

——— T all Completion

Enabled 1k

[ ] suitch

3. Pressthe Save soft key to accept the change  or the Back soft key to cancel .

Call completion is configurable via web user interface  at the path Features -> General
Information .



Basic Call Features

To use call completion:

When the called party is  busy, the following prompt will appear on the LCD screen of the

phone:

1001 | ,ninn |
cresiri= gl Commiple tinsse-see

Wait for 1002 7

Cancel
1. Pressthe OK soft key, the phone returns to the idle  screen and call completion is
activated.

When the called party becomes idle, the following prompt appears on the LCD screen

of the phone:

a0 | L., [
cresiri= gl Commiple tinsse-see

Dialing 1002 2

Cancel

1. Pressthe OK soft key to redial the number.

Note Call completion is not available on all servers. For more information, contact your system
administrator.

ReCall

You can press a recall key to place a call back to the last i ncoming call.
To configure a recall key via phone user interface:

1. PressMenu -> Feature s-> DSS Keys.

2. Select the desired DSS key .

3. Press@ or @ , or the Switch soft key to select Key Event from the Type field.
4 Press@ or @ , or the Switch soft key to select ReCall from the Key Type field .

Line Key 4

| RelCall |

41k

o

(Optional.) Enter the string that will appear on the LCD screen in the Label field.

6. Press the Save soft key to accept the change  or the Back soft key to cancel .

Recall key is configurable via web user interface at the path DSSKey-> Line Key.
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Call Mute

You can mute the microphone of the active audio device during a n active call so that
the other party cannot h ear you. Call mute applies to all modes ( Handset, Headset and
Speakerphone).

To mute a call:

1. Press during a n active call.

The LCD screen indicat es that the call is now muted. The mute key LEDilluminates
solid red when the call is muted.

(%1007 [IELLE

To un-mute a call:

1. Press again to un-mute the call.

The mute key LEDgoes out .

Call Hold/Resume

You can place an active call on hold. Only one active call can be in progress at any time.
Other calls can be made and received while placing the original call on hold. When you

place a call on hold, your IP PBX may play music to the other party while waiting.

To place a ¢ all on hold:

1. Pressthe Hold soft key during a call.

The line key LED flashes green . The LCD screen indicates that the callisonh old.

1003

@ Hold it

Note The phone will beep softly every 30 seconds to remind you that you still have a call on
hold.

To resume a held call:

1. Pressthe Resume soft key.
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Multiple Calls on Hold:
If multiple calls are placed on hold , do one of the following:

- Press @ or @ to switch between the calls, and then press the Resume soft key
to retrieve the desired call.

Press the corresponding line key to retrieve the call

If more than one call is placed on hold, a numbered prompt ap pears on the LCD screen,
for example "2/3", indicating that this is the second call out of three calls.

Do Not Disturb (DND)

Note

You can use DND to reject incoming calls automatically on the phone . The prompt
message "n New Missed Call (s)" ("n" indicates the n umbe r of missed call s) will appear
on the LCD screen, and callers will receive a busy message . All calls you receive while
DND is enabled are logged to your  missed calls list.

The prompt message will display only if Missed Call Log for the line is enabled. Missed
call log is configurable via web user interface at the path ~ Account -> Basic-> Missed Call
Log.

Do not disturb is local to the phone, and may be overridden by the server settings. For
more information, contact your system administrator.

You can enable/disable DND for the phone system, or you can customize DND for each

or all accounts. T wo DND modes:

Phone (default): DND is effective for the phone system.
Custom : DND can be configured for each or all accounts

You can receive incoming calls from authorized numbers when DND is enabled.
To configure the DND mode vi a web user interface:

1. Click on Features -> Forward & DND .
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2. Inthe DND block, m ark the desired radio box inthe Mode field.

=]

Log Out

Yealink | -z

Forward&DND Sl
Forward Emergancy Dizablad -
General Call Forward
Information Forward Authorzed Mumbars Tt @lows users to redirect an
_ . incoming cal ta a thid party,
Audio Moda @ Phane Custom
Call Forward Mod
Lomrile o Phone: Gllfmr:fﬁmm s
— o0 @ on e
Transfer Targat can be configured for each ar al
accounts,
Call Pickup BiEED Do Mot Disturb (DHD)
off Code It zlows [P phones to ignore
Remote Control incoming cals.
Barsy Forward on @ off _—
-~ ’ DR M
Lol Target Phome: DND fasture is affactive
for the [? phone.
ACD On Code Custom: DND featurs cn be
e off Code :zc:?g:r;d for each or all
No Answer Forward On @ 0ff
Action URL [ vou can click hera to gat
Aftar king Time{0~120s) 12 - mare guides.
Power LED Target
Notification Popups On Code
Off Code
[l
DND Emergency Disabled -
DD Authorzed Numbers
Mode @ phone Custom
Acrount 100
DND Status Z on @ Off
DD On Code
DD OF Code
confrm | [ Canced
3. Click Confirm to accept the change.
Note DND mode is configurable via web user interface only.
To activate DND in phone mode :
1. Pressthe DND soft key when the phone is idle
The DND icon on the status bar indicates that D ND is enabled.
Incoming calls will be rejected automatically and "n New Missed Call (s)" ("n"

indicates the numbe r of missed call s. e.g., 1 New Missed Call(s) ) will prompt on the

LCD screen.

1 Mew Miszed Call(s)

Note When DND and busy forward are enabled in phone mode , calls will be sent to the
config ured destination number.  For more information on busy forward, refer to Call
Forward on page 87.
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To activate DND in custom mode for a specific account

1. Pressthe DND soft key when the phone is idle

The LCD screen displays a list of accounts  registered on the phone.

1., 1001

[_Back ] pion T Enter ] Save ]

2. Press@ or @ to select the desired account and then press the Enter soft key.

3. Press @ or @ , or the Switch soft key to select Enable d from the DND Enable
field .

—— Cu=tom DN

Enabled 1k

| Back ] Suitch

4. Pressthe Save soft key to accept the change.

If you activate DND for the default account, the associate d line icon will change

to @) . and the DNDicon will appear on the status bar.

If you activate DND for the non-default account , only the DNDOcon will appear on
the status bar.

Incoming call s on the specific line will be rejected automatically , and the LCD
screen prompts “n New Missed Call (s)" ("n" indicates the numbe r of missed call s.

e.g., 1 New Missed Call(s) ).

1 Hew Mizzed Call(=)

Note When DND and busy forward are  both enabled for a specific account , calls to the
specif ic account will be sent to the configured destination number. For more information
on call forward, referto Call Forward on page 87.

To activate DND in custom mode for all accounts :

1. Pressthe DND soft key when the phone is idle

The LCD screen displays a list of accounts  registered on the phone.

1., 1001

[ Back ] enon ] Enter ] Sawe |
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2. Pressthe All On soft key to activate DND for all accounts.
3. Press the Save soft key to accept the change.
The DNDicon appears on the status bar, and all line icons change to c .

Incoming calls will be rejected automatically and "n New Missed Call (s)" ("n"
indicates the numbe r of missed call s. e.g., 1 New Missed Call(s) ) will be prompt ed
on the LCD screen.

1 Hew Mizzed Call(s)

To configure the DND authorized numbers via web user interface:

1. Click on Features -> Forward & DND .
2. Select Enable d from the pull -down list of DND Emergency .
3. Enter the number sin the DND Authorized Numbers field.

For multiple numbers, enter a comma between every two number s.

Yealink | 26

Account Directory
Forward&DND Forward NOTE
Forward Emergency Disabled -
General Call Forward
Information Forward Authorized Numbers It allows users to redirect an
_ _ incoming call to a third party.
_ Mode @ Phone ) Custom
s Call Forward Mode
(TTETE 1001 Phone: Call forward feature is
Intercom - - effective for the IP phone.
Bhavaiosse ) & B L Custom: Call forward feature
Transfer Target can be configured for each or all
accounts.
i On Code
Call Pickup Do Not Disturb (DND)
Off Code It allows IP phones to ignore
Remote Control incoming calls.
Busy Forward @ on @ off
DHD Mode
Crrrslle Target Phone: DND feature is effective
for the 1P phone.
ACD On Code Custom: DND feature can be
configured for each or all
SMS Off Code accounts.
No Answer Forward © on @ off
Action URL You can click here to get
After Ring Time(0~120s) 12 - more guides.
Power LED Target
Notification Popups 0On Code
Off Code
DND
DND Emergency Enabled -
DND Authorized Numbers 1234,1222

4. Click Confirm to accept the change.

When DND is enabled on the phone, the phone can still receive incoming calls from the

numbers specified in the DND Authorized Numbers field.

Note DND authorized number is  configurable via web use r interface only.
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Call Forward

You can configure your phone
forwarding. You can also forward

Dynamic Forw arding .

Static Forwarding

Three types of static forward ing:

to forward incoming calls to another party

incoming calls while your phone

Always Forward : Incoming calls are immediately forwarded.

through static

is ring ing ; refer to

Busy Forward : Incoming calls are immediately forwarded if the phone is busy.

No Answer Forward

of time.

You can enable/disable call forward for the phone, or you can customize

: Incoming calls are forwarded if not answered after

each or all accounts. T wo ca Il forward modes:

Phone (default) : Call forward is effective for the phone system.

Custom: Call forward can be configured

To configure the call forward mode via web user interface:

1. Click on Features -> Forward & DND .

2. Inthe Forward block, mark the desired radio box in the

Yealink | sz

Forward&DND

General
Information

Audio

Intercom
Transfer

Call Pickup
Remote Control
Phone Lock
ACD

SMS

Action URL
Power LED

Notification Popups

Account

Forward
Forward Emergency

Forward Authorzed Numbers

Network

DSSKey Settings

Diszbled -

Mode

© Phone © Custom

Account

Always Forward
Target
On Code
Off Code

Busy Forward
Target
0n Code
Off Code

No Answer Forward
After Ring Time(0~120s)
Target
0n Code
Off Code

DND
DND Emergency

DND Authorized Numbers

1001

© on @ off
© on @ off
D on @ off
12 -
Disabled hd

for each or all accounts.

a period

call forward for

Mode field.

Log Out

Directory Security

Call Forward
It allows users to redirect an
incoming call to a third party.

Call Forward Mode

Phone: Call forward feature is
effective for the IP phone.
‘Custom: Call forward feature
can be configured for each or al
accounts.

Do Not Disturb (DND)
It allows IP phones to ignore
incoming calls.

DND Mode

Phone: DND feature is effective
for the 1P phone.

‘Custom: DND feature can be
configured for each or all
accounts.

You can click here to get
more guides.
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3. Click Confirm to accept the change.

Note Call forward mode is configurable via web user interface only.

To enable call forward in phone mode:

1. PressMenu -> Feature s-> Call Forward .

2. Press@ or @ to select the desired forwarding type, and then press the Enter
soft key.

3. Depending on your selection:

a) Ifyou select Always Forward

1) Press@ or @ , or the Switch soft key to select Enable d from the Always
Forward field.

F—————filays Forward

2) Enter the destination number you want to forward all incoming calls to in

the Forward to field.

3) (Optional.) Enter the always forward on code or off code respectively in the
On Code or Off Code field.

b) If you select Busy Forward:

1) Press@ or @ , or the Switch soft key to select Enabled from the Busy

Forward field.

——————PBw=y Forward

2) Enter the destination number you want to forward all incoming calls to

when the phone is busy inthe Forward to field.

3) (Optional.) Enter the busy forward on code or off code respectively in the
On Code or Off Code field.

c) Ifyou select No Answer Forward

1) Press@ or @ , or the Switch soft key to select Enable d from the No
Answer Forward field.

————— o An=wer Forward

1, Mo Answer Forward:
Enabled 1k
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2) Enter the destination number you want to forward all unanswered incoming
calls to inthe Forward to field.

3) Press@ or @ , or the Switch soft key to select the ring time to wait
before forwarding from the After Ring Time field .

The default ring time is 12 seconds .

4) (Optional.) Enter the no answer forward on code or off code respectively in
the On Code or Off Code field.

Press the Save soft key to accept the change  or the Back soft key to cancel .

The [ icon on the status bar indicate s that the call forw ard is enabled.

To enable call forward in custom mode:

Press Menu -> Feature s-> Call Forward .

Press@ or@ to select the desired account, and then press the Enter soft key.

11007

Press @ or @ to select the desired forwarding type, and then press the Enter
soft key .

Depending on your selection:

a) Ifyou select Always Forward , you can enable it for a specific account.

1) Press @ or @ , or the Switch soft key to select Enable d from the Always
Forward field.

— Alway= Forward

1. Always Forward:
Enabled bl

2) Enter the destination number you want to forward all incoming calls to in

the Forward to field.
3) (Optional.) Enter the always forward on code or off code respectively in the
On Code or Off Code field.
You can also enable always f orward for all accounts. After  always forward was
enabled for a specific account, do the following :
1) Press @ or @ to highlight the Always Forward field.

2) Press the All Lines soft key.
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The LCD screen prompts 0Copy to all | ines?6.

Alaws Forwacd

Copy to all lines?

Cancel
3) Pressthe OK soft key to accept the change orthe Cancel soft key to cancel .

b) If you select Busy Forward , you can enable it for a specific account.

1) Press @ or @ , or the Switch soft key to select Enable d from the Busy
Forward field.

usy Forward

Enabled

[ Back ] &l Lines

2) Enter the destination number you want to forward incoming calls to when

the phone is busy inthe Forward to field.
3) (Optional.) Enter the busy forward on code or off code respectively in the
On Code or Off Code field.
You can also enable busy forward for all accounts. After busy forward was
enabled for a specific account , do the following :
1) Press @ or @ to highlight the Busy Forward field.
2) Press the All Lines soft key.

The LCD screen prompts 0Copy to all | ines?é.

Bo=wr Focacd

Copy to all lines?

Cancel
3) Pressthe OK soft key to accept the change orthe Cancel soft key to cancel .

c) If you sel ect No Answer Forward , you can enable it for a specific account.

1) Press @ or @ , or the Switch soft key to select Enable d from the No
Answer Forward field.

—————Ho Answer Forward

1, Mo Answer Forward:

Enabled 1k

2) Enter the destination number you want to forward all unanswered incoming

calls to in the Forward to field.

3) Press @ or @ , or the Switch soft key to select the ring time to wait
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Note

before forwarding from the After Ring Time field .

The default ring time is 12 seconds .

4) (Optional.) Enter the no answer forward on code or off code res pectively in

the On Code or Off Code field.
You can also enable no answer forward for all accounts. After no answer
forward was enabled for a specific account, do the following :
1) Press @ or ® to highlight the No Answer Forward field.
2) Press the All Lines soft key.

The LCD screen prompts 0Copy to all | ines?6.

Mo énsuer Forward

Copy to all lines?

Cancel

3) Pressthe OK soft key to accept the change or the Cancel soft key to cancel .

5. Press the Save soft key to accept the change  or the Back soft key to cancel .

If you activate call forwar d for the default account, the associated line icon will change
to & ,and the [con will appear on the status bar.

If you activate call forward for the non  -default account, only the associated line icon will
changeto .

Call forward is configurable via web user interface at the path Features -> Forward &
DND.

You can also enter the SIP UR | or IP address in the Forward to field . For more information
on using the SIP UR or IP address, refer to Placing Calls on page 74.

Call forward is local to the phone, and may be  overridden by the server settings. Call
forward on code or off code may be different between servers. For more information,
contact your system admi nistrator.

To configure the forward authorized numbers via web user interface:

1. Click on Features -> Forward & DND .
2. Select Enabled from the pull -down list of Forward Emergency .

3. Enter the numbers inthe Forward Authorized Numbers field.
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Note

92

For multiple numbers, enter a comma between every two numbers.

Yealink | vz

Forward&DND

General
Information

Audio

Intercom
Transfer

Call Pickup
Remote Control
Phone Lock
ACD

SMS

Action URL
Power LED

Notification Popups

Account Network

Forward

Forward Emergency

Forward Authorized Numbers

Enabled

1003,1004

Mode

Account

Always Forward
Target
On Code
Off Code

Busy Forward
Target
On Code
Off Code

No Answer Forward
After Ring Time(0~120s)
Target
On Code
Off Code

DND
DND Emergency

DND Authorized Numbers

©@ phone ) Custom
1001

D on @ off

D on @ off

© on @ off

Disabled

NOTE

Call Forward
It allows users to redirect an
incoming call to a third party.

Call Forward Mode

Phone: Call forward feature is
effective for the IP phone.
Custom: Call forward feature
can be configured for each or all
accounts.

Do Not Disturb (DND}
It allows IP phones to ignore
incoming calls.

DND Mode

Phone: DND feature is effective
for the 1P phone.

Custom: DND feature can be
configured for each or all
accounts.

You can click here to get
more guides.

4. Click Confirm to accept the change.

When call forward is enabled on the phone, the phone cannot forward incoming

calls from the numbers specified in the

Forward authorized number is configurable via web user interface only.

To disable call forward

in phone mode :

Forward Authorized Numbers field

1. PressMenu -> Feature s-> Call Forward .

2. Press @ or @ to select the desired forwarding type and then press the Enter

soft key.

3. Press @ or @ , or the Switch soft key to select Disable d to disable the call

forward.

4. Press the Save soft key to accept the change.

To disable call forward

in custom mode for a specific account

1. PressMenu -> Feature s-> Call Forward .

2. Press@ or @ to select the desired account and then press the Enter soft key.

3. Press@ or@ to selectthe desired forwarding type and then pressthe Enter soft

key.

4, Press@ or @ , or the Switch soft key to select Disable d to disable the call

forward.

5. Press the Save soft key to accept the change
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Dynamic Forw arding

To forward an incoming call to another party:

Note

When the phone forwards a call, a
disable the feature

When the phone isringing, press the FWD soft key.

Enter the number you want to forward the incoming call to.

Forward to

1006
&0 10061
[ Send ] 123 ] Delete ] Cancel

Press , , or the Send soft key.

The LCD screen prompts a call forward  message .

Call Transfer

You can transfer a call to another party in one of three ways:

prompt window  will pop up by default, if you want to
, contact your system administrator for more information.

Blind Transfer : Transfer a call directly to another party without consulting.

Semi-Attended Transfer : Transfer a call when the target phone is ringing.

Attended Transfer : Transfer a call with prior consulting.

To perform a blind transfer:

1.
2.

Press the Tran soft key during a call.

Enter the number you want to transfer the call to.

Press the Tran soft key to complete the transfer.

Then the call is connected to the number to which you are transferring.

To perform a semi -attended transfer:

1.
2.

Press the Tran soft key during a call.

Do one of the following:

- Enter the number you want to transfer the call to.

- Press the Directory soft key, and then select Local Direc tory. Select the desired

group and search for the contact (Directory should be configured in advance.
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Refer to Directory on page 32 for more information).

Press the Directory soft key, and then select History. Select the desired list and
then press @ or @ to select the entry (Directory should be configured in

advance. Referto Directory on page 32 for more information).

Press the Directory soft key, and then select Remote Phone Book . Select the
desired group and search for the contact (Directory should be configured in
advance. Referto Directory on page 32 and Remote Phone Book on page 43 for

more information).

3. Press or to dial out.

4,

Pressthe Tran soft key to complete the transfer when  receiv ing ringback.

To perform an attended tran  sfer:

1.
2.

3.
4,

Press the Tran soft key during a call.

Do one of the following:

Enter the number you want to transfer the call  to.

Press the Directory soft key, and then select Local Direc tory. Select the desired
group and search for the contact (Directory should be configured in advance.

Refer to Directory on page 32 for more information).

Press the Directory soft key, and then select History . Select t he desired list and
then press @ or @ to select the entry (Directory should be configured in
advance. Referto Directory on page 32 for more information).

Press the Directory soft key, and then select Remote Phone Book . Select the
desired group and search for the contact (Directory should be configured in
advance. Referto Directory on page 32 and Remote Phone Book on page 43

for more information).

Press or to dial out.

After the party answers the call , press the Tran soft key to complete the transfer.

If you are using a handset, the transfer can be completed by hanging up the handset.

You can cancel the transfer before the call is connect ed by pressing the Cancel soft key.

Call Waiting

94

You can enable or disable call waiting onthe phone . If call waiting is enabled, you can

receive another call while there is already an act ive call on the phone. Otherwise,

another incoming call is automatically rejected by the phone with a busy message

when there is an active call on the phone. You can also enable or disable the phone to

play a warning tone when receiving another call.



Basic Call Features

To configure call waiting via phone user interface:

1. PressMenu -> Feature s-> Call Waiting .

2. Press@ or @ , or the Switch soft key to select Enable d from the Call Waiting
field.

F——————all baiting

3. Press@ or @ , or the Switch soft key to select Enable d from the Play Tone field.

4. (Optional.) Enterthe call waiting on code or off code respectively inthe On Code or
Off Code field.

5. Press the Save soft key to accept the change  or the Back soft key to cancel .

Call waiting is configurable via web user interface at the path Features-> General

Information .

Conference
You can create a conference withother twoparties using the phoneds | ocal
You can create a conference between an active call and a call on hold by pressing the

Conference soft key. The SIRT42G IP phone a Iso supports network conference.

Note Network conference is not available on all servers. For more information, contact your
system administrator.

Local Conference

The SIRT42G IP phone support s up to 3 parties (including yourself) in a conference call.

This is the default method of conference called Local Conference.
To set up a local conference call:

1. Place a call to the first party.

2. When the first party answers the call , press the Conference soft key to place a new

call.

The active call is placed on hold.

3. Enter the number of the second party and then press , , or the Send soft

key.
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4,

When the second party answers the call, press the Conference soft key again to

join all parties in the conference

Conference

[ Split_] Hoid ] Manage | EndCall ]

You can press (Dor @to see all parties inthe conference.

To join two calls in a conference:

1.

3.

Place two calls using two different accounts on the ph one (for example, place the
first call using account 1, and then place the second call using account 2 ).

Press @ or @ to select the call for conference and ensure that the call is active

(for example, select the call on account 1).

Press the Conferen ce soft key to join the two calls in the conference on account 1.

During the conference call , you can do the following actions :

Press the Hold soft key to place the conference on hold.
Press the Split soft key to split the conference call into  two individu al calls on hold .
Press the Manage soft key, and then press @r @ select the desired party

Press the FarMute soft key to mute the party. The muted party can hear
everyone, but no one can hear the muted party.

Press the Remove soft key to remove the party from the conference call.
Press the New Call soft key to place a new call.
Press the Back soft key to return to the previous screen.

Press to mute the conference ca I, all other participants can hear each other,

but they cannot hear you

Press the EndCall soft key to drop the conference call.

Network Conference

96

You can use network conference on the SIP  -T42G IP phone to conduct a conference  with

multiple participants .

This feature allows you to perform the following:

Join two calls to gether i nto a conference call.

Invite another party into an active conference call.

To use this feature, contact your system administr ator for the network conference  URI in

advance .
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To configure network conference via web user interface

Click on Account -> Advanced .
Select the desired account from the pull ~ -down list of Account .

Select Network Conference from the pull -down list of Conference Type.

P W DR

Enter the conference URI (e.g. , conference@example.com) inthe  Conference URI
field.

Log Out

Yealink |

Account Network DSSKey Features Settings Directory Security
:
Register ccoun NOTE
Keep Alive Type Default -
Basic ) DTMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the IP
Codec . phone to the network, which is
RPort Disabled generated when pressing the IP
hone’s ki d duri Il
Advanced Subscribe Period(Seconds) 1800 R
. ‘Session Timer
It allows a periodic refresh of
0 SIP sessions through a
. re-INVITE request, to
determine whether a SIP
SIP Send Line Disabled - session is still active.

SIP Registration Retry Timar(0~1800s) 30

Busy Lamp Field/BLF List

Conference Type Network Conference - Monitors a spedific extension/a
list of extensions for status

Conference URI conference@example.com changes on TP phones.

ACD Subscribe Period(120~36005) 3600

Early Meda Disabled - Shared Call Appearance
(sca)/ Bridge Line

Out Dialog BLF Disabled - Appearance (BLA)
It allows users to share a SIP

VQ RTCP-XR Collector name line on several IP phones. Any
1P phone can be used to

VQ RTCP-XR Collector address originate or receive calls on the
shared line.

VQ RTCP-XR Collector port 5060
Network Conference

It alows mitpl pattcoants

5. Click Confirm to accept the change

Note Network conference is configurable via web user interface only.

To set up a network conference call:

1. Place a call to the first party.
2. Pressthe Conference softkeyto place anew call .

The active callis p laced on hold.

3. Enter the number of the second party and then press , , or the Send soft

key.

4. When the secon d party answers the call, press  the Conference soft key to add the

second party to the conference.
5. Press the Conference soft key to place a new call.
The conference is p laced on hold .

6. Enter the number of the new party and then press , , or the Send soft key.

7. When the new party answers the call, press the Conference soft key to add the new
party to the conference.
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8. Repeat steps 5 to 7 until you have added all intended parties.

The procedures to set up a network conference call on specifi ¢ servers may be different

from that introduced above. Contact your system administrator for more information.

Call Park

Note

Note

You can use call park feature to place a call on hold, and then retrieve the call from
another phone in the system (for example, a phon e in another office or conference
room). You can park an active call by pressing the  Park soft key or call park key (if
configured) on the phone . If the call is parked successfully, there is a voice prompt
confirming that the call was parked. You can retri eve the parked call by pressing  the
Retrieve soft key or the retrieve park key (if configured). If the parked call is not
retrieve d within a period of time defined by the system, the phone performing call park
will receive a call back.

Call park is not available on all servers. Contact your system administrator for more
information.

The IP phone s upports call park feature under the following mode s:

FAC mode (dial the call park code to park the call to local extension or a desired

extension )

Transfer mode (park the call to directional parking lot directly)

You may need to configure the call park cod e/call park number or park retrieve
code/ park retrieval number before using call park feature. You can also configure a call
park key and retrieve  park key. For more information, refer to Do Not Disturb (DND) on

page 83.

The call park code/call park number can be configured for either the  Park soft key or a
call park key. It is applicable to both the Park soft key and call park key.

The park retrieve code/park retrieval number can be configured for either the Retrieve
soft key or a retrieve park key. It is applicable to both the Retrieve soft key and retrieve
park key.

The call park code /call park number and park retrieve code /park retrieval number are
predefine d on the system server. Contact your system adminis trator for more
information.

FAC Mode

98

To configure call park feature  in FAC mode via web user interface:

1. Click on Features -> Call Pickup .
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2. Select FAC from the pull -down list of Call Park Mode .

3. Select Enabled from the pull -down list of Call Park .

If Enabled is selected, the Park soft key will display on the LCD screen during a call,

and the Retrieve soft key will display on the dialing screen.

4. (Optional.) Enterthe call park code inthe Call Park Code field.

It is configured for the Park soft key. This call park code will also apply to the call
Do Not Disturb (DND) on page 83.

park key. For more information, refer to

5. (Optional.) Enter the p ark retrieve code inthe Park Retrieve Code field .

It is configured f or the Retrieve soft key. This call park code will also apply to the

retrieve park key . For more information, refer to

Yealink |

Account

Directory

Do Not Disturb (DND) on page 83.

Forward&DND Call Pickup NOTE
Directed Call Pickup Disabled -

General Directed Call Pickup

Information Directed Call Pickup Code Picks up an incoring call on a
specific extension.

Group Call Pickup Disabled -

Audio =

Directed Call Pickup
Group Cal Pickup Code Picks up incoming calls within a
fntercom Visual Alet for BLF Pickup Disabled - pre-defined group.

Transfer Audio Alert for BLF Pickup Disabled - You can configure
directed/group call pickup
feature for the IP phone.

Call Pickup Call[Eark e

Call Park Mode FAC - Visual Alert for BLF Pickup

Remote Control It allows the supervisor’s phone

Call Park Enabled - to display a visual prompt when
the monitored user receives an

Phone Lock Call Park Code =68 incoming call.

ACD Park Retrieve Code 88 Audio Alert for BLF Pickup
It allows the supervisor’s phone

SMS to play an alert tone when the

Conirm, Concel monitored yser receies an
6. Click Confirm to accept the change.
Note If the Park or Retrieve soft key doesn @ appear on the LCD screen, please select

Disabled from the pull -down list of Custom Softkey via web user interface at path

Settings -> Softkey Layout .

To park a call in FAC mode

1. During a call, press the Park soft key (You may need to press the
see the Park soft key) or the call park key (If configured).

More soft key to

- If the call park code is not configured, you need to enter the call park code.

Press , or the Park soft key.
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- If the call park code is configured, t  he phone will dial the configured call park

code shown as below :

[+, 4502 Talking

2. Do one of the following:
a) Ifyouwantto park the call against the local extension

1) Press @ .

If the call is pa rked successfully, you will hear a voice prompt confirming

that the call is parked.
b) Ifyouwanttop arkthe call against desired extension.
1) Enter an extension where you want to park the call.

2) Press or @

If the call is parked successfully, you wi Il hear a voice prompt confirming
that the call is parked. The call is parked aga inst the extension you
entered.

To retrieve a parked call in FAC mode
1. Do one of the following:

- If the park retrieve code is not configured, dial the park retrieve code (e.g .,
*88).

- If the park retrieve code is configured, p  ress the Retrieve soft key on the
dialing screen or retrieve park key (if configured) on the IP phone.

The phone will dial the configured park retrieve code and the Retrieve screen

appear s as below:

Conferenc

2. Follow the voice prompt , do one of the following:
- Press _#EENDJ on the phone where the call is parked.

- Enter the desired extension follow by  # (e.g., 4603#) on any phone.

Transfer Mode

To configure call park feature  in transfer mode via web user interface:

1. Click on Features -> Call Pickup.
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2. Select Transfer from the pull -down list of Call Park Mode .
3. Select Enabled from the pull -down list of Call Park.

If Enabled is selected, the Park soft key will display on the LCD screen during a call,
and the Retrieve soft key will display on the dialing screen.

4. (Optional.) Enter the call park number inthe Call Park Code field.

It is configured for the Park soft key. This call park number  will also apply to the call
park key. For more infor mation, refer to Do Not Disturb (DND) on page 83.

5. (Optional.) Enter the p ark retriev al number inthe Park Retrieve Code field .

It is configured for the Retrieve soft key. This park retrieval number will also apply to

the retrieve park key. For more infor mation, refer to Do Not Disturb (DND) on page
83.

Yealink | v

Account Directory

Forward&DND Call Pickup NOTE
Directed Call Pickup Disabled - 9
General Directed Call Pickup
Information Directed Call Pickup Code o Picks up an incoming call on a
specific extension.
) Group Call Pickup Disabled - 0
Audio Directed Call Pickup
Group Call Pickup Code [7] Picks up incoming calls within a
LR Visual Alert for BLF Pickup Disabled - 0 =i g
Transfer Audio Alert for BLF Pick Disabled - You can configure
el Alerttor cep sa0ie 0 directed/group call pickup
feature for the IP phone.
Call Pickup callPark @ P
Call Park Mode Transfer - 0 Visual Alert for BLF Pickup
Remote Control It allows the supervisor’s phone
Call Park Enabled - 0 to display a visual prompt when
the monitored user receives an
Phone Lock Call Park Code =01 (7] incoming call.
ACD Park Retrieve Code =11 (7] Audio Alert for BLF Pickup
It allows the supervisor's phone
SMS Confi Cancel to play an alert tone when the
monitored user receives an
6. Click Confirm to accept the change.
Note If the Park or Retrieve soft key do esnd appear on the LCD screen, please select

Disabled from the pull -down list of Custom Softkey via web user interface at path
Settings -> Softkey Layout .

To park a call in Transfer mode

1. During a call, press the Park soft key (You may need to press the More soft key to
see the Park soft key) or the call park key (If configured).

- If the call park number is not configured, you need to enter the call park
number (e.g., *01).

Hew
Press , or the Park soft key. T he call will be transferred to the

directional parking lot where the call park number directed to.
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- If the call park number is configured, t  he call will be directly transferred to the

directional parking lot where the call park number directed to.
To retrieve a parked call in Transfer mode
1. Do one of the following:

- If the park retriev al number is not configured, you need to enter the park

retrieval number (e.g ., *11).

Press , or the Park soft key.

- If the park retriev al number is configured, p ress the Retrieve soft key on the
dialing screen or retrieve park key (if configured) on the IP phone.

The phone will retrieve the parked call from the  directional parking lot where the
park retrieval number directed to.

Call Pickup

You can use call pickup toanswer someone el s e 0 all ohyoar@mnen ghe c
SIRT42G IP phone supports directed call pickup and group call pickup . Directed call
pickup is used for picking up a call thatisringing at a target phone number. Group call
pickup is used for picking up acall  thatisring ing at any phone number in a certain
group . The pickup group should be predefined , contact your system administrator for

more information.

You can pick up an incoming call by using the DPickup /GPickup soft key. To use call
pickup, you need to configure the call pic kup code beforehand on a global or per -line

basis via web user interface.

Note If there are many incoming calls at the same time, pressing the GPickup soft key on the
phone will pi ck up the call that rings first.

Directed Call Pickup

To enable direct ed call pickup and configure the direct ed call pickup code on a global
basis via web user interface:

1. Click on Features -> Call Pickup .

2. Select Enable d from the pull -down list of Directed Call Pickup .
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3. Enter the directed call pickup code in the Directed Call Pickup Code field.

Log Out

Yealink |

Account Network DSSKey Settings Directory Security

Directed Call Pickup Enabled -
General Directed Call Pickup
Information Directed Call Pickup Code 97 Picks up an incoming call on 2
specific extension.
~ Group Call Pickup Disabled -
LD _ Directed Call Pickup
Group Call Pickup Code Picks up incoming calls within a
HIFEEET Visual Alert for BLF Pickup Disabled - EEEIE Ll
Transfer Audio Alert for BLF Pickup Disabled - MEIE @I
directed/group call pickup
feature for the IP phone.
call Pickup call Park P
Call Park Mode Transfer - Visual Alert for BLF Pickup
Remote Control It allows the supervisor’s phone
Call Park Disabled - to display a visual prompt when
the monitored user receives an
Phone Lock Call Park Code incoming call.
ACD Park Retrieve Code Audio Alert for BLF Pickup

It allows the supervisor’s phone

SMS W w to play an alert tone when the
- - monitored user receives an

4. Click Confirm to accept the change.
To configure the directed call pickup code on a per-line basis via web user interf ace:

1. Click on Account ->Advanced .
2. Select the desired account from the pull  -down list of Account .

3. Enter the directed call pickup code in the Directed Call Pickup Code field.

Log Out

Yealink | s

Network DSSKey Features Settings Directory Security

Keep Alve Type Default -
Basic DTMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the IP
Codec - phone to the network, which is
Reort Disabled generated when pressing the IP
Advanced Subscribe Period(Seconds) 1800 FreiGslE dna E L
. Session Timer
It allows a periodic refresh of
0 SIP sessions through a
. re-INVITE reguest, to
determine whether a SIP
SIP Send Line Diszbled - session is still active.

SIP Registration Retry Timer(0~1800s) 30

Busy Lamp Field/BLF List
Conference Type Network Conference - Monitors a speciic extension/a

list of extensions for status

Conference URT conference@example.com changes on IP phones.

ACD Subscribe Period(120~3600s) 3600

Early Media Disabled - Shared Call Appearance
(SCA)/ Bridge Line

Out Dizlog BLF Disabled - e
It allows users to share a SIP

WQ RTCP-XR Collector name line on several IP phones. Any
IP phone can be used to

VQ RTCP-XR Collector address originate or receive calls on the
shared line.

VQ RTCP-XR Collector port 5060

Network Conference
It allows multiple participants

4. Click Confirm to accept the change.
To pick up a call directly :

1. Pick up the handse t, press the Speakerphone key or press the line key (You may
need to press the More soft key to see the DPickup soft key) .
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The DPickup soft key appears on the LCD screen.

2. Pressthe DPickup soft key on your phone when the target phone receives an

incomi ng call .
3. Enter the phone number which is receiving an incoming call
4. Press the DPickup soft key again.

The call is answered on your phone .

You can also configure a DSS key as direct pickup key via phone user interface or web
user interface. Once configured , you can pick up a call by pressing the directed pickup
key directly.

Group Call Pickup

To enable group call pickup  and configure the group call pickup code on a global basis

via web user interface:

1. Click on Features -> Call Pickup .
2. Select Enable d from the pull-down list of Group Call Pickup .
3. Enter the group call pickup code inthe Group Call Pickup Code field.

Yealink |

Account
Forward&DND Call Pickup NOTE
Directed Call Pickup Disabled -
General Directed Call Pickup
Information Directed Call Pickup Code Picks up an incoming call on a
specific extension.
~ Group Call Pickup Enabled -
Audio Directed Call Pick
. o8 irected Call Pickup
Group Call Pickup Code Picks up incoming calls within a
R Visual Alert for BLF Pickup Disabled - ST T
Transfer Audio Alert for BLF Pickup Disabled - You can configure
directed/group call pickup
N feature for the IP phone.
call Pickup Caliark
Call Park Mode Transfer - Visual Alert for BLF Pickup
Remote Control It allows the supervisor's phone
Call Park Disabled - to display a visual prompt when
the monitored user receives an
Phone Lock Call Park Code incoming call.
ACD Park Retrieve Code Audio Alert for BLF Pickup
It allows the supervisor's phone
SMS P m to play an alert tone when the
- monitored user receives an

Directory

4. Click Confirm to accept the change.
To configure the group call pickup code

1.
2.

Click on Account -> Advanced .

Select the desired account from the pull

on a per-line basis via web user interface:

-down list of Account .
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Note

3. Enter the group call pickup code in the

Group Call Pickup Code

field.

Yealink |+

Account

Register
Basic
Codec

Advanced

‘Account

Keep Alve Type

Keep Alve Interval(Seconds)

RPort

Subscribe Period(Seconds)

SIP Server Type

Music Server URI

Directed Call Pickup Code

Account 1
Defauft

30
Disabled

1800

Features

Group Call Pickup Code

Distinctive Ring Tones

Unregister When Reboot

Qut Dialog BLF

VQ RTCP-XR Collector name
VQ RTCP-XR Collector address

VQ RTCP-XR Collector port

Enabled
Disabled

Disabled

5060

Cancel

Directory

NOTE

DTMF

It is the signal sent from the IP
phone to the network, which is
generated when pressing the IP
phone’s keypad during a cal.

‘Session Timer

It allows a periodic refresh of
SIP sessions through a
re-INVITE request, to
determine whether a SIP
session is still active.

Busy Lamp Field/BLF List
Monitors a specific extensionfa
list of extensions for status
changes on IP phones.

Shared Call Appearance
(ScA)/ Bridge Line
Appearance (BLA)

It allows users to share a SIP
line on several IP phones. Any
1P phone can be used to
originate or receive calls on the
shared line.

Network Conference
It allows multiple participants

4. Click Confirm to accept the change.
To pick up a call

1. Pick up the handset, press the

in the group :

The GPickup soft key appears on the LCD screen.

Directory

Speakerphone key or press the line key .

2. Pressthe GPickup soft key on your phone when a phone inthe group receives an

incoming call

The call is answered on your phone

You can also configure a DSS key as group pickup key via phone user interface or web

user interface. Once configured, you

key directly.

The directed call pickup
server. Contact your system administrator for

The call pickup code configured on a

configured on a global basis.

code and group call pickup code
more information.

can pick up a call by pressing the group pickup

are predefine d on the system

per-line basis takes precedence ov  er that
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Anonymous Call

Note
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You can use anonymous call to block  your identify and phone number from  appearing
to the called party when  you call someone . For example, you wantto ¢  all to consult
some services , but don & want to be harassed. Anonymous call is configurable ona
per-line basis. You can also configure the phone to send anonymous call on/off code to

the server to activate/deac tivate anonymous call on the server side.

Anonymous call is not available on all servers . Contact your system administrator for the
anonymous call on code and off code.

To configure anonymous call via phone user interface:

1. PressMenu -> Feature s-> Anonymous Call.

2. Press@ or @ , or the Switch soft key to select the desired line from the Line ID
field .

3. Press@ or @ , or the Switch soft key to select Enable d from the Local

Anony mous field.

F——————inonymous Call

2. Local Anonymous:

Switch

4, (Optional.) Press @ or @ , or the Switch soft key to select the desired value from
the Send Anony Code field.

The phone will send the configured on code or off code depending on your

selection when you enable or disable anonymous call feature on the phone.

5. (Optional.) Enter the anonymous call on code and off code respectively inthe On
Code and Off Code field.

6. Press the Save soft key to accept the change  or the Back soft key to cancel .
Anonymous call is configurable via web user interface at the path  Account -> Basic.
To place an anonymous call

1. Using the specific line on the phone to place a call to phone B.

The LCD screen of phone B prompts an incoming call from  anonymity .

e

Anonymous

Anonymols

Consuer 1 _Fup )

Silence
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Anonymous Call Rejection

You can use a nonymous call rejection to reject incoming calls from anonymous callers.
Anonymous call rejection automatically rejects incoming calls from callers who
deliberately block their  identities and number s from being displayed . Anonymous call
rejection is configurable on a per-line basis. You can also configure the phone to send
anonymous call rejection on/off code to the server to activate/deactivate anonymous

call rejection on the server side.
To configure anonymous call rejec  tion via phone user interface:

1. PressMenu -> Feature s-> Anonymous Call.

2. Press@ or @ , or the Switch soft key to select the desired line from the Account
ID field .

3. Press @ or @ to scroll to the Anony Rejection field.

4, Press @ or @ , or the Switch soft key to select Enable d from the Anony Rejection
field.

F———————fnonymous Call

2 Anomy Rejection:

5. (Optional.) Press @ or @ , or the Switch soft key to select the desired value from
the Send Reject Code field.

The phone will send the configured on code or off code depending on your
selection when you enable or disable anonymous call reject ion feature on the

phone.

6. (Optional.) Enter the anonymous call rejection on code  and off code respectively in
the Reject On Code and Reject Off Code field.

7. Press the Save soft key to accept the chan ge or the Back soft key to cancel .

Anonymous call reject ion is configurable via web user interface at the path

Account -> Basic.

107



User Guide for the SIRT42G IP Phone

108



Advanced Phone Features

Advanced Phone Features

This chapter provides operating instructions for the advanced features of the SIRT42G IP
phone. Top ics include:

Busy Lamp Field (BLF)

BLF List

Call Recording

Hot Desking

Intercom

Multicast Pagin g

Music on Hold

Automatic Call Distribution (ACD)
Shared Call Appearance (SCA)
Bridge d Line Appearance (BLA)

Messages

If you require additional information or assistance with your new phone, contact your
system administrator.

Busy Lamp Field (BLF)

You can use BLF to monitor a specific line for status changes on the phone. For examp le,

you can configure a BLF key onthe phone to monitor t he st atus of a friendos
idle). The BLF key LED illuminates soli d red when the friend & line is in use. For more

information on BLF key LED indicat ors, refer to LED Instructions on page 4.

You can press a BLF key to dial out the monitored phone num ber when the monitored
line is idle. You can receive avisual  or/fand an audio alert (if enabled), and also pick up
call s that are received on  the monitored line. For more information, contact your system
administrator.

To configure a BLF key via phone user interface:

1. PressMenu -> Feature s-> DSS Keys.

2. Select the desired DSS key.
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3. Press@ or @ , or the Switch soft key to select BLFfrom the Type field .

Line Key 4

BLF 1

[ ] suitch

4, Press@ or @ , or the Switch soft key to select the desired line from the Account
ID field .

(Opt ional.) Enter the string that will appear on the LCD screen in the Label field.
Enter the phone number or extension you want to monitor in the Value field .

(Optional.) Enter the directed call pickup code inthe Extension field.

© N o o

Press the Save soft key to accept the change orthe Back soft key to cancel

BLFkey is configurable via web user interface at the path DSSKey-> Line Key .

You can enable audio alert  feature for BLF pickup on the phone. This allows the
monitoring phone to play a warning tone when the m onitored line receives an incoming
call. You can also enable visual alert  feature for BLF pickup on the phone . This allows the
LCD screen of the monitoring phone to display the caller ID when the monitored line

receives an incoming call.
To enable visual a nd audio alert feature s via web user interface

1. Click on Features -> Call Pickup .
2. Select Enable d from the pull -down list of Visual Alert for BLFPickup.
3. Select Enable d from the pull -down list of Audio Alert for BLFPickup.

Yealink |

Account Directory

Forward&DND Callida NOTE
Directed Call Pickup Disabled - 9
General Directed Call Pickup
Information Directed Call Pickup Code e Picks up an incoming call on a
specific extension.
) Group Call Pickup Disabled - 0
Audio Directed Call Pickup
Group Cal Pickup Code [7] Picks up incoming calls within a
LR Visual Alert for BLF Pickup Enabled - @ | T Tl
Transfer Audio Alert for BLF Pick Enabled - You can configure
uaio Alert for ‘P nave 0 directed/group call pickup
feature for the IP phone.
call Pickup Call Park @ P
Call Park Mode Transfer - 0 Visual Alert for BLF Pickup
Remote Control It allows the supervisor’s phone
Call Park Disabled - 0 to display a visual prompt when
the monitored user receives an
Phone Lock Call Park Code (7] incoming call.
ACD Park Retrieve Code (7] Audio Alert for BLF Pickup
It allows the supervisor’s phone
SMS Confi Cancel to play an alert tone when the
monitored user receives an
4. Click Confirm to accept the chang e.
Note Visual and audio alert features are configurable via web user interface only.

When the monitored line receives an incoming call , the following occurs on your phone:
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Note

The phone plays a warning tone (if enabled).
The BLFkey LED flashes red .

The caller ID appears on the LCD screen (if  enable d).

In the following figure, the LCD  screen shows an incoming call from 1006 on the

monitored line.

Cancel

If your phone is locked and the type of the  phone lock is configured as Function Keys or
All keys , you cannot use the DPickup, Send, New Call and Cancel soft keys until unlocked .
For more information , referto Phone Lock on page 27.

When there is an active call on the IP phone, you can transfer the active call to the
monitored phone number directly by pressing the BLFkey. The phone handles the active
call differ ently depending on the transfer mode on DSS key. For more information on  the
transfer mode on DSS key , refer to Transfer in DSS Keys section on page 58.

BLF List

You can use the BLF List feature to monitor a list of users define d by your system
administrator . For exa mple, your system administrator ~ enables BLF List, and creates a
BLF List URI (e.g., BLFList@example.com) including a list of userl, user2 on the server.

The BLF List keys on the IP ph one can present the status of userl and user2. The key LEDs
illuminate either flashing or solid depending on the status of those users. For more BLF

List key LED indicat ors, refer to LED Instructions on page 4.

You can use the BLF List keys in the following ways:

When the monitored user is idle, press the BLF list key to dial out the phone

number.

When there is already an active call on the IP phone , you can transfer the active
call to the monitored user by pressing the  BLF List key. The phone handles the
active call differently depending on the transfer mode on DSS key. For more
information on the transfer mode on DSS key, refer to Transfer in DSS Keys section

on page 58.

When the monitored user receives an incoming call, press the BLF list key to pick up

the call directly. Before picking up anincoming call , ensure that the BLF List Pickup
Code has been configured in advance. If the code is not configured, the phone will
place a call to the monitored user instead of picking up the incoming call of the
monitored user when you press the BLF List key.
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Note

112

When there is a convers ation on the monitored user, press the BLF list key to b arge
in and set up a conference call.  Before barging in an active call , ensure that the
BLF List Barge In Code has been configured in advance. If the code is not
configured, the phone will place a call to the monitored user instead of barging in

an active call of the monitored user when you press the BLF List key.

When a call is being parked against the monitored phone, press the BLF List key to
retrieve the parked call from the monitored user. Before retrieving the parked call,
ensure that the BLF List Retieve Call Parked Code has been configured in advance.
If the code is not configured, the phone will place a call to the monitored user

instead of retrieving the parked call when you press the BLF List key

To configure BLF List settings via web user inter face:

Click on Account -> Advance d.

Select the desired account from the pull -down list of Account.

Enter the BLF List URI in the BLF List URlIfield .

(Optional.) E nter the directed pickup code inthe BLF ListPickup Code field.

(Optional.) E nter the barge -in code inthe BLF List Barge In Code field.

o o M w hd PR

(O ptional.) Enter the call park retrieve code in the BLF List Retrieve Call Parked
Code field.

Yealink |

Account Network | DSSKey Fr—
Keep Alive Type Default -
Basic Advanced
Keep Alive Interval(Seconds) 30 The Advanced parameters for
Codec ra Desbled - administrator.
Advanced Subscribe Period(Seconds) 1800 You can dlick here to get
more guides.
.
.
.
PTime(ms) 20 -
BLF List URT 4609@pbx.yealink.com
BLF List Pickup Code *97
BLF List Barge In Code *33
BLF List Retrieve Call Parked Code *88
Unregister When Reboot Disabled -
Out Dialog BLF Disabled -
VQ RTCP-XR Collector name
VQ RTCP-XR Collector address
VQ RTCP-XR Collector port 5060

7. Click Confirm to accept the change.

For more information on BLF List URIBLF List Pickup Code/BLF List Barge In Code/BLF List
Retrieve Call Parked Code, contact your system administrator.
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According to the response message from the server, the IP phone will autom atically
configure the BLF List keys beg inning from the first unused line key. Once any line key is
seized, the IP phone wil | skip to configure the next line  key.

You can receive a visual or/and an audio alert (if enabled) on your phone when the
monitored user receives an incoming call . For more information, refer to Busy Lamp Field
(BLF) on page 109.

Note The pickup code is used in the following order of preference
BLF ListPickup Code (Account ->Advanced)>Directed Call Pickup Code
(Account ->Advanced)> Directed Call Pickup Code (Features ->Call Pickup). If all of them
are not configured, pressing the BLF List key will directly call the monitored user when
he/she rece ives an incoming call. For more information about pickup Code, refer to Call
Pickup on page 102.

Call Recording

You can record calls by pressing a record key on the phone. The SIRT42G IP phone
supports record and URL record.

Two ways of call record ing:

Record : The phone sends a SIP INFO message containing a specific header  0Record:
on/off ¢ to trigger a recording .

URL Record: The phone sends an HTTP URLrequestto trigger a recording . Contact
your system administrator for the predefined URL.

Note Call record is not available on all servers. C ontact your system administrator ~ for more
information.

To configure a record key via phone user interface:

Press Menu -> Feature s-> DSS Keys.
Select the desired DSS key.

Press ® or @ , or the Switch soft key to select Key Event from the Type field.

P W DR

Press@ or @ , or the Switch soft key to select Record from the Key Type field.

Line Key 4

Record

41k

5. (Optional.) Enter the string that will appear on the LCD screen in the Label field.

6. Press the Save soft key to accept the change or the Back soft key to ca ncel.
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To configure a URL record key via phone user interface:

1. PressMenu -> Feature s-> DSS Keys.
2. Select the desired DSS key.

3. Press@ or @ , or the Switch soft key to select URL Record from the Type field.

Line Key 4

UEL Record 1k

[ Back J ] sSuitch

4. (Optional.) Enter the string that will appear on the LCD screen in the Label field.

5. Enter the URL (e.qg., http://10.1.2.224/phonerecording.cgi ) in the Value field.

6. Press the Save soft key to accept the change or the Back soft key to cancel.

Record and URL Record keys are configurable via web user interface at the path
DSSKey-> Line Key .

The Record and URL Record key s control the recording function, and are available:

During an active call

When calls are on hold or mute
During a blind or attended tran  sfer
During a conference call

When the phone prompts you to answer an incoming call
The Record and URL Record key s are not available when :

There are no connected calls on your phone

You place a new call
To record a call:

1. Pressthe Record or URL Record key during a call.

If the r ecording starts successfully , the recording icon will appear on the LCD screen
and the Record or URL Record key LED will flash green.

2. Press the Record or URL Record key again to stop recording.
The recording icon disappears from the LCD screen and the R ecord or URL Record

key LED goes out .

Recording status indicat ors you need to know:

Circumstance Icons on the LCD screen
A recording is started @ appears on the LCD screen
A recording cannot be started ® appears for 1 second
A recordi ng cannot be stopped /@ appears for 1 second, then goes back
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Note

Circumstance Icons on the LCD screen
The recording box is full 6 appears for 1 second
The call c annot be recorded x appears for 1 second

You can listen to the recordings stored on your server system. For example, you can dia |
an access code to listen to the recordings.

The way in which you listen to the recordings may be different depending on the server
Contact your system administrator for more information

Hot Desking

Note

Hot desking originates from the definition of being the temporary physical occupant of

a work station or surface by a particular employee. A primary motivation for  hot
desking is cost reductio n. This feature is regularly used in places where not all the
employees are in the office at the same time, or not in the office for very long, whic h
means that actual personal offices would be often vacant, consuming valuable space

and resources.

You can use hot desking on the SIP-T42G IP phone to log out of existing accounts and
then log into a new account . As a result , many users can share the phone resource at

different time s. To use this feature, you need to configu re a hot desking key in advance

Hot desking is not available on all servers. Contact your system administrator ~ for mor e
information.

To configure a hot desking key via phone user interface:

Press Menu -> Features -> DSS Keys.
Select the desired DSS  key.
Press@ or @ , or the Switch soft key to select Key Event from the Type field.

P W DR

Press@ or @ , or the Switch soft key to selec t Hot Desking from the Key Type
field.

Line Key 4

| Hot Desk |

ing hid
m- Switch m

5. (Optional.) Enter the string that will appear on the LCD screen in the Label field.

6. Pressthe Save soft key to accept the change or the Back soft key to cancel.

Hot desking key is configurable via web user interface at the path DSSKey-> Line Key .
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To use hot desking:

1.

The LCD screen prompts the following warning :

Press the hot desking key when the phone is idle

2101 |

oA i — [

Cancel

cleared immediatel vy.

llarning

Clear all account config?

The login wizard will be  displayed as below :

Press the OK soft key, registration configurations of  all accounts on the phone will be

——————"%&t Hot Dezking

M

[ Back ] 123 ] Delete | Sawe |

Intercom

Note

Enter the login information in each fie Id.

Intercom is a useful feature in an office environment

Press the Save soft key to login or the Back soft key to cancel.

to quick ly connect with the operato r

or the secretary. You can press the intercom key to automatically connect with a

pre configured target

automatically answer incoming intercom calls by default.

extension for out going intercom calls, and the target extension will

Intercom is not available on all servers. Contact your system administrator for more

information.

Outgoing Intercom Calls
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To configure an intercom key via phone user interface:

1.
2.

Press Menu -> Feature s-> DSS Keys.

Select the desired DSS key.

Press@ or @ , or the Switch soft key to select Intercom from the Type field.

Intercom

Line Key 4

[ Back ] ] Switeh

Select the desired line from the

Account ID field.
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5. (Optional.) Enter the string that will appear on the LCD screen in the Label field.
6. Enter the target extension number inthe Value field.

7. Pressthe Save soft key to accept the change orthe  Back soft key to cancel.

Intercom key is configurable via web user interface at the path DSSKey-> Line Key .

Incoming Intercom Calls

Note

The SIRT42G IP phone supports automatically to answer an incoming intercom call by

default. The phone automatically plays a warning tone when it receives an incoming

intercom call. In additi on, you can enable the phone to mute the microphone when it
automatically answer s an incoming intercom call. You can also enable the phone to
automatically answer an  incoming intercom call while  there is already an active call on
the phone . The active call is then placed on hold.

Intercom features you need to know:

Intercom Feature Description

Enable or disable the IP phone to automatically
Accept Intercom ) o
answer an incoming i ntercom call.

Enable or disable the IP phone & sicrophone for
Intercom Mute )
inte rcom calls.

Enable or disable the IP phone to  play a warning
Intercom Tone . ) ) o
tone when it receives an incoming intercom call.

Enable or disable the IP phone to automatically

Intercom Barge answer an incoming intercom call while there is

already an active call on the phone

Accept Intercom

You can enable or disable the  phone to automatic ally answer an incoming intercom call.
If Accept Intercom is enabled, the phone will automatic ally answer an incoming
intercom call. If Accept Intercom is disabled, the phon e will reject incoming intercom

callsand send abusy message to the caller. Accept Intercom is enabled by default.

Your administrator can seta  period of delay time before the phone automatically
answers intercom calls . Contact your system administrator f or more information

Intercom Mute

You can mute orun -mute t h e p Is mior@pBone for intercom calls automatically . If
Intercom Mute is enabled, the  microp hone will be muted for intercom calls.  If Intercom
Mute is disabled, the microphone will work for intercom calls. Intercom Mute is disabled

by default.
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Intercom Tone

You can enable or disable the phone to play a warning tone when receiving an
intercom cal |. If Intercom Tone is enabled, the phone will play a warning tone before
answering the intercom call.  If Intercom Tone is disabled, the phone  will automatically

answer the intercom call without warning . Intercom Tone is enabled by default.

Intercom Barge

You can enable or disable the phone to automatically answer an incoming intercom call
while there is already an active call on the phone. If Intercom Barge is enabled, the

phone will automatically answer the intercom call and plac e the active call on hold. If
Intercom Barge is disable d, the phone will handle an incoming intercom call like a

waiting call . Intercom Barge is disabled by default.

Note To enable the phone to receive a new incoming call when it has an active call, make sure
that call waiting feature is enabled on the phone in advance. For more information , refer
to Call Waiting on page 94.

To configure intercom features via phone user interface:

1. Press Menu -> Feature s-> Intercom .

2. Make the desired chan ges.

Intercom

1. Accept Intercom:

Switch

3. Press the Save soft key to accept the change orthe  Back soft key to cancel.

These specific parameters  are configurable via web user interface at the path

Features -> Intercom .

Using Intercom

To place an intercom call whe n the target phone is idle

1. Press the intercom key when the phone is idle

The called destination plays a warning tone and automatically answers the call in

the speakerphone mode by default.

2. To end the intercom call, press the intercom key again orthe  EndCall soft key.

Multicast Paging

You can use multicast paging to quickly an  d easily broadcast time sensitive
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announcements to users who are listening to a specific multicast group . You can
configure a multicast p aging key or the paging list key on the phone , which allows you
to send a R eal Time Transport Protocol (RTP) streamto the pre -configured multicast
address(es) without involving SIP signaling. You can configure the phone to receivea n
RTP stream from pre -configured multicast listening address(es) without involving SIP
signaling. You can specify up to 10 multicast listening addresses

Sending RTP Stream

To configure a multicast paging key via phone user interface:

Press Menu -> Features -> DSS Keys.
Select the desired DSS key.
Press @ or @ , or the Switch soft key to select Key Event from the Type field.

Lol

Press@ or @ , or the Switch soft key to select Multicast Paging from the Key
Type field.

Line Key 4

| Multicast Paging ﬂ|

5. (Optional.) Enter the string that will appear on the LCD screen in the Label field.

6. Enter the multicast IP address and port number  (e.g., 224.5.6.20:10008) in the Value
field.

The valid multicast |IP address es range from 224.0.0.0 to 239.255.255.255.
7. Pressthe Save soft key to accept the change or the Back soft key to cancel.
M ulticast paging key is configurable via web user interface at the path DSSKey-> Line
Key.

To configure a paging list key v ia phone user interface:

1 Press Menu -> Features -> DSS Keys.

2. Select the desired DSS key.

3. Press@ or @ , or the Switch soft key to select Key Event from the Type field.
4 Press@ or @ , or the Switch soft key to select Paging Listfrom the Key Type

field.
——————line Key +4¥——————
|F'aging Lizt 1Ir|
[ Back ] ] Suitch | Save ]
5. (Optional.) Enter the string that will appear on the LCD screen in the Label field.

6. Pressthe Save soft key to accept the change or the Back soft key to cancel.
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Paging list key is configur able via web user interface  at the path DSSKey-> Line Key .
To configure paging list via phone user interface:

1. Press the paging list key when the phone is idle.

2. Press @ or @ to select a desired paging group.
The default tag is Empty if it is not config ured before.
1. (Empty)

2. (Empty)
3, (Empty)

4, (Empty)

[ Back ] ] Option | Paging

3. Press the Option soft key and then p ress the Edit soft key .

4. Enter the multicast IP address and port number  (e.g., 224.5.6.20:10008) in the
Address field.

The valid multicast |IP address es range from 224.0.0.0 to 239.255.255.255.

——Fdit Paging Address——

|22-’-1- 5.6.20: 10003 |

[ Back ] 123 ] Delete | Save |

5. Enter the g roup name inthe Label field.
6. Pressthe Save soft key to accept the change.
7. Repeatstep s2to 6, you can add more paging groups.

Paging list is configurable via web user interface at the path Directory -> Multicast IP.
To delete a paging group via phone user interface:

1. Press the paging list key when the phone is idle.
2. Press @ or @ to select a desired group.
3. Pressthe Option soft key and then select Delete .

The LCD screen prompts 0Delete selected paging group? 0.

1, Prodoct

llarning
Delete selected paging

araine

Cancel

4. Pressthe OK soft key to accept the chan ge or the Cancel soft key to cancel.

If you want to delete all paging group s, you can press the Del All soft key.

You can also configure the phone to use a default codec for sending multicast RTP

stream via web user interface .
To configure a default codec  for multicast paging via web user interface

1. Click on Features -> General Information .
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2. Select the desired codec from the pull

The default codec is G722.

Yealink | s

Account

-down list of Multicast Codec .

Forward&DND

General
Information

Audio

Intercom
Transfer

Call Pickup
Remote Control
Phone Lock
ACD

SMS

Action URL
Power LED

Notification Popups

General Information
Cal Watting
Cal Waiting On Code
Cal Waiting Off Code

Auto Redial

DTMF Repetition

DSSKey

Enabled

Disabled

3

Multicast Codec

G722

Play Hold Tone

Play Hold Tone Delay
Allow Mute

Dual-Headset
Auto-Answer Delay(1~4s)
Display Method on Digling

Auto Linekeys

Enabled

30

Enabled

Disabled

1

User Name

Diszbled

Cancel

Directory

NOTE

Call waiting

It allows IP phones to receive a
new incoming call when there is
already an active call.

Auto Redial

It allows IP phones to
automatically redial a busy
number after the first attempt.

Key As Send
Assigns "#" or "*" as the send
key.

Hotline

1P phone will automatically dial
out the hotline number when
lifting the handset, pressing the
speakerphone key or the line
key.

‘Call Completion

It allows users to monitor the
busy party and establish a call
when the busy party becomes
avaiiable to receive a call.

You can click here to get
more guides.

3. Click Confirm to accept the change.

Note If G722 codec is used for multicast paging,

Default codec for multicast paging

Receiving RTP Stream

the LCD screen will display the HB' icon to
indicate that high definition voi ce is provided

is configurable via web user interfa

ce only.

You can configure the phone to receive a Real Time Transport Protocol (RTP) stream from

the pre -configured multicast address(es) without involving SIP signaling. You can

specify up to 10 multicast addresses that the phone listens

to on the network.

How the phone h andles incoming multicast paging calls depends on Paging Barge and

Paging Priority Active parameters configured via web user interface.

Paging Barge

The paging barge parameter defines

priority of an incomi

ignored automatically. If Disabled is selected from the pull

the voice call in progress

Valid values in the Paging Barge field:

1to 10: Define the priority of the active call, 1

lowest.

the priority of the voice call in progress. If the
ng multicast paging call is lower than that of the active call, it will be
-down list of Paging Barge,

will take precedence over all incoming multicast paging calls.

with the highest priority, 10 with the

Disabled : The voice call in progress will take precedence over all incoming paging
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calls.
Paging Priority Active

The pagi ng priority active parameter decides how the phone handles incoming

multicast paging calls when there is already a multicast paging call on the phone. If
enabled, the phone will ignore incoming multicast paging calls with lower priorities,
otherwise, the p hone will answer incoming multicast paging calls automatically and

place the previous multicast paging call on hold. If disabled, the phone will

automatically ignore all incoming multicast paging calls.

To configure multicast listening addresses via web us er interface:

1. Click on Directory -> Multicast IP.

2. Select the desired value from the pull  -down list of Paging Barge .

3. Select the desired value from the pull  -down list of Paging Priority Active .
4,

Enter the multicast IP address(es) and port number (e.g., 224.5.6.20:10008) which
the phone listens to for incoming RTP multicast in the Listening Address field .

5. Enter the label in the Label field.

Label will appear on the LCD screen when receiving the multicast RTPstream .

Yealink |+

Status Account Network DSSKey Features Settings Directory
Local Directory Multicast Listening NOTE
P; Bal 10 -
Remote Phone =aing Bsrge Multicast Paging
Book - Multicast paging allows IP
Paging Priority Active Enabled ST 0GR RE e
Real-time Transport Protocol
pronccatmo RGO srra ik NS (e oewaaramen
N pre-configured multicast
LDAP 1 IP Address 224.5.6.20:10008 Product 1 i) e M
2 1P Address 5 SIP signaling. Up to 10 listening
Multicast IP multicast addresses can be
3 1P Address 3 specified on the IP phone.
Settin:
9 4 1P Address 4 You can click here to get
5 1P Address 5 more guides.
6 IP Address 6
7 IP Address 7
8 1P Address 8
9 1P Address 9
10 IP Address 10

6. Click Confirm to accept the change.

Note The priorities of listening addresses are predefined: 1 with the highest priority, 10 with the
lowest.

M ulticast listening addresses are configurable via web user interface only.

Using Multicast Paging

To send RTP d¢ream via a multicast paging key when the receiver & phone is idle :

1. Press the multicast paging key  when the phone is idle
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The phone sends RTP to a preconfigured multicast address (IP: Port).

Both the sender & and receive r& phones play a warning tone and the receiver
automatically answers the  multicast RTP session in the speakerphone mode.

The multicast paging key LED illuminates solid green.

The following figure shows a multicast RTP session on the phone:

F=3UNE| Talking

[ ] tHud ] I Endcal

2. To place the current multicast RTP session on hold , press the Hold soft key .

The sender & phone places the multicast RTP session on hold and receiver 8 phone

releases the session.
3. To resume the held multicast RTP session, press the Resume soft key.
The multicast RTP session is established again.

4. Toendthe multicast RTP session, press the EndCall soft key.

Note Multicast RTP is one way only from the sender to the multicast add ress(es) (receiver). For
outgoing RTP multicasts, all other existing calls on the phone will be placed on hold .

To send RTP ¢ream via a paging key list when the  receiver & phone is idle :

1. Pressthe paging list key when the phone is idle
2. Press @ or @ to select the desired group.
1, Product

2. [Empty)
2. (Empty)

4, [Empty)

| Back | ] Cption ] Paging ]

3. Press or the Paging soft key to send RTP

4. To place the current multicast RTP session on hold , press the Hold soft key .

The sender & phone places the multicast RTP session on hold and receiver 6 phone

releases the session.
5. Toresume the held multicast RTP session, press the Resume soft key.
The multicast RTP session is established again.

6. To end the multicast RTP session, press the EndCall soft key.

Music on Hold

Music on hold (M oH) is the business practice of playing recorded music to fi Il the silence

that would be heard by  the party placed on hold. To use this feature, you should specify
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Note
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a SIP URI pointing to a Music on Hold Server account. When a call is placed on hold, the
phone will send a SIP INVITE message to the Music on Hold Serve r account. The Music
on Hold Server account automatically answers the SIP INVITE messages and
immediately plays audio from  some source located anywhere (LAN, Internet) to the
held party . Contact your system administrator for the SIP URI.

To configure music on hold server via web user interface:

1. Click on Account -> Advanced .
2. Select the desired account from the pull  -down list of Account .

3. Enter the SIP URI (e.g., sip:moh@ sip.com) in the Music Server URI field.

Yealink |+

Account Network DSSKey Features Settings Directory Security
:
Register LEUE
Keep Alve Type Default -
Basic DTME
Keep Alive Interval(Seconds) 30 It is the signal sent from the IP
Codec . phone to the network, which is
RPort Disabled generated when pressing the 1P
Advanced Subscribe Period(Seconds) 1800 SimEE R i
. ‘Session Timer
It allows a periodic refresh of
E SIP sessions through a
- re-INVITE reguest, to
determine whether a SIP
SIP Server Type Default - session is still active.
Music Server URT sip:moh@sip.com
Busy Lamp Field/BLF List
Directed Call Pickup Code Monitors a specific extensionfa
list: of extensions for status
Group Call Pickup Code changes on IP phones.
Distinctive Ring Tones Enabled -
Shared Call Appearance
Unregister When Reboot Disabled - (SCA)/ Bridge Line
Appearance (BLA)
DG Disabled M It allows users to share a SIP
. line on several IP phones. Any
VQ RTCP-XR Collector name e
VQ RTCP-XR Collector address originate or receive calls on the
shared line.
VQ RTCP-XR Collector port 5060
Network Conference
It allows multiple participants

4. Click Confirm to accept the change.

When you have placed a c all on hold, the held party  can hear the music.

For this feature to function , all involved parties cannot use encrypted RTP  (SRTP)

M usic on hold server is configurable via web user interface only.
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Automatic Call Distribution (ACD)

ACD is often used in offices for customer service, such as call center. The ACD system
handles large volumes of incoming calls from callers who have no need totalk to a
specific person but who require assistance from any of multiple persons at the earliest
opportunity. ACD on the SIRT42G IP phone allows the ACD system to distribute large
volumes of incoming callsto  the registered ACD users. To use this fea ture, you should

configure an ACD key in advance.

Note Make sure ACD is enabled on your IP phone. For more information on enabling ACD
contact your system administrator.

To configure an ACD key via phone user interface:

1. PressMenu -> Feature s-> DSS Keys.
2. Select the desired DSS key.
3. Press @ or @ , or the Switch soft key to select ACD from the Type field .

Line Key 4

ACDh 1

[ Back J ] sSuitch

4. (Optional .) Enter the string that will appear on the LCD screen in the Label field.

5. Press the Save soft key to accept the change or the  Back soft key to cancel.
ACD key is configurable via web user interface at the path DSSKey-> Line Key .
To log in to the ACD system :

1. Pressthe ACD key when the phone is idle
The LCD screen prompts you the following information
User ID: the identity used tologin to the queue .

Password : the password used to log in to the queue .

A

FIM_

Cancel | 123 ] Delete ] Login

2. Press the Login soft key to log in.

Note Contact your system administrator for the User ID and Password to access the ACD
system.

After configur ing an ACD key, you can press the ACD key to log in  to the ACD system .
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Note

After logging in, you are ready to receive calls from the ACD system . You can press the
ACD key to show your current  ACD user status. You can press the Avail /Unavail soft key
to change y our ACD user status. ACD user status synchronizes o n both IP phone and

ACD system.

When you set the ACD user status to be available, the ACD key LED illuminates solid
green, and then the server begins distributing call s to your phone. When you set the

ACD user status to be unavailable, the ACD key LED flashes green, and then the server
temporarily stops distributing calls to your phone. To log out of the ACD system , press the

Logout soft key.

It is recommended you configure no moret  han one ACD key per phone. At any time, at
most one ACD key can be in progress on your phone

Shared Call Appearance (SCA)
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You can use SCA feature to sha re an extension which can be  registered on two or more
IP phones at the same time. The shared line is indicated by a different line icon.

In the following figure, the first line is private and the second line is shared

Tue May 26

4609

History JDirectory] DND

If two phones share a line, a nincoming call to this extension will cause both phones to

ring simultaneously . The incoming call can be answered on  either phone but not both.

This feature is very useful in the boss and secretary scenario. For example, the secretary

can share the boss's exte nsion on her phone. When there is an incoming call to the
extension of the boss, both the phones of the boss and the secretary will ring

simultaneously. Either the boss or the secretary can answer the call. Calls on the shared
line can be p laced on hold , barged in or retrieved from another shared  phone .
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Configuring SCA Feature on the IP Phone

You can configure a primary account on the IP phone and other alternate accounts on
the other IP phones. In a SCA Hybrid Key System scenario, you can automatically assign
multiple DSS keys with Line type for a registered shared line on the phone (If auto

linekeys feature is enabled). For example, party A, party B share the account 4603,

phone A registers the primary account 4603 and assigns line key 1 and line key 2 f or the
account 4603, phone B registers the alternate account 4603_1 and assigns line key 1 and

line key 2 for the account 4603_1, phone C registers the account 4604.

Server

Party B

Phone A (line 1 and Phone B (line 1 and
Party A line 2):4603 line 2): 4603_1

Party C Phone C: 4604

To configure the auto linekeys feature  via web user interface

1. Click on Features -> Gener al Information .

2. Select Enabled from the pull -down list of Auto LineKeys .
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If Auto LineKeys is enabled, you can automatically assign multiple DSS keys with

Line type for a registered shared line on the phone.

Yealink |+

Status Account Network DSSKey Settings Directory Security
oy et
Call Waiting Enabled L4
General Call Waiting
Information Call Waiting On Code It alows IP phones to receive a
new incoming call when there is
- Call waiting Off Code already an active call.
Audio
Auto Redil Disabled - Auto Redial
Intercom It allows IP phones to
. automatically redial 2 busy
Transfer . number after the first attempt.
. . Key As Send
Call Pickup Assigns "#" or "*" as the send
key.
Remote Control Allow IP Call Enabled -
. " Hotline
1P Direct Auto Answer Disabled - 1P phone wil automaticall il
Phone Lock
Call List Show Number Disabled - out the hotline number when
lifting the handset, pressing the
ACD Voice Mail Tone Enabled - speakerphone key or the line
key.
SMS DHCP Hostnzme SIP-T426
Call Completion
. Reboot in Talking Disabled - It allows users to monitor the
Action URL busy party and establish a call
Hide Feature Access Codes Disabled - when the busy party becomes
Power LED availeble to receve a call.
Display Method on Dialing User Name -
Notification Popups | Auto Linekeys Enabled . | You can click here to get
more guides.

3. Click Confirm to accept the change.

To config ure the shared line settings and the number of line key on phone A via web
user interface:

1. Register the primary account 4603.

Log Out
Yealink|
€alNK | r46
MNetwork DSSKey Features Settings Directory Security
Regiter L =T or
Register Status Registered
Basic Account Registration
Line Active Enabled - Registers account(s) for the IP
phone.
Codec Label 4603
. Server Redundancy
Advanced Togzllzs 4603 1t & often required in VoIP
deplymants to ensure
N 4
Eaoelane 603 continuky of phone service, for
User Narne 4603 avents where the server needs
to be taken offine for
Password —— maintenance, the server fais, or
the connection between the I
SIP Server 1 phone and the server fals.
Server Host phec. yealnk, com Port 5060 NAT Traversal
A general term for techniques
Transport uop hd that establsh and mantan 1P
connections traversing NAT
Server Bxpres 2600 gateways. STUN is one of the
AT rsal n 5
Server Retry Counts 3 SEEE S
e s You can configure NAT traversal
Server Host Port 5060 for this account.
Transport uDP - [ You can dick here to get
more guides.
Server Expires 3600
Server Retry Counts 3
Enzble Outhound Provgy Server Enabled -
Outbound Proxy Server 1 10.1.8.11 Port 5060
Outhound Proxy Server 2 Port 5060
Proscy Falback Interval 3600
NAT Disabled -
Confirm Cancel
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2. Click on Advanced , and then select Shared Call Appearance

list of Shared Line .

3. Enter the desired number inth e Number of line key field.

This field appears only if

The defaul t value is 1. In this example,

Yealink |+

Codec

Advanced

Account

Keep Alive Type
Keep Alve Interval(Seconds)
RPort

Subscribe Period(Seconds)

BLF List Retrieve Call Parked Code

Network

Auto Linekeys is enabled .

the value is set to 2.

DSSKey Features Settings
Default -
30
Disabled -
1800

Shared Line

Shared Call Appearance

Call Pull Feature Access Code
Dialog Info Call Pickup

BLA Mumber

Qut Dizglog BLF

VQ RTCP-XR Collector name
VQ RTCP-XR Collector address

VQ RTCP-XR Collector port

Disabled -

Disabled -

5060

|Number of line key

: |

Confirm

Cancel

Directory Security

DTMF

It is the signal sent from the IP

phone to the network, which is
generated when pressing the IP
phone’s keypad during a call.

Session Timer

It alows a periodic refresh of
SIP sessions through a
re-INVITE reguest, to
determine whether a SIP
session is still active.

Busy Lamp Field/BLF List
Monitors a specific extension/a
list of extensions for status
changes on IP phones.

Shared Call Appearance
(SCA)/ Bridge Line
Appearance (BLA)

It allows users to share a SIP
line on several IP phones. Any
IP phone can be used to
originate or receive calls on the
shared line.

Network Conference
It allows multiple participants

from the pull -down

4. Click Confirm to accept the change.

The phone A will automatically
according to the configured number in the

To configure the shared line settings and the number of line key on phone B

user interface:

1. Register the alternate account

Number of line key field.

4603_1.

configure the line keys from the first unu sed DSS key,

via web
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(Enter the primary account 4603 in the Register Name field.)

.
Yealink |+
MNetwork DSSKey Features Settings Directory Security
Register L E—— ) o
Register Status Registered
Basic Account Registration
Line Active Enabled - Registers account(s) for the 1P
phone.
Codec Label 4603_1
§ Server Redundancy
Advanced Diplay Name 4603 1 It & often required in VoIP
deployments to ensure
AT — continuky of phone service, for
User Name 4603 1 avents whare the server needs
B to be taken offine for
Password —— maintenance, the server fals, or
the connection between the
SIP Server 1 phone and the server fals.,
Server Host phoc.vealnk.com Port 5060 MAT Traversal
A general term for techniques
Transport uoe hd that establsh and mantan 1P
connections traversing NAT
Server Bxpres 2600 gateways. STUN is one of the
A rsal n 5
Server Retry Counts 3 S
e ‘You can configure NAT traversl
Server Host Port 5060 for this account.
Transport UDpP - [ You can dick here to get
more guides.
Server Expires 3600
Server Retry Counts 3
Enzble Duthound Prowy Server Enabled -
Outhiound Proxy Server 1 10.1.8.11 Part 5060
Outhound Prowy Senver 2 Port 5060
Proxy Falback Interval 2600
NAT Disabled -
[ Confitm ] [ Cancel ]

2. Click on Advanced , and then select Shared Call Appearance from the pull -down

list of Shared Line .
3. Enter the desired number inthe Number of line key field.

This field appears only if  Auto Linekeys is enabled.

The default value i s 1. In this example, the value is set to 2.

Yealink |+

Network DSSKey Features Settings Directory Security
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BLF List Retrieve Call Parked Code

Shared Line

Shared Call Appearance

Call Pull Feature Access Code

Register
Keep Alve Type Default -
Basic DIMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the P
Codec - phone to the network, which is
Rport Disabled generated when pressing the IP
hane’s ki d d Il
Advanced Subscribe Period(Seconds) 1800 phone’s keypad during a cal

Session Timer

It alows a periodic refresh of
SIP sessions through a3
re-INVITE reguest, to
determine whether a SIP
session is still active.

Busy Lamp Field/BLF List
Monitors a specific extension/a
list of extensions for status

Dialog Info Call Pickup Disabled - changes on IP phones.

BLA Mumber
Shared Call Appearance

Qut Dizlog BLF Disabled - (SCA)/ Bridge Line
Appearance (BLA)

VQRTCP-XR Collector name It allows users to share a SIP
line on several IP phones. Any

VQ RTCP-XR Collector address 1P phone can be used to

VQ RTCP-XR Collector port 5060 originate or receive calls on the
shared line.

2

|Number of line key

Confirm

Cancel

Network Conference
It allows multiple participants
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4. Click Confirm to accept the change.

The phone B will automatically configure the line keys from the first unused DSS key,
according to the configured number in the Number of line key field.

Configuring private  hold soft key or private hold key

Public hold allows any shared line to retrieve the held call. Private hold only allows the

hold party to retrieve the held call. For example, you can retrieve the held call on either

phone A or phone B when you place aca Il on public hold; you can retrieve the held call

only on phone A when you place a call on private hold on phone A. By default, the

private hold soft key isndt di spl anfigue edher thehe LCD scr ¢
private hold soft key or a private hold key before you place the call on private hold.

To configure the private hold soft key via web user interface:

Click on Settings -> Softkey Layout .
Select Enabled from the pull -down list of Custom Softkey .

1
2
3. Select On Talk from the pull -down list of Call States.
4

Select Private Hold from the Unselected Softkeys column and then click |

The Private Hold appears inthe Selected Softkeys column.

logout

Yealink | v+

|' Directory || Security ’

NOTE
Preference Custom Softkey Enabled ad
- Softkey Layout
Time & Date Call States On Talk v e oty Lot tamplate
allows you to customize soft key
Call Display layout for different call states.
Selected Softkeys The call states include CallFailed,
Unselected Softkeys ‘Ordered by position) CallIn, Connecting, Dialing (not
Upgrade Empty Transfer applicable to SIP-T48G),
Mute Hold RingBack and Talking. After
Auto Provision Swap Conference setup, place the templates to the
New Call E] End Call g:owsmmng servet“amj specify
= Switch Account Private Hold| e access URL in the
Configuration Answer configuration files.
Reject
Dial Plan Park [@ You can dlick here to get
Group Park more guides.
¥ RTP Status
Voice
Ring
Confirm Cancel Reset to default
Tones

5. Click Confirm to accept the change.
To configure a private hold key via phone user interface:

1. PressMenu -> Features-> DSS Keys.
2. Select the desired DSS key .
3. Press @ or @ , or the Switch soft key to select Key Event from the Type field.
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4. Press @ or @ , or the Switch soft key to select Private Hold from the Key Type

5.
6.

field.

— line Key 3

|F‘ri |
Ba

wate Hold

Switch

L L

(Optional.) Enter the string that will appear on the LCD screen in the Label field.

Press the Save soft key to accept the change or the

Configuring call pull feature

Back soft key to cancel.

Call pull feature allows users to retrieve an existing call from another shared phone that

is in active or public hold status.

To configure the call pull feature access code via web user interface:

1.
2.

Click on Account -> Advanced .

Select the desired account from the pull

Enter the call pull feature access code (
Code field.

-down list of Account .

e.g., *11) in the Call Pull Feature Access

Yealink | :s

Register
Basic
Codec

Advanced

Keep Alive Type
Keep Alive Interval(Seconds)
RPort

Subscribe Period(Seconds)

BLF List Barge In Code

BLF List Retrieve Call Parked Code

Disabled

1800

Shared Line Shared Call Appearance ~
Call Pull Feature Access Code *11

Dialog Info Call Pickup Disabled -
Unregister When Reboot Disabled -
Out Dialog BLF Disabled -
VQ RTCP-XR Collector name

VQ RTCP-XR Collector address

VQ RTCP-XR Collector port 5060

Confirm

Cancel

DTMF

It is the signal sent from the IP
phone to the network, which is
generated when pressing the IP
phone’s keypad during 3 call.

Session Timer

It allows a periodic refresh of
SIP sessions through a
re-INVITE request, to
determine whether a SIP
session is stil active.

Busy Lamp Field /BLF List
Monitors a specific extension/a
list of extensions for status
changes on IP phones.

Shared Call Appearance
(sca)/ Bridge Line
Appearance (BLA)

It allows users to share a SIP
line on several IP phones. Any
1P phone can be used to
originate or receive cals on the
shared line.

Network Conference
It allows multiple participants

4,

Click Confirm to accept the change

The phone will dial out

Using SCA Feature on the IP Phone

This section provides you with detailed information on using
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0*116 automatically when you press the  CallPull soft key.

the SIP-T42G IP phone in a
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SCA Hybrid Key System scenario. In a SCA Hybrid Key System scenario, the status of the
line key LED which associates with a shared line will change. For more info rmation on
line key LED indicat ors, referto LED Instructions on page 4.

You can do the following using  the IP phone in a SCA Hybrid Key System scenario:

Placing calls

Answering calls

Placing a call on hold
Retrieving a held call
Barging in an active call

Call Pull

Placing Calls

You can have one call or multiple call s on the shared line.
To place a call on the shared line:
Do one of following:

- Enter the desired number using the keypad when the phone is idle.

Press , , or the Send soft key.

The phon e will dial the entered  number using the first line key.

- Press the line key when the phone is idle to enter the dialing screen.

Enter the desired number using the keypad and then press , , orthe Send

soft key.

The phone will dial the entered  number using the selected line key.
To place multiple calls on the shared line:

You can have more than one call  on the shared line. To place a new call when there is

an active call on phone A, do  one of the following on phone A:

- Press the Hold soft key. The original call is placed on hold.
Press the NewCall soft key to enter the dialing screen.

Enter the desired number using the keypad

Press , , or the Send soft key.
O,

Phone A will dial the entered number using the line key 2 automatically.

- Pressthe line key . The original call is placed on hold.

Enter the desired number using the keypad.

Press , , or the Send soft key.

Phone A will dial the entered number using the selected line key.
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Answering Calls

You can have one call or multiple calls on the shared line. Incoming calls will be
distributed evenly among the available line keys.

To answer a call on the shared line:

When an incoming call arrives on the shared line, the phone A and phone B will ring
simultaneously, and the LED indicators of the line key 1 on both phone A and phone B
will flash green. You can answer the incoming call on either phone A or phone B but not
both.

Do one of the following  on phone A or phone B

- Press the line key 1,

The LED indicator of the line key 1 on phone A will illuminate solid green and phone

, or the Answer soft key on phone A.

B will illuminate solid red.

- Press the line key 1,

The LED indicators of the line key 1 on phone A will illuminate solid red and phone B

\ or the Answer soft key on phone B .

will illuminate solid green.
To answer multiple calls on the shared line:

An incoming call arrives on the shared | ine when ther

key 1. The LED indicators of the line key 2 on both phone A and phone B will f ast flash

green. You can answer the incoming call on either phone A or phone B. The LCD screen
ofphone A di spl ays the information of t hcal:4604comi ng cal l (
Yeal i nko) .

Note Make sure call waiting feature is enabled on phone A. For more information , referto Call
Waiting on page 94.

Do one of the following on phone A
- Press the line key 2. Phone B stops ringing.
- Press the Answer soft key. Phone B stop s ringing.

- Press @ to access the new call.
Press or the Answer soft key. Phone B stop s ringing.

The incoming call is answered and the original call is placed on hold. The LED
indicators of the line key 1 on phone A will slow flash green and phone B will slow

flash red indicating that there is the held call on the line key 1. The LED indicators of
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the line key 2 on phone A will illuminate solid green and phone B will illuminate solid
red indicating that there is an active call on the line key 2.

You can also answer the call on phone B. Do one of the following on phone B
- Press the line key 2. Phone A stop s ringing.

- Press or the Answer soft key. Phone A stop s ringing.

The LED indicator s of the line key 2 on phone A will illuminate solid red and phone B
will illuminate solid green indicating that there is an active call on the line key 2.
Meanwhile, The LED indicators of the line key 1 phone A will illuminate solid green
and phone B will illuminate solid red indicating that there is an active call on the line
key 1.

Note If the number of incoming calls is greater than the configured line keys, the line keys will

be used by sequence circulation.

Placing a Call on Hold

To place a call on public hold:

1. Pressthe Hold soft key on phone A when party A and party C are talking.

604

mit

The line key LED s on phone A slow flash gree n and phone B slow flash red when
the shared line call is placed on hold.

To place a call on private hold:

1. Pressthe PriHold soft key or private hold key on phone A when there is an active
call on the shared line  (You may need to press the More soft key to see the PriHold
soft key) .
Talking

4609 Tealink
4609

A

The line key LED slow flashes green on phone A when the shared line call is placed
on private hold.

The line key LED illuminate s solid red on phone B when the shared line call is
placed on private hold.
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Retrieving a Held Call

To retrieve a call placed on public hold:
You can retrieve the public held call on either phone A or phone B.
To retrieve the call on phone A:

1. Presstheline key with the slow flashing green LED indicator or the Resume soft key.

The conversation betwe en phone A and phone C is retrieved.
To retrieve the call on phone B:
Do one of the following:
- Pressthe line key with the slow flashing green LED indicator.
- Pressthe Resume soft key on phone A.

- Long press the desired line key . The Cancel , CallPull, NewCa Il and Retrieve soft keys
appear on the LCD screen

1, SC& Held: 4604 Yealink

| CallFul ] Newcall ] Retrieve

Press the Retrieve soft key to retrieve the call.

Cancel

The conversation is established between phone B and phone C, phone A disconnects
the call. Andthe line key LED on phone A illuminates solid red and pho ne B illuminates

solid green.

To retrieve a call placed on p rivate hold:

The private held call can be only retrieved by the hold party (party A)
Do one of the following:

- Press the line key with the slow flashing green LED indicator .

- Pressthe Resume soft key on phone A.

Barging In an Active Call

To interrupt the active call on the shared line :

If phone A has only one active call, do the following:

1. Long press the desired line key on phone B.
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The Cancel , CallPull, NewCall and Barge In soft keys appearont he LCD screen of
phone B.

1. SCA Active: 4604 Yealink

Cancel

| CallFull_] HewCall ] Barge In ]

2. Press the Barge In soft key to interrupt the active call of phone A.
Party B will set up a conference call with the other parties in the active call.

3. Pressthe Hold orthe EndCall soft key.

- Ifany party in the conference callp  resses the Hold soft key, two -way voice can

be heard between the remaining parties.

- If party A or party B presses the EndCall soft key, the remaining parties are still
connected. Ifthe other party (notthe shared line party) presses the EndCall soft
key, the conference callis ended.

You can also press the line key with the solid red LEDindicator on phone B to setup a
conference call with the other parties in the active call.

If phone A has more than one call, do the following:
1. Long pressthe desired line key on phone B.

The list of calls appears on the LCD screen of phone B .

hared Calls
1. SCA Held: 4604 Yealink

2 SCA Activerdbld Yealink

Cancel | CallFull ] HewCall IR

2. Press @ or @ to select the active call.

The Cancel , CallPull, NewCall and Barge In soft keys appear when the active call is
highlighted.

—————Shared Calls
1. SCA Held: 4604 Yealink

Cancel | CallPul | HewCall ] Barge In]

3. Pressthe Barge In soft key to inte rrupt the active call of phone A.

Party B may hear a warning tone and then set up a conference call with the other
parties of the active call.

4. Pressthe Hold or the EndCall soft key.

- If any party in the conference call presses the Hold soft key, two -way vo ice can

be heard between the remaining parties.

- If party A or party B presses the EndCall soft key, the remaining parties are still
connected. Ifthe other party (notthe shared line party) pressesthe EndCall soft
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Call Pull

key, the conference callis ended.

Call pull feature allows users to retrieve an existing call from another shared phone that

is in active or hold status. For example, when there is a call between phone A and

phone C, you can use call pull feature on phone B to retrieve this call from phone A.

Then the call is established between phone B and phone C.

To retrieve a call from another shared phone :

If there is an active call between phone A and phone C, do the following:

1.

Long press the desired line key on phone B.

The Cancel , CallPull, NewC all and Barge In soft keys appear on the LCD screen of

phone B.

L SCA Active:dkld Yealink

| CallFull ] HewCall | Barge In ]

Cancel

Press the CallPull soft key.

The active call has been retrieved from the phone A successfully.

If there is a held call between phone A and phone C, do the following:

1.

Long press the desired line key on phone B.

The Cancel , CallPull, NewCall and Retrieve soft keys appear on the LCD screen of

phone B.

. SCA Held: 4604 Yealink

[ CallPul_I HewCall 1R

Cancel

Press the CallPull soft key.

The held call has been retrieved from the phone A successfully.

Bridged Line Appearance (BLA)

BLA allows users to s hare a SIP line on two or more IP phones. Users can monitor the

specific extension (BLA number) for status changes on each IP phone. To use this feature,

a BLA group should be pre -configured on the server and o  ne of them is specified as a

BLA number. BLA depen ds on support from a SIP server .
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In the following figure, the first line is private and the second line is shared:

11:46 2

19 May 2015

14019333020

History JDirectory]  DHD

Any IP phone can be used to originate or receive calls on the bridge d line. Anincoming
call to the BLA number can be presentedto  multiple phones in the group simultaneously.
The incoming call can be answered on  any IP phone of the group but not all.

Configuring BLA Feature on the IP Phone

You can share a BLA number on two or more phones . For example, phone A registers
the account 14019833020 and assigns BLA number, phone B registers the account
10462190020 and assigns BLA number, phone C registers the account 14755608020.
Phone A and phone B share the BLA nhumber 14084588327.

Server
S
0
S
Party B
Phone A Phone B

Party A 14019833020 10462190020
BLA number: (14084588327) BLA number: (14084588327)

Phone C
14755608020

Party C
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To register an account and configure BLA feature on ph  one A via web user interface:
1. Register the account 14019833020.

Log Out

Yealink | vs:6

MNetwork DSSKey Features Settings Directory Security

Regter L c=ymmam o

Register Status Registered
Basic N N Account Registration
Line Active Enabled - Registers account(s) for the P
phone.
Codec Label 14012833020
. ‘Server Redundancy
Advanced Display Name 14012833020 1t & often required in VoIP
deplyments to ensure
Register Name 14019833020 contnuky of phone service, for
User Name 14084583327 avents where the server needs
to be taken offine for
Password s - maintenance, the server fais, or
the connection between the P
SIP Server 1 phone and the server fals.
Server Host sip.ringcentral.com Port 5060 MAT Traversal
A general term for techniques
Transpart uop hd ‘that establsh and maintain 1P
connections traversing NAT
Server Bxpres 2600 gateways. STUN is one of the
A rsal n 2
Server Retry Counts 3 S AT T
e ‘You can configure NAT traversl
Sarver Host Part 5060 for this account.
Transport uDP - [ You can dick here to get
mare guides.
Server Expires 3600
Server Retry Counts 3
Enable Outbound Prowy Server Enabled -
Outbound Proxy Server 1 sip114.ringcentral.com Port 5099
Outhound Proxy Server 2 Port 5060
Proxy Falback Interval 3600
NAT Disabled -
[ Confirm ] [ Cancel ]

2. Click on Advanced , and then select Draft BLA from the pull -down list of Shared
Line.

3. Enter the desired number inthe BLA Number field .

R REEEERIII__———————————w—=——,——w..
Log Out

Yealink | v

Status Account Network DSSKey Features Settings Directory Security

Keep Alve Type Default -
Basic DTMF

Keep Alive Interval(Seconds) 30 It is the signal sent from the IP
Codec . phone to the network, which is

Rport Disabled generated when pressing the 1P
Advanced Subscribe Period(Seconds) 1800 bIEEE = AN R,

Session Timer
It allows a periodic refresh of
SIP sessions through 3

- re-INVITE request, to
determine whether a SIP
BLF List Retrieve Call Parked Code session is still active.

| Shared Line Draft BLA - |
Busy Lamp Field/BLF List
Dialog Info Call Pickup Disabled - Monitors a specific extension/a

list of extensions for status
| BLA Number 14084588327 | changes on IP phones.
BLA Subscription Period 300
- Shared Call Appearance
SIP Send MAC Disabled - (SCA)/ Bridge Line
" . Appearance (BLA)
SEE Disabled It allows users to share a SIP
SIP Registration Retry Timer(0~18005) 30 iz 7 SEEE | B iR
IP phone can be used to
VQ RTCP-XR Collector address originate or receive calls on the
shared line.
VQ RTCP-XR Collector port 5060

Network Conference

It allows multiple participants

{more than three) to join in 3
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4. Click Confirm to accept the change
To register an accoun t and configure BLA feature on ph

1. Register the account 10462190020.

Yealink | s

Network

DSSKey

Features

one B via web user interface:

Settings Directory

Security

Register

Register Status Registered

Line Active Enabled -

Label 10462190020

Display Name 10462190020

Register Name 10462190020

Usar Hame 14034583227

Fassword srennsen

SIP Server 1

Server Host sip.ringcentral.com Port 5060
Transpart uop -

Server Expres 3600

Server Retry Counts 3

SIP Server 2

Server Host Port 5060
Transport upe b

Server Expias 3600

Server Retry Counts 3

Enzble Outhound Proy Server Enabled -

Outhound Proxy Server 1 sip214.rngcentral.com Port 5099
Outhound Prooy Server 2 Port 5060

Proxy Falback Interval

HAT

[conﬂ'm]

3600

Disabled

[ Cancel ]

L=y o

Account Registration
Registers account(s) for the P
phone.

Server Redundancy

It & often required in VoIP
deployments to ensure
continuky of phone service, for
avents where the server needs
to be taken offine for
maintenance, the sarver fals, or
the connection batween the P
phone and the server fals.

NAT Traversal

A general term for techniques
that establsh and mantan 1P
connections traversing NAT
gateways. STUN is one of the
NAT traversal techniques.

You can configure NAT traversal
for this account.

[ You can dick here to get
more guides.

2. Click on Advanced , and then select

Line.

Draft BLA from the pull -down list of Shared
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3. Enter the desired number inthe BLA Number field .

Log Out

Yealink | v

Account Network DSSKey Features Settings Directory Security

.
Register NOTE
Keep Alive Type Default -
Basic DTMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the IP
- phone to the network, which is
Codec RPort Disabled M generated when pressing the 1P
hone’s ks d d Il.
Advanced Subscribe Period(Seconds) 1800 LS T REE
. Session Timer
It allows a periodic refresh of
J SIP sessions through a
. re-INVITE request, to
determine whether a SIP
BLF List Retrieve Call Parked Code session is stil active.
| Shared Line Draft BLA - |
Busy Lamp Field/BLF List
Dialog Info Call Pickup Disabled - Monitors a specific extension/a
list of extensions for status
| BLA Number 14084588327 | changes on TP phones.
BLA Subscription Period 300
Shared Call Appearance
SIP Send MAC Disabled - (SCA)/ Bridge Line
SIP Send Line Disabled - FurE etz (L))

It allows users to share a SIP
line on several IP phones. Any
IP phone can be used to
originate or receive calls on the
shared line.

SIP Registration Retry Timer(0~1800s) 30
VQ RTCP-XR Collector address
VQ RTCP-XR Collector port 5060

Network Conference

It allows multiple participants

{more than three) to join in 3

4. Click Confirm to ac cept the change

Using BLA Feature on the IP Phone

This section provides you with detailed information on using the SIP-T42G IP phone in a
BLA scenario . In a BLA scenario , the status of the line key LEDwhich associate s with a
bridge d line will change. For more information on line key LED indicator s, referto LED

Instructions on page 4.
You can do the following  using the IP phone in a BLA scenario :

Placing calls
Answering calls
Place a call on hold

Retrieving a held call

Placing Calls
You can have one call or multiple calls on the bridge d line.
To place acall onthe bridge d line:
Do one of following:

- Enter the desired number using the keypad when the phone is idle.

Press , , or the Send soft key.

The phone will dial the entered  number .
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- Press the line key when the phone is idle to enter the  dialing screen.

Enter the desired number using the keypad and then press , , or the Send

soft key.

The phone will dial the enter ed number.
To place multiple call s on the bridge d line:

You can have more than one call on the bridge d line. To place a new call when there is
an active call on the line key 1 of the phone A, do one of the following on the phone A:

- Press the Hold soft key. The original call is placed on hold.
Pressthe NewCall soft key to enter the dialing screen.
Enter the desired number using the keypad

Press , , orthe Send soft key.
(=)

Phone A will dial the entered number.

- Press the line key . The original call is placed on hold.
Enter the desired number using the keypad.

Press \ , orthe Send soft key.

Phone A will dial the entered number .

Answering Calls

When the phone C dials the BLA nhumber 0140845883270, an incoming call will arrive on
the bridge d line. The phone A and phone B ring  simultaneously and the LED indicators
of the line key on both phone A and phone B will flash green. You can answer the
incoming call on either phone A or phone B but not both.

Do one of the following on phone A or phone B:

- Press , or the Answer soft key on phone A.

Phone B stop s ringing . The LED indicator of the line key on the phone A will

illuminate solid green. Atthe meanwhile, the LED indicator of the line key on the
phone B will illuminate solid red indica ting that there is an active call on  the phone
A.

- Press ,

Phone A stopsringing . The LED indicator of the line key on the phone B will

or the Answer soft key on phone B.

illuminate solid green. At the meanwhile, the LED indicator of the line key on the
phone A will illuminate solid red indicating that there is an active call on the phone
B.
Placing a Call on Hold
To place a call on hold:

1. Pressthe Hold soft key on phone A when party A and party C are talking
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The line key LED s on phone A slow flash gree n and phone B slow flash red when

the bridge d line call is placed on hold .

Retrieving a Held Call

If there is a held call between phone A and phone C, you can retrieve a held call on

either phone A or phone B
To retrieve the held call on phone A:

1. Pressthe line key with the slow flashing green LED indicator or the Resume soft key

on phone A .

The conversation between phone A and phone C is retrieved.
To retrieve the held call on phone B:

1. Pressthe line key with the slow flashing red LEDindicator on phone B .

The conversation is established between phone B and phone C, phone A
disconnects the call

Messages

Short Message Service (SMS)

Note

Note
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You can send and receive  text messages using the SIP-T42G IP phone . New text
messages can be indicated both acousticall y and visually. When receiving a new text
message , the phone will play a warning tone . The power indicat or LED will slow flash
red, and t he LCD screen will prompt  on New Text Message(s) 0 (ond indicates the number

of unread text messages. e.g., 1 New Text M essage (S)) .

When the phone receives a text message, the text message prompt window  will pop up
by default, if you wan tto disable the feature , contact your system administrator for more
information .

21001 | | |
[l Mew Text Mezsagel [:]
D G

You can store text messages in your  phone & Inbox , Sentbox , Outbox or Draftbox . Each

of the boxes can store up to 100 text messages. If the number of the text messages in
one box is more than 100, the phone will directly delete the old est text message in the
box.

SMS is not available on all servers . Contact your system administrator ~ for more
information .
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Toread a text message :

1. PressMenu -> Message -> Text Message -> Inbox .

Inboc

= 1002

Sat Mow 15

[ Bock 1 Reply ) Delete 1 tiew )

2. Select the desired message and then press the View soft key.

Note If the phone prompts receiving new text messages, you can also press the View soft key
toread the new messages directly .

To send a text message:

1. PressMenu -> Message -> Text Message -> New Message .

2. Compose the ne w text message. You can p ress the abc soft key to change the
input mode.

[ Back ] abc ] Delete | Send ]

3. Pressthe Send soft key after completing the content.

4. (Optional.) Press@ or @ , or the Switch soft key to select the desired account
from the From field .

5. Enter the number you want to send the message to  in the To field.

6. Press the Send soft key to send the message or the  Back soft key to cancel.

Send ing a text message is configurable via web user interface at the path
Features > SMS.

To reply a text message:

1. PressMenu -> Message -> Text Message ->Inbox .

2. Select the desired message and then press the Reply soft key.

k

[ Back ] abc ] Delete | Send |

3. Compose the new text message.  You can p ress the abc soft key to change the

input mode .
4. Pressthe Send soft key after completing the content.

5. Check the From and To fields, and then press the Send soft key.
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To delete a text message:

1. PressMenu -> Message -> Text Message ->Inbox (Sentbox , Outbox or Draftbox ).

2. Select the desired message and then press the Delete soft key.

Lelete

Lelete All

Cancel

3. Select Delete to delete the desired message

The LCD screen prompts 0Delete Message? 6.

Mote

[elete message?

Cancel

4. Pressthe OK soft key to delete this message orthe  Cancel soft key to cancel.

You can also delete all text messages by pressing the Delete soft key and then select

Delete All . For more information, refer to the above steps.

Note You can also delete a  specific message after retrieving by pressing the Delete soft key.
Voice Mail
You can leave voice mails for someone else  using the SIP-T42G IP phone. You can also
listen to voice mail sthatare storedina voice mailbox .When receiving a new voice mail,
the phone will play a warning tone . The power indicat or LED will slow flash red, andt he
LCD screen will promp t on New Voice Mail (s)6 (on6 indicates the number of unread voice
messages, e.g., 4 New Voice Mail (s)) and a flashing icon [oo].
=104 [
: 4 Hew Yoice Mail(z) [:
Wign Connect |
If the voice mail pop -up message box disappears, it won't pop up again unless the user
receives a new voice mail or the userre  -registers the account that has unread voice
mail(s).
Note Voice mail is not available on all servers
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You can configure the phone n ot to display the pop -up prompt , contact your sy stem
administrator for more information.
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To leave a voice mail:

You can leave a voice mail for someone else when he/she is busy or inconvenient to
answer the call. Follow the voice pr omp t from the system serverto| eave a voice mail,
and then hang up.

To configure voice mail access codes via phone user interface:

1. PressMenu ->Message s-> Voice Mail -> Set Voice Mail.
2. Pressthe navigation keys to highlight the account which you wantto set .

3. Pressthe 123 soft key to select the proper input m  ode and then enter the voice mail
access code (e.g., * 88).

———Set Voice Mail

*ag

4. Pressthe Save soft key to accept the change or the Back soft key to cancel .

Note Voice mail access code s must be predefined on the system server. Contact your system
administrator for the more information.

To listen to voice mails:

1. When the LCD screen prompts that the phone receives a new voice mail  and the

power indicator LED slow flashes red, you can press or the Connect soft key to
dial out the voice mail access code.

2. Follow the voice prompt to listento  your voice mails.

Note Before listening to voice mail s, make sure the voice mail access code has been
configu red .

When all new voice mails are retrieved, the power indicator LED will go out .

To view the voice mail via phone user interface:

1. PressMenu ->Message s-> Voice Mail -> View Voice Mail.

The LCD screen displays the amount of new and old voice mails

4 Mew 2 0l Waice Ma
Unregisterad

Unregistered
Unregistersad

Connect

2. Select an accountand then pressthe Connect soft key to listen to voice mails .
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Message Waiting Indicator (MWI)

Note

Note
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The SIRT42G IP phone supports MWI feature when receiving a new voice message. If
someone leaves you a voice mail, you will receive a message waiting indicator . MWI
will be indicated in three ways: a warning tone, an indicator message (including a
voice mail icon) onthe LCD screen, and the power indicator LED slow flashes red . This

will be cleared when you retrieve all voice mails or delete them.

The MWI service is unsolicited for some servers, so the SIP  -T42G IP phone only handles
the MWI messages sent from the server . But for other servers, the MWI service is

solicited, so the SIP -T42G IP phone must enable subscription for MWI.

MWI service is not available on all servers. Contact your system administrator for more
information .

The MWI subscription parameters you need to know:

Option s Description

Subscribe for MWI Enable or disable a subscription ~ for MWI service .

Period of MWI subscription. The IP phone sends a
MWI Subscription Period refresh SUBSCRIBE request before initial SUBSCRIBE

expiration .

Enable or disable a subscription to the voice mail
Subscribe MWI To Voice number for MWI service .

Mail To use this feature, you should also configure  the

voice mail number.

The phone will send SUBSCRIBE messages for the MWI service to the acco unt or the
voice number MWI service depending on the server. Contact your system administrator
for more information.

To configure subscribe for MWI via web user interface:

1. Click on Account ->Advanced .
2. Select the desired account from the pull  -down list of Account .

3. Select Enabled from the pull-down list of Subscribe for MWI .
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4,

Enter the period time in  the MWI Subscription Period( Seconds) field .

5]
Log Out

Yealink | +:2¢

Network DSSKey Features Settings Directory Security

Keep Alive Type Default -
Basic DTMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the 1P
phone to the network, which is
Codec RPort Disabled M generated when pressing the IP
hone's keypad d Il
Advanced Subscribe Period(Seconds) 1800 AL R
DTMF Type RFC2832 - Session Timer
DTMF Info Type DTMF-Rely It allows a periodic refresh of
) SIP sessions through a
DTMF Payload Type(96~127) 101 re-INVITE request, to
determine whether a SIP
Retransmission Diszbled - session is stil active.
Subscribe Register Disabled -

Busy Lamp Field/BLF List
Subscribe for MWI Enabled - Monitors a spedific extension/a
list of extensions for status

MWI Subscription Period(Seconds) 3600 changes on TP phones.
Subscribe MWI To Voice Mail Disabled -
Shared Call Appearance
Vi Mail
orce et (SCA)/ Bridge Line
Voice Mail Display Enabled - Appearance (BLA)
It allows users to share a SIP
Caller ID Source FROM - line on several IP phones. Any
1P phone can be used to
Session Timer Disabled - originate or receive calls on the
shared line.
Session Expires(30~7200s) 1800
Session Refresher UAC - Network Conference
It allows multiple participants
Send user=phone Disabled M (more than three) to join in a
Il.
RTP Encryption(SRTP) Disabled - @

5.

Click Confirm to accept the change.

The IP phone will subscribe to the account number for MWI service by default .

To enable subscribe MWI to voice mail via web user in terface :

P W D PR

Click on Account -> Advanced .
Select the desired account from the pull  -down list of Account .
Select Enabled from the pull-down list of Subscribe for MWI

Select Enabled from the pull-down list of Subscribe MWI To Voice Mail .
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5. Enter the desired voic e mail number in the Voice Mail field.

Log Out

Yealink |+

Status Account Network DSSKey Features Settings Directory Security
Keep Alve Type Default -
Basic DTMF
Kaep Alive Interval(Seconds) 30 It is the signal sent from the 1P
hone to the network, which is
Codec RPort Dissbled - 2

generated when pressing the IP
phone’s keypad during a cal.

Advanced Subscribe Period(Seconds) 1800

DTMF Type RFC2832 - jon Timer

DTMF Info Type DTMF-Relay It allows a periodic refresh of
: SIP sessions through a

DTMF Payload Type(96~127) 101 re-INVITE request, to

determine whether a SIP
Retransmission Disabled - session is still active.
Subscribe Register Disabled -

Busy Lamp Field/BLF List
Subscribe for MWI Enabled - Monitors a specific extension/a

list of extensions for status

MWTI Subscription Period(Seconds) 3600 changes on TP phones.
Subscribe MWI To Voice Mall Enabled -
Shared Call Appearance
Vi Mail *88
‘oice Mail (scA)/ Bridge Line
Voice Mail Display Enabled - Appearance (BLA)
It allows users to share a SIP
Caller 1D Source FROM - line on several IP phones. Any
1P phone can be used to
Session Timer Diszbled - originate or receive calls on the
shared line.
Session Expires(30~7200s) 1800
Session Refresher UAC - Network Conference
It allows multiple participants
Send user=phone Disabled v (more than three) to join in a
Il
RTP Encryption(SRTP) Disabled - @

6. Click Confirm to accept the change.

The IP phone will subscribe to the voice mail number for MWI service using
Subscribe MWI To Voice Mail.

Note MWI subscription is configurable via web user interface only.
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Troubleshooting

This chapter provide s general troubleshooting in  formation to help you solve  the
problems you might encounter when us  ing your SIP-T42G IP phone.

If you require additional information or assistance with your new phone, contact your

system administrator.

General Issues

How can Ifind the basic information of the IP phone ?

Press the OK key when the IP phone is idle to check the basic information of the IP phone,
such as IP address and firmware version . For more basic information , refer to Phone

Status on page 17.

How to obtain the MAC address of a phone when the phone is not powered on?
Three ways to obtain the MAC address of a phone:

You can ask your supplier for the shipping information sheet which includes MAC
addresses according to  the corresponding PO (Purchase Order) .

You can find the MAC address o n the label of carton box.

You can also find the MAC address fromt he p h o n e & sonlihabackofdhe e

phone .

What is the difference between user name, register name and display hame?

Both user name and register name are defined by the server. A user name is used to
identify the account while a register name matched with a password is used for
authentication if required by the server. Display name is the caller ID that will be
displayed o n the called party & LCD screen. Server configuration may override the local
configuration .

Display Issues

Why is the LCD screen blank?

Ensure that the phone is properly plugged into a functional AC outlet
Ensure that the phone is plugged into a socket co ntrolled by a switch that is on.
If the phone is plugged into a power strip, try to plug it directly into a wall outlet

instead .
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If the phone is powered from PoE , ensure that you use a PoE -compliant switch or
hub .

Why does the phone display "Network unavai lable" ?

Ensure that the Ethernet cable is plugged into the Internet port o n the phone and
the Ethernet cable is not loose.

Ensure that the switch or hub in your network is operational .

Contact your system administrator ~ for more information

Why does nd the phone display time and date correctly  ?

Check if you have configured  the phone to obtain the time and date from the SNTP
server automatically. If  the phone fails to connect to the SNTP server, contact your
system administrator for more information. You can also configure the time and date

manually. For more information, referto  Time & Date on page 25.

Password Issues

Why cand | access web user interface using the default administrator user name and
password (admin/admin)?

It is case -sensitive , ensure the case is correct.
Ensure the password has not been changed.

If the password has been changed, but the computer remembers the old password,

try to clear the browser cache and try again o r select another browser to login.
How to change the user password?

To change the user password via web user interface:

1. Click on Security -> Password .
2. Select user from the pull -down list of User Type .

3. Enter the new user password in the  New Password field and Confirm Password
field.

Yealink | s

Account Network DSSKey Features Directory
User Type user - NOTE
Password
0Old Password
Trusted Certificates User Password/
Mew Password sesese Administrator Password
- ‘When logging into the web
Server Certificates Confirm Password sesase user interface, you need to
enter the user name and
password.

You can change the user/
administrator password for
security reasons.

You can click here to get
mare guides.
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4., Click Confirm to accept the change.

You can also contact your system administrator for help.

Note If you are logging in to the web user interface of the phone with user crede ntial s, you
need to enter the current user password in the Old Password field.

User password is configurable via web user interface only.

Call Issues

Why can & | receive calls?

Check the SIP registration with your system administrator.

Check that the DND (Do Not Distu rb) mode is deactivated on your phone . Refer to
Do Not Disturb (DND) on page 83.

Check that call forward is disabled on the phone. Referto Call Forward on page 87.

Check whether the caller number is stored in the blacklist directory. Refer to
Backlight on page 23.

Headset & Handset Issues

Why doe s my handset not work?

Check that the handset cord is fully connected to both the handset jack on the  phone
and handset. R eferto Phone Installation on page 13.

Why does my headset notw ork?

Check that the headset cord is properl y connected to the headset jack on the

phone. Refer to Phone Installation on page 13.

Check that the headset mode is activated. Refer to Headset Use on page 49.
Check that the headset volume is adjusted to an appropriate level. Referto Volume
on page 30.

Audio Issues

Why can & | get a dial tone ?

Check for any loose connections and that the phone has been installed properly.

For the installation instructions, referto  Phone Installation on page 13.

Switch between the Handset, Headset ( if present ) or Hands -Free Speakerphone to
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check whether the dial tone is present for one of  the audio modes.

If the dial tone exists on another audio mode, connect a different handset or
headset to isolate the p  roblem.

Why doesn & the phone ring ?

Check the ring er volume on the phone. To adjust the ring er volume setting, press the
Volume key when the phone is on -hook and idle. For more information, refer to Volume
on page 30.

Why does the phone play a tone when there is a call on hold ? How to disable it?

When there is a call on hold , the phone will play a hold tone every 30 second s. Call hold
tone is enabled by default. ~ Call hold tone and the interval of play ing a hold tone are
configurable via web user interface only.

To configure call hold tone and call hold tone delay via web user interface:

1. Click on Features -> General Information .
2. Select the desired value from the pull -down list of Play Hold Tone.

3. Enter the desired time in the Play Hold Tone Delay field.

Yealink | v

Account DSSKey Directory

Forward&DND General Information NOTE
Call Waiting Enabled -
General Call Waiting
Information Cal Waiting On Code It allows IP phones to receive a
new incoming call when there is
- Call waiting Off Code already an active call.
Audio
Auto Redil Disabled - Auto Redial
Intercom It allows IP phones to
automatically redial a busy
Transfer : number after the first attempt.
N 0 Key As Send
Call Pickup Assigns "#" or "*" as the send
DTMF Repetition 3 - key.
Remote Control
Multicast Codec G722 - Hotline
1P phone will automatically dial
Phone Lock
Play Hold Tone Enabled h out the hotine number when
lifting the handset, pressing the
ACD Play Hold Tone Delay 30 speakerphone key or the line
key.
SMS Allow Mute Enabled - )
Dual-Headset Disabled - )i
Action URL It allows users to monitor the
Auto-Answer Delay(1~4s) 1 iy i s e s A
when the busy party becomes
Power LED Display Methad on Dialing User Name - available to receive a cal.
Notification Popups Auto Linekeys Disabled - You can click here to get
more guides.

4. Click Confirm to accept the change.

How to make a call using SRTP?

You can enable SRTP to encrypt the audio stream(s) of phone calls. The parties
participating in the call should enable SRTP ~ on a per -line basis.
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To enable SRTP on a per -line basis via web user interface:

1. Click on Account -> Advanced .
2. Select the desired account from the pull  -down list of Account .

3. Select the desired value (Optional or Compulsory ) from the pull -down list of RTP
Encryption(SRTP).

Log Out

Yealink | s

Account Network DSSKey Features Settings Directory Security
Keep Alive Type Default -
Basic DTMF
Keep Alive Interval(Seconds) 30 It is the signal sent from the 1P
hone to the network, which is
Codec RPort Disabled - .

generated when pressing the 1P
phone’s keypad during a3 call.

Advanced Subscribe Period(Seconds) 1800

DTMF Type RFC2833 - jon Timer

DTMF Info Type DTMF-Relay It allows a periodic refrash of
- SIP sessions through a

DTMF Payload Type(96~127) 101 re-INVITE request, to

determine whether a SIP
Retransmission Disabled - session is stil active.
Subscribe Register Disabled -

. . Busy Lamp Field/BLF List
Subscribe for MWI Disabled A Monitors a spedific extension/a
list of extensions for status

MWI Subscription Period(Seconds) 3600 changes on IP phanes.
Subscribe MWI To Voice Mail Disabled -
Shared Call Appearance
Vi Mail
oree Hat (sca)/ Bridge Line
Voice Mail Display Enabled - Appearance (BLA)
It allows users to share a SIP
Caller ID Source FROM - line on several IP phones. Any
1P phone can be used to
Session Timer Disabled - originate or receive calls on the
shared line.
Session Expires(30~7200s) 1800
Session Refresher UAC - Network Conference
- It allows multiple participants
Send user=phone Disabled M (more than three) to join in a
Il
| RTP Encryption(SRTP) optonal ~ “

4. Click Confirm to accept the change.

Note SRTP is not available on all servers. Contact your system administrator for more
information.

SRTP is configurable v ia web user interface only.

Log Issues

How to export PCAP trace?

We may need you to provide a PCAP  trace to help analyze your problem.

To export a PCAPtrace via web user interface:

1. Click on Settings -> Configuration

2. Click Start to begin captur ing signal traffic.

3. Recreate the error to be documented in the trace.
4

Click Stop to stop the capture
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5.

system.

Yealink | ::6

Click Export to open file download window

Account Network

DSSKey Features Settings

, and then save the file to your local

Directory Security

Preference
Time & Date
Call Display
Upgrade

Auto Provision
Configuration
Dial Plan

Voice

Ring

Tones

Softkey Layout
TRO69

Voice Monitoring

Export or Import Configuration

Export CFG Configuration File

Browse.. | No file selected.

Local Configuratior «

Import CFG Configuration File No file selected.
Local Configuratior «
Pcap Feature Start Stop |

Export System Log

System Log Level

Export Al Diagnostic Files

@ Local O Server () Ftp/Tftp Server

Export

w

Start Stop

Cancel

‘Configuration

1P phones can provide feedback
in a variety of forms such as log
files, packets, status indicators
and so on, which can help an
administrator more easily find
the system problem and fix it.

- Log Files

- Capturing Packets
* Configuration File
(*.cfg/*.bin)

You can click here to get
more guides.

How to export system log?

We may need you to p

rovide the phone configurations to help analyze your

some instance, you may need to import configurations to your phone.

To export the system log to a local PC via web user interface:

1.
2.

The default system log level is

Click on Settings -> Configuration

Click Confirm to accept the change.

Reproduce the issue.

Select 6 from the pull -dow n list of System Log Level .

03.6

Mark the Local radio box in the Export System Log field .

problem. In
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Note

158

6. Click Export to open the file download window , and then save the file to yo ur local
system.

Log Out

Yealink |+

Account Network DSSKey Features Settings Directory Security

Preference Export or Import: Configuration No file selected.
Time & Date Configuration
1P phones can provide feedback
. in a variety of forms such as log
Call Display ) ; - files, packets, status indicators
Export CFG Configuration File Local Configuratior + and s an, which can help an
Upgrade administrator more easily find

the system problem and fix it.
Auto Provision

Import CFG Configuration File No file selected. - Log Flles
- - Capturing Packets
Configuration Local Configuratior + - Configuration File
(*.cfg/*.bin)
Dial Plan
You can click here to get
. Pcap Feature Start Sto Export a g
Voice E E more guides.
Export System Log @ Local O Server () Ftp/Tftp Server
Ring
Tones
System Log Level 6 -

Softkey Layout

Export All Diagnostic Fies start Stop
TRO69
o tonterg

You can also export the system logtoa  syslog server. Contact your system administrator
for more information.

It is recommended to reset the syslog level to 3 after exporting the system syslog.

How to export all d iagnostic files?

We may need you to provide  three types of diagnostic files (including PCAP trace,
system log and BIN configuration file)  to help analyze your problem.  You can export

these files at a time.
To export all d iagnostic files via web user interface:

1. Click on Settings -> Configuration
2. Click Start to begin captur ing signal traffic
The system log level will be automatically setto 6.
3.  Reproduce the issue.
4. Click Stop to stop the capture

The system log level will be reset to 3
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5. Click Export to open file download window , and then save diagnostic  file s to your
local system.

Note If the issue cannot be reproduced, just directly click Export to export all diagnostic
files.

Reboot & Upgrade & Reset Issues

How to reboot the phone?
To reboot the phone via web user interface:

1. Click on Settings -> Upgrade .

2. Click Reboot to reboot the I[P phone.

Note Any reboot of the IP phone may take a few minu tes.
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