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Customer Feedback

We are striving to improve our documentation quality and we appreciate your feedback. Email

your opinions and comments to DocsFeedback@yealink.com


mailto:DocsFeedback@yealink.com

GNU GPL INFORMATION

Yealink SIPT48G IP phone firmware contains third-party software under the GNU General Public License
(GPL). Yealink uses software under the specific terms of the GPL. Please refer to the GPL for the exact
terms and conditions of the license.

The original GPL license, sotce code of components licensed under GPL and used in Yealink products
can be downloaded online:
http://lwww.yealink.com/GPLOpenSource.aspx?BaselnfoCaterR293&NewsCateld=293&Cateld=293.
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About This Guide

About This Guide

Thank you for choosing the SIR-T48G IP phone, an ultra-elegant Gigabit IP phone which is
exquisitely designed to provide business telephony features such as Call Hold, Call Transfer,
Busy Lamp Field Call Recording,Multicast Paging and Conference over an IP network.It also
features an enhanced user experience and newly developed industrial designs, with a large
touch screen for easy and efficient use.

This guide provides everything you need to quickly use your new phone. First, verify with your
system administrator that the IP network is ready for phone configuration. Also be sure to read
the Packaging Contents and Regulatory Notices sections in this guide before you set up and use
the SIRT48G IP phone.

Note Network Directory and Network Call Log features are hidden for IP phones in neutral firmware,
which are designed for the BroadWorks environment. Pleasecontact your system administrator
for more information .

In This Guide

Topics provided in this guide include:

Chapter 1 Overview

Chapter 2 Getting Started

Chapter 3 Customizing Your Phone
Chapter 4 Basic CallFeatures

Chapter 5 Advanced Phone Features

Summary of Changes

This section describes the changesto this guide for each release and guide version.

Changes for Release 81, Guide Version 8 1.70

Major updates have occurred to the following sections:

Entering Data and Editing Fieldson page 38
Configuring an Access URLon page 90
DSS Key=n page 107

Auto Answer on page 138
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Do Not Disturb (DND) on page 146

Call Forwardon page 151

Call ParkRetrieve on page 167

Picking up an Incoming Call of the Monitored User on page 187

Receiving RTP Streanon page 210

BLF Ring Typds moved to Configuring Visual and Audio Alert for BLF Pickup on page 182.

Changes for Release 81, Guide Version 8 1.20

Major updates have occurred to the follo wing sections:

Wallpaper on page 43

Screen Saveron page 47

Changes for Release 81, Guide Version 81.10

vi

The following sections are new:

Network Connection on page 21
Wallpaper with Dsskey Unfold on page 45
BLF ring typeon page 183

Major updates have occurred to the following sections:

Icon Instructions on page 3

Basic Network Settingson page 24
Language on page 55

Volume on page 63

DSS Key=n page 107

Dial Planon page 121

Call Mute on page 143

Do Not Disturb (DND) on page 146
Call Transferon page 161

Call Parkon page 167

Busy Lamp Field (BLFon page 181
Intercom on page 203

Call Recordingon page 190

Multicast Paging on page 206
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Changes for Release 80, Guide Version 80.95

Major updates have occurred to the follow ing sections:

Icon Instructions on page 3
Optional Accessorieson page 16
Phone Installation on page 18

Entering Data and Editing Fieldson page 38

Changes for Release 80, Guide Version 80.80

The following section is new:

Wireless Network Settings on page 26

Major updates have occurred to the following section:

Bluetooth on page 100

Changes for Release 80, Guide Version 80.60

The following sections are new:

Shared Gall Appearance (SCApn page 217
Bridged Line Appearance (BLApn page 232

Major updates have occurred to the following sections:

Icon Instructions on page 3
LED Instructionson page 9
Web User Interfaceon page 10

Call Forwardon page 151

Changes for Release 80, Guide Version 80.20

The following section is new:

Phone Lockon page 60
Emergency Number on page 127
Short Message Service (SMSpn page 237

Major updates have occurred to the following sections:

Icon Instructions on page 3

User Interfaceson page 10

vii
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Bluetooth on page 100

DSS Keysn page 107

Anonymous Call Rejectionon page 179
Intercom on page 203

Multicast Paging on page 206

Appendix on page 249

Changes for Release 73, Guide Version 73.40

The following section is new:

Optional Accessorieson page 16

Major updates have occurred to the following sections:

DSS Key=n page 107

Appendix on page 249

Changes for Release 73, Guide Version 73.16

The following section is new:

BLF Liston page 188
Major updates have occurred to the following sections:
LED Instructionson page 9
Ring Toneson page 65
Anonymous Call Rejectionon page 179
Multicast Paging on page 206

Appendix on page 249

Changes for Release 72, Guide Version 72.10

Major updates have occurred to the following sections:

Documentations on page 13
Packaging Contentson page 15
Phone Installation on page 18
Contact Management on page 68

Placing Callson page 132

viii
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Overview

Overview

This chapter provides the overview of the SIRT48G IP phone. Topics include:

Hardware Component Instructions
Icon Instructions

LED Instructions

User Interfaces

Documentations

If you require additional information or assistance with your new phone , contact your system

administrator.

Hardware Component Instructions

The main hardware components of the SIRT48G IP phone are the touch screen and the keypad.

s I a
Yealink

coscs o
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Hardware component instructions of the SIP-T48G IP phone are:

Item

Description

>

Power Indicator LED

Indicates call status, message status and phoné system
status.
call

H Recei ves aHKFastffashiagni n g

HO Receives a voi c&Slowdlashingor t

<

Touch Screen

The screen is touchsensitive. Tap to select and highlight
screenitems.

Shows information about calls, messages, soft keys, time, date
and other relevant data:

Hb Defaul t
R Cal | i KcéllertDycalkduration
H lcons (figgr
HU Mi ssed call
Hi Pr omi ff otr e x txSaving dordig file]DJ
Hime and date

account

exampl e, )

t ext or second

HEADSET Key

Toggles and indicates the headset mode.

< | <

MUTE Key

Toggles and indicates mute feature.

N\

HOLD Key

Places a call on hold or resumes a held call.

N~

TRANSFER Key

Transfers a call toanother party.

Speakerphone Key

Toggles and indicates the hands-free (speakerphone) mode.
The key LED illuminates solid green when handsfree

(speakerphone) mode is activated.

MESSAGE Key

Accesses voice messages.

N«

REDIAL Key

Redials a previouslydialed number.

N¢

©OJ0,

HPosition the wi thin

HEnable or disable fields.

cursor

GO

HI'urn pages or scroll through values for a field.
H&croll through items.
HAccess History and Directory respectively.

Confirms actions or answersincoming calls.

O

Cancels actions or rejects incoming calls.

Volume Key

Adjusts the volume of the handset, headset, speaker, ringer or

media.

Keypad

Provides the digits, letters and special characters in

context-sensitive applications.

Speaker

Provides handsfree (speakerphone) audio output.

Hookswitch Tab

Secures the handset in the handset cradle when the IP phone
is mounted vertically. For more information on how to adjust
the hookswitch tab, refer to Yealink Wall Mount Quick
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Item Description

Installation Guide for Yealink IP Phones

HU Picking up the handset fro

] hookswitch bounces and the phone connects to the line.
Hookswitch .
HU Laying the handset down on

disconnects from the line.

lcon Instructions

Feature Status Icons

Icons appearing on the status bar are described in the following table:

Icons Description

Wired network is unavailable

Hands-free (speakerphone) mode

=/
\’u Handset mode
: § Headset mode
Voice Mall
Text Message
Auto Answer
(-] Do Not Disturb (DND)
'y'l_-) Keep Mute

Ringer volume is 0

Phone Lock

« Missed Calls

Call Forward

U

@ Recording starts successfully (Using a USB flash drive)
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Icons

Description

©

Recording is paused (Using a USB flash drive)

Bluetooth mode is on

&e

Bluetooth headset is both paired and connected

Wi-Ficonnection is successful

Wi-Fi connection failed

Wired network is unavailable

Line Key Icons

Icon indicator (associated with line key features):

Icons

Description

Hold/Public Hold
Private Hold

DND

Voice Mail

SMS

Direct Pickup

Group Pickup

DTMF

Prefix

Local Group
XML Group

LDAP

XML Browser

Conference

Forward
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Icons Description
Transfer
ReCall
Record
URL Record
L&) Recording starts successfully (Record/URL Record)

Multicast Paging
Group Listening
Paging List

Hot Desking

Zero Touch

URL

Phone Lock

Directory

Speed Dial

Icon indicator (associated with line)

Icons Description
ad The private line registers successfully
.l The shared/bridged line registers successfully
Register failed
o Registering
(Flashing)
' — o DND is enabled on this line

Call forward is enabled on this line
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Icon indicator (associated with call park/retrieve park)

Icons Description

‘ Call Park Park successfullyCall park idle state)

Call Park Park failed)

w\; Call Park (Call park ringing state)

Retrieve Park

Icon indicator (associatedwith BLF/BLF List

Icons Description
- BLF/BLF Listdle state
5. BLF/BLF list ringing state
(Flashing)
a2 BLF/BLF list callout state
(Flashing)
B BLF/BLF list talking state
i BLFhold state
." BLF list call park state
i BLF/BLF List failed state

Note You can also customize the BLF key LED status and BLF key behavi®leasecontact your system
administrator for more information

Icon indicator (associated with intercom)

Icons Description
- Intercom idle state
-’ Intercom ringing state
'i" Callout Intercom callout state
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Icons Description
. Intercom talking state
4 Talking 9
. Intercom failed state
Icon indicator (associated with ACD)
Icon Description
Log in the ACD system
- | The ACD status is available

The ACD state is Wrap up

The ACD status is unavailable

Log out of the ACD system

Icon indicator (associated with a shared ling

The local SCA phone indicates the phone is involved in an SCA call, while the monitoring SCA

phone indicates the phone is not involved in the SCA call.

(for monitoring SCAphone)

Icon Description
D The sharedline is idle.

_::".:'

. The shared line is seized.

P8 The shared line receives an incoming call.
(Flashing)
_5:3_“
- The shared line is dialing.
(Flashing)
"1' The shared line is in conversation.
T The shared line conversation is placed on public
<0 hold.
= The shared line conversation is placed on private
(
D

hold.
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Icon Description

(for local SCAphone)

a

(for monitoring SCAphone)

The shared line conversation is barged in by the

other shared line party.

For a multi-party call, all the shared line parties
participating in this call place the shared line

conversation on hold.

Icon indicator (associated with a bridged line)

The local BLA phone indicates the phone is involved in a BLA call, while the monitoring BLA

phone indicates the phone is not involved in the BLA call.

Icon Description
7 The bridged line is idle.
_'Eﬁ

. The bridged line is seized.

(for monitoring BLAphone)

- —
1.
v,

(Flashing)

The bridged line receives an incoming call.

T

o
(Flashing)

The bridged line is dialing.

The bridged line is in conversation.

The bridged line conversation is placed on hold.

Other Icons

Icon indicator (associated with call recording)

Icon

Description

Recording box is full (Using a record key)

S
u
n‘gij

A call cannot be recorded (Using a record key)
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Icon

Description

Recording starts successfully (Using a record
key)

Recording cannot be started (Using a record

key)

{ ):] )

Recording cannot be stopped (Using a record
key)

Icon indicator (associated with call history)
Icon Description
tf Received Calls
tf Placed Calls
t;"'." Missed Calls
Forwarded Calls
Icon indicator (associated with contact)
Icon Description

The default caller photo and contact icon

LED Instructions

Note

Power Indicator LED

LED Status Description
Solid red The phone isinitializing.
Fastflashing red The phone is ringing.
Slow-flashing red The phone receives a voice mail or text message.
The phone is powered off.
The phone is idle.
Off The phone is busy.

The call is placed on hold or is held.

The call is muted.

The above introduces the default LED status.The status of the power indicator LEDis
configurable via web user interface. For more information, contact your system administrator.
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User Interfaces

Two ways to customize configurations of your SIP-T48G IP phone:

The user interface on the IP phone.
The user interface in aweb browser on your PC.

The hardware components keypad andtouch screen constitute the phone user interface, which
allows the user to execute all call operation tasks and basic configuration changes directly on
the phone. In addition, you can use theweb user interface to access all configuration settings. In
many cases it is possible to use either the phone user interface and/or the web user interface
interchangeably. However, in some cases, it is only possible to use one or the other interface to
operate the phone and change settings.

Phone User Interface

Note

You can customize your phone by tapping E to accessthe phone user interface. The
Advanced option is only accessibleto the administrator, and the default administrator password
i s ] a dasesen8iivd). For more information on customizing your phone with the available
options from the phone user interface, refer to Customizing Your Phoneon page 43.

For a better understanding of the menu structure, please refer to Appendix B § Menu Structure
on page 251.

Web User Interface

Note

10

In addition to the phone user interface, you can also customize your phone via web user
interface. In order to accessthe web user interface, you need to know the IP address of your
new phone. Toobtain the IP address,press the OK key on the phone when the phone is idle.
Enter the IP address (e.g., http://192.168.0.10 or 192.168.0.10 for IPy4
http://[2005:1:1:1:215:65ff:fe64:6e0a] or [2005:1:1:1:215:65ff:fe64:6e0apf IPv6) in the address
bar of a web browser on your PC. The defaultadministrator user name and password are both

JadminDiase sensitive).

The access to the Advanced settings of the Account or Network via web user interface may be
blocked by the webbr owser (e.g., Chrome, Firebox) if
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The main options you can use to customize the IP phone via phone user interface and/or via
web user interface are listed in the following table:

Options Phone User Interface Web User Interface
Status
--1Pv4
--MAC
--Firmware é S
--Network
--Phone
--Accounts
Basic Phone Settings
--Wallpaper
--Wallpaper on the Idle Screen S
--Wallpaper with Dsskey Unfold S ‘
--Transparency S S
--Screen Saver S
-- Power Saving X
--Backlight S
--Contrast S X
--Language S
--Time & Date S
-- Administrator Password S
--KeyAs Send S
--Phone Lock S
--Audio Settings
--Ring Tones S
--Key Tone S
-- Contact Management
-- Directory X
--Local Directory S
--Blacklist S S
--Remote Phone Book x
--Call History Management S
-- Search Source List in Dialing x
--Headset Use S
-- Bluetooth Headset S
--DSS Keys S
--Account Registration S
--Dial Plan x
--EmergencyNumber X
--Live Dialpad x
--Hotline S

11
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Options

Phone User Interface

Web User Interface

Basic Call Features

--Recent Call In Dialing

X

--Auto Answer S
--Auto Redial S
--Call Completion S
--ReCall S
--Do Not Disturb (DND) S
--Call Forward S S
--Call Transfer S
--Call Waiting S
--Conference x
--Call ParkRetrieve S
--Call Pickup S
-- Anonymous Call S
--Anonymous Call Rejection S
Advanced Phone F eature s
--Busy Lamp Field(BLF) S
--BLF List X
--Call Recording S
--Hot Desking S
--Intercom S .
-- Multicast Paging x S
--Music on Hold x
-- Automatic Call Distribution (ACD) X
--Shared Call Appearance (SCA) X
--Bridged Line Appearance (BLA) X
--Messages S
SIP Account
--User Options
-- Activation S
--Label S
--Display Name S
--Register Name S
--User Name S ‘
--Password S S
--Server Options
--SIPServer1/2 S
--Register Port X
--Outbound Status S
--Outbound Proxy1/2 S
--Fallback Interval S




Overview

Options Phone User Interface Web User Interface
--NAT Status S
Note The table above lists most of the feature options. Please refer to the rekevant sections for more

information .

Documentations

The following table shows documentations available for the SIP-T48G IP phone.

Name Contents Where found Language
Basic call features In the package English
Quick Start Guide and phone
customizations On the website English/Chinese
Phone/Web user
interface settings
User Guide Basic call features On the website English/Chinese

and advanced
phone features

13
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Getting Started

Getting Started

This chapter provides the following basic installation instructions and information for obtaining
the best performance with the SIP-T48G IP phone. Topics include:

Packaging Contents

Phone Installation

Network Connection

Phone Initialization

Phone Status

Basic Network Settings

Wireless Network Settings

Registration

Touch ScreenDisplay

Navigating Menus and Fields

Entering Data and Editing Fields

If you require additional information or assistance with your new phone, contact your system

administrator.

Packaging Contents

The following components are included in your SIP-T48G IP phone package:

. SIP-T48G IP Phone

( Yealink U
.
T48G

& ED
3 G ()
C3) G G
I &

= _/
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. Phone Stand

. Handset & Handset Cord

. Ethernet Cable (2m CAT5E UTP cable)

. Quick Start Guide

Check the list before installation. If you find anything missing, contact your system
administrator.

Optional Accessories

The following items are optional accessories for your SIRT48G IP phone. You need to purchase
them separately if required.
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. Wall Mount Bracket

. Power Adapter (5.5mm DC plug)

. Headset YHS32/YHS33

. Wireless Headset Adapter EHS36

. Bluetooth USB Dongle BT40

17



User Guide Por the SIP-T48GIP Phone

. Wi-Fi USB Dongle WF40

Note We recommend that you use the accessories provided or approved by Yealink. The use of
unapproved third -party accessoriesmay result in reduced performance.

Phone Installation

If your phone is already installed, proceed to Phone Initialization on page 22.
This section introduces how to install the phone:

1) Attach the stand or the optional wall mount bracket
2) Connect the handset and optional h eadset
3) Connect the optional USB flash drive

4)  Connect the power

1) Attach the stand or the optional wall mount bracket

Desk Mount Method

/
Desk Mount Method * &\

S AR

18
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Wall Mount Method (Optional)

Note The hookswitch tab has a lip which allows the handset to stay on-hook when the IP phone is
mounted vertically.

The top two slots are plugged up by silica gel. You need to pull out silica gel before attaching the
wall mount bracket. For more information on how to attach the wall mount bracket, refer to
Yealink Wall Mount Quick Installation Guide for Yealink IP Phones

2) Connect the handset and optional headset

L g
=

Note The EXT port can also be used to connect an expansion module EXP40.

For more information on how to use EHS36 and EXP40, refer toYealink EHS36 Usr Guide and
Yealink EXBO User Guide

19
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3) Connect the optional USB flash drive

Y 7
F\\\E @ lll/ :'\ ."llj/f ......................
[— =7
— —
|| | orcend| | |
— 0 =7

Note The USB flash drive should be purchased separately if required.

The USB port can also be used to connect the Bluetooth USB dongle BT40 or WFi USB dongle
WF40. The Bluetooth USB dongle BT40 and WFi USB dongle WF40 should be purchased
separately. For more information on how to use the BT40 and WF40, refer to Yealink Bluetooih
USB Dongle BT40 User Guidand Yealink WiFi USB Dongle WF40 User Guide

4)  Connect the power

You have two options for power connections. Your system administrator will advise you which

one to use.

AC power (Optional)

Power over Ethernet (PoE)

AC Power (Optional)

To connect the AC power:

1. Connectthe DC plug on the power adapter to the DC5V port on the phone and connect the

other end of the power adapter into an electrical power outlet.

. 7 Power Adapter
{". / (DC 5V)
| )
| (! f
SO e }];
— —_—— —
—= —=
| —— [——
“ BE5En AC Pu%) i
= er Option -

e I ]
= —TN SIETE O

| | T

Note The IP phone should be used with Yealink original power adapter (5V/2A) only. The use of the
third -party power adapter may cause the damage to the phone.
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Note

Power over Ethernet

With the included or a regular Ethernet cable, the SIRT48G IP phone can be powered from a
PoE compliant switch or hub.

To connect the PoE:

1. Connect the Ethernet cable betweenthe Internet port on the phone and an available port
on the in-line power switch/hub.

= =[]
| | [ oomep ®

PoE { Power over

- wo——mt—| Ethemnet ) Option
L s

IEEE 802 3af compliant
PoE HubySwitch

Ifinl i ne power is provided, you dondgt need to
sure the switch/hub is PoE compliant.

Important! Do not remove power to the phone while it is updating firmware and configurations.

Network Connection

You havetwo options for network connection. You can select one of them according to the
current office environment.

Connecting to the wired network

Connecting to the wireless network

21
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Connecting to the Wired Network

You can connect your phone to a wired network.

Before connecting your phone to the wired network , it is important to note that the Wi-Fi
feature should be disabled. For more information, refer to Connecting to the Wireless Network
on page 22.

PC Connection
(Optional)

PC

AC Power Option -

S
‘__l—||_ — ‘Jl_. .__l_.
1 |(|'j\| L
- AL
Note The phone can also share the network with another network device such asa PC (personal

computer). Thisis an optional connection. We recommend that you use the Ethernet cable

provided by Yealink. The PC port may be disabledcontact your system administrator for more
information .

Connecting to the Wireless Network

Yealink SIRT48G IP phone supports Wi-Fi feature. You can connect your phone to a wireless

network. The wireless network is more convenient and cost-effective than wired network. The PC

port is unavailable when using wireless network. For more information on how to connect to a

wireless network, refer to Wireless Network Settings on page 26.

Phone Initialization

After your phone is powered on, the system boots up and performs the following steps:

Automatic Phone Initialization

The phone finishes the initialization by loading the saved configuration. The touch screen
displaysiWe | come | ni t i a |D@wingnhe AiRalizaters e wai t
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DHCP (Dynamic Host Configuration Protocol)
The phone attempts to contact a DHCP server in your network to obtain valid IPv4 network

settings (eg., IP address, subnet mask, default gateway address and DNS address) by default.

Note If your network does not use DHCP,proceed to Basic Network Settingson page 24.

Phone Status

You can viewphone status via phone user interface or web user interface.

Available information of phone status includes:
General information (IPv4 addressor IPv6 address, MAC address and firmware version).
IPv4 uses a 32bit address.

IPv6 is an updated version of the current Internet Protocol to meet the increased
demands for unique IP addresses, using a 128bit address.

Network status (IPv4 status orlPv6 status, IP mode and MAC addres$.

Phone status (product name, hardware version, firmware version, product ID, MAC address
and device certificate status).

Account status (register status of SIP accounts)

To view the phone status via phone user interface:

1. Press , Or tap m ->Status.

73 240163 Status 10:03 Wed, Nov 30
General [ 1. IPv4: 10.2.20.217
Network 2. MAC: 00:15:65:51:D7:7F
Phone 3. Firmware: 35.81.0.40

Accounts

S

2. Tap the desired item to view the specific information.
To view the phone status via web user interface:

1. Open aweb browser on your computer.
2 Enter the | P address i,andthéngresstheEwsréay.0s address bar
(e.g., JThttp://192.168.0.10DZfor | Pv4d . or Jhttp://]:
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3. Enter the user name (admin) and password (admin) in the login page.

Log i N Gigabit Color IP Phone SIP-T48G

Username admin
Password sesss

4. ClickLogin to login.

The phone status is displayed on the first page of the web user interface.

Log Out
-
Yealink | s
Account Network Dsskey Features Settings Directory Security
Status T () NOTE
Firmware Version 35.81.0.40
Version
Hardware Version 35.0.0.0.0.0.0 It shows the version of firmware
and hardware.
Device Certificate )
Network
Device Certificate Factory Installed It shows the network settings
of Internet (WAN) port.
Network @
Account
Internet Port P4 It shows the registration status
of SIP accounts.
v @
You can click here to get
WAN Port Type DHCP re guides. !
WAN IP Address 10.2.20.217
Subnet Mask 255.255.255.0
Gateway 10.2.20.254
Prirmary DNS. 192.168.1.20
Secondary DNS 192.168.1.22
Note If IP mode of the phone is configured as IPv4 & IPv6 , you can enter either of them in the

br owser ¢ s tadiavthe phene btaus. IPv6is not available on all servers. Contact your
system administrator for more information.

Basic Network Settings

If your phone cannot contact a DHCP server for any reason, you needto configure network
settings manually. The IP phone can support either or both IPv4 and IPv6 addresses.
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To configure the IP mode via phone user interface:

1. Tapm ->Advanced (default password: admin) ->Network ->WAN Port .

2. Tap the gray box of the IP Mode field, and then selectthe desired value (IPv4, IPv6 or IPv4
& IPv6 ) from the pull -down list.

WAN Port 15:30 Sun, Oct 09

1. IP Mode: 1Pv4

Network 2. IPv4 1Pv4 >
Change Password 3. IPv6 1Pv6 >
Auto Provision 1Pv4 & IPV6

Reboot

Reset Config

FWD International

3. Tapthe Save soft key to accept the change or ~_ to cancel.
You can configure a static IPv4 address for the IP phone. Before configuring it, make sure that
the IP mode is configured as IPv4 or IPv4 & IPV6.

To configure a static IP v4 address via phone user interface:

1. Tapa ->Advanced (default password: admin) ->Network ->WAN Port ->1Pv4.
2. Tap the gray box of the Type field, and then select Static IP from the pull -down list.

3. Enter the desired value in the IP Address, Subnet Mask, Default Gateway, Pri. DNS and
Sec.DNS field respectively.

IPv4 WAN Port 15:34 Sun, Oct 09

Account 1. Type: Static IP

Network 2. IP Address: 192.186.1.20

Change Password 3. Subnet Mask: 255.255.255.0

Auto Provision 4. Default Gateway: 192.168.1.254

Reboot 5. Pri.DNS: 202.101.103.55

Reset Config 6. Sec.DNS: [202.101. 103.56 ]
FWD International

Delete

4. Tapthe Save soft key to accept the change or to cancel.

You can configure a static IPv6 address for the IP phone. Before configuring it, make sure that

the IP mode is configured as IPv6 or IPv4 & IPV6.
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To configure a static IP v6 address via phone user interface:

1. Tap m ->Advanced (default password: admin) ->Network ->WAN Port ->1Pv6.
2. Tap the gray box of the Type field, and then select Static IP from the pull -down list.

3. Enter the desired value in the IP Address, IPv6 IP Prefix , Default Gateway, Pri. DNS and
Sec.DNS field respectively.

IPv6 WAN Port 15 36 Sun, Oct 09

Account 1. Type: Static IP

Network 2. IP Address: 2005:1:1:1::12

Change Password 3. IPv6 IP Prefix: 64

Auto Provision 4. Default Gateway: 2005:1:1:1::1

Reboot 5. Pri.DNS: 2005:1:1:1::89

Reset Config 6. Sec.DNS: (2005:1:1:1::89 ]
FWD International

Delete

4. Tapthe Save soft key to accept the change or to cancel.

Note The wrong network settings may result in inaccessibility of your phone and may also have an
impact on your network performance. For more information on these parameters, contact your
system administrator.

Wireless Network Settings

Wi-Fi isa popular wireless networking technology that uses radio waves to provide wireless
high-speed Internet and network connections. You can activate/deactivate the Wi-Fi mode on
the IP phone, and then connect your phone to the desired wireless network.

Note Ensure that the Wi-Fi USB Dongle WF40 is properly connected to the USB port at the back of the
IP phone. For more information, refer to Phone Installation on page 18.
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Activating the Wi-Fi Mode

When Wi-Fi USB dongle WF40 is connected to the USB port at the back of the IP phone, the
screen

w i WilFi agapter imgs beerj added, scanning the available wireless network right
now?DZ

Y o u OK tormctivtate Wi-Fi mode directly and scan Wi-Fi devices automatically.

Wi-Fi adapter has been added, scanning the available
wireless network right now?

Cancel ‘ oK

To activate the Wi -Fi mode via phone user interface:
1. Tapm ->Basic->Wi-Fi.
2. Tap the On radio box of the Wi-Fi field.

The IP phone scans the availablevireless networksin your area.

10:53 Sat, Feb 04
Wireless Status:
Wi-Fi:

Known network:

2/2 24 Available Network(s): 1/4

.|I|| Testfor2 (s
secure
v g @nd-Business (=) | w
open
all cmcc "

N
secure

]

WPS WPS-PIN

Connecting to the Wireless Network

Three ways to connectIP phone to the wireless network:

Manually connect to an available wireless network
Wi-Fi Protected Setup (WPS)

Manually add a wireless network
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Manually Connect to an Available Wireless Network

To manually connect to a wireless netwo rk via phone user interface:

1. Tap B ->Basic->Wi-Fi.
2. Tap the On radio box of the Wi-Fi field.
The IP phone scans the availablewireless networksin your area.
3. (Optional.) To re-search the available network, &ap the Scan soft key.
4.  Tap the desired wireless network to connect to your IP phone.

You can also tap l_J after the desired wireless network, and then tap Connect.

10:53 Sat, Feb 04

Wireless Status:
Wi-Fi: ® On Off
A A
Known network: >
2/2 24 Available Network(s): 1/4
Testfor2 iy
.|I|| ecure U
and-Business o
v E v
|I|| o U
cMce )
.|I|| cecure U

o

WPS WPS-PIN

5. If the network is secure, enter its password in the Pin field.

Cancel ’ 123 ‘ Delete ‘ OK

6. TapOK.
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Once the connection has completed successfully, the prompt]j Connect SuccessD@ppears
at the end of the wireless network.

10:53 Sat, Feb 04

Wireless Status:
Wi-Fi: © On Off
A A
Known network: >
2/2 24 Available Network(s)(Connected with Testfor2): 1/4
Testfor2 o)
. Connect Success.
all cecure Q
and-Business i)
o 3 v
all apen L)
cMcC )
aill ecre Q

[+ ]

Add WPS WPS-PIN

The WiFiicon *- = appears on the touch screen.

15 48 Sun, Oct 09

Note For more information on the password of the wireless network, contact your system
administrator.

Wi-Fi Protected Setup (WPS)

Wi-Fi Protected Setup (WPS) provides simplified mechanisms to configure secure wireless
networks. WPS can automatically configure a wireless network with a network name (SSID) and
strong WPA data encryption and authentication.

Two methods supported by YealinkIP phones in the Wi-Fi protected setup:

Push Button Configuration (PBC) : The user simply has topress WPSkey on both the IP

phone and gateway/router to connect.

Personal Identification Number  (PIN): The user has to enter a PIN generated randomly

by the IP phone on the gateway/router to connect.
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Push Button Configuration (PBC)

To connect to the wireless network using PBC method:

1. Tapa ->Basic->Wi-Fi.
2. Tap the On radio box of the Wi-Fi field.
The IP phone scans the availablewireless networksin your area.
3. Tapthe WPS soft key.
The touch screen prompts JWPShas activated, please connectwithin 120s. DZ
4. Long press the WPSkey on your gateway/router.

Once WPS setup has completed successfully, the touch screemill prompt jConnect

Success. DZ

Personal Identification Number (PIN)

To connect to the wireless network using PIN method:

1. Tap E ->Basic->Wi-Fi.
2. Tap the On radio box of the Wi-Fi field.

The IP phone scans the availablewireless networksin your area.
3. Tap the WPS-PIN soft key.

The touch screen pops up a prompt containing a randomly generated PIN.

4. TapOK.
The touch screen prompts ] Pl easdieouterrapdpess® |l ow PI N ¢
to start connecting: X X x DZ

5, Log into your gateway/routergds web entsFoer face, and

more information, refer to the documentation from the gateway/router manufacturer.

Once WPSPINs et up has compl eted successfully, the gatew:

prompt success.

Note Contact your gateway/router provider for more information.

Manually Add a Wireless Network

If your gateway/router has SSID broadcast disabled, it might not appear in the scanning results.

In that case, you must manually add a wireless network.

To add a wireless network :
1. Tapm ->Basic->Wi-Fi.
2. Tap the On radio box of the Wi-Fi field.
The IP phone scans the availablewireless networksin your area

3. Tap the Add soft key.

4. Use the WLAN settings obtained from your gateway/router to configure this WLAN Profile
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on the IP phone. Do the following:
a) Ifyou selectNone or WEP from the pull-down list of Security Mode :
Enter the profile name, SSIDand WPA shared key in the corresponding fields.
b) If you select WPA-PSKor WPA2-PSKfrom the pull-down list of Security Mode :
Select the desired Cipher type (TKIP, AESor TKIP AES from the pull-down list of
Cipher Type .
Enter the profile name, SSIDand WPA shared key in the corresponding fields.
5. Tap the Save soft key to accept the change or to cancel.
The connected wireless networks will be saved to Known network list. The Known network list

can store up to 5 wireless networks, you can specify the priority to connect to the corresponding

wireless network.

Viewing the Wireless Network Information

To view the wireless network information via phone user interface:

1. Tap B ->Basic->Wi-Fi.
2. Tap .:. after the desired wireless network to view the detailed wireless network

information (e.g., Profile Name, SSID or Signal Strength)

73 1025 Network Details 15:55 Fri, Sep 02
RO
Disconnect Add
1. SSID: Yealink_Meeting
2. Signal Strength: 3
3. Security Mode: WPA2_PSK
4. Encryption Type: AES
5. Frequency: 2467MHz
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If the IP phone is connected to a wireless network successfully, you can also tapwirel ess
Status to view the connected wireless network information.

Wireless Status 15:55 Fri, Sep 02

1. Wireless Status: Connected
2. Profile Name: Yealink_Meeting

A A
3. SSID: Yealink_Meeting

2/2 4. Signal Strength: 3 1/2
5. Channel: 12

v 6. AP Mac Address: 2¢:5d:93:1a:€9:b8 v
7. Security Mode: WPA2_PSK

S A

Manag ing the Saved Wireless Network

Once the IP phone has everbeen connected to a wireless network successfully, thewireless
network profile will be saved in Known network list. The next time you enable Wi-Fi feature, the
IP phone will be automatically connected to the wireless network which has the highest priority
(the top one). Up to 5 wireless network profiles can be saved inKnown network list. If you want
to add a new one when the IP phone has already saved 5 wireless network profiles, please delete
the older saved profile before adding.

To manage the saved wireless network:

1. Tap a ->Basic->Wi-Fi.

2. TapKnown network to view the saved wireless networks.

Storage Network 15:55 Fri, Sep 02

and-Business

open
Yealink_Guest

A open
TP-LINK_1C7C
open

22 Yealink_Meeting
secure

Connect Success.

olfololle
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3. Tapuij;:; ).

Edit

Move Up

Move Down

Delete

Cancel

4. Do one of the following:

- To edit the wireless network profile:
1) TapEdit.
2)  Edit the desired wireless network information.

3) Tap the Save soft key.

- To change the priority of the wireless network:

1) TapMove Up or Move Down to improve or lower the priority of the wireless
network that the IP phone automatically connects to.

- To delete the saved wireless network profile:
1) TapDelete.

If you delete your wireless network profile from your phone, you need to
manually connect to it next time.

Disconnecting the Wireless Network  Connection

To disconnect wireless network via phone user interface:

1. Tap B ->Basic->Wi-Fi.

2. Do one of the following:
- Tap the connected wireless network.

- Tap ( e | after the connected wireless network.

Tap Disconnect .

- Tap Known network .
Tap the connected wireless network.

The wireless network is disconnected. To connect it to your IP phone again, tap the
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wireless network again.

Deactivating the Wi -Fi Mode

To deactivate the Wi-Fi mode via phone user interface:

1. Tap B ->Basic->Wi-Fi.
2. Tap the Off radio box of the Wi-Fi field.

15:46 Fri, Sep 02

Wireless Status:

Wi-Fi: On @ Off
A

2/2

5 A
The Wi-Fiicon "“~ disappears from the touch screen.

Registration

Generally, your phone will be deployed with multiple other phones. In this case, your system

administrator will configure the phone parameters beforehand, s o that after you start up your

phone, the phone will be registered and ready for use. The SIPT48G IP phone supports up to 16

accounts. If your phone is not registered, you may have to register it. For more information on

how to register your phone, refer to Account Management on page 118.
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Touch Screen Display

Idle Screen Display

If the phone has successfullystarted up, the idle screen will be displayed. The following figure is

an example of what is displayed on the touch screen.

13:48 Mon, Sep 05

No.

Name

Description

Status Bar

Di splays the phonegs def
time and date.

Default Account

The label of the default account is displayed on the
left of the status bar.

If multiple accounts are already registered, tap and
select the desired default account.

For more information, refer to Default Account on
page 119.

Note : You can configure the IP phone not to display
the default account. Contact your system

administrator for more information.

Icons

Icons are displayed in the middle of the status bar.
For more information, refer to Icon Instructions on

page 3.

Time and Date

The phonegs time and dat
right of the status bar.

For more information, refer to Time & Date on page
56.

Line Keys (111)

The idle screen displays line keys 111. The line keys
1-6 on the left and the line keys 7-11 on the right
can be used to activate up to 11 lines.

Various features can be assigned to line keys.

Each line key can display the label and indicate the
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No.

Name

Description

status of the assigned feature.
For more information, refer to Line Keyson page
107.

More

Tap to unfold the D SSkey list, the DSS keys onidle
screen will display in the first two columns of DSS
key list. You can tap or long tap the desired line key
to configure it .

The DSSkey unfold wallpaper can be customized.
For more information, refer to Wallpaper with

Dsskey Unfold on page 45.

Wallpaper

Shows the specified wallpaper, which can be
customized. For more information, refer to
Wallpaper on the Idle Screenon page 44.

Shortcut Keys

. tap this shortcut key to enter the History
screen and view call history.
u : tap this shortcut key to enter the Directory
screen and view contacts.

: tap this shortcut key to toggle the DND mode
or enter the custom DND configuration screen.
E : tap this shortcut key to enter the main menu.
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Configuration Screen Display

Directory 13:54 Mon, Sep 05

2
o > 4
Tes Jim i)
3 *]  Remote Phone Book ot
sunmy o
Blacklist 5002
e (i)

No. Name Description

1 Screen Title Area Displays the title of the current menu screen.

) ) Displays various operation options for different
2 Operation Option Area
menu screens.

Displays menu items.
3 Menu Tree Area Tap the desired menu item to enter the

corresponding feature configuration screen.

Displays configuration items of the highlighted
4 Configuration Area menu item in the menu tree area.
You can configure feature settings in this area.

Label automatically to identify their
5 Soft Keys .
context-sensitive features.

Navigating Menus and Fields

To navigate menus and fields, you can:

Tap soft keys on the touch screen.
Tap menu items, fields, and arrows on thetouch screen.

Press keys on the phone keypad.

Note The menu system will automatically exit to the idle screen after 60 seconds of inactivity.
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To operate your phone, follow these tips:

If you want to Action
Enter the main menu. Tap E .
Return to the idle screen. Tap
Go back to the previous menu. Tap or press..
_ Tap the item.
Selectan ftem. Scroll to the item by pressing @ or @ .
Tap A or V.

(If you are in the call history, local directory,
Scroll through items page by page. | language configuration screen or ring tones
configuration screen, you can also press@

or@.)

Tap the fieldgs highlig

pull-down list, tap 4 or W to scroll through

values pageby page, or press @ or @ to scroll
values one by one.

Scroll through values for a field.

From the pull-down list, tap the value or scroll to

the value and then press .

Select a value for a field.

Entering Data and Editing Fields

You can enter data and edit fields using the phone keypad.

Keypad on the phone provides different characters (or numbers) when using the 2aB, abc, Abc,
ABC or 123 input mode. You can change the following input modes to enter data and edit fields
on your phone. When your phone keypad matches the input mode, you can press the keypad
repeatedly to view the character (or number) options and stop to select. When the character (or
number) you want to enter displays in the field, wait for one second, and enter the next

character (or number).

The following table lists the input modes and character (or number) options for the keypad:

Input Mode Abc
Keypad 2aB abc (initials in ABC 123
capitals)
o 1 1
— abc2&e& | abc2ae&a | ABC2AEA
(2. 2abcABC N N o 2
aC & AAAAC
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Input Mode Abc
Keypad 2aB abc (initials in ABC 123
capitals)
3. 3defDEF | def3&as def3g&d | DEF3EED 3
4. 4ghiGHI ghii ghidi GHilfi 4
(5. 5jKIJKL jKISE jKISE JKL5E 5
— mno6aad mno6aetd MNO60J
™ émnoMNO | | | 6
— 0g G OOOON
['f'm;j 7parsPQRS| pars7i33 pars7Ri PQRSTH 7
— TUV8UUU
(8 8tuvTUV | tuv8ilii tuV8LLLi 4 8
— IwxyzWXY .
Qe ; Wxyzop wxyz9P | WXYZ9Yp 9
| o 0 space space space 0
x N-0@: | *,N-0@ | * 0@k | *2N-0@f:
—_— H&Y%=<> | H&%=<> | H&%=<> | +&%=<>
EN el
- B | L S | L S | L Sl
gl g gl g
[#e # # # # #

To enter or edit data:

1.
2.

Tap the field.

Do one of the following:

If you want to

Then you can

characters.

Enter only digits (1),
uppercase (A) characters,
lowercase (a) characters, or

alphanumeric (2aB)

Press akeypad key one or more times (depending

onwhat input mode youdre

characters that is displayed on the keypad key.
You can tap 1“33 or abc one or more times to
switch among uppercase (ABC), numeric (123),
alphanumeric (2aB), uppercase and lowercase

(Abc) and lowercase @bc) input modes.

For example, if the input mode is ABC:
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If you want to

Then you can

- To enter @DZ press
- To enter @DZ press

- To enter |[20DZ press

- To enter J2ACARA e DZ

than three times quickly.

Note : When you are in the uppercase ABC),

uppercase and lowercase fAbc) or lowercase @bc)

input mode, is not available.

Enter special characters.

Press thekeypad key ZI or @ , or
press|0 | .
For [0 | Key:

- If it is in the uppercase (ABC), uppercase and
lowercase (Abc) or lowercase @bc soft key)
input mode, it will provide the space

character.

- If it is in the numeric (123) or alphanumeric
(2aB) input mode, it will only provide the
digit 0.

- If it is in the numeric (123) or alphanumeric
(2aB) input mode, it will provide the special
character + by long pressing about 2 seconds

on the dialing/pre -dialing screen.

For #wl key:

- It only provides the pound character #.

For @ key:

- If it is in the uppercase (ABC), lowercase
(abc), uppercase and lowercase Abc) or
alphanumeric (2aB) input mode, it will
provide the following special characters:
*N-0@F_+&%=<> _ $H]{}-"&"|

- If it is in the numeric (123) input mode, it will
provide the following special

characters:.*/@]] .

Delete text you entered.

Press @ or @ to position the cursor to the
right of the text you want to delete, and then tap
Delete or @ to delete one character at a time.

Delete an entire field of data.

Swipe your finger to the left or right to select the
entire field of data, so that the data is highlighted,
and then tap the Delete or @ .

40




Getting Started

Note

3.

Press .

When the phone is on the pre-dialing/dialing screen, characters canalso be entered using the
on-screen keypad.
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Customizing Your Phone

You can customize your SIRT48G IP phone by personally configuring certain settings, for

example, wallpaper,tme&dat e and ring tones. You can add contact
directory manually or from call history. You can also personalize different ring tones for different

callers.

This chapter provides basic operating instructions for customizing your phone. Topics include:
General Settings
Audio Settings
Contact Management
Call History Management
Search Source List in Dialing

System Customizations

If you require additional information or assistance with your new phone, contact your system

administrator.

General Settings

Wallpaper

You can customize the wallpaper of the SIRT48G IP phone, and can change the wallpaper
image via phone user interface or web user interface. You can also upload custom pictures as

wallpaper images via web user interface.

The SIRT48G IP phone supports the file format of pictures in the following table:

Format Resolution File Size

* jpg/*.png/*.bmp U 2.0 megapixels | 2MB of space should be reserved for the phone

43



User Guide Por the SIP-T48GIP Phone

To upload the custom picture via web user interface

1. Click on Settings ->Preference.

2. Inthe Upload Wallpaper (800*480) field, click Browse to locate the desired picture from

your local system.

Log Out
-
Yealink |
Status Account Network Dsskey Features Settings Directory Security
e Live Dialpad Enabled - 0 NOTE
Inter Digit Time(1~14s) 4 [7]
Time & Date @ Live Dialpad
Transparency 100% - It allows TP phones to
- automaticaly dial out the
o pka Unused BackLight Low - @ entered phone number after a
. 0 specified period of time.
Upgrade Active Backlight Level 8 -
Backlight
Auto Provision Backlight Time(seconds) Always On - 0 Specifies the brightness of the
LCD screen display.
) Watch Dog Disabled - 0
Configuration Contrast
Ring Type Ringl.wav - 0 Specifies the contrast of the
Dial Plan LCD screen display.
Upload Ringtone ‘[ Browse... ] No file selected. ‘ 0 P
ing Tones
Voice Upload Cancel A ring tone that wil alert you
when a call comes in for the IP
Ring Wallpaper Defautt.ipg - @ phone.
Tones Wallpaper with DSSkey unfold Auto - 0 You can click here to get
more guides.
Upload Wallpaper(800+480) ‘[ Browse... ] No file selected. ‘ 0
Softkey Layout
Upload Cancel
TROG9 Screensaver Wait Time 15s - 9
Voice Monitoring Screensaver Display Clock Enabled - @
SIP Screensaver Type Custom - 0
Screensaver 84481_20130116142821 9
Power Saving
Upload Screensaver ‘[ Browse... ] No file selected. ‘ 0
Confirm Cancel

3. Click Upload to upload the file.

The custom picture appears in the pull-down lists of Wallpaper and Wallpaper with
Dsskey unfold .

You can only delete the custom wallpaper by clicking Del when selecting the desired custom

wallpaper in the Wallpaper or Wallpaper with D sskey unfold field.

Note The SIRT48S IP phonescreensizeis 7 inches (Resolution: 800x480). If the size of the custom
wallpaperd o esngt meet the | P phone screen si ze,
out according to the IP phone screen size.

Wallpaper on the Idle Screen
You can change the wallpaper to display when the phone is idle.
To change the wallpaper on the idle screen via phone user interface:

1. Tapm ->Basic->Display ->Wallpaper .
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2. Tap or , Or press @ or @ to select the desired wallpaper image.

‘G No Service Wallpaper 15:55 Fri, Sep 02

Language 1. Wallpaper: [Ol.jpg \ v ]

Time & Date
Sound 1/2
Change PIN

Phone Lock v

Bluetooth

3. Tapthe Save soft key to accept the change or '~ to cancel.
Wallpaper on the idle screen is configurable via web user interface at the path
Settings ->Preference ->Wallpaper .
Wallpaper with D sskey Unfold
You can change the wallpaper to display when unfolding the DSSkey list. TapMore when the

phone is idle to unfold the D SSkey list.

16:11 Fri, Sep 02
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To change the DSSkey wallpaper via phone user interface:

1. Tap B ->Basic->Display ->Dsskey Wallpaper .

2. Tap or , Or press @ or @ to select the desired wallpaper image.

Dsskey Wallpaper 16 40 Sun, Oct 09

Language 1. Dsskey Wallpaper: [Ol.jpg | v ]

Time & Date
Sound 1/2
Change PIN
Phone Lock v

Bluetooth

3. Tapthe Save soft key to accept the change or . to cancel.

Wallpaper with Dsskey unfold is configurable via web user interface at the path
Settings ->Preference ->Wallpaper with D sskey unfold .

Transparency

If you are using a custom picture with a single color or complex background as the wallpaper
(refer to Wallpaper), it may affect your experience of the idle screen display. You can choose an
appropriate transparency for DSS keylabels and status bar on the idle screen as required.

The transparency can be configured from the following options:

0%: The DSS keylabels and status bar are non-transparent.
20%, 40%, 60% or 80%: The DSS keyabels and status bar are translucent.

100%: The DSS keyabels and status bar are transparent.
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To change the transparency via phone user interface:

1. Tapm ->Basic->Display ->Transparency .

2. Tap the gray box of the Transparency field, and then select the desired value from the

pull-down list.

73 1025 Transparency 16:13 Fri, Sep 02

Language 1. Transparency: [80% b4 ]

Time & Date
Sound 1/2
Change PIN

Phone Lock v

Bluetooth

3. Tapthe Save soft key to accept the change or to cancel.

Transparencyis configurable via web user interface at the path Settings ->Preference.

Screen Saver

The screensaver will automatically start when the IP phone is idle for the preset waiting time.

The screen saver is used to blank the screen or fill it with moving images or patterns.
The screen saver will be stopped if one of the following phone events  occurs:

Press any key.

Tap the touch screen.

Pick up/hang up the handset.

There is an incoming call.

A new prompt (e.g., missed call, new voice mail or forwarded call).

The status of BLF key changes.
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If your phone is idle again for a specified period of time, the screen saver will start again. The
time & date and certain feature status icons (e.g., a new text message, auto answer, DND) will
also display on the screen saver. For more information on theicons, refer to Icon Instructions on
page 3. You canconfigure the phone whether to display the time & date on the screen saver or
not.

16 17

Fri, Sep 02
Bs An

You can configure the screen saver of SIRT48G IP phone, and upload custom pictures to set up
a screen saver of your picture via web user interface. You can configure thescreen saver wait
time, screen saver type and screen saver display clock via phone user interface or web user
interface.

The SIRT48G IP phone supports the file format of custom pictures in the following table:

Format Resolution File Size

* jpg/*.png/*.bmp U 2.0 megapixels | 2MB of space should be reserved for the phone

Uploading the Custom Picture
To upload a custom picture via web user interface:

1. Click on Settings ->Preference .
2. SelectCustom from the pull -down list of Screensaver Type.

3. Inthe Upload Screensaver field, click Browse to locate the custom picture from your local

system, and then clickUpload .
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This field appears only if Screensaver Type is set to Custom.

Yealink | vssc

!
Log Out

English(English) -

Status Account Network Dsskey Features Settings Directory Security
Preference Live Dialpad Enabled - @ NOTE
Inter Digit Time(1~14s) 4 [7]
Time & Date @ Live Dialpad
Transparency 100% - It allows IP phones to
. automaticaly dial out the
CaNlERay Unused BackLight Low - @ entered phone number after a
: 0 specified period of time.
Upgrade Active Backlight Level 8 -
Backlight
Auto Provision Backlight Time(seconds) Always On - 0 Spedifies the brightness of the
LCD screen display.
) Watch Dog Disabled - 0
Configuration Contrast
Ring Type Ringl.wav - 0 Specifies the contrast of the
Dial Plan LCD screen display.
Upload Ringtone |[ Browse... ] No file selected. | e P
ng Tones
Voice Upload Cancel A ring tone that wil alert you
when a call comes in for the IP
Ring Wallpaper Default.jpg - @ phone.
o Wallpaper with DSSkey unfold Auto - @ You can click here to get
ones
more guides.
Upload Wallpaper(800%480) |[ Browse... I No file selected. | e
Softkey Layout
TROGY Screensaver Wait Time 15s - 9
Voice Monitoring Screensaver Display Clock Enabled - 0
sip Screensaver Type Custom - @ |
Screensaver B84481_20130116142821 + Del o
Power Saving
Upload Screensaver " Browse... ] No file selected. | e
Upload Cancel
Confirm Cancel

The custom picture appears in Screensaver list. You can only delete the custom picture by

clicking Del in the Screensaver field.

Note

Configur ing the Screen Saver

To configure the screen saver via phone user interface

1. Tap E ->Basic->Display ->Screensaver.

You can only upload one custom image at a time via web user interface.

2. Tap the gray box of the Wait Time field, and then select the desired wait time from the

pull-down list.

3. Tap the On or Off radio box of the Display Clock field.

4. Tapthe gray box of the Screensaver Type field and then select the desired screen saver

type from the pull -down list.

This field is configurable only if you have uploaded a custom picture via web user interface.

- If you select System.

The IP phone will automatically set the built-in picture as the screen saver.

- If you select Custom.
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The IP phone will automatically set the custom pictures you upload as the screen saver,

and display these pictures alternately.

7 1026 Screensaver 16:20 Fri, Sep 02
Language 1. Wait Time: 15s v
Time & Date 2. Display Clock: ® On
3. Screensaver Type: System v
o
Change PIN Custom
Phone Lock v
Bluetooth

to cancel.

5. Tap the Save soft key to accept the change or

Screensaver is configurable via web user interface at the path Settings ->Preference.

Power Saving

The power saving feature is used to turn off the backlight and screen to conserve energy. The IP
phone enters power-saving mode after it has been idle for a certain period of time.

The IP phone will exit power -saving mode if one of the following phone events  occurs:

Press any key.

Tap the touch screen.

Pick up/hang up the handset.

There is an incoming call.

A new prompt (e.g., missed call, new voice mail or forwarded call).

The status of BLF key changes.
If the screen saver is enabled on your phone, powersaving mode will still occur.
You can configure the following power-saving settings:

Office Hour

Idle Timeout (minutes)

The office hour and idle timeout (minutes) settings work only if the power saving feature is

enabled.

Note Power savingis configurable via web user interface only.
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Enabling the Power Saving

To enable the power saving feature via web user interface:

1. Click on Settings ->Power Saving.

2. SelectEnabled from the pull-down list of Power Saving.

Yealink | v+

Preference
Time & Date
Call Display
Upgrade

Auto Provision
Configuration
Dial Plan

Voice

Ring

Tones
Softkey Layout

TRO69

sIp

Power Saving

Voice Monitoring

Account Network Dsskey Features Settings

Power Saving Enabled - OJ
office Hour @)

Monday 07 - 19

Tuesday 07 - 19

‘Wednesday 7 - 19

Thursday 7 - 19

Friday 7 - 19

Saturday [

Sunday [
Idle TimeOut (minutes)

Office Hour Idle TimeQut 960 [7)

Off Hour Idle TimeOut 10 [7]

User Input Extension Idle TimeOut 10 0

Log Out

English{English) -

Directory Security

NOTE

Settings Powersaving

You can click here to get
more guides.

3. ClickConfirm to accept the change.

Configuring the Office Hour

Office Hour specifies the starting time and ending time in the office each day.

To configure the office hour via web user interface:

1. Click on Settings ->Power Saving.
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3.  Enter the starting time and ending time respectively in the desired day field.

Log Out
-
Yealink | vsc ) ) _ _ ) S
Account Network Features Settings Directory
Fafrar Power Saving Enabled - 0 NOTE
office Hour @)
Time & Date Settings Powersaving
Monday 07 - 19
Call Display You can click here to get
Tuesday 07_|={19 more guides.
Upgrade Wednesday 07 - 19
Auto Provision Thursday 07 —19
_ Friday 7 - 19
Configuration
Saturday [
Dial Plan
Sunday [
Voice Idle TimeOut (minutes)
Ring Office Hour Idle TimeQut 960 [7)
Off Hour Idle TimeOut 10 [7)
Tones
User Input Extension Idle TimeOut 10 0
Softkey Layout
TROG9
Voice Monitoring
sIp
Power Saving

4. Click Confirm to accept the change.

Configuring the Idle Timeout

52

Idle Timeout specifies the period of time before the IP phone enters power-saving mode. The
following three types of idle timeout you can configure:

Office Hours Idle TimeOut : Configures the idle timeout for office hours.

Off Hours Idle  TimeOut : Configures the idle timeout for non -office hours.

User Input Extension Idle TimeOut : Configures idle timeout that applies after you use
the IP phone (for example, press a key on the phone, pick up/hang up the handset or tap
the touch screen).

By default, the Office Hours Idle Timeout is much longer than the Off Hours Idle TimeOut. If you
use the IP phone, the idle timeout that applies (User Input Extension Idle Timeout or Office
Hours/Off Hours Idle TimeOut) is the timeout with the highest value. If the phone has an

incoming call or new message, the User Input Extension Idle Tim®©ut is ignored.
To configure the idle timeout via web user interface:

1. Click on Settings ->Power Saving.

2.  Enter the desired value in the Office Hours Idle TimeOut field.
The default value is 960, you can set to 1-960.

3.  Enter the desired value in the Off Hours Idle TimeOut field.
The default value is 10, you can set to 110.

4.  Enter the desired value in the User Input Extension Idle Time Out field.
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The default value is 10, you canset to 1-30.

Log Out
-
Yealink | v+ :
|| Account || Network || [ | | UL | Directory || Security |
Fafrar Power Saving Enabled - 0 NOTE
office Hour @)
Time & Date Settings Powersaving
Monday 07 - 19
Call Display You can click here to get
Tuesday 07_|={19 more guides.
Upgrade Wednesday 07 - 19
Auto Provision Thursday 07 —19
_ Friday 7 - 19
Configuration
Saturday [
Dial Plan
Sunday [
Voice Idle TimeOut (minutes)
Ring Office Hour Idle TimeQut 960 [7)
Off Hour Idle TimeOut 10 [7)
Tones
User Input Extension Idle TimeOut 10 0
Softkey Layout
TROG9
Voice Monitoring
sIp
Power Saving

5. Click Confirm to accept the change.

Backlight

Backlight has three options:

Active Level : The intensity of the touch screen when the phone is active. You can change the
intensity of the touch screen. Digits (1-10) represent different intensities. 10 is the highest
intensity.

Inactive Level : The intensity of the touch screen when the phone is inactive. You can select a
low intensity or turn off the backlight.

Backlight Time : The delay time to change the intensity of the touch screen when the phone is
inactive. You can select a desired time to change the intensity or turn on the backlight
permanently.

Always On: Backlight is on permanently.

15s, 30s, 1min, 2min, 5min, 10min or 30min : Backlight is changedwhen the phone is

inactive after the designated time (in seconds).
You can also change the intensity of the LCD screen ofEXP40 connected to theSIRT48G IP
phone.

To configure the backlight via phone user interface:

1. Tap B ->Basic->Display ->Backlight .

2. Tap the gray box of the Active Level field, and then select the desired level from the
pull-down list.

3. Tap the gray box of the Inactive Level field, and then selectthe desired value from the
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pull-down list.

4. Tap the gray box of the Backlight Time field, and then selectthe desired time from the
pull-down list.

7 1012 Backlight 16:47 Sun, Oct 09

Language 1. Active Level: 8 v

Time & Date a 2. Inactive Level: Low v
m 3. Backlight Time: (155 .

Sound 1/2

Change PIN

Phone Lock v

Bluetooth

5. Tapthe Save soft key to accept the change or to cancel.

Backlight is configurable via web user interface at the path Settings ->Preference.

Contrast
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You can only configure the contrast of the expansion module EXP40 connected to the SIRT48G
IP phone to a comfortable level on the phone. Ensure that the expansion module has been
connected to the phone before configuration. The intensity of contrast ranges from 1 to 10 and
the highest intensity is 10.

To configure the contrast via pho ne user interface:

1. Tap B ->Basic->Display ->Contrast .
If EXP40 is not connected to the phone, the Contrast screen displays "No EXP".

2. Tap the gray box of the Contrast field, and then selectthe desired value from the
pull-down list.
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The default contrast level isJ6DZ

Contrast 16:54 Sun, Oct 09

Language 1. Contrast: 6 v

Time & Date
Sound 1/2
Change PIN

Phone Lock v

Bluetooth

3. Tapthe Save soft key to accept the change or to cancel.

Language

The default language of the phone user interface is English.If the language of your web browser
is not supported by the phone, the web user interfa ce will use English by default.You can
change the language for the phone user interface and the web user interface respectively.

To change the language for the phone user interface:

1. Tap m ->Basic->Language.
2. Tap A or W to scroll through the list of available languages

3. Tapthe desired language.

73 1026

Language 17:00 Mon, Oct 10

Language @ English(English)

Time & Date . f8i& AR 3Z(Chinese Simplified) 5
Display $&48h3Z(Chinese Traditional)

Sound 1/2 Frangais(French) 1/2
Change PIN Deutsch(German)

Phone Lock v Italiano(Italian) v
Bluetooth Polski(Polish)

4. Tapthe Save soft key to accept the change.

Text displayed on the phone user interface will change to the selected language.

55



User Guide Por the SIP-T48GIP Phone

To change the language for the web user interface:

1. Select the desired language from the pull-down list at the top-right corner of web user

interface.

-
Log Out
English(Englsh) -

Yealink | vasc

Account Network Dsskey Features Settings Directory Security

Version ) NOTE
Firmware Version 35.81.0.40

Status

Version
Hardware Version 35.0.0.0.0.0.0 It shows the version of firmware
and hardware.

Device Certificate @)
Hetwork
Device Certificate Not Installed It shows the network settings
of Internet (WAN) port.

Text displayed on the web user interface will change to the selected language.

Time & Date

The time and date are displayed on the right of the status bar. You can configure the phone to
obtain the time and date from the SNTP server automatically, or configure the time and date
manually. If the phone cannot obtain the time and date from the Simple Network Time Protocol

(SNTP)server, contact your system administrator for more information.
To configure the SNTP setting via phone user interface:

1. Tap B ->Basic->Time & Date ->General.
2. Tap the gray box of the Type field, and then select SNTP Settings from the pull -down list.

3. Tap the gray box of the Time Zone field, and then selectthe time zone that applies to your

area from the pull-down list.
The default time zone isj+8DZ

4. Enter the domain name or IP addressof SNTP serverin the NTP Serverl and NTP Server2

field respectively.

5. Tap the gray box of the Daylight Saving field, and then selectthe desired value from the
pull-down list.

6. Tap the gray box of the Location field, and then selectthe desired time zone name from
the pull-down list
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This field appears only if Daylight Saving field is selected Automatic , and the default time
zone name isj China(BeijingDZ

General 16 26 Fri, Sep 02

1. Type:

Language SNTP Settings

Time & Date 2. Time Zone: +8 v

A
Display 3. NTP Serverl: cn.pool.ntp.org
Sound 1/2 | 4. NTP Server2: pool.ntp.org
Change PIN 5. Daylight Saving: Automatic | ¥
Phone Lock v 6. Location: [China(Beijing) b4 ]
Bluetooth

7. Tapthe Save soft key to accept the change or to cancel.
Note Please refer to Appendix A g Time Zoneson page 249 for the list of available time zones on the IP
phone.

To configure the time and  date manually via phone user interface:

1. TapB ->Basic->Time & Date ->General.

2. Tap the gray box of the Type field, and then select Manual Settings from the pull -down

list.

3. Enter the specific date andtime in the corresponding fields .

General 16:27 Fri, Sep 02

Language Manual Settings

Time & Date 2. Date: Lml - 09 - 02
Display 3. Time: 16 B 27 B 23
Sound 1/2

Change PIN

Phone Lock v

Bluetooth

4. Tapthe Save soft key to accept the change.

Thetime and date displayed on the touch screen will change accordingly.
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Note

58

To configure the date and time  format via phone user interface:

1. Tap B ->Basic->Time & Date ->Time & Date Format .

2. Tap the gray box of the Date Format field, and then selectthe desired date format from
the pull-down list.

3. Tap the gray box of the Time Format field, and then selectthe desired time format (12
Hour or 24 Hour) from the pull -down list.

Time & Date Format 16:28 Fri, Sep 02

Language 1. Date Format: WWW MMM DD

Time & Date 2. Time Format: [24 Hour ¥

Display

Sound 1/2
Change PIN

Phone Lock v

Bluetooth

4. Tapthe Save soft key to accept the change or to cancel.

Time and date are configurable via web user interface at the path Settings ->Time & Date .

There are 7 availabledate formats. For exampl e, for t he djawWwWwbZor mat
represents the abbreviation of the weekday, | @@d3&ntsthe two-digitday, and |J MMMDZ
represents the first three letters of the month.

The date formats available:

Date Format Example (2016-09-02)
WwWww MMM DD Fri, Sep02
DD-MMM -YY 02-Sep-16
YYY¥MM-DD 2016-09-02
DD/MMIYYYY 02/09/2016
MM/DD/YY 09/02/16
DD MMM YYYY 02 Sep,2016
WWW DD MMM Fri, 02 Sep

You can also customize the date format. Contact your system administrator for more information .

J
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Administrator Password

The Advanced option is only accessible to the administrator. The default administrator password
is JadminbZ For security reasons, you should change
as possible.

To change the administrator password via phone user interface:

1. Tapm ->Advanced (default password: admin) ->Change Password.
2. Enter the old password in the Old PWD field.
3. Enter the new password in the New PWD field.
4. Reenter the new password in the Confirm P WD field.
Change Password 17:17 Sun, Oct 09
Account 1. Old PWD: essccee
Network 2. New PWD: esccoe
3. Confirm PWD: [eoneed|

Auto Provision

Reboot

Reset Config

FWD International
5. Tapthe Save soft key to accept the change or to cancel.

Administrator password is configurable via web user interface at the path Security ->Password.

Key As Send

You canset the J#DZ koe]yDZ kteperform asa send key while dialing.
To configure key as send via phone user interface:

1. Tap B ->Features->General.
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2. Tap the gray box of the Key As Send field, and then select# or * from the pull-down list, or
select Disabled to disable this feature.

©° 1012 17:18 Sun, Oct 09

General F 1. Key As Send: # v
Hot Line " 2. History Record: Disabled

Default Account

Auto Redial 2/2

Call Completion

Paging List v

Diagnostics

3. Tapthe Save soft key to accept the change or to cancel.

Key as send is configurablevia web user interface at the path Features->General Information .

Phone Lock

You can lock your phone temporarily when you are not using it. This feature helps to protect
your phone from unauthorized use.

When the phone is locked, the following you needed to know:

LCD screen andAll keys are locked except the Volume key, digit keys, # key, * key HEADSET key
and Speakerphone key. You are only allowed to dial emergency numbers, reject incoming calls
by pressing the X key or tapping the Reject soft key, answer incoming calls by lifting the

handset, pressing the Speakerphone key, the HEADSET key, the OK key or tapping thé\nswer
soft key, and end the call by hanging up the handset, pressing the Speakerphone key, X key or
tapping the End Call soft key.

Note The emergency number setting, if desired, must be made before lock activation. For more
information, refer to Emergency Numberon page 127.

To activate the phone lock via phone user interface:

1. Tap B-> Basic->Phone Lock.

2. Enter the desired PIN (default PIN: 123) in theUnlock PIN field, and then tap the Save soft
key or press OK.

3. Tap the gray box of the Lock Enable field, and then select Enabled from the pull -down list.
4. Enter the desired interval of automatic phone lock in the Lock Time Out field.

The default timeout is 0. It means the phone will not be automatically locked. You need to

long press to lock it immediately when the phone is idle.
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If it is set to other values except 0 (e.g., 5), the phone will be locked when the phone is
inactive in idle screen for the designated time (in seconds).

Phone Lock 16:30 Fri, Sep 02
Language 1. Lock Enable: Enabled v
Time & Date % 2. Lock Time Out: [5| ]
Display
Sound 1/2
Change PIN
Phone Lock

Delete

5. Tapthe Save soft key to accept the change.

When the phone is locked, thetouchs c r e e n  pPhaneldgckedDZfand di spl ays t he

icon

Phone locked.

To change the phone unlock PIN via phone user interface:

1. Tap B ->Basic->Change PIN.
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2. Enter the desired value in the Old PIN, New PIN and Confirm PIN field respectively.

Change PIN 17:02 Mon, Oct 10

Language 1. Old PIN: oo

Time & Date a 2. New PIN: esee

Display 3. Confirm PIN: [uu ]

Sound 1/2

Change PIN }

Phone Lock v

Bluetooth

Delete

3. Tapthe Save soft key to accept the change or to cancel.

Note The unlock PIN length must be within 15 digits.

To unlock the phone via phone user interface:

1. Tap the locked key, the touch screen promptsj Unl oc k Pl NDZ
2. Enter the desired PIN in the Unlock PIN field.

Unlock PIN

Cancel | 123 ‘ Delete ‘ oK

3. TapOKto unlock the phone.
Theicon disappears from the touch screen.

You can long press or wait for a period of time (if configured) to lock the phone
again.

Note You can also unlock the phone by administrator password. When you enter the administrator
password to unlock the phone, the phone will turn to the Change PIN screen.
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To deactivate the phone lock via phone user interface:

1. Tap B ->Basic->Phone Lock.

2. Enter the desired PIN (default PIN: 123) in the Unlock PIN field, and then tap the Save soft
key or press OK.

3. Tap the gray box of the Lock Enable field, and then selectDisabled from the pull -down list.

Phone Lock 16:34 Fri, Sep 02
Language 1. Lock Enable: [Disabled X ]
Time & Date % 2. Lock Time Out: 0
Display
Sound 1/2
Change PIN
Phone Lock

4. Tapthe Save soft key to accept the change.

Phone lock is configurable via web user interface at the path Features->Phone Lock.

Audio Settings

Volume
You can press theVolume key to adjust the ringer volume when the phone is idle or ringing .

You can also press theVolume key to adjust the receiver volume of currently engaged audio
devices (handset, speakerphone or headset) when the phone is in use.

63



User Guide Por the SIP-T48GIP Phone

To adjust the ringer volume when the phone is idle :

1. Press to adjust the ringer volume.

16:35 Fri, Sep 02

= More

To adjust the ringer volume  when the phone is ringing:

1. Press(=——_9) to adjust the ringer volume.

16:37 Fri, Sep 02

= 1

(X s Y

Silence

You can also press(——=_%) to adjust the ringer volume when selecting a ring tone. For more

information, refer to Ring Toneson page 65.

Note If ringer volume is adjusted to minimum, the icon (h will appear on the LCD screen.
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To adjust the volume when the phone is during a call:

1. Press(=——=_%) to adjust the volume of currently engaged audio device (handset,
speakerphone or headset).

16:04 Mon, Oct 10

Talking : 1025

e LTI
(1) 82 ~

Transfer Hold Conference End Call

You can also pressl——_%) to adjust the volume when playing back the recorced calls. For
more information, refer to Playing Back Recorded Callon page 195.

Ring Tones
Ring tones are used to indicate incoming calls. You can select different ring tones to distinguish
different accounts registered on your phone,or t o di sti ngui sh your phone fror
To select a ring tone for the phone via phone user interface

1. Tap B ->Basic->Sound->Ring Tones->Common .
2. Tap A or'¥ to scroll through the list of available ring tones .

3. Tapthe desired ring tone.

1026 Ring Tones 16:38 Fri, Sep 02
Language @ Ringl.wav
Time & Date a Ring2.wav ‘.
Display Ring3.wav

1/2 Ring4.wav 1/2
Change PIN Ring5.wav
Phone Lock v Ring6.wav v
Bluetooth Ring7.wav

4. (Optional.) PressE—=—9) to adjust the ringer volume.

5. Tapthe Save soft key to accept the change or

to cancel.
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A ring tone for the phone is configurable via web user interface at the path
Settings ->Preference ->Ring Type.

To select aring tone for the account via phone user interface:

1. Tap B ->Basic->Sound->Ring Tones.

2. Tapthe desired account.

3. Tap A orw toscroll through the list of available ring tones .
4. Tap the desired ring tone.

If Common is selected, this account will use the ring tone selected for the phone.

Ring Tones 16:39 Fri, Sep 02

Language @ Common
Time & Date . Ringl.wav ‘i
Display Ring2.wav

1/2 Ring3.wav 1/2
Change PIN Ring4.wav
Phone Lock v Ring5.wav v
Bluetooth Ring6.wav

5. (Optional.) Press——=—=) to adjust theringer volume.

6. Tapthe Save soft key to accept the change or to cancel.

A ring tone for the account is configurable via web user interface at the path
Account ->Basic->Ring Type.

To upload a custom ring tone for your phone via web user interface:

1. Clickon Settings ->Preference.
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Note

2. Inthe Upload Ringtone field, click Browse to locate a ring tone file (the file format must

be *.wav) from your local system.

Yealink | vasc

Status Account

Network

Log Out

Engiish(English) -

Dsskey Features Settings Directory Security

Preference Live Dialpad Enabled - @ NOTE
Inter Digit Time(1~14s) 4 [7]
Time & Date Live Dialpad
Transparency 100% - @ It allows IP phones to
- automatically dial out the
ol play Unused BackLight Low - @ entered phone number after a
specified period of time.
Upgrade Active Backlight Level 8 - @
Backlight
Auto Provision Backlight Time(seconds) Always On - @ E@g.:g@f:::zggig:meg of the
. _ Watch Dog Disabled - @
Configuration Contrast
Ring Type Ringl.wav - 0 Specifies the contrast of the
Dial Plan LCD screen display.
Upload Ringtone ‘[ Browse... ] No file selected. ‘ e T
ing Tones
Voice Upload Cancel A ring tone that wil alert you
when a call comes in for the IP
Ring Wallpaper Defautt.ipg - @ phone.
Tones Wallpaper with DSSkey unfold Auto - @ You ean click here to get
more guides.
Upload Wallpaper(800*480}) ‘[ Browse... ] Mo file selected. ‘ 0
Softkey Layout
TROG9 Screensaver Watt Time 155 - @
Voice Monitoring Screensaver Display Clock Enabled - 0
sip Screensaver Type Custom - @
Screensaver 84481_20130116142821 + 9
Power Saving
Upload Screensaver ‘[ Browse... ] No file selected. ‘ 0
Confirm Cancel

3. Click Upload to upload the file.

The custom ring tone appears in the pull-down list of Ring Type.

You can only delete the custom ring tone by clicking Del when selecting the desired custom

ring tone in the Ring Type field.

The priority of ring tone for an incoming call on the phone is as follows:
Contact ring tone (refer to Adding Groups) >Group ring tone (refer to Adding Groups) >Account

ring tone >Phone ring tone.

Single custom ring tone file must be within 8MB and total custom ring tone files must be within

20MB.

Uploading custom ring tones for your phone is configurable via web user interface only.

Key Tone

If you enable key tone, the phone will produce a sound when you press the keypad.

To configure key tone via phone user interface:

1. Tap B ->Basic->Sound->Key Tone.
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2. Tap the On or Off radio box of the Key Tone field.

7 1026 Key Tone 16:40 Fri, Sep 02
Language 1. Key Tone: ®on off
Time & Date
Display

Change PIN

Phone Lock v

Bluetooth

3. Tapthe Save soft key to accept the change or to cancel.

Key tone is configurable via web user interface at the path Features->Audio .

Contact Management

This section provides the operating instructions for managing contacts. Topics include:

Directory
Local Directory
Blacklist

Remote Phone Book

Directory

Directory provides easy accesgo frequently used lists. The lists may contain Local Directory,
History, Remote Phone Book and LDAP. You can configure the list(s) to access for thBirectory

soft key.

Note LDAP is disabled by default. For more information, contact your system administrator.

To configure the list(s) to access for the Directory  soft key via web user interface:

1. Click on Directory ->Setting .

2. Inthe Directory block, select the desired list from the Disabled column and then
click :
The selected list appears in theEnabled column.

3. Repeatthe step 2 to add more lists to the Enabled column.

4. Toremove a list from the Enabled column, select the desired list andthen click .
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5. To adjust the display order of the enabled lists, select the desired list and then click

or [4].

logout |

English(English) -

Yealink | vasc

Status Account Network Dsskey Features Settings Directory Security

e o N
Directory @
Remote Phone Disabled Enabled Directory
Book It provides easy access to
Remote Phone Boo + :oﬁtm\ Directory - frequently used lists.
ory

Phone Call Info Search Source in Dialing

It allows the IP phone to
LDAP automatically search entries
Zomdthe stiarch iour;amliist
. = ased on the entered string,
R and display results on the
pre-digling screen.
Setting = =

Recent Call In Dialing
It allows users to view the
placed calls list when the phone

is on the pre-dialing screen.
Search Source List In Dialing

Disabled Enabled You can click here to get
Remote Phonebook ~ Local Directory - T LU
History
Recent Call In Dialing  Enabled - e
Confirm Cancel

6. Click Confirm to accept the change.

Note The list(s) to access forthe Directory soft key is configurable via web user interface only.

To view the directory list(s) via phone user interface:

1. Tap when the phone is idle.

- If only one list is enabled for the directory, tap to view the list directly.
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- If more than one list is enabled for the directory, tap the desired list you want to view,

and then tap OK.

@ Local Directory

History

Note If the remote phone book and LDAP are not configured in advance, you cannot view remote
phone book and LDAP lists on the phone user interface. For more information on remote phone
book, refer to Remote Phone Book on page 90. For more information on LDAP, contact your
system administrator.

Local Directory

The built-in phone directory can store the names and phone numbers of your contacts. You can
store up to 1000 contacts and 48 groups in your phone's local directory. You can add new
groups and contacts, edit, delete or search for a contact, or simply dial a contact number from

the local directory.

Note Local directory can be backed upon the provisioning server. For more information, contact
your system administrator.
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Adding Groups

To add a group to the local directory

1. Tap .

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

71025 Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad 0
Search Add Setting 1020 2

office_number N
Blacklist i

jim

1003 g

sunmy

5002 Q

Tom

1004 @

-

History

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tap Setting .
3. TapNew Group.

4. Enter the desired group name in the highlighted field.

Contacts Setting 16:45 Fri, Sep 02
2 @
New Group ekl Blacklist ‘ Delete
All Contacts Ad
1020
L0} v display_name
office_number
Blacklist =
jim
1003
sunmy
5002
Tom
1004

Delete

5. Tapss toacceptthe change.

6. Tap J”T to specify a ring tone for the group.
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7. Tap A orW to scroll through the list of available ring tones .

8. Tap the desired ring tone.

Ring Tones

® Auto

Ringl.wav

Ring2.wav

Ring3.wav

Ring4.wav

Cancel

If Auto is selected, this group will use the ring tone according to the priority: Contact ring
tone (refer to Adding Contacts) >Account ring tone (refer to Ring Toneg >Phone ring tone
(refer to Ring Toney. If a specific ring tone is selected,this group will use the ring tone
according to the priority: Contact ring tone (refer to Adding Contacts) >Group ring tone.

9. TapOK to accept the change.

Editing Groups

To edit a group in the local directory

1. Tap .

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad (i)
Search Add Setting 1020 4
office_number \ !/
Blacklist o
jim
1003 g
sunmy
5002 @
Tom
1004 @

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B-> Directory ->All Contacts to enter the local directory.

2. TapSetting .
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3. Tapthe desired group.

4. Tap ’_@ after the group name.

Contacts Setting

16:47 Fri, Sep 02

New Gioup Select All (0/0)

'V All Contacts

10 fres| v

Blacklist

3 @

Blacklist ‘ Delete

None

Delete

5. Edit the group name in the highlighted field.

6. Tap ¢/ to accept the change.

Deleting Groups

To delete a group from the local directory

1. Tap.

The IP phone enters the localdirectory directly as there is only Local Directory enabled in

the directory by default.

16:45 Fri, Sep 02

Directory

QA | b | & Ad

Search Add Setting 1020
All Contacts display_name
office_number

Blacklist jim

1003

sunmy

5002

Tom

1004

Directory

o
i)
(i)

o
o

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. TapSetting .
3. Tapthe desired group.

4. Tap @' before the group name.
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The touch screen prompts the following warning:

Delete selected group?

Cancel ‘

5. Tap OK to confirm the deleti on or Cancel to cancel.

Adding Contacts
You can add contacts to the local directory in one of the following ways :

Manually
From call history

From a remote phone book

Adding Contacts Manually

To add a contact to the local directory manually :

1 Tef).

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q ‘ o ‘ 2 Ad (i)
Search Add Setting 1020 =~
All Contacts display_name o
office_number N
Blacklist i
jim
1003 Q
sunmy
5002 A
Tom
1004 @

Directory
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If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. TapAdd.

If you want add a contact to the specified contact group, you can tap the contact group first,
and then tap Add.

3. Enter the name and the office, mobile or other numbers in the corresponding fields.

73 1025 New Contact 16:49 Fri, Sep 02
Group: All Contacts b A
Name: A
Office Number: {2 ]
Mobile Number:
Other Number:
Account: Auto Y.
Ring: Auto hA
Photo: Default v

4. Tap the gray box of the Account field, and then selectthe desired account from the
pull-down list.

If Auto is selected, the phone will use the default account when placing calls to the contact
from the local directory.

5. Tap the gray box of the Ring field, and then selectthe desired ring tone from the pull-down
list.

If Auto is selected, this contact will use the ring tone according to the priority: Group ring
tone (refer to Adding Groups) >Account ring tone (refer to Ring Toneg >Phone ring tone
(refer to Ring Toney.

6. Tap the gray box of the Photo field, and then selectthe desired photo from the pull-down

list.
7. Tapthe Save soft key to accept the change or to cancel.
Note If the contact already exists in the directory, the touch screen will prompt jContact name
existed! .DZ

Adding Contacts from Call History

To add a contact to the local directory from call history:

1. Tap \2 .
2. Tap A or W toturn pages.
You can also press@ or@ to switch pages.
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3. Tap o after the desired entry.

History Details 16:49 Fri, Sep 02
S | % | 2 | X | @
Send Add Edit Blacklist Delete
Name: 1006
Number: 1006
Time: Fri Sep 02 16:37:49
Line: Unknown
Duration: 00:00:00

1/27

22

4. TapAdd.

5. Edit the corresponding fields.

3 1025 New Contact 16:50 Fri, Sep 02
Group: All Contacts l v
Name: [1006 ]
Office Number: 1006 l v
Mobile Number:  Old Number ./
Other Number:  Old Number \ v
Account: Auto \ v
Ring: Auto \ v
Photo: Default \ v

6. Tapthe Save soft key to accept the change.

The entry is successfully savedo the local directory.
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Adding Contacts from Remote Phone Book
To add a contact to the local directory from aremote phone book:

1. Tap B-> Directory ->Remote Phone Book.

If Remote Phone Book is added to the directory (refer to Directory on page 68), tap
->Remote Phone Book to enter the remote phone book.

7 1025 Directory 16:51 Fri, Sep 02
Se%m | ﬁ’, \ sﬁ‘g Remote Phone Book( 3 ) Ufate
¥ All Contacts Department >
Tes
Blacklist

<

History

2. Tap the desired remote phone book.

The phone then connects to the remote phone book and proceeds to load it. The contacts
in the remote phone book are displayed on the touch screen.

3. Tap o after the desired contact in the remote phone book.

1025 Contact Details 16:52 Fri, Sep 02
S b | X
Send Add Blacklist
Name: Test1
Number: 23000
1/3
S A
4, TapAdd.

7



User Guide Por the SIP-T48GIP Phone

5. Edit the corresponding fields.

New Contact 16:52 Fri, Sep 02

Group: All Contacts v
Name: [Tat1|

Office Number: 23000 v
Mobile Number:  Old Number v
Other Number: Old Number v
Account: Auto v
Ring: Auto v
Photo: Default v

Delete

6. Tap the Save soft key to save the contact to the local directory.

If the contact already exists in the local directory, the touch screen will prompt JOverwrite
the original contact? DZap OK to overwrite the original contact in the local directory or
Cancel to cancel.

For more information on remote phone book operation, refer to Remote Phone Book on page
90.
Editing Contacts

To edit a contact in the local directory:

1. Tapg.

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad (i)
Search Add Setting 1020 4
office_number \ !/
Blacklist o
jim
1003 g
sunmy
5002 @
Tom
1004 @

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tap o after the desired contact.
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If the contact was added to a specified contact group, you can tap the contact group first,
and then tap o after the desired contact.

3. Tap the desired field to edit the contact information.

o 1025 Contact Details 16:53 Fri, Sep 02

2 ‘
Blacklist Delete
Group: All Contacts v

Name: Ad A

Office Number: 1020

Mobile Number:
Other Number:

Account: Auto X

Delete

You can tap or to switch the contact you want to edit.

4. Tap the Save soft key to accept the change or ~ to cancel.

Deleting Contacts
To delete a contact from the local directory:
1. Tap .
The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad (i)
Search Add Setting 1020 4
office_number \ !/
Blacklist o
jim
1003 g
sunmy
5002 @
Tom
1004 @

e

Directory

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tap o after the desired contact.

If the contact was added to a specified contact group, you can tap the contact group first,
and then tap o after the desired contact.
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3. TapDelete.

The touch screen prompts the following warning:

Delete selected item?

Cancel

4. Tap OK to confirm the deleti on or Cancel to cancel.

To delete all contacts:

1. Tapm .

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

7 1025 Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad (i)
Search Add Setting 1020 =~

office_number N
Blacklist i

jim

1003 g

sunmy

5002 \1)

Tom

1004 \0_/

History

If Local Directory is removed from the directory (refer to Directory on page 68), tap
E ->Directory ->All Contacts to enter the local directory.

2. Tap Setting .
3. Tap the checkbox of Select All .
4. TapDelete.
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The touch screen prompts the following warning:

Delete all items?

5. Tap OK to confirm the deleti on or Cancel to cancel.

Uploading Contact Photos
To upload a new custom photo for a contact via web user interface :

1. Click on Directory ->Local Directory .
2. Click Browse, and then locate a photo file from your local computer.

3. ClickUpload Photo to upload the photo.

Log Out

Status Account Network Dsskey Features Settings Directory Security

Yealink |+

Local Directory L] NOTE

Remote Phone
Book

Local Directory

The built-in phone directory can
store the names and phone
Phone Call Info numbers of your contacts.

You can add new groups and
contacts, edit, delete or search
for a contact, or simply dial 3
contact number from the local
directory.

LDAP

Multicast IP

[ RN - T SR N

Sett'lng 10 You can import or export the
contact list.
prev || next - Hang Up . Delete All || Delete . Move To | Al Contac + |
You can click here to get

Contact e more guides.

Name
Office Number

Mobile Mumber

Other Number

Ring Tone Auto - Delete Photo

Group Al Contacts - Mo file selected.
Upload Photo

Account Auto -
Photo Nam.png - Import Local Directory File @)

Add Ede No fle selctes.
Group Setting e Import XML Export XML

No file selected.

Group

Import CSV Export CSV_| [T Show Tite

Ring Auto

Add Edit Delete Delete Al
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Note

82

You canclick Delete Photo to delete the custom photo.

The phone only supports *.png, *.jpg and .bmp format files. The file size must be less than 5M.

You can only delete custom photos.

To change the custom photo for the contact via web user interface :

1. Click on Directory ->Local Directory .

2. Clickthe desired entry you want to edit.

3. Select the desired photo from the pull -down list of Photo .

Log Out
- English(English) -
Yealink | s
Status Account Network Dsskey Features Settings Directory Security
Local Directory Al Contacts ~ L] NOTE
1 sunmiy 1003 1002 1002 All Contacts
Remote Phone 2 Local Directory
Book 3 The buitt-in phone directory can
store the names and phone
Phone Call Info ; numbers of your contacts.
You can add new groups and
LDAP 6 contacts, edit, delete or search
7 for a contact, or simply dial a
o contact number from the local
Multicast IP 8 directory.
9
Setting 10 You can import or export the
> — < contact list.
Page 1 ~ | Prev HIJext | Hang Up ] [ Delete All ][ Delete ] [ Move To | All Contac ~
You can click here to get
Con @ more guides.
Name sunmy
Office Number 1003
Mobile Number 1003
Other Number 1003 i ¥
Ring Tone Auto - Delete Photo
Group Al Contacts v No flle selected.
Upload Photo
Account Auto
Photo Mam.png - Import Local Directory File )
Add No file selected.
pem——
No file selected.
Group
Import CSV Export CsV | [T show Tite
Ring Auto -
Add Edit Delete Delete Al

4. Click Edit to accept the change.
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When you place a call to the contact or receive a call from the contact, the touch screen will
display the contact photo.

16:56 Fri, Sep 02

Incoming Call : sunmy

sunmy
1003

CC(AR)Y) )

s ¥

Answer Forward Silence

Placing Calls to Contacts

To place a call to a contact from the local directory:

— ]

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

> 1025 Directory 16:45 Fri, Sep 02
I SR i (i)
Search Add Setting 1020 A4

office_number N
Blacklist i

jim

1003 @

sunmy

5002 @/

Tom

1004 L

Directory

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tapthe desired contact.
If the contact was added to a specified contact group, you can tap the contact group first,

and then tap the desired contact.

- If only one number for the contact is stored in the local directory, the contact number

will be dialed out.
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- If multiple numbers for the contact are stored in the local directory, the touch screen
will prompt:

Office Number: 5002

Mobile Number: 2569

Tap the desired number. The selected number will be dialed out.

Searching for Contacts

To search for a contact in the local directory:

1. Tapg .

The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q ‘ & ‘ 2 Ad 0
Search Add Setting 1020 2
office_number N
Blacklist i
jim
1003 g
sunmy
5002 g
Tom
1004 Q

iy

Directory

If Local Directory is removed from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tap Search.
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3. Enter a fewcontinuous characters of the contact name or continuous numbers of the

contact number (office, mobile or other number) using the keypad.

Search For Contacts 17:00 Fri, Sep 02
1| O\ | Search Result: 3

Ad

1020 Q

jim o

1003 =

Tom
1004 =3

4

Delete

The contacts whose name or phone number matches the characters enteredwill appear on
the touch screen. You can dialfrom the result list.
Importing/Exporting Contact  Lists

You can manage Yyour pihphone {serinteriace arlwebdiser irgecfaca Buy
you can only import or export the contact list via web user interface.

To import an XML contact list file via web user interface:

1. Click on Directory ->Local Directory .

2. Click Browse to locate a contact list file (the file format must be *.xml) from your local
system.

85



User Guide Por the SIP-T48GIP Phone

86

3. ClickImport XML to import the contact list.

Log Out
-
Yealink | s
Status Account Network Dsskey Features Settings Directory Security
Local Directory NOTE
1 sunmiy 1003 1002 1002 All Contacts B
Remote Phone 2 Local Directory
Book 3 The built-in phone directory can
store the names and phone
Phone Call Info ; numbers of your contacts.
You can add new groups and
LDAP 6 contacts, edit, delete or search
7 for a contact, or simply dial a
o contact number from the local
Multicast IP 8 directory.
a
Setting 10 You can import or export the
> — < contact list.
Page 1 ~ | Prev HIJext | Hang Up ] [ Delete All ][ Delete ] [ Move To | All Contac ~
You can click here to get
Con @ more guides.
Name
Office Number
Mobile Number
Other Number S
Ring Tone Auto - Delete Photo
Group Al Contacts v No flle selected.
Account Auto -
Photo Contact.png - Import Local Directory File
Add Edit Browse... | No file selected.
Group Setting 0 Import XML Export XML
Browse.. | Mo file selected.
Group
Ring Auto -
Add Edit Delete Delete Al

The web user interface prompts "The original contact will be covered, continue?".

4. Click OK to complete importing the contact list.
To importa CSV contact list file via web user interface:

1. Click on Directory ->Local Directory .

2. Click Browse to locate a contact list file (the file format must be *.csv) from your local

system.

3. (Optional.) Check the Show Title checkbox.
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It will prevent importing the title of the contact information which is located in the first line
of the CSV file.

Log Out

English(Englsh) -

Yealink | v+

Status Account Network Dsskey Features Settings Directory Security

Local Directory Al Conca
1 All Contacts
Remote Phone 2 Local Directory
Book 3 The built-in phone directory can
store the names and phone
Phone Call Info 5 numbers of your contacts.
5
You can add new groups and
LDAP 6 contacts, edit, delete or search
7 for a contact, or simply dial a
o contact number from the local
Multicast IP 8 directory.
a
Setting 10 You can import or export the
> — < contact list.
Page 1 ~ | Prev 1 Next | Hang Up ] [ Delete All ][ Delete ] [ Move To | All Contac ~
You can click here to get
Contacts @ mare guides.
Name
Office Number
Mobile Number

Other Number

Ring Tone Auto - Delete Photo

Group Al Contacts v No flle selected.
Upload Photo

Account Auto -

Photo Contact.png - Import Local Directory File )
A Edt No fle selacted.

Group Setting 0 Import XML Export XML

Browse . | No file selected.
Group

Import CSV Export €SV | [7] Show Title

Ring Auto -

Add Edit Delete Delete Al

4. ClickImport CSV to import the contact list.
5. (Optional.) Mark the On radio box in the Delete Old Contacts field.
It will delete all existing contacts while importing the contact list.

6. Select the contact information you want to import into the local directory from the
pull-down list of Index.

At least one item should be selected to be imported into the local directory.

3
Log Out

Engiish(English) -

Yealink | vssc

Status Account Network Dsskey Features Settings Directory Security

Del Old contact @ on © Off
Preview NOTE

Index display_name ~ office_number ~ mobile_number - other_number « line “
1 display_name office_number mobile_number other_number line contacts-preview-note

You can click here to get
2 Ad 1020 -1 !

more guides.
3 jim 1003 -1
4 sunmy 5002 -1
5 Tom 1004 1

Import

7. Click Import to complete importing the contact list.
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To export a contact list via web user interface:

1. Click on Directory ->Local Directory .
2. Click Export XML (or Export CSV).

3. Click Save to save the contact list to your local system.

Note Importing/exporting contact lists is available via web user interface only.

Blacklist

The built-in phone directory can store names and phone numbers for a blacklist You can store

up to 30 contacts; add, edit, delete or search for a contact in the blacklist directory, and even call
a contact from the blacklist directory . Incoming calls from the blacklist directory contacts will be
rejected automatically.

To add a contact to the blacklist directory manually :

1. Tap ->Blacklist or tap B ->Directory ->Blacklist to enter the blacklist directory.

2. TapAdd.
3. Enter the contactds name and the office, mobile or
fields.
New Contact 17:00 Fri, Sep 02
Group: Blacklist Y.
Name: Ajt

Office Number: [123|

Mobile Number:
Other Number:

Account: Auto b4

Delete

4. Tap the gray box of the Account field, and then selectthe desired account from the

pull-down list.

If Auto is selected, the phone will use the default account when placing calls to the contact

from the blacklist directory.

5. Tapthe Save soft key to accept the change or to cancel.
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To add a contact to the blacklist directory from the local directory

1. Tap| ol
The IP phone enters the localdirectory directly as there is only Local Directory enabled in
the directory by default.

Directory 16:45 Fri, Sep 02
Q \ ') \ 2 Ad (i)
Search Add Setting 1020 =
office_number N
Blacklist 4o
jim
1003 g
sunmy
5002 g
Tom
1004 Q

T N

Directory

If Local Directory isremoved from the directory (refer to Directory on page 68), tap
B ->Directory ->All Contacts to enter the local directory.

2. Tap @ after the desired contact.

If the contact was added to a specified contact group, you can tap the contact group first,
and then tap 0 after the desired contact.

3. TapBlacklist.

The touch screen prompts the following warning:

]
Move selected to blacklist?

Cancel

4. TapOKto accept the change or Cancel to cancel.

For operating instructions on editing, deleting, placing calls to and/or searching for contacts in
the blacklist directory, refer to the operating instructions of Editing Contacts on page 78,
Deleting Contacts on page 79, Placing Calls toContacts on page 83 and/or Searching for

Contacts on page 84.
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Remote Phone Book

You can add contactsto the local directory, search for a contact, a simply dial a contact number
from the remote phone book.

You can configure your new phone to access up to 5 remote phone books. The phone supports
up to 5000 remote phone book entries. For the access URL of the remote phone book, contact

your system administrator.

For operating instructions on placing calls to and/or searching for contacts in the remote phone
book, refer to the operating instructions of Placing Calls toContacts on page 83 and/or
Searching for Contactson page 84.

Configuring an Access URL

To configure an access URL for aremote phone book via web user interface:

1. Click on Directory ->Remote Phone Book.
2. Enter the access URL in thRemote URL field.

3. Enter the name in the Display Name field.

=
Log Out

English(English) -

Yealink | vssc

Status Account Network Dsskey Features Settings Directory Security

Local Directory NOTE
1 http://10.2.5.223:8080/Department.xml Department
Remote Phone Remote Phone Book
Book 2 It is a centrally maintained
phone book, stored on the
Phone Call Info 3 remote server.
4 Users only need the access URL
LDAP of the remote phone book. The
5 1P phone can establish a
Multicast IP connection with the remote

server and download the phone
book, and then display the
Setting Incoming/Outgoing Call Lookup Enabled - 9 remote phone book entries on

the phone user interface.
Update Time Interval(Seconds) 21600 0

You can click here to get

4. Click Confirm to accept the change.

Note An access URL for a remote phone bookis configurable via web user interface only.

The size of a remote phone book file should be less than 1.5M.

Accessing the Remote Phone Book
To access your remote phone book via phone user interface:

1. TapB ->Directory ->Remote Phone Book.

If Remote Phone Book isadded to the directory (refer to Directory on page 68), tap
->Remote Phone Book to enter the remote phone book.

2. Tap the desired remote phone book.
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The phone then connects to the remote phone book and proceeds to load it. The contacts

in the remote phone book are displayed on the touch screen.

Directory 17:07 Fri, Sep 02
‘ -
o\ 10 ,ﬁ -
Senr | g | oy | SRl Update
¥ All Contacts Testl (i)
23000 N
Tes Test2
303 i)
2
6650 i)
Blacklist

History

You can tap to back to the previous interface.

Incoming/Outgoing Call Lookup

To configure incoming/outgoing call lookup and update time interval via web user
interface :

1. Click on Directory ->Remote Phone Book.

2. SelectEnabled from the pull -down list of Incoming/Outgoin g Call Lookup .

3. Enter the desired refresh period in the Update Time Interval (Seconds) field.

The default value is21600 seconds.

=
Log Out

Status Account Network Dsskey Features Settings Directory Security

Yealink |+

- jwn
1 http://10.2.5.223:8080/Department.xml Department
Remote Phone Remote Phone Book
Book 2 It is a centrally maintained
phone book, stored on the
Phone Call Info g remote server.
4 Users only need the access URL
LDAP of the remote phone book. The
5 1P phone can establish a

connection with the remote

server and download the phone

book, and then display the

Setting Incoming/Outgoing Call Lookup Enabled - 9 Limothe phone bmt)krehntries on
e phone user interface.

Multicast IP

Update Time Interval(Seconds) 21600 0
You can click here to get

4. Click Confirm to accept the change.

Call History Management

The SIRT48G IP phone maintains call history lists of Missed Calls, Placed Calls, ReceivedCalls
and Forwarded Calls. Each call history list supports up to 100 entries.You canview call history,

place a call, add a contact or delete an entry from the call history list.
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History record feature is enabled by default,ifyou dondgt want to save
disable the feature.

Viewing History Records

To view call history:

1. Tap
The touch screen displaysall call records.
2. Tap A or W to turn pages.
You can also press@ or@ to switch pages.

You can tap Missed Calls, Placed Calls, Received Calls or Forwarded Calls to view entries
in each call list directly.

3. Tapﬂ after the desired entry.

The detailed information of the entry appears on the touch screen.

Placing a Call from History Records

92

To place a call from the call history list:

1. Tap
The touch screen displaysall call records.
2. Tap A or W toturn pages.

You can alsopress @ or ® to switch pages.
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