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Copyright © 201 7 YEALINK(XIAMEN) NETWORK TECHNOLOGY CO.,LTD  

Copyright © 2017 Yealink(Xiamen) Network Technology CO., LTD. All rights reserved. No parts of this 

publication may be reproduced or transmitted in any form or by any means, electronic or mechanical, 

photocopying, recording, or otherwise, for any purpose, without the express written permission of 

Yealink(Xiamen) Network Technology CO., LTD. Under the law, reproducing includes translating into 

another language or format.  

When this publication is made available on media, Yealink(Xiamen) Network Technology CO., LTD. gives 

its consent to downloading and printing copies o f the content provided in this file only for private use 

but  not for redistribution. No parts of this publication may be subject to alteration, modification or 

commercial use. Yealink(Xiamen) Network Technology CO., LTD. will not be liable for any damages arising 

from use of an illegally modified or altered publication.  

Warranty  

THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS GUIDE ARE SUBJECT TO 

CHANGE WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND RECOMMENDATIONS IN THIS 

GUIDE ARE BELIEVED TO BE ACCURATE AND PRESENTED WITHOUT WARRANTY OF ANY KIND, EXPRESS 

OR IMPLIED. USERS MUST TAKE FULL RESPONSIBILITY FOR THEIR APPLICATION OF PRODUCTS. 

YEALINK(XIAMEN) NETWORK TECHNOLOGY CO.,LTD. MAKES NO WARRANTY OF ANY KIND WITH 

REGARD TO THIS GUIDE, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF 

MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. YEALINK(XIAMEN)NETWORK 

TECHNOLOGY CO.,LTD. shall not be liable for errors contained herein nor for incidental or consequential 

damages in connection with the furnishing, performance, or use of this guide.  

Declaration of Conformity  

 
Hereby, Yealink(Xiamen) Network Technology CO., LTD. declares that this phone is in conformity with 

the essential requirements and other relevant provisions of the CE, FCC. 

Statements of compliance can be obtained by contacting support@yealink.com. 

CE Mark Warning  

These devices are marked with the CE mark in compliance with EC Directives 2014/35/EU and 2014/30/EU. 

  



 

 

Part 15 FCC Rules 

Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's 

authority to operate the equipment.  

This device is compliant with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 

1.  This device may not cause harmful interference, and 

2.  This device must accept any interference received, including interference that may cause undesired operation. 

Industry Canada (IC)  

This Class [B] digital apparatus complies with Canadian ICES-003 Rules. 

Class B Digital Device or Peripheral  

Note: This device is tested and complies with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 

These limits are designed to provide reasonable protection against harmful interference in a residential installation. 

This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance 

with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that 

interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to 

correct the interference by one or more of the following measures:  

1.  Reorient or relocate the receiving antenna. 

2.  Increase the separation between the equipment and receiver. 

3.  Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.  

4.  Consult the dealer or an experience radio/TV technician for help. 

WEEE Warning 

 

To avoid the potential effects on the environment and human health as a result of the presence of 

hazardous substances in electrical and electronic equipment, end users of electrical and electronic 

equipment should understand the meaning of the crossed -out wheeled bin symbol. Do not dispose 

of WEEE as unsorted municipal waste and have to collect such WEEE separately. 

Customer Feedback  

We are striving to improve our documentation quality and we appreciate your feedback. Email your 

opinions and comments to DocsFeedback@yealink.com. 

mailto:DocsFeedback@yealink.com


 

GNU GPL INFORMATION 

Yealink Skype for Business phone firmware contains third -party software under the GNU General Public License (GPL). 

Yealink uses software under the specific terms of the GPL. Please refer to the GPL for the exact terms and conditions of 

the license. 

The original GPL license, source code of components licensed under GPL and used in Yealink products can be 

downloaded from Yealink web site: 

http://www.y ealink.com/GPLOpenSource.aspx?BaseInfoCateId=293&NewsCateId=293&CateId=293. 

  

http://www.yealink.com/GPLOpenSource.aspx?BaseInfoCateId=293&NewsCateId=293&CateId=293
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About This Guide  

Yealink administrator guide is intended for administrators who need to properly configure, 

customize, manage, and troubleshoot the Skype for Business phones rather than end-users. This 

guide will help you understand the Voice over Internet Protocol (VoIP) network and Session 

Initiation Protocol ( SIP) components, and provides descriptions of all available phone features. 

This guide describes three methods for configur ing phones: central provisioning, web user 

interface and phone user interface. It will help you perform the following tasks:  

 ̧ Configure your phone on a provisioning server 

 ̧ Configure your phoneǭs features and functions via web/phone user interface 

 ̧ Troubleshoot some common phone issues 

Many of the features described in this guide involve network settings, which could affect the 

phoneǭs performance in the network. So an understanding of IP networking and a prior 

knowledge of IP telephony concepts are necessary. 

The information detailed in this guide is applicable to firmware version 8 or higher. The firmware 

format is like x.x.x.x.rom. The second x from left must be greater than or equal to 8 (T46G Skype 

for Business phone: 28.8.0.60.rom). 

Chapters in This Guide  

This administrator guide includes the following chapters: 

 ̧ Chapter 1, ǰProduct OverviewǱ describes the SIP phones and expansion modules. 

 ̧ Chapter 2, ǰGetting StartedǱ describes how Yealink phones fit in your network and how to 

install and connect phones, and also gives you an overview of phoneǭs initialization 

process. 

 ̧ Chapter 3, ǰSetting Up Your SystemǱ describes some essential information on how to set 

up your phone network and set up your phone with a provisioning server. 

 ̧ Chapter 4, ǰConfiguring Basic FeaturesǱ describes how to configure the basic features on 

phones. 

 ̧ Chapter 5, ǰConfiguring Advanced FeaturesǱ describes how to configure the advanced 

features on phones. 

 ̧ Chapter 6, ǰConfiguring Audio FeaturesǱ describes how to configure the audio features on 

phones. 

 ̧ Chapter 7, ǰConfiguring Security FeaturesǱ describes how to configure the security features 

on phones. 

 ̧ Chapter 8, ǰTroubleshootingǱ describes how to troubleshoot phones and provides some 
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common troubleshooting solutions.  

 ̧ Chapter 9, ǰAppendixǱ provides the glossary, time zones, trusted certificates, auto 

provisioning flowchart, reference information about phones compliant  with RFC 3261, SIP 

call flows and some other function lists (e.g., DSS keys, reading icons). 

Documentations  

This guide covers T48G/T46G/T42G/T41P/T40P Skype for Business phones. The following 

related documents are available: 

 ̧ Quick Start Guides, which describe how to assemble Skype for Business phones and 

configure the most basic features available on Skype for Business phones. 

 ̧ User Guides, which describe the basic and advanced features available on Skype for 

Business phones. 

 ̧ Auto Provisioning Guide, which describes how to provision Skype for Business phones 

using the configuration files. 

The purpose of Auto Provisioning Guide is to serve as a basic guidance for provisioning 

Yealink phones with a provisioning server. If you are new to this process, it is helpful  to 

read this guide. 

 ̧ Description of Configuration Parameters in CFG Files, which describes all configuration 

parameters in configuration files. 

Note that Yealink administrator  guide contains most parameters. If you want to find out 

more parameters which are not listed in this guide, please refer to Description of 

Configuration Parameters in CFG Files guide. 

 ̧ <y0000000000xx>.cfg and <MAC>.cfg template configuration files.  

 ̧ Deployment Guide, which describes how to deploy phones in a Microsoft Skype for 

Business Server environment. 

 ̧ Updating Phone Firmware from Microsoft Skype for Business Server Guide, which 

describes how to upg rade firmware via Skype for Business Server. 

For support or service, please contact your Yealink reseller or go to Yealink Technical Support 

online: http://support.yealink.com/ . 

  

http://www.ietf.org/rfc/rfc3261.txt
http://support.yealink.com/
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Conventions Used in Yealink Documentations  

Yealink documentations contain a few typographic conventions. 

You need to know the following basic typographic conventions to distinguish types of in -text 

information:  

Convention  Description  

Bold  

Highlights the web/phone user interface items such as menus, menu 

selections, soft keys, or directory names when they are involved in a 

procedure or user action (e.g., Click on Security ->License). 

Also used to emphasize text (e.g., Configuration File ). 

Italics 

Used to show the format of examples (e.g., http(s)://[IPv6 address]), or 

to show the title of a section in the reference documentations available 

on the Yealink Technical Support Website (e.g., Triggering the Skype for 

Business phone to Perform the Auto Provisioning). 

Blue Text 
Used for cross references to other sections within this documentation  

(e.g., refer to Troubleshooting). 

Blue Text in 

Italics 

Used for hyperlinks to Yealink resources outside of this documentation  

such as the Yealink documentations (e.g.,  

Yealink_Skype_for_Business_HD_IP_Phones_Auto_Provisioning_Guide). 

You also need to know the following writing conventions to distinguish  conditional information:  

Convention  Description  

<>  

Indicates that you must enter specific information. For example, when 

you see <MAC>, enter your phoneǭs 12-digit MAC address. If you see 

<phoneIPAddress>, enter your phoneǭs IP address. 

-> 

Indicates that you need to select an item from a menu. For example, 

Settings ->Basic Settings  indicates that you need to select Basic 

Settings  from the Settings  menu. 

Reading the Configuration  Parameter Tables  

Most features described in this guide include two tables. One is a summary table of provisioning 

methods that you can use to configure the features. The other is a table of details of the 

configuration parameters that you configure to make the features work.  

This brief section describes the conventions used in the summary table and configuration  

parameter table. In order to read the tables and successfully perform configuratio n changes, an 

understanding of these conventions is necessary. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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The following summary  table indicates three provisioning methods (central provisioning, web 

user interface and phone user interface, refer to Provisioning Methods for more information ) 

you can use to configure a feature. Note that the types of provisioning methods available for 

each feature will vary; not every feature uses all these three methods. 

The central provisioning method requires you to configure parameters located in CFG format  

configuration files that Yealink provides. For more information on configuration files, refer to 

Configuration Files on page 95. As shown below, the table specifies the configuration file  name 

and the corresponding parameters. That is, the <MAC>.cfg file contains the 

account.1.auto_answer parameter, and the <y0000000000xx>.cfg file contains the 

features.auto_answer_delay parameter. 

The web user interface method requires you to configure features by navigating to the specified 

link. This navigation URL can help you quickly locate the webpage where you can configure the 

feature. 
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The following configuration parameter table describes the parameter that you can configure to 

make the feature (e.g., auto answer) work. 

 

Note   

The above table also indicates three methods for configuring the feature. 

Method 1: Central Provisioning  

This table specifies the details of account.1.auto_answer parameter, which enables or disables 

the auto answer feature. This parameter is disabled by default. If you want to enable the auto 

answer feature, open the MAC.cfg file and locate the parameter name account.1.auto_answer. 

Set the parameter value to ǰ1Ǳ to enable the auto answer feature or ǰ0Ǳ to disable the auto 

answer feature. 

Note that  some parameters described in this guide contain one or more variables (e.g., X or Y). 

But the variables in the parameters described in the CFG file are all replaced with specific value 

in the scope of variable. You may need to assign a value to the variable before you search and 

locate the specific parameter in the CFG file. 

  

Sometimes you will see the words ǰRefer to the following contentǱ in the Permitted Values  or 

Default  field. It means the permitted value or the default value of the parameter has the model 

difference or there are many permitted values of the parameter, you can get more details from 

the following Description  field. 

The word ǰNoneǱ in the Web User Interface  or Phone User Interface  field means this feature 

cannot be configured  via web/phone user interface. 
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For example, if you want to configure the dial -now rule, you need to locate the 

dialplan.dialnow.rule.X in the Common.cfg file and then configure it as required (e.g., 

dialplan.dialnow.rule.1 = 123).  

 

If you want to enable the audio codec 1 for account 1, you can locate the 

account.1.codec.Y.enable in the MAC.cfg file and configure it as required (e.g., 

account.1.codec.1.enable = 1). 

The following shows a segment of MAC.cfg file: 

 

Method 2: Web User Interface  

As described in the chapter Summary Table Format, you can directly navigate to the specified 

webpage to configure the feature. You can also first log into the web user interface, and then 

locate the feature field according to the web path (e.g., Account ->Basic->Auto Answer ) to 

configure it as required. 

As shown in the following illustration : 

 

To successfully log into the web user interface, you may need to enter the user name (default: 

admin) and password (default: admin). For more information, refer to Web User Interface on 
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page 94. 

Method 3: Phone User Interface  

You can configure features via phone user interface. Access to the desired feature according to 

the phone path (e.g., Menu ->Features->Auto  Answer ->Line1->Auto  Answer ) and then 

configure it as required. 

As shown in the following illustration : 

 

Recommended References  

For more information on configuring and administering other Yealink products not included in 

this guide, refer to product support page at Yealink Technical Support. 

To access the latest Release Notes or other  guides for Yealink phones, refer to the Document 

Download page for your phone at Yealink Technical Support. 

If you want to find Request for Comments (RFC) documents, type 

http://www.ietf.org/rfc/rfcNNNN.txt  (NNNN is the RFC number) into the locatio n field of your 

browser. 

This guide mainly takes the T46G Skype for Business phones as example for reference. For more 

details on other Skype for Business phones, refer to Yealink phone-specific user guide. 

For other references, look for the hyperlink or web info  throughout this administrator guide. 

Understanding VoIP Principle and SIP Components  

This section mainly describes the basic knowledge of VoIP principle and SIP components, which 

will help you have a better understanding of the phone ǭs deployment scenarios. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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VoIP 

VoIP (Voice over Internet Protocol) is a technology using the Internet Protocol instead of 

traditional Public Switch Telephone Network (PSTN) technology for voice communications. 

It is a family of technologies, methodologies, communication protocols, and transmission 

techniques for the delivery of voice communicatio ns and multimedia sessions over IP networks. 

The H.323 and Session Initiation Protocol (SIP) are two popular VoIP protocols that are found in 

widespread implementation. 

H.323 

H.323 is a recommendation from the ITU Telecommunication Standardization Sector (ITU-T) 

that defines the protocols to provide audio -visual communication sessions on any packet 

network. The H.323 standard addresses call signaling and control, multimedia transport and 

control, and bandwidth control for point -to-point and multi -point con ferences. 

It is widely implemented by voice and video conference equipment manufacturers, is used 

within various Internet real-time applications such as GnuGK and NetMeeting and is widely 

deployed by service providers and enterprises for both voice and video services over IP 

networks. 

SIP 

SIP (Session Initiation Protocol) is the Internet Engineering Task Forceǭs (IETFǭs) standard for 

multimedia conferencing over IP. It is an ASCII-based, application-layer control protocol 

(defined in RFC 3261) that can be used to establish, maintain, and terminate calls between two 

or more endpoints. Like other VoIP protocols, SIP is designed to address functions of signaling 

and session management within a packet telephony network. Signaling allows call information 

to be carried across network boundaries. Session management provides the ability to control 

attributes of an end-to-end call. 

SIP provides capabilities to: 

 ̧ Determine the location of the target endpoint --  SIP supports address resolution, name 

mapping, and call redirection. 

 ̧ Determine media capabilities of the target endpoint --  Via Session Description Protocol 

(SDP), SIP determines the ǰlowest levelǱ of common services between endpoints. 

Conferences are established using only media capabilities that can be supported by all 

endpoints. 

 ̧ Determine the availability of the target endpoint --  A call cannot be completed because 

the target endpoint is unavailable, SIP determines whether the called party is already on 

the phone or does not answer in the allotted number of rings. It then returns a message 

indicating why the target endpoint is unavailable. 

 ̧ Establish a session between the origin and target endpoint --  The call can be completed, 

http://www.ietf.org/rfc/rfc3261.txt
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SIP establishes a session between endpoints. SIP also supports mid-call changes, such as 

the addition of another endpoint to the conference or the chang e of a media characteristic 

or codec. 

 ̧ Handle the transfer and termination of calls --  SIP supports the transfer of calls from one 

endpoint to another. During a call transfer, SIP simply establishes a session between the 

transferee and a new endpoint (specified by the transferring party) and terminates the 

session between the transferee and the transferring party. At the end of a call, SIP 

terminates the sessions between all parties. 

SIP is a peer-to-peer protocol. The peers in a session are called User Agents (UAs). A user agent 

can function as one of following roles: 

 ̧ User Agent Client (UAC) --  A client application that initiates the SIP request. 

 ̧ User Agent Server (UAS) --  A server application that contacts the user when a SIP request is 

received and that returns a response on behalf of the user. 

User Agent Client  (UAC) 

The UAC is an application that initiates up to six feasible SIP requests to the UAS. The six 

requests issued by the UAC are: INVITE, ACK, OPTIONS, BYE, CANCEL and REGISTER. When the 

SIP session is being initiated by the UAC SIP component, the UAC determines the information 

essential for the request, which is the protocol, the port and the IP address of the UAS to which 

the request is being sent. This information can be dynamic and will make it challenging to put 

through a firewall . For this reason, it may be recommended to open the specific application type 

on the firewall. The UAC is also capable of using the information in the request URI to establish 

the course of the SIP request to its destination, as the request URI always specifies the host 

which is essential. The port and protocol are not always specified by the request URI. Thus if the 

request does not specify a port or protocol , a default port or protocol is contacted. It may be 

preferential to use this method when not using an application layer firewall . Application layer 

firewalls like to know what applications are flowing th rough which ports and it is possible to use 

content types of other applications other than the one you are  trying to let through what has 

been denied. 

User Agent Server (UAS)  

UAS is a server that hosts the application responsible for receiving the SIP requests from a UAC, 

and on reception it returns a response to the request back to the UAC. The UAS may issue 

multiple responses to the UAC, not necessarily a single response. Communication between UAC 

and UAS is client/server and peer-toǧpeer. 

Typically, a SIP endpoint is capable of functioning as both a UAC and a UAS, but it functions only 

as one or the other per transaction. Whether the endpoint functions as a UAC or a UAS depends 

on the UA that initiates the request. 
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Summary of Changes  

This section describes the changes to this guide for each release and guide version. 

The following sections are new for this edition: 

 ̧ Reading the Configuration  Parameter Tables on page vii 

 ̧ Recommended References on page xi 

 ̧ What IP Phones Need to Meet  on page 9 

 ̧ Setting Up Your System on page 21 

 ̧ Signing into Skype for Business on page 114 

 ̧ Outlook Contacts on page 196 

Major updates have occurred to the following section:  

 ̧ Connecting the Skype for Business Phones on page 9 

 ̧ Quality of Experience on page 265  

 ̧ Troubleshooting Solutions on page 362 

The following sections are new for this version: 

 ̧ DHCP Option 160 and Option 161 on page 30  

 ̧ Bluetooth on page 137 

 ̧ Remembering Password on page 126 

 ̧ Hotline on page 177 

 ̧ Monitoring Status Changes using Line Key LED Indicator on page 183 

 ̧ Private Line Ring Tone on page 277 

 ̧ History Record Contacts Avatar on page 204 

 ̧ Music on Hold on page 222 

 ̧ Call Forward on page 223 

 ̧ Monitoring Status Changes using EXP Key LED Indicator on page 250 

 ̧ Quality of Experience on page 265 

 ̧ Private Line Ring Tone on page 277 

 ̧ Sending Volume on page 292 

 ̧ Memory Information  on page 343 
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 ̧ Skype for Business Status on page 344 

 ̧ Memory Information  on page 343 

Major update has occurred to the following section s: 

 ̧ Signing into Skype for Business on page 114  

 ̧ Key As Send on page 168 

 ̧ Viewing Global Log Files on page 347 

 ̧ BToE on page 245 

This version is updated to incorporate T46G, T42G, T41P and T40P Skype for Business phones. 

And T22/T22P Skype for Business phones are removed from version 8. 

The following sections are new for this version: 

 ̧ Conventions Used in Yealink Documentations on page vii 

 ̧ Expansion Module on page 6 

 ̧ Contrast on page 133 

 ̧ Signing Out of Skype for Business on page 128 

 ̧ Updating Status Automatically on page 139 

 ̧ Loading Language Packs on page 159 

 ̧ Contact Management on page 180 

 ̧ Pre Dial Tone on page 271 

 ̧ Boss-Admin Feature on page 236 

 ̧ Calendar on page 239 

 ̧ EXP40 Expansion Module on page 249 

 ̧ Multicast Paging on page 253 

 ̧ Action URI on page 262 

 ̧ Voice Mail Tone on page 286 

 ̧ Skype for Business Feature License on page 317 

Major update has occurred to the following section s: 

 ̧ Physical Features of Skype for Business Phones on page 1 

 ̧ Connecting the Skype for Business Phones on page 9 

 ̧ Reading Icons on page 17 

 ̧ Configuration Files on page 95 

 ̧ PPPoE on page 42 

 ̧ Signing into Skype for Business on page 114 
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 ̧ Save Call Log on page 200 

 ̧ E911 on page 232 

 ̧ BToE on page 245 

 ̧ LLDP on page 55 

 ̧ Phone Lock on page 322 

 ̧ 802.1X Authentication on page 81 

 ̧ Viewing Global Log Files on page 347 
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Product Overview  

This chapter contains the following information about Skype for Business phones: 

 ̧ Phone Models 

 ̧ Expansion Module 

Phone Models  

This section introduces T48G/T46G/T42G/T41P/T40P Skype for Business phone models. They 

are designed to work with Skype for Business Server. These Skype for Business phones are 

characterized by a large number of functions, which simplify business communication with a 

high standard of security. 

The T48G/T46G/T42G/T41P/T40P Skype for Business phones provide a powerful  and flexible IP 

communication solution for Ethernet TCP/IP networks, delivering excellent voice quality. When 

these phones register Skype for Business accounts, you can interact with your Skype for 

Business contacts list on your phones through Microsoftǭs Active Directory. 

Skype for Business phones comply with  the SIP standard (RFC 3261), and they can only be used 

within a network that supports this  model of phone. 

For a list of key features available on Yealink Skype for Business phones running the latest 

firmware, refer to Physical Features of Skype for Business Phones on page 1. 

This section lists the available physical features of T48G/T46G/T42G/T41P/T40P Skype for 

Business phones. 

T48G 

 

http://www.ietf.org/rfc/rfc3261.txt
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Physical Feature s: 

-  7Ǳ 800 x 480 pixel color touch screen with backlight 

-  24 bit depth color  

-  1 Skype for Business account 

-  HD Voice: HD Codec, HD Handset, HD Speaker 

-  26 keys including 7 feature keys 

-  1*RJ9 (4P4C) handset port 

-  1*RJ9 (4P4C) headset port 

-  2*RJ45 10/100/1000Mbps Ethernet ports 

-  1*RJ12 (6P6C) expansion module port 

-  4 LEDs: 1*power, 1*mute, 1*headset, 1*speakerphone 

-  Power adapter: AC 100~240V input and DC 5V/2A output  

-  Power over Ethernet (IEEE 802.3af) 

-  Built-in USB port, support Bluetooth headset 

-  Wall Mount 

T46G 

 

Physical Feature s: 

-  4.3Ǳ 480 x 272 pixel color display with backlight 

-  24 bit depth color  

-  1 Skype for Business account 

-  HD Voice: HD Codec, HD Handset, HD Speaker 

-  36 dedicated hard keys and 4 context-sensitive soft keys 

-  1*RJ9 (4P4C) handset port 

-  1*RJ9 (4P4C) headset port 
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-  2*RJ45 10/100/1000Mbps Ethernet ports 

-  1*RJ12 (6P6C) expansion module port 

-  14 LEDs: 1*power, 10*line, 1*mute, 1*headset, 1*speakerphone 

-  Power adapter: AC 100~240V input and DC 5V/2A output 

-  Power over Ethernet (IEEE 802.3af) 

-  Built-in USB port, support Bluetooth headset 

-  Wall Mount 

T42G 

 

 

 

 

 

 

Physical Feature s: 

-  192 x 64 graphic LCD 

-  1 Skype for Business account 

-  HD Voice: HD Codec, HD Handset, HD Speaker 

-  30 dedicated hard keys and 4 context-sensitive soft keys 

-  1*RJ9 (4P4C) handset port 

-  1*RJ9 (4P4C) headset port 

-  2*RJ45 10/100/1000Mbps Ethernet ports 

-  1*RJ12 (6P6C) EHS36 headset adapter port 

-  10 LEDs: 1*power, 6*line, 1*mute, 1*headset, 1*speakerphone 

-  Power adapter: AC 100~240V input and DC 5V/1.2A output  

-  Power over Ethernet (IEEE 802.3af) 

-  Wall Mountȁ 
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T41P 

 

Physical Feature s: 

-  192 x 64 graphic LCD 

-  1 Skype for Business account 

-  HD Voice: HD Codec, HD Handset, HD Speaker 

-  30 dedicated hard keys and 4 context-sensitive soft keys 

-  1*RJ9 (4P4C) handset port 

-  1*RJ9 (4P4C) headset port 

-  2*RJ45 10/100Mbps Ethernet ports 

-  1*RJ12 (6P6C) EHS36 headset adapter port 

-  10 LEDs: 1*power, 6*line, 1*mute, 1*headset, 1*speakerphone 

-  Power adapter: AC 100~240V input and DC 5V/1.2A output  

-  Power over Ethernet (IEEE 802.3af) 

-  Wall Mount 

T40P 
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Physical Feature s: 

-  132 x 64 graphic LCD 

-  1 Skype for Business account 

-  HD Voice: HD Codec, HD Handset, HD Speaker 

-  27 dedicated hard keys and 4 context-sensitive soft keys 

-  1*RJ9 (4P4C) handset port 

-  1*RJ9 (4P4C) headset port 

-  2*RJ45 10/100Mbps Ethernet ports 

-  1*RJ12 (6P6C) EHS36 headset adapter port  

-  4 LEDs: 1*power, 3*line 

-  Power adapter: AC 100~240V input and DC 5V/600mA output  

-  Power over Ethernet (IEEE 802.3af) 

-  Wall Mount 

In addition to physical features introduced above, Skype for Business phones also support the 

following key features when running the latest firmware : 

 ̧ Phone Features 

-  Call Options : emergency call, call waiting, call hold, call mute, call forward, call 

transfer, group pickup and audio conference. 

-  Basic Features: live dialpad, dial plan, caller identity, auto answer. 

 ̧ Codecs and Voice Features 

-  Wideband codec: G.722 

-  Narrowband codec: G.711, G.726, G.729, iLBC, G723 (G723 is not applicable 

to T40P Skype for Business phones) 

-  VAD, CNG, AEC, PLC, AJB, AGC 

-  Full-duplex speakerphone with AEC 

 ̧ Network Features  

-  SIP v1 (RFC2543), v2 (RFC3261) 

-  Proxy mode and peer-to-peer SIP link mode 

-  IP assignment: Static/DHCP/PPPoE (PPPoE is not applicable to 

T42G/T41P/T40P Skype for Business phones) 

-  VLAN assignment: LLDP/Static/DHCP/CDP 
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-  Bridge mode for PC port  

-  HTTP/HTTPS server 

-  DNS client 

-  DHCP server 

-  IPv6 support 

 ̧ Management  

-  FTP/TFTP/HTTP auto-provision 

-  Configuration: browser/phone/auto -provision 

-  Dial number via SIP server 

-  Dial URL via SIP server 

 ̧ Security  

-  HTTPS (server/client) 

-  Transport Layer Security (TLS) 

-  VLAN (802.1q), QoS 

-  Digest authentication using MD5/MD5 -sess 

-  Secure configuration file via AES encryption 

-  Phone lock for personal privacy protection 

-  Admin/User configuration mode  

-  802.1X authentication 

Expansion Module  

This section introduces EXP40 expansion modules. EXP40 is only applicable to T48G/T46G Skype 

for Business phones. 

The Yealink EXP40 Expansion Module, with a LCD display, is console you can connect to 

T48G/T46G Skype for Business phones to add additional lines. You can assign contacts to EXP 

keys on your EXP40, so that you can quickly call contacts by pressing the corresponding EXP key. 

You can also monitor your Skype for Business contactsǭ presence status from your Expansion 

Modul e. For more information on assigning contacts to EXP keys, refer to Yealink phone-specific 

user guide. 

The following  lists the available physical features of the currently supported LCD expansion 

modules: 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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EXP40 

 

Physical Feature s: 

-  Rich visual experience with 160 x 320 graphic LCD 

-  20 physical keys each with a dual-color LED 

-  20 additional keys through page switch 

-  Supports up to 6 modules daisy-chain 

-  Expansion module (Ů2) is powered by the host phone 

-  Expansion module (>2) is powered by the power adapter (AC 100~240V input and DC 

5V/1.2A output ) 

-  2*RJ-12 (6P6C) ports for data in and out 

-  Wall Mount 

  



Yealink Skype for Business HD IP Phones Administrator Guide 

8 

 

 



Getting Started 

9 

Getting Started  

This chapter provides basic information and installation instructions of Skype for Business 

phones. 

This chapter provides the following sections: 

 ̧ What IP Phones Need to Meet  

 ̧ Connecting the Skype for Business Phones 

 ̧ Initialization Process Overview 

 ̧ Verifying Startup 

 ̧ Reading Icons 

What IP Phones Need to Meet  

In order to operate as SIP endpoints in your network successfully, Skype for Business phones 

must meet the following requirements:  

 ̧ A working IP network is established. 

 ̧ VoIP gateways are configured for SIP. 

 ̧ The latest (or compatible) firmware of Skype for Business phones is available. 

 ̧ The Skype for Business Server is active and configured to receive and send SIP messages. 

Connecting the Skype fo r Business Phones 

This section introduces how to install T48G/T46G/T42G/T41P/T40P Skype for Business phones 

with components in packaging contents. 

1. Attach the stand and the optional wall mount bracket  

2. Connect the handset and optional headset 

3. Connect the optional Bluetooth USB Dongle 

4. Connect the network and power 

Note  

  

The optional accessories are not included in packaging contents. You need to purchase them 

separately if required. 
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To attach the stand and the optional wall mount bracket : 

For T48G Skype for Business phones: 

 

Desk Mount Method  

 

Wall Mount Method (Optional)  

Note  

  

The top two slots on T48G Skype for Business phones are plugged up by silica gel. You need to 

pull out silica gel before attaching the wall mount bracket.  
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For T46G Skype for Business phones: 

 

Desk Mount Method  

 

Wall Mount Method (Optional)  
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For T42G/T41P/T40P Skype for Business phones: 

 

Desk Mount Method  

 

Wall Mount Method (Optional)  

Note  

To connect the handset and optiona l headset : 

For T48G/T46G Skype for Business phones: 

 

The hookswitch tab has a lip which allows the handset to stay on-hook when the Skype for 

Business phone is mounted vertically. 

For more information on how to attach the wall mount bracket for T48G/T46G,  refer to Yealink 

Wall Mount Quick Installation Guide for SIP-T29_T27_T46_T48 IP Phones. 

For more information on how to attach the wall mount bracket  for T42G/T41P/T40P, refer to 

Yealink Wall Mount Quick Installation Guide for SIP-T40_T41_T42 IP Phones. 

 

http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=10
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=10
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=11
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For T42G/T41P/T40P Skype for Business phones: 

 

Note  

You can connect a Bluetooth  USB dongle to T48G/T46G Skype for Business phones for 

connecting a Bluetooth headset. 

To connect a Bluetooth USB dongle : 

1. Insert a BT40 Bluetooth USB dongle into the USB port on the phone. 

 

Note  

AC Power (Optional)  

To connect the AC power  and network : 

1. Connect the DC plug of the power adapter to the DC5V port on the Skype for Business 

phone and connect the other end of the power adapter into an electrical power outlet.  

Wireless headset adapter EHS36 should be purchased separately. For more information on how 

to use the EHS36 on the phone, refer to Yealink EHS36 User Guide. 

The EXT port on T48G/T46G Skype for Business phones can also be used to connect the 

expansion module EXP40. For more information on ho w to connect the EXP40, refer to Yealink 

phone-specific user guide. 

The Bluetooth USB dongle BT40 should be purchased separately. For more information on how 

to use the BT40, refer to Yealink Bluetooth USB Dongle BT40 User Guide. 

http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=8
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentId=4
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2. Connect the included or a standard Ethernet cable between the Internet port on the Skype 

for Business phone and the one on the wall or switch/hub device port.  

 

Note  

Power specifications are listed below: 

Phone Model  Power Specification  

T48G 5V/2A 

T46G 5V/2A 

T42G 5V/1.2A 

T41P 5V/1.2A 

T40P 5V/600mA 

Power over Ethernet  

With the included or a regular Ethernet cable, Skype for Business phones can be powered from a 

PoE-compliant switch or hub. 

  

The Skype for Business phone should be used with Yealink original power adapter only. The use 

of the third -party power adapter may cause the damage to the phone. 
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To connect the PoE:  

1) Connect the Ethernet cable between the Internet port on the Skype for Business phone and 

an available port on the in-line power switch/hub.  

 

Note  

Initialization Process Overview  

The initialization process of the Skype for Business phone is responsible for network connectivity 

and operation of the phone in your local network.  

Once you connect your Skype for Business phone to the network and to an electrical supply, the 

Skype for Business phone begins its initialization process. 

During the initialization process, the following events take place: 

Loading the ROM file  

The ROM file resides in the flash memory of the Skype for Business phone. The Skype for 

Business phone comes from the factory with a ROM file preloaded. During initialization, the 

Skype for Business phone runs a bootstrap loader that loads and executes the ROM file. 

Configuring the VLAN  

If the Skype for Business phone is connected to a switch, the switch notifies the Skype for 

Business phone of the VLAN information defined on the switch (if using LLDP or CDP). The 

Skype for Business phone can then proceed with the DHCP request for its network settings (if 

using DHCP). 

  

If in-line power switch/hub is provided, you donǭt need to connect the phone to the power 

adapter. Make sure the switch/hub is PoE-compliant.  

The Skype for Business phone can also share the network with another network device such as a 

PC (personal computer). It is an optional connection. 

Important!  Do not unplug or remove the power while the Skype for Business phone is updating 

firmware and configurations.  
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Querying the DHCP (Dynamic Host Configuration Protocol)  Server 

The Skype for Business phone is capable of querying a DHCP server. DHCP is enabled on the 

Skype for Business phone by default. The following network parameters can be obtained from 

the DHCP server during initialization: 

 ̧ IP Address 

 ̧ Subnet Mask 

 ̧ Gateway 

 ̧ Primary DNS (Domain Name Server) 

 ̧ Secondary DNS 

You need to configure network parameters of the Skype for Business phone manually if any of 

them is not supplied by the DHCP server. For more information on configuring network 

parameters manually, refer to Configuring Network Parameters Manually on page 37. 

Contacting the provisioning server  

If the phone is configured to obtain configurations from the provisioning server, it will connect 

to the provisioning server , download the configuration file(s) during startup. T he phone will be 

able to resolve and update configurations written in the configuration file (s). If the phone does 

not obtain configurations from the provisioning server, the phone will use configurations stored 

in the flash memory. For more information, refer to Setting Up Your Phones with a Provisioning 

Server on page 93. 

Updating firmware  

If the access URL of firmware is defined in the configuration file, the phone will download 

firmware from the provisioning server. If the MD5 value of the downloaded firmware file differs 

from that of the image stored in the flash memory, the phone will perform a firmware up date. 

You can manually upgrade firmware if the phone does not download firmware from the 

provisioning server. For more information, refer to Upgrading Firmware on page 101. 

Downloading the  resource  fi les 

In addition to configuration file(s), the Skype for Business phone may require resource files 

before it can deliver service. These resource files are optional, but if some particular features are 

being deployed, these files are required. 

The followings show examples of resource files: 

 ̧ Language packs 

 ̧ Ring tones 

For more information on resource files, refer to Resource Files on page 96. 

Verifying Startup  

After connected to the power and network, the Skype for Business phone begins the initializing  
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process by cycling through the following  steps: 

1. The power indicator LED illuminates solid red. 

2. The message ǰWelcome InitializingǺ please waitǱ appears on the LCD screen when the 

Skype for Business phone starts up. 

3. The Skype for Business phone enters the login screen. 

Reading Icons  

Icons associated with different features may appear on the LCD screen. The following table 

provides a description for each icon on Skype for Business phones. 

T48G T46G T42G/T41P T40P Description  

/  /  
  

Network is unavailable 

   /  Local Favorites 

  

  
Call Mute 

 
/  /  /  Call Forward 

 
/  /  /  Place a call/ Answer a call 

 /  /  /  Search contacts 

 
 

  
Call Hold 

 
/  /  /  Call Resume 

 
/  /  /  Add a new call 

 
/  /  /  View more soft keys 

 
/  /  /  Consultative transfer 

 
/  /  /  Blind transfer 

 
/  /  /  Call Park 

 
/  /  /  

Invite a new call to the Skype 

for Business conference 

 
/  /  /  

View the conference 

participants 

 /  /  /  
View the dial-in number and 

conference ID 
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T48G T46G T42G/T41P T40P Description  

 
/  /  /  

Forward incoming calls to 

voice mail 

 /  /  /  Enter message center 

 

 
/  /  /  Reject or cancel a call 

    Received Calls 

 

 
  Placed Calls 

 

 
  Missed Calls 

/  
 

 
 

Forwarded Calls 

 
 /  /  Bluetooth mode is on  

  /  /  
Bluetooth headset is both 

paired and connected 

 

 
/  /  /  Return to previous screen 

 
  

 
Hands-free speakerphone 

mode 

  /  /  Location is not set 

/  /  
  

Voice Mail 

/  
   

Auto Answer 

  
  

Unread voice mail 

  
  

Read voice mail 

 
/  /  /  

Enable the conference 

announcement 

 
/  /  /  

Disable the conference 

announcement 

/  
   

Conference organizer 

    
Conference presenter 

    
Conference attendee 

 
   

Conference lock 
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T48G T46G T42G/T41P T40P Description  

/  
   

Ringer volume is 0 

 

   
Phone Lock 

  
  

Available 

  
  

Busy 

  
  

DND (Do Not Disturb) 

  
  

Be Right Back/Off Work/Away 

  
  

Off Line 

  
  

Unknown 
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Setting Up Your System  

This section describes essential information on how to set up your phone network and set up your 

phones with a provisioning server. It also provides instructions on how to set up a provisioning 

server, how to deploy Yealink phones from the provisioning server, how to upgrade firmware, and 

how to keep user personalized settings after auto provisioning . 

This chapter provides the following sections: 

 ̧ Setting Up Your Phone Network 

 ̧ Setting Up Your Phones with a Provisioning Server 

Setting Up Your Phone Network  

Yealink phones are operated on an Ethernet local area network (LAN). Local area network design 

varies by organization and Yealink phones can be configured to accommodate a number of 

network designs. 

In order to get your phones running, you must perform basic network setup, such as IP address 

and subnet mask configuration. You can configure the IPv4 or IPv6 network parameters for the 

phone. You can also configure the  appropriate security (VLAN and/or 802.1X authentication) 

and Quality of Service (QoS) settings for the phone. 

This chapter describes how to configure all the network parameters for phones, and it provides 

the following sections: 

This chapter describes how to configure all the network parameters for phones, and it provides 

the following sections: 

 ̧ DHCP 

 ̧ DHCP Option 

 ̧ Configuring Network Parameters Manually 

 ̧ PPPoE 

 ̧ Configuring Transmission Methods of the Internet Port and PC Port 

 ̧ Configuring PC Port Mode 

 ̧ Web Server Type 

 ̧ VLAN 

 ̧ IPv6 Support 

 ̧ Quality of Service (QoS) 

 ̧ 802.1X Authentication 

 ̧ Branch Office Resiliency 
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DHCP (Dynamic Host Configuration Protocol) is a network protocol used to dynamically allocate 

network parameters to network hosts. The automatic allocation of network parameters to hos ts 

eases the administrative burden of maintaining an IP network. Phones comply with the DHCP 

specifications documented in RFC 2131. If using DHCP, phones connected to the network 

become operational without having to be manually assigned IP addresses and additional 

network parameters. 

Procedure  

DHCP can be configured using the configuration files or locally. 

Configuration File  <MAC>.cfg 

Configure DHCP on the Skype for 

Business phone. 

Parameter:  

network.internet_port.type 

Local 

Web User Interface 

Configure DHCP on the Skype for 

Business phone. 

Navigate to:  

http://<phoneIPAddress>/servlet?p

=network&q=load  

Phone User Interface 
Configure DHCP on the Skype for 

Business phone. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.internet_port.type  0, 1 or 2  0 

Description : 

Configures the Internet (WAN) port type for IPv4. 

0-DHCP 

1-PPPoE (not applicable to T42G/T41P/T40P Skype for Business phones) 

2-Static IP Address 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6). If you change this parameter, the Skype for Business phone will 

reboot to make the change take effect. 

Web User Interface:  

Network->Basic->IPv4 Config 

http://www.ietf.org/rfc/rfc2131.txt
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Parameter s Permitted Values  Default  

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4 

To configure  DHCP via web user interface:  

1. Click on Network ->Basic. 

2. In the IPv4 Config  block, mark the DHCP radio box. 

 

3. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

4. Click OK to reboot the Skype for Business phone. 

To configure  DHCP via phone user interface:  

1. Press Menu ->Advanced (default password: admin) ->Network ->WAN Port -> IPv4. 

2. Press     or     , or the Switch  soft key to select DHCP from the  Type field. 

3. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

Static DNS 

Static DNS address(es) can be configured and used even though DHCP is enabled. 

Procedure  

Static DNS can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure the static DNS feature. 

Parameters:  

network.static_dns_enable 
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<MAC>.cfg 

Configure static DNS address. 

Parameters:  

network.primary_dns 

network.secondary_dns 

Local 

Web User Interface 

Configure the static DNS feature. 

Configure static DNS address. 

Navigate to:  

http://<phoneIPAddress>/servlet?p

=network& q=load  

Phone User Interface 
Configure the static DNS feature. 

Configure static DNS address. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.static_dns_enable  0 or1  0 

Description : 

Triggers the static DNS feature to on or off. 

0-Off 

1-On 

If it is set to 0 (Off), the Skype for Business phone will use the IPv4 DNS obtained from DHCP. 

If it is set to 1 (On), the Skype for Business phone will use manually configured static IPv4 

DNS. 

Note:  It works only if the value of the parameter ǰnetwork.internet_port.typeǱ is set to 0 

(DHCP). If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static DNS 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network ->WAN Port->IPv4->DHCP->Static 

DNS 

network.primary_dns  IPv4 Address Blank  

Description : 

Configures the primary IPv4 DNS server. 
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Parameter s Permitted Values  Default  

Example: 

network.primary_dns = 202.101.103.55 

Note:  It works only if the value of the parameter ǰnetwork.static_dns_enableǱ is set to 1 (On). 

If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static IP Address->Primary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->DHCP->Static 

DNS (Enabled)->Primary DNS 

network.secondary_dns  IPv4 Address Blank  

Description : 

Configures the secondary IPv4 DNS server. 

Example: 

network.secondary_dns = 202.101.103.54 

Note:  It works only if the value of the parameter ǰnetwork.static_dns_enableǱ is set to 1 (On). 

If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface : 

Network->Basic->IPv4 Config->Static IP Address->Secondary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->DHCP->Static 

DNS (Enabled)->Secondary DNS 

To configure  static DNS address when DHCP is used via web user interface:  

1. Click on Network ->Basic. 

2. In the IPv4 Config  block, mark the DHCP radio box. 

3. In the Static DNS block, mark the On radio box. 
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4. Enter the desired values in the Primary DNS  and Secondary DNS  fields. 

 

5. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

6. Click OK to reboot the Skype for Business phone. 

To configure  static DNS when DHCP is used  via phone  user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->WAN 

Port -> IPv4->DHCP. 

2. Press     or     , or the Switch  soft key to select Enabled from the Static DNS  field. 

3. Enter the desired values in the Primary DNS and Secondary DNS fields respectively. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

DHCP provides a framework for passing information to TCP/IP network devices. Network and 

other control information are carried in tagged data items that are  stored in the options field of 

the DHCP message. The data items themselves are also called options. 

DHCP can be initiated by simply connecting the phone with the network. phones broadcast 

DISCOVER messages to request the network information carried in DHCP options, and the 

DHCP server responds with specific values in corresponding options. 
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The following table lists common DHCP options supported by Skype for Business phones. 

Parameter  DHCP Option  Description  

Subnet Mask 1 Specify the clientǭs subnet mask. 

Time Offset 2 

Specify the offset of the client's subnet in 

seconds from Coordinated Universal Time 

(UTC). 

Router 3 
Specify a list of IP addresses for routers on the 

clientǭs subnet. 

Time Server 4 
Specify a list of time servers available to the 

client. 

Domain Name 

Server 
6 

Specify a list of domain name servers available 

to the client . 

Log Server 7 
Specify a list of MIT-LCS UDP servers available 

to the client . 

Host Name 12 Specify the name of the client . 

Domain Server 15 
Specify the domain name that client should use 

when resolving hostnames via DNS. 

Broadcast 

Address 
28 

Specify the broadcast address in use on the 

client's subnet. 

Network Time 

Protocol Servers 
42 

Specify a list of NTP servers available to the 

client by IP address. 

Vendor-Specific 

Information  

43 (vendor class ID: 

CPE-OCPHONE) 
Specify virtual local area network (VLAN) ID. 

43 (vendor class ID: 

MS-UC-Client) 

Specify Skype for Business Server pool 

certificate provisioning service URL. 

Vendor Class 

Identifier 
60 Identify the vendor type.  

TFTP Server 

Name 
66 

Identify a TFTP server when the 'sname' field in 

the DHCP header has been used for DHCP 

options. 

Boot file Name 67 
Identify a boot  file when the 'file' field in the 

DHCP header has been used for DHCP options. 

Skype for 

Business Server 
120 

Specify a list of Skype for Business Servers 

available to the client. 

For more information on DHCP options, refer to RFC 2131 or RFC 2132. 

If you do not have the ability to configure the DHCP options for discovering the provisioning 

http://www.ietf.org/rfc/rfc2131.txt
http://www.ietf.org/rfc/rfc2132
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server on the DHCP server, an alternate method of automatically  discovering the provisioning 

server address is required. Connecting to the secondary DHCP server that responds to DHCP 

INFORM queries with a requested provisioning server address is one possibility. For more 

information, refer to RFC 3925. If a single alternate DHCP server responds, this is functionally 

equivalent to the scenario where the primary DHCP server responds with a valid provisioning 

server address. If no DHCP servers respond, the INFORM query process will retry and eventually 

time out. 

DHCP Option 66 and Option 43  

Yealink Skype for Business phones support obtaining the provisioning server address by 

detecting DHCP options during startup. 

The phone will automatically detect the option 66 for obtaining the provisioning server address. 

DHCP option 66 is used to identify the TFTP server. DHCP option 43 is a vendor-specific option, 

which is used to transfer the vendor-specific information.  

The administrator can use vendor class identifier, specified by DHCP option 60, to send the 

Skype for Business phone a customized configuration in option 43. Depending on the vendor 

class ID it is configured for, the option 43 might have different values. Two vendor class 

identifiers are used when deploying with the Skype for Business Server: a VLAN ID request 

(vendor class ID: CPE-OCPHONE) and a certificate provisioning service URL request (vendor class 

ID: MS-UC-Client). For more information on DHCP option 60, refer to DHCP Option 60 on page 

31. 

To use DHCP option 66 and option 43, make sure the DHCP Active feature is enabled. 

Procedure  

DHCP active can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure DHCP active. 

Parameters:  

auto_provision.dhcp_option.enable 

Local Web User Interface 

Configure DHCP active. 

Navigate to:  

http:// <phoneIPAddress>/servlet?p=s

ettings-autop&q=load  

  

http://www.ietf.org/rfc/rfc3925
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Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

auto_provision.dhcp_option.enable  0 or 1  1 

Description : 

Triggers the DHCP Option feature to on or off. 

0-Off 

1-On 

If it is set to 1 (On), the Skype for Business phone will obtain the provisioning server address 

by detecting DHCP options. 

Web User Interface:  

Settings->Auto Provision->DHCP Active 

Phone User Interface:  

None 

To configure the DHCP active feature  via web user interface:  

1. Click on Settings ->Auto Provision . 

2. Mark the On radio box in the DHCP Active  field. 

 

3. Click Confirm  to accept the change. 
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DHCP Option 160 and Option 161  

Yealink Skype for Business phones also support obtaining the provisioning server address by 

detecting DHCP custom option  during startup. 

If DHCP Option 66 is not available, you can use custom option (160 or 161) with the URL or IP 

address of the provisioning server. The phone will automatically detect the option 160 or 161 for 

obtaining the provisioning server address.  

To use DHCP option 160 or option 161, make sure the DHCP Active feature is enabled and 

custom option is configured.  

Procedure  

DHCP active can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure DHCP active. 

Parameters:  

auto_provision.dhcp_option.enable 

Configures the custom DHCP option 

for requesting provisioning server 

address. 

auto_provision.dhcp_option.list_user_o

ptions 

Local Web User Interface 

Configure the custom option.  

Navigate to:  

http:// <phoneIPAddress>/servlet?p=s

ettings-autop&q=load  

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

auto_provision.dhcp_option.enable  0 or 1  1 

Description : 

Triggers the DHCP Option feature to on or off. 

0-Off 

1-On 

If it is set to 1 (On), the Skype for Business phone will obtain the provisioning server address 

by detecting DHCP options. 

Web User Interface:  

Settings->Auto Provision->DHCP Active 

Phone User Interface:  

None 
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Parameter s Permitted Values  Default  

auto_provision.dhcp_option.list_user_options  
Integer from  128 to 

254 
160,161 

It configures the custom DHCP option for requesting provisioning server address. Multiple 

DHCP options are separated by commas. 

Note: It works only if the value of the parameter ǰauto_provision.dhcp_option.enableǱ is set 

to 1 (On). 

Web User Interface:  

Settings->Auto Provision->Custom Option(128~254)  

Phone User Interface:  

None 

To configure the custom option via web user interface:  

1. Click on Settings ->Auto Provision . 

2. Mark the On radio box in the DHCP Active  field. 

3. Enter the custom option (160 or 161) in the Custom Option(128~254)  field. 

 

4. Click Confirm  to accept the change. 

Note      

DHCP Option 60  

DHCP option 60 is used to identify the vendor class ID. By default, the vendor class ID is 

MS-UC-Client (case-sensitive). 

The phones also support obtaining the provisioning server address via Skype for Business Server 

(if configured) during sign -in process. This method for obtaining provisioning server address has 

higher priority than the DHCP option.  
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Procedure  

DHCP option 60 can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure DHCP option 60. 

Parameters:  

auto_provision.dhcp_option.option60_va

lue 

Local Web User Interface 

Configure DHCP option 60. 

Navigate to:  

http:// <phoneIPAddress>/servlet?p=set

tings-autop&q=load  

Details of Configuration Parameters:  

Parameter s 
Permitted 

Values 
Default  

auto_provision.dhcp_option.option60_value  
String within 

99 characters  
MS-UC-Client  

Description : 

Configures the value (vendor class ID) of DHCP option 60. 

Web User Interface:  

Settings->Auto Provision->DHCP Option Value 

Phone User Interface:  

None 

To configure  DHCP option 60 on the Skype for Business phone via web user interface:  

1. Click on Settings ->Auto Provision . 
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2. Enter the desired host name in the DHCP Option Value  filed. 

 

3. Click Confirm to accept the change. 

DHCP Option 42 and Option 2  

Yealink Skype for Business phones support using the NTP server address offered by DHCP. 

DHCP option 42 is used to specify a list of NTP servers available to the client by IP address. NTP 

servers should be listed in order of preference. DHCP option 2 is used to specify the offset of the 

client's subnet in seconds from Coordinated Universal Time (UTC). 

To update time with the offset time offered by the DHCP server, make sure the DHCP Time 

feature is enabled at the path Settings ->Time & Date ->DHCP Time. For more information on 

how to configure DHCP time feature, refer to NTP Time Server on page 142. 

DHCP Option 12 Hostname on the Skype for Business phone  

This option specifies the host name of the client. The name may or may not be qualified with the 

local domain name (based on RFC 2132). See RFC 1035 for character restrictions. 

Procedure  

DHCP option 12 hostname can be configured using the configuration files or locally. 

Configurati on File  <y0000000000xx>.cfg 

Configure the DHCP option 12 

hostname. 

Parameters:  
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network.dhcp_host_name 

Local Web User Interface 

Configure the DHCP option 12 

hostname. 

Navigate to:  

http:// <phoneIPAddress>/servlet?p

=features-general&q=load  

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.dhcp_host_name  
String within 99 

characters  

Refer to the 

following content  

Description : 

Configures the DHCP option 12 hostname on the Skype for Business phone. 

For T48G Skype for Business phones : 

The default value is SIP-T48G. 

For T46G Skype for Business phones : 

The default value is SIP-T46G. 

For T42G Skype for Business phones : 

The default value is SIP-T42G. 

For T41P Skype for Business phones : 

The default value is SIP-T41P. 

For T40P Skype for Business phones:  

The default value is SIP-T40P 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Features->General Information ->DHCP Hostname 

Phone User Interface:  

None 

To configure  DHCP option 12 hostname on the Skype for Business phone via web user 

interface:  

1. Click on Features->General Information . 
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2. Enter the desired host name in the DHCP Hostname  filed.  

 

3. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

4. Click OK to reboot the Skype for Business phone. 

DHCP Option 120  

Yealink Skype for Business phones support obtaining Skype for Business Server address from 

DHCP. DHCP option 120 is used to specify a list of Skype for Business Servers available to the 

client. 

Procedure  

DHCP option 120 can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure DHCP option 120. 

Parameters:  

sip.option120_get_lync_server.enable 

Local Web User Interface 

Configure DHCP option 120. 

Navigate to:  

http:// <phoneIPAddress>/servlet?p=feat

ures-general&q=load  
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Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

sip.option120_get_lync_server.enable  0 or 1  0 

Description : 

Enables or disables the Skype for Business phones to obtain the Skype for Business Server 

address from DHCP by detecting DHCP option 120. 

0-Disabled 

1-Enabled 

Web User Interface:  

Features->General Information ->Use DHCP Option 120 

Phone User Interface:  

None 

To configure  DHCP option 120 on the Skype for Business phone via web user interface:  

1. Click on Features->General Information . 

2. Select desired value from the pull-down list of Use DHCP Option 120 . 

 

3. Click Confirm to accept the change. 
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If DHCP is disabled or Skype for Business phones cannot obtain network parameters from the 

DHCP server, you need to configure them manually. The following parameters should be 

configured for Skype for Business phones to establish network connectivity: 

 ̧ IP Address 

 ̧ Subnet Mask 

 ̧ Default Gateway 

 ̧ Primary DNS 

 ̧ Secondary DNS 

Procedure  

Network parameters can be configured manually using the configuration files or locally.  

Configuration File  <MAC>.cfg 

Configure network parameters of 

the Skype for Business phone 

manually. 

Parameters:  

network.internet_port.type 

network.ip_address_mode 

network.internet_port.ip 

network.internet_port.mask 

network.internet_port.gateway 

network.primary_dns 

network.secondary_dns 

Local 

Web User Interface 

Configure network parameters of 

the Skype for Business phone 

manually. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=network&q=load  

Phone User Interface 

Configure network parameters of 

the Skype for Business phone 

manually. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.internet_port.type  0, 1 or 2  0 
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Parameter s Permitted Values  Default  

Description : 

Configures the Internet (WAN) port type for IPv4. 

0-DHCP 

1-PPPoE (not applicable to T42G/T41P/T40P Skype for Business phones) 

2-Static IP Address 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6). If you change this parameter, the Skype for Business phone will 

reboot to make the change take  effect. 

Web User Interface:  

Network->Basic->IPv4 Config 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network ->WAN Port->IPv4 

network.ip_address_mode  0, 1 or 2  0 

Description : 

Configures the IP address mode. 

0-IPv4 

1-IPv6 

2-IPv4 & IPv6 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Basic->Internet Port ->Mode(IPv4/IPv6) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IP Mode 

network.internet_port.ip  IPv4 Address  Blank  

Description : 

Configures the IPv4 address. 

Example: 

network.internet_port.ip = 192.168.1.20 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 2 (Static IP Address). If 

you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  



Setting Up Your System 

39 

Parameter s Permitted Values  Default  

Network->Basic->IPv4 Config->Static IP Address->IP Address 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->Static IP ->IP 

Address 

network.internet_port.mask  Subnet Mask  Blank  

Description : 

Configures the IPv4 subnet mask. 

Example: 

network.internet_port.mask = 255.255.255.0 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 2 (Static IP Address). If 

you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static IP Address->Subnet Mask 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->Static 

IP->Subnet Mask 

network.internet_port.gateway  IPv4 Address Blank  

Description : 

Configures the IPv4 default gateway. 

Example: 

network.internet_port.gateway = 192.168.1.254 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 2 (Static IP Address). If 

you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static IP Address->Gateway 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->Static 

IP->Gateway 

network.primary_dns  IPv4 Address Blank  
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Parameter s Permitted Values  Default  

Description : 

Configures the primary IPv4 DNS server. 

Example: 

network.primary_dns = 202.101.103.55 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 2 (Static IP Address). If 

you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static IP Address->Primary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->Static 

IP->Primary DNS 

network.secondary_dns  IPv4 Address Blank  

Description : 

Configures the secondary IPv4 DNS server. 

Example: 

network.secondary_dns = 202.101.103.54 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 2 (Static IP Address). If 

you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Basic->IPv4 Config->Static IP Address->Secondary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv4->Static 

IP->Secondary DNS 

To configure the IP address mode via web user interface:  

1. Click on Network ->Basic. 
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2. Select desired value from the  pull-down list of  Mode(IPv4/IPv6) . 

 

3. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

4. Click OK to reboot the Skype for Business phone. 

To configure a static IP v4 address via web  user interface:  

1. Click on Network ->Basic. 

2. In the IPv4 Config  block, mark the Static IP Address radio box. 

3. Enter the desired values in the IP Address, Subnet Ma sk, Gateway , Primary DNS  and 

Secondary DNS  fields. 

 

4. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

To configure the IP mode via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->WAN Port . 

2. Press     or     , or the Switch  soft key to select IPv4, IPv6 or IPv4 & IPv6  from the IP 

Mode  field. 

3. Press the Save soft key to accept the change. 
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The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

To configure a static IP v4 address via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->WAN Port -> IPv4. 

2. Press     or     , or the Switch  soft key to select the Static IP  from the Type field. 

3. Enter the desired value in the IP Address , Subnet  Mask, Gateway , Primary DNS  and 

Second ary DNS field respectively. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

PPPoE (Point-to-Point Protocol over Ethernet) is a network protocol used by Internet Service 

Providers (ISPs) to provide Digital Subscriber Line (DSL) high speed Internet services. PPPoE 

allows an office or building -full of users to share a common DSL connection to the Internet. 

PPPoE connection is supported by the Skype for Business phone Internet port. Contact your ISP 

for the PPPoE user name and password. PPPoE is not applicable to T42G/T41P/T40P Skype for 

Business phones. 

Procedure  

PPPoE can be configured using the configuration files or locally. 

Configuration File  

<MAC>.cfg 

Configure PPPoE on the Skype for 

Business phone. 

Parameters:  

network.internet_port.type 

<y0000000000xx>.cfg 

Configure the user name and 

password for PPPoE on the Skype 

for Business phone. 

Parameters:  

network.pppoe.user 

network.pppoe.password 

Local Web User Interface 

Configure PPPoE on the Skype for 

Business phone. 

Configure the user name and 

password for PPPoE on the Skype 

for Business phone. 

Navigate to : 

http://<phoneIPAddress>/servlet?p



Setting Up Your System 

43 

=network&q=lo ad 

Phone User Interface 

Configure PPPoE on the Skype for 

Business phone. 

Configure the user name and 

password for PPPoE on the Skype 

for Business phone. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.internet_port.type  0, 1 or 2  0 

Description : 

Configures the Internet (WAN) port type for IPv4. 

0-DHCP 

1-PPPoE (not applicable to T42G/T41P/T40P Skype for Business phones) 

2-Static IP Address 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6). If you change this parameter, the Skype for Business phone will 

reboot to make the change take effect. 

Web User Interface:  

Network->Basic->IPv4 Config 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network ->WAN Port->IPv4 

network.pppoe.user  
String within 32 

characters  
Blank  

Description : 

Configures the user name for PPPoE connection. 

Example: 

network.pppoe.user = Xmyl0592123 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 1 (PPPoE). If you change 

this parameter, the Skype for Business phone will reboot to make the change take effect. It is 

not applicable to T42G/T41P/T40P Skype for Business phones. 

Web User Interface:  

Network->Basic->IPv4 Config->PPPoE->User Name 

Phone User Interface:  
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Parameter s Permitted Values  Default  

Menu->Advanced (default password: admin) ->Network ->WAN 

Port->IPv4->PPPoE->PPPoE User 

network.pppoe.password  
String within 99 

characters  
Blank  

Description : 

Configures the password for PPPoE connection. 

Example: 

network.pppoe.password = yealink123 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 0 

(IPv4) or 2 (IPv4 & IPv6), and "network.internet_port.type" is set to 1 (PPPoE). If you change 

this parameter, the Skype for Business phone will reboot to make the change take effect. It is 

not applicable to T42G/T41P/T40P Skype for Business phones. 

Web User Interface:  

Network->Basic->IPv4 Config->PPPoE->Password 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN 

Port->IPv4->PPPoE->PPPoE Password 

To configure  PPPoE via web user interface:  

1. Click on Network ->Basic. 

2. In the IPv4 Config  block, mark the PPPoE radio box. 

3. Enter the user name and password in corresponding fields. 
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4. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

To configure PPPoE via phone user interface:  

1. Press Menu ->Advanced (default password: admin)->Network ->WAN Port -> IPv4. 

2. Press     or     , or the Switch  soft key to select the PPPoE from the Type field. 

3. Enter the user name and password in the corresponding fields. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

Yealink T48G/T46G/T42G/T41P/T40P Skype for Business phones support two Ethernet ports: 

Internet port and PC port. Three optional methods of transmission con figuration for Skype for 

Business phone Internet or PC Ethernet ports:  

 ̧ Auto-negotiate 

 ̧ Half-duplex 

 ̧ Full-duplex 

Auto-negotiate is configured for both Internet and PC ports on the Skype for Business phone by 

default. 

Auto -negotiate  

Auto-negotiate means that two connected devices choose common transmission parameters 

(e.g., speed and duplex mode) to transmit voice or data over Ethernet. This process entails 

devices first sharing transmission capabilities and then selecting the highest performance 

transmission mode supported by both. You can configure the Internet port and PC port on the 

Skype for Business phone to automatically negotiate during the transmission. 
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Half -duplex  

Half-duplex transmission refers to transmitting voice or data in both directions, but in one 

direction at a time; this means one device can send data on the line, but not receive data 

simultaneously. You can configure the half-duplex transmission on both Internet port and PC 

port for the Skype for Business phone to transmit in 10Mbps or 100Mbps. 

 

Full-duplex  

Full-duplex transmission refers to transmitting voice or data in both directions  at the same time; 

this means one device can send data on the line while receiving data. You can configure the 

full-duplex transmission on both Internet port and PC port for the Skype for Business phone to 

transmit in 10Mbps, 100Mbps or 1000Mbps (1000Mbps is only applicable to T48G/T46G/T42G 

Skype for Business phones). 

 

Procedure  

The transmission methods of Ethernet ports can be configured using the configuration files or 

locally. 

Configuration File  <y0000000000xx>.cfg 

Configure the transmission methods of 

the Internet (WAN) port . 

Parameters:  

network.internet_port.speed_duplex 
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network.pc_port.speed_duplex 

Local Web User Interface 

Configure the transmission methods of 

the Internet (WAN) port . 

Navigate to : 

http://<phoneIPAddress>/servlet?p=net

work-adv&q=load  

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

network.internet_port.speed_duplex  0, 1, 2, 3, 4 or 5 0 

Description : 

Configures the transmission method of the Internet (WAN) port.  

0-Auto Negotiate  

1-Full Duplex 10Mbps 

2-Full Duplex 100Mbps 

3-Half Duplex 10Mbps 

4-Half Duplex 100Mbps 

5-Full Duplex 1000Mbps (only applicable to T48G/T46G/T42G Skype for Business phones) 

Web User Interface:  

Network->Advanced->Port Link->WAN Port Link 

Phone User Interface:  

None 

network.pc_port.speed_duplex  0, 1, 2, 3 ,4 or 5  0 

Description : 

Configures the transmission method of the PC (LAN) port. 

0-Auto Negotiate  

1-Full Duplex 10Mbps 

2-Full Duplex 100Mbps 

3-Half Duplex 10Mbps 

4-Half Duplex 100Mbps 

5-Full Duplex 1000Mbps (only applicable to T48G/T46G/T42G Skype for Business phones) 

Note: It works only if the value of the parameter ǰnetwork.pc_port.enableǱ is set to 1 (Auto 

Negotiate). For T48G/T46G/T42G Skype for Business phones, you can set the transmission 

speed to 1000Mbps/Auto Negotiate to transmit in 1000Mbps. Make sure the Skype for 

Business phone is connected to a switch that supports Gigabit Ethernet. We recommend 
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Parameter s Permitted Values  Default  

that you do not change this parameter. If you change this parameter, the Skype for Business 

phone will reboot to make the change take effect.  

Web User Interface:  

Network->Advanced->Port Link->PC Port Link 

Phone User Interface:  

None 

To configu re the transmission methods of Ethernet ports  via web user interface:  

1. Click on Network ->Advanced . 

2. Select the desired value from the pull-down list of WAN Port Link . 

3. Select the desired value from the pull-down list of PC Port Link . 

 

4. Click Confirm to accept the change. 

The PC port on the back of the Skype for Business phone is used to connect a PC. You can 

enable or disable the PC (LAN) port on the Skype for Business phones via web user interface or 

using configuration files .  

Procedure  

PC port mode can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg Configure the PC (LAN) port. 
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Parameter:  

network.pc_port.enable 

Local Web User Interface 

Configure the PC (LAN) port. 

Navigate to : 

http://< phoneIPAddress>/servlet?p

=network -pcport&q=load  

Details of Configuration Parameters:  

Parameters  Permitted Values  Default  

network.pc_port.enable  0 or 1  1 

Description : 

Enables or disables the PC (LAN) port. 

0-Disabled 

1-Auto Negotiation  

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->PC Port->PC Port Active 

Phone User Interface:  

None 

To enable the PC port via web user interface:  

1. Click on Network ->PC Port. 

2. Select Auto Negotiat e from the pull -down list of PC Port Active . 

 

3. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

4. Click OK to reboot the Skype for Business phone. 

To disable the PC port via web user interface:  

1. Click on Network ->PC Port. 
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2. Select Disabled  from the pull -down list of PC Port Active . 

 

3. Click Confirm to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

4. Click OK to reboot the Skype for Business phone. 

Web server type determines access protocol of the phoneǭs web user interface. Phones support 

both HTTP and HTTPS protocols for accessing the web user interface. This can be disabled when 

it is not needed or when it poses a security threat. For more information on accessing the web 

user interface, refer to Web User Interface on page 94. 

HTTP is an application protocol that runs on top of the TCP/IP suite of protocols . HTTPS is a web 

protocol that encrypts and decrypts user page requests as well as pages returned by the web 

server. Both HTTP and HTTPS port numbers are configurable. 

When you enable user to access web user interface of the phone using the HTTP/HTTPS 

protocol (take HTTPS protocol for example): 
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When you disable user to access web user interface of the phone using the HTTP/HTTPS 

protocol (take HTTPS protocol for example): 

 

Procedure  

Web server type can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure the web access type, 

HTTP port and HTTPS port. 

Parameters:  

wui.http_enable 

network.port.http  

wui.https_enable 

network.port.https  

Local 

Web User Interface 

Configure the web access type, 

HTTP port and HTTPS port. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=network -adv&q=load  

Phone User Interface 
Configure the web access type, 

HTTP port and HTTPS port. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

wui.http_enable  0 or 1  1 
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Parameter s Permitted Values  Default  

Description : 

Enables or disables the user to access web user interface of the Skype for Business phone 

using the HTTP protocol. 

0-Disabled 

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->Web Server->HTTP 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->Webserver Type->HTTP Status 

network.port.http  Integer from 1 to 65535  80 

Description : 

Configures the HTTP port for the user to access web user interface of the Skype for Business 

phone using the HTTP protocol. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->Web Server->HTTP Port(1~65535) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->Webserver Type->HTTP Port 

wui.https_enable  0 or 1  1 

Description : 

Enables or disables the user to access web user interface of the Skype for Business phone 

using the HTTPS protocol. 

0-Disabled 

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->Web Server->HTTPS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->Webserver Type->HTTPS Status 
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Parameter s Permitted Values  Default  

network.port.https  Integer from 1 to 65535  443 

Description : 

Configures the HTTPS port for the user to access web user interface of the Skype for 

Business phone using the HTTPS protocol. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->Web Server->HTTPS Port(1~65535) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->Webserver Type->HTTPS Port 

To configure web server type via web user interface:  

1. Click on Network ->Advanced . 

2. Select the desired value from the pull-down list of HTTP. 

3. Enter the desired HTTP port number in the HTTP Port(1~65535)  field. 

The default HTTP port number is 80. 

4. Select the desired value from the pull-down list of HTTPS. 

5. Enter the desired HTTPS port number in the HTTPS Port(1~65535)  field. 
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The default HTTPS port number is 443. 

 

6. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot.  

7. Click OK to reboot the Skype for Business phone. 

To configure web server type via phone user interface:  

1. Press Menu ->Advanced  (default password: admin)->Network ->Webserver Type . 

2. Press     or     , or the Switch  soft key to select the desired value from the HTTP Status 

field. 

3. Enter the desired HTTP port number in the HTTP Port field. 

4. Press     or     , or the Switch  soft key to select the desired value from the HTTP Status 

field. 

5. Enter the desired HTTPS port number in the HTTPS Port  field. 

6. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time . 

VLAN (Virtual Local Area Network) is used to logically divide a physical network into several 

broadcast domains. VLAN membership can be configured through software instead of 

physically relocating devices or connections. Grouping devices with a common set of 
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requirements regardless of their physical location can greatly simplify network design. VLANs 

can address issues such as scalability, security and network management. 

The purpose of VLAN configurations on the Skype for Business phone is to insert tag with VLAN 

information to the packets g enerated by the Skype for Business phone. When VLAN is properly 

configured for the ports (Internet port and PC port) on the Skype for Business phone, the Skype 

for Business phone will tag all packets from these ports with the VLAN ID. The switch receives 

and forwards the tagged packets to the corresponding VLAN according to the VLAN ID in the 

tag as described in IEEE Std 802.3. 

VLAN on Skype for Business phones allows simultaneous access for a regular PC. This feature 

allows a PC to be daisy chained to a Skype for Business phone and the connection for both PC 

and Skype for Business phone to be trunked through the same physical Ethernet cable. 

In addition to manual configuration, the Skype for Business phone also supports automatic 

discovery of VLAN via LLDP, CDP or DHCP. The assignment takes effect in this order: assignment 

via LLDP/CDP, manual configuration, then assignment via DHCP. 

For more information on VLAN, refer to VLAN Feature on Yealink Skype for Business phones. 

LLDP (Linker Layer Discovery Protocol) is a vendor-neutral Link Layer protocol , which allows the 

Skype for Business phone to receive and/or transmit device-related information from/to  directly 

connected devices on the network that are also using the protocol, and store the information  

about other devices. LLDP transmits information as packets called LLDP Data Units (LLDPDUs). 

An LLDPDU consists of a set of Type-Length-Value (TLV) elements, each of which contains a 

particular type of information about the device or port transmitting it.  

LLDP-MED (Media Endpoint Discovery)  

LLDP-MED is published by the Telecommunications Industry Association (TIA). It is an extension 

to LLDP that operates between endpoint devices and network connectivity devices. LLDP-MED 

provides the following capabilities for the endpoint : 

 ̧ Capabilities Discovery --  allows LLDP-MED endpoint  to determine the capabilities that the 

connected switch supports and has enabled. 

 ̧ Network Policy --  provides voice VLAN configuration  to notify the Skype for Business 

phone which VLAN to use and QoS-related configuration for voice data . It provides a ǰplug 

and playǱ network environment. 

 ̧ Power Management --  provides information related to how the Skype for Business phone 

is powered, power priority, and how much power the endpoint  needs. 

 ̧ Inventory Management --  provides a means to effectively manage the Skype for Business 

phone and its attributes, such as model number, serial number and software revision. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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TLVs supported by the Skype for Business phone are summarized in the following table: 

TLV Type TLV Name Description  

Mandatory TLVs  

Chassis ID The network address of the Skype for 

Business phone. 

Port ID The MAC address of the Skype for Business 

phone. 

Time To Live 
Seconds until data unit expires. 

The default value is 180s. 

End of LLDPDU Marks end of LLDPDU. 

Optional TLVs  

System Name 

Name assigned to the Skype for Business 

phone. 

The default value is ǰSIP-T46GǱ. 

System Description 

Description of the Skype for Business phone. 

Description includes firmware version of the 

Skype for Business phone. 

Capabilities 

The supported and enabled phone 

capabilities. 

The Telephone capability is supported and 

enabled by default. 

Port Description 
Description of port that sends data unit.  

The default value is ǰWAN PORTǱ. 

IEEE Std 802.3 

Organizationally 

Specific TLV 

MAC/PHY 

Configuration/Status 

Duplex mode and network speed settings of 

the Skype for Business phone. 

The Auto Negotiation is supported and 

enabled by default. 

The advertised capabilities of PMD. 

Auto-Negotiation is:  

100BASE-TX (full duplex mode) 

100BASE-TX (half duplex mode) 

10BASE-T (full duplex mode) 

10BASE-T (half duplex mode) 

TIA 

Organizationally 

Specific TLVs 

Media Capabilities 

The MED device type of the Skype for 

Business phone and the supported 

LLDP-MED TLV type can be encapsulated in 

LLDPDU. 

The supported LLDP-MED TLV types are: 

LLDP-MED Capabilities, Network Policy, 
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TLV Type TLV Name Description  

Extended Power via MDI-PD, Inventory. 

Network Policy 
Port VLAN ID, application type, L2 priority 

and DSCP value. 

Extended 

Power-via-MDI 
Power type, source, priority and value. 

Inventory ǧ Hardware 

Revision 

Hardware revision of the Skype for Business 

phone. 

Inventory ǧ Firmware 

Revision 

Firmware revision of the Skype for Business 

phone. 

Inventory ǧ Software 

Revision 

Software revision of the Skype for Business 

phone. 

Inventory ǧ Serial 

Number 

Serial number of the Skype for Business 

phone. 

Inventory ǧ 

Manufacturer Name 

Manufacturer name of the Skype for Business 

phone. 

The default value is ǰIP_PhoneǱ. 

Inventory ǧ Model 

Name 

Model name of the Skype for Business phone. 

The default value is ǰT46Ǳ. 

Asset ID 
Assertion identifier of the Skype for Business 

phone. 

Procedure  

LLDP can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure LLDP. 

Parameters:  

network.lldp.enable 

network.lldp.packet_interval 

Local 

Web User Interface 

Configure LLDP. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=network -adv&q=load  

Phone User Interface Configure LLDP feature. 
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Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.lldp.enable  0 or 1  1 

Description : 

Enables or disables the LLDP (Linker Layer Discovery Protocol) feature on the Skype for 

Business phone. 

0-Disabled 

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->LLDP->Active 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->LLDP->LLDP Status 

network.lldp.packet_interval  Integer from 1 to  3600 60 

Description : 

Configures the interval (in seconds) for the Skype for Business phone to send the LLDP 

(Linker Layer Discovery Protocol) request. 

Note:  It works only if the value of the parameter ǰnetwork.lldp.enableǱ is set to 1 (Enabled). 

If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Network->Advanced->LLDP->Packet Interval (1~3600s) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->LLDP->Packet Interval 

To configure LLDP via web user interface:  

1. Click on Network ->Advanced . 

2. In the LLDP block, select the desired value from the pull-down list of Active . 
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3. Enter the desired time interval in the Packet Interval (1~3600s)  field. 

 

4. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot . 

5. Click OK to reboot the Skype for Business phone. 

To configure LLDP feature via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->LLDP->LLDP Status. 

2. Press     or     , or the Switch  soft key to select the desired value from the LLDP Status 

field. 

3. Enter the priority value (1-3600s) in the Packet Interval  field. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

CDP (Cisco Discovery Protocol) allows Skype for Business phones to receive and/or transmit 

device-related information from/to  directly connected devices on the network that are also 

using the protocol, and store the information  about other devices. 

When CDP feature is enabled on Skype for Business phones, the Skype for Business phones 

periodically advertise their own information to the directly connect ed CDP-enabled switch. The 

Skype for Business phones can also receive CDP packets from the connected switch. When the 

VLAN configurations on the Skype for Business phones are different from the ones sent by the 



Yealink Skype for Business HD IP Phones Administrator Guide 

60 

switch, the Skype for Business phones perform an update and reboot. This allows the Skype for 

Business phones to be plugged into any switch, obtain their VLAN IDs, and then start 

communications with the call control.  

Procedure  

CDP can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure CDP. 

Parameters:  

network.cdp.enable 

network.cdp.packet_interval 

Local 

Web User Interface 

Configure CDP. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=network -adv&q=load  

Phone User Interface Configure CDP feature. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network. cdp.enable 0 or 1  1 

Description : 

Enables or disables the CDP (Cisco Discovery Protocol) feature on the Skype for Business 

phone. 

0-Disabled 

1-Enabled 

Note:  If it is set to 1, the Skype for Business phone will attempt to determine its VLAN ID 

through CDP. If you change this parameter, the Skype for Business phone will reboot to 

make the change take effect. 

Web User Interface:  

Network->Advanced->CDP->Active 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->CDP->CDP Status 

network. cdp.packet_interval  Integer from 1 to  3600 60 

Description : 

Configures the interval (in seconds) for the Skype for Business phone to send the CDP 
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Parameter s Permitted Values  Default  

(Cisco Discovery Protocol) request. 

Note : It works only if the value of the parameter ǰnetwork.cdp.enableǱ is set to 1 (Enabled). 

If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect.  

Web User Interface:  

Network->Advanced->CDP->Packet Interval (1~3600s) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->CDP->Packet Interval 

To configure CDP via web user interface:  

1. Click on Network ->Advanced . 

2. In the CDP block, select the desired value from the pull-down list of Active . 

3. Enter the desired time interval in the Packet Interval (1~3600s)  field. 

 

4. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

To configure CDP feature via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->CDP->CDP Status. 

2. Press     or     , or the Switch  soft key to select the desired value from the CDP Status 

field. 
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3. Enter the priority value (1-3600s) in the Packet Interval  field. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

VLAN is disabled on Skype for Business phones by default. You can configure VLAN for the 

Internet port and PC port manually . Before configuring VLAN on the Skype for Business phone, 

you need to obtain the VLAN ID from your network administrator. 

Procedure  

VLAN can be configured using the configuration files or locally. 

Configuration 

File 
<y0000000000xx>.cfg 

Configure VLAN for the Internet port and 

PC port manually. 

Parameters:  

network.vlan.internet_port_enable 

network.vlan.internet_port_vid 

network.vlan.internet_port_priority 

network.vlan.pc_port_enable 

network.vlan.pc_port_vid 

network.vlan.pc_port_priority 

Local 

Web User Interface 

Configure VLAN for the Internet port and 

PC port manually. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=net

work-adv&q=load  

Phone User Interface 
Configure VLAN for the Internet port and 

PC port manually. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.vlan.internet_port_enable  0 or 1  0 

Description : 

Enables or disables VLAN for the Internet (WAN) port . 

0-Disabled 
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Parameter s Permitted Values  Default  

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->WAN Port->Active 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->VLAN->WAN Port->VLAN 

Status 

network.vlan.internet_port_vid  Integer from 1 to 4094 1 

Description : 

Configures VLAN ID for the Internet (WAN) port. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->WAN Port->VID (1-4094) 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network->VLAN->WAN Port->VID 

Number 

network.vlan.internet_port_priority  Integer from 0 to  7 0 

Description : 

Configures VLAN priority for the Internet (WAN) port.  

7 is the highest priority, 0 is the lowest priority.  

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->WAN Port->Priority  

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->VLAN->WAN Port->Priority 

network.vlan.pc_port_enable  0 or 1  0 

Description : 

Enables or disables VLAN for the PC (LAN) port. 

0-Disabled 
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Parameter s Permitted Values  Default  

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->PC Port->Active 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->VLAN->PC Port->VLAN Status 

network.vlan.pc_port_vid  Integer from 1 to 4094 1 

Description : 

Configures VLAN ID for the PC (LAN) port. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->PC Port->VID (1-4094) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->VLAN->PC Port->VID Number 

network.vlan.pc_port_priority  Integer from 0 to  7 0 

Description : 

Configures VLAN priority for the PC (LAN) port. 

7 is the highest priority, 0 is the lowest priority.  

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->PC Port->Priority  

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->VLAN->PC Port->Priority  

To configure VLAN for Internet  port via web  user interface:  

1. Click on Network ->Advanced . 

2. In the VLAN block, select the desired value from the pull -down list of WAN  Port Active . 

3. Enter the VLAN ID in the VID (1-4094)  field. 
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4. Select the desired value (0-7) from the pull -down list of Priority . 

 

5. Click Confirm  to accept the change. 

A dialog box pops up  to prompt that the settings will take effect after a reboot. 

6. Click OK to reboot the Skype for Business phone. 

To configure VLAN for PC port via web user interface:  

1. Click on Network ->Advanced . 

2. In the VLAN block, select the desired value from the pull -down list of PC Port Active . 

3. Enter the VLAN ID in the VID (1-4094)  field. 
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4. Select the desired value (0-7) from the pull -down list of Priority . 

 

5. Click Confirm  to accept the change. 

A dialog box pops up to prompt that the settings will take effect after a reboot. 

6. Click OK to reboot the Skype for Business phone. 

To configure VLAN for Internet  port (or PC port) via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->VLAN->WAN Port  (or 

PC Port). 

2. Press     or     , or the Switch  soft key to select the desired value from the VLAN 

Status  field. 

3. Enter the VLAN ID (1-4094) in the VID Number field. 

4. Enter the priority value (0-7) in the Priority  field. 

5. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time . 

Skype for Business phones support VLAN discovery via DHCP. When the VLAN Discovery 

method is set to DHCP, the Skype for Business phone will examine DHCP option for a valid 

VLAN ID. The predefined option 132 is used to supply the VLAN ID by default. You can 

customize the DHCP option used to request the VLAN ID. 
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Procedure  

DHCP VLAN can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure DHCP VLAN discovery 

feature. 

Parameters:  

network.vlan.dhcp_enable 

network.vlan.dhcp_option 

Local 

Web User Interface 

Configure DHCP VLAN discovery 

feature. 

Navigate to : 

http://<phoneIPAddress> /servlet?

p=network -adv&q=load  

Phone User Interface 
Configure DHCP VLAN discovery 

feature. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.vlan.dhcp_enable  0 or 1  1 

Description : 

Enables or disables DHCP VLAN discovery feature on the Skype for Business phone. 

0-Disabled 

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->DHCP VLAN->Active 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network->VLAN->DHCP VLAN->DHCP 

VLAN 

network.vlan.dhcp_option  Integer from 1 to  255 132 

Description : 

Configures the DHCP option from which the Skype for Business phone will obtain the VLAN 

settings. You can configure at most five DHCP options and separate them by commas. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 
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Parameter s Permitted Values  Default  

change take effect. 

Web User Interface:  

Network->Advanced->VLAN->DHCP VLAN->Option (1 -255) 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network->VLAN->DHCP VLAN->Option  

To configure DHCP VLAN  discovery via web user interface:  

1. Click on Network ->Advanced . 

2. In the VLAN block, select the desired value from the pull -down list of DHCP VLAN Active . 

3. Enter the desired option in the Option  (1-255) field. 

The default option is 132. 

 

4. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

To configure DHCP VLAN  discovery via phone user interface:  

1. Press Menu ->Advanced  (default password: admin)->Network ->VLAN->DHCP VLAN. 

2. Press    or     , or the Switch  soft key to select the desired value from the DHCP VLAN 

field. 

3. Enter the desired option in the Option  field. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time . 
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Because Internet Protocol version 4 (IPv4) uses a 32-bit address, it cannot meet the increased 

demands for unique IP addresses for all devices that connect to the Internet.  Therefore, 

Internet Protocol version 6 (IPv6) is the next generation network layer protocol , which designed 

as a replacement for the current IPv4 protocol. 

IPv6 is developed by the Internet Engineering Task Force (IETF) to deal with the long-anticipated 

problem of IPv4 address exhaustion. Yealink Skype for Business phone supports IPv4 addressing 

mode, IPv6 addressing mode, as well as an IPv4&IPv6 dual stack addressing mode. IPv4 uses a 

32-bit address, consisting of four groups of three decimal digits separated by dots; for example, 

192.168.1.100. IPv6 uses a 128-bit address, consisting of eight groups of four hexadecimal digits 

separated by colons; for example, 2026:1234:1:1:215:65ff:fe1f:caa. 

VoIP network based on IPv6 can provide end-to-end security capabilities, enhanced Quality of 

Service (QoS), a set of service requirements to deliver performance guarantee while transporting 

traffic over the network.  

If you configure the network settings on the Skype for Business phone for an IPv6 network, you 

can set up an IP address for the Skype for Business phone either by using SLAAC (ICMPv6), 

DHCPv6 or by manually entering an IP address. Ensure that your network environment supports 

IPv6. Contact your ISP for more information. 

IPv6 Address Assignment Method  

Supported IPv6 address assignment methods: 

 ̧ Manual Assignment: An IPv6 address and other configuration parameters (e.g., DNS 

server) for the Skype for Business phone can be statically configured by an administrator. 

 ̧ Stateless Address Autoconfiguration  (SLAAC)/ ICMPv6 : SLAAC is one of the most 

convenient methods to assign IP addresses to IPv6 nodes. SLAAC requires no manual 

configuration of the Skype for Business phone, minimal (if any) configuration of routers, 

and no additional servers. To use IPv6 SLAAC, the Skype for Business phone must be 

connected to a network with at l east one IPv6 router connected. This router is configured 

by the network administrator and sends out Router Advertisement announcements onto 

the link. These announcements can allow the on-link connected Skype for Business phone 

to configure itself with IPv6 address, as specified in RFC 4862. 

 ̧ Stateful  DHCPv6: The Dynamic Host Configuration Protocol for IPv6 (DHCPv6) has been 

standardized by the IETF through RFC 3315. DHCPv6 enables DHCP servers to pass 

configuration parameters such as IPv6 network addresses to IPv6 nodes. It offers the 

capability of automatic allocation of reusable network addresses and additional 

configuration flexibility. This protocol is a stateful counterpart to ǰIPv6 Stateless Address 

AutoconfigurationǱ (RFC 2462), and can be used separately or concurrently with the latter 

to obtain configuration parameters.  

  

http://www.ietf.org/rfc/rfc2462.txt
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How the Skype for Business phone obtains the IPv6 address and network 

settings?  

The following table lists where the Skype for Business phone obtains the IPv6 address and other 

network settings: 

DHCPv6 
SLAAC 

(ICMPv6)  

How the Skype for Business phone obtains the IPv6 address 

and network settings?  

Disabled Disabled 
You have to manually configure the static IPv6 address and other 

network settings. 

Disabled Enabled 

The Skype for Business phone can obtain  the IPv6 address via 

SLAAC, but the other network settings  must be configured 

manually. 

Enabled Disabled 
The Skype for Business phone can obtain the IPv6 address and 

the other  network settings via DHCPv6. 

Enabled Enabled 
The Skype for Business phone can obtain the IPv6 address via 

SLAAC and obtain other network settings via DHCPv6. 

Procedure  

IPv6 can be configured using the configuration files or locally. 

Configuration File  

<MAC> .cfg 

Configure the IPv6 address assignment 

method. 

Parameters : 

network.ip_address_mode 

network.ipv6_internet_port.type 

network.ipv6_internet_port.ip 

network.ipv6_prefix 

network.ipv6_internet_port.gateway 

network.ipv6_icmp_v6.enable 

Configure the IPv6 static DNS address. 

Parameters : 

network.ipv6_primary_dns 

network.ipv6_secondary_dns 

<y0000000000xx>.cfg 

Configure the IPv6 static DNS. 

Parameter:  

network.ipv6_static_dns_enable 

Local Web User Interface 

Configure the IPv6 address assignment 

method. 

Configure the IPv6 static DNS. 



Setting Up Your System 

71 

Navigate to : 

http://<phoneIPAddress>/servlet?p=ne

twork&q=load  

Phone User Interface 

Configure the IPv6 address assignment 

method. 

Configure the IPv6 static DNS. 

Configure the IPv6 static DNS address. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.ip_address_mode  0, 1 or 2  0 

Description : 

Configures the IP address mode. 

0-IPv4 

1-IPv6 

2-IPv4 & IPv6 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:   

Network->Basic->Internet Port ->Mode (IPv4/IPv6) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IP Mode 

network.ipv6_internet_port.type  0 or 1  0 

Description : 

Configures the Internet (WAN) port type for IPv6. 

0-DHCP 

1-Static IP Address 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 1 

(IPv6) or 2 (IPv4 & IPv6). If you change this parameter, the Skype for Business phone will 

reboot to make the change take effect. 

Web User Interface:   

Network->Basic->IPv6 Config 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv6 



Yealink Skype for Business HD IP Phones Administrator Guide 

72 

Parameter s Permitted Values  Default  

network.ipv6_static_dns_enable  0 or 1  0 

Triggers the static IPv6 DNS feature to on or off. 

0-Off 

1-On 

If it is set to 0 (Off), the Skype for Business phone will use the IPv6 DNS obtained from 

DHCP. 

If it is set to 1 (On), the Skype for Business phone will use manually configured static IPv6 

DNS. 

Note: It works only if the value of the parameter ǰnetwork.ipv6_internet_port.typeǱ is set to 

0 (DHCP). If you change this parameter, the Skype for Business phone will reboot to make 

the change take effect. 

Web User Interface:   

Network->Basic->IPv6 Config->IPv6 Static DNS 

Phone User Interface:  

Menu->Advanced (default: admin) ->Network ->WAN Port->IPv6->DHCP->Static DNS 

network.ipv6_internet_port.ip  IPv6 address Blank  

Description : 

Configures the IPv6 address. 

Example: 

network.ipv6_internet_port.ip = 2026:1234:1:1:215:65ff:fe1f:caa 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 1 

(IPv6) or 2 (IPv4 & IPv6), and "network.ipv6_internet_port.type" is set to 1 (Static IP 

Address). If you change this parameter, the Skype for Business phone will reboot to make 

the change take effect. 

Web User Interface:  

Network->Basic->IPv6 Config->Static IP Address->IP Address 

Phone User Interface:  

Menu->Advanced (default password: admin)->Network ->WAN Port->IPv6->Static IP->IP 

Address 

network.ipv6_prefix  Integer from 0 to 128 64 

Description : 
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Parameter s Permitted Values  Default  

Configures the IPv6 prefix. 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 1 

(IPv6) or 2 (IPv4 & IPv6), and "network.ipv6_internet_port.type" is set to 1 (Static IP 

Address). If you change this parameter, the Skype for Business phone will reboot to make 

the change take effect. 

Web User Interface:   

Network->Basic->IPv6 Config->Static IP Address->IPv6 Prefix(0~128) 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv6->Static 

IP->IPv6 IP Prefix 

network.ipv6_internet_port.gateway  IPv6 address Blank  

Description : 

Configures the IPv6 default gateway. 

Example: 

network.ipv6_internet_port.gateway = 3036:1:1:c3c7:c11c:5447:23a6:255 

Note:  It works only if the value of the parameter ǰnetwork.ip_address_modeǱ is set to 1 

(IPv6) or 2 (IPv4 & IPv6), and "network.ipv6_internet_port.type" is set to 1 (Static IP 

Address). If you change this parameter, the Skype for Business phone will reboot to make 

the change take effect. 

Web User Interface:   

Network->Basic->IPv6 Config->Static IP Address->Gateway 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv6->Static 

IP->Gateway 

network.ipv6_primary_dns  IPv6 address Blank  

Description : 

Configures the primary IPv6 DNS server. 

Example: 

network.ipv6_primary_dns = 3036:1:1:c3c7: c11c:5447:23a6:256 

Note:  It works only if the value of the parameter "network.ip_address_mode" is set to 1 

(IPv6) or 2 (IPv4 & IPv6). In DHCP environment, you also need to make sure the value of the 

parameter "network.ipv6_static_dns_enable" is set to 1 (On). If you change this parameter, 

the Skype for Business phone will reboot to make the change take effect. 
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Parameter s Permitted Values  Default  

Web User Interface:   

Network->Basic->IPv6 Config->Static IP Address->Primary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv6->Static 

IP->Primary DNS 

Or Menu->Advanced (default password: admin) ->Network ->WAN 

Port->IPv6->DHCP->Static DNS(Enabled)->Primary DNS 

network.ipv6_secondary_dns  IPv6 address Blank  

Description : 

Configures the secondary IPv6 DNS server. 

Example: 

network.ipv6_secondary_dns = 2026:1234:1:1:c3c7:c11c:5447:23a6 

Note:  It works only if the value of the parameter "network.ip_address_mode" is set to 1 

(IPv6) or 2 (IPv4 & IPv6). In DHCP environment, you also need to make sure the value of the 

parameter "network.ipv6_static_dns_enable" is set to 1 (On). If you change this parameter, 

the Skype for Business phone will reboot to make the change take effect. 

Web User Interface:   

Network->Basic->IPv6 Config->Static IP Address->Secondary DNS 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network ->WAN Port->IPv6->Static 

IP->Secondary DNS 

Or Menu->Advanced (default password: admin) ->Network ->WAN 

Port->IPv6->DHCP->Static DNS(Enabled)->Secondary DNS 

network.ipv6_icmp_v6.enable  0 or 1  1 

Description : 

Enables or disables the Skype for Business phone to obtain IPv6 network settings via SLAAC 

(Stateless Address Autoconfiguration) method. 

0-Disabled 

1-Enabled 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. It is only applicable to T48G/T46G Skype for Business phones. SLAAC is 

enabled on T42G/T41P/T40P Skype for Business phones by default. You are not allowed to 

configure this parameter for these Skype for Business phones. 
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Web User Interface:  

Network->Advanced->ICMPv6 Status->Active 

Phone User Interface:   

None 

To configure IPv6 address assignment method via web user interface:  

1. Click on Network ->Basic. 

2. Select the desired address mode (IPv6 or IPv4 &  IPv6) from the pull -down list of 

Mode(IPv4/IPv6) . 

3. In the IPv6 Config  block, mark the DHCP or the Static IP Address  radio box. 

- If you mark the Static IP Address  radio box, configure the IPv6 address and other 

configuration parameters in the corresponding fields.  
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- (Optional.) If you mark the DHCP radio box, you can configure the static DNS address 

in the corresponding fields. 

 

4. Click Confirm to accept the change. 

A dialog box pops up to prompt that the settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

To configure SLAAC feature via web user interface (only applicable to T48G/T46G):  

1. Click on Network ->Advanced . 
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2. In the ICMPv6 Status block, select the desired value from the pull-down list of Active . 

 

3. Click Confirm to accept the change. 

A dialog box pops up to  prompt that the settings will take effect after a reboot.  

4. Click OK to reboot the Skype for Business phone. 

To configure IPv6 address assignment method via phone user interface:  

1. Press Menu ->Advanced (default password: admin) ->Network ->WAN Port . 

2. Press     or     to select IPv4 &  IPv6 or IPv6 from the IP Mode  field. 

3. Press     or     to highlight IPv6 and press the Enter soft key. 

4. Press     or     to select the desired IPv6 address assignment method. 

If you select the Static I P, configure the IPv6 address and other network parameters in the 

corresponding fields. 

5. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time . 
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To configure  IPv6 static DNS when DHCP is used via phone  user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->WAN 

Port -> IPv6->DHCP. 

2. Press     or     , or the Switch  soft key to select Enabled from the Static DNS  field. 

3. Enter the desired values in the Primary DNS and Second DNS fields respectively. 

4. Press the Save soft key to accept the change. 

The Skype for Business phone reboots automatically to make settings effective after a 

period of time.  

Quality of Service (QoS) is the ability to provide different priorities  for different packets in the 

network, allowing the transport of traffic with special requirements . QoS guarantees are 

important for applications that require fixed bit rate and are delay sensitive when the network 

capacity is insufficient. There are four major QoS factors to be considered when configuring a 

modern QoS implementation:  bandwidth, delay, jitter and loss. 

QoS provides better network service through the following features:  

 ̧ Supporting dedicated bandwidth  

 ̧ Improving loss characteristics 

 ̧ Avoiding and managing network congestion  

 ̧ Shaping network traffic 

 ̧ Setting traffic priorities across the network 

The Best-Effort service is the default QoS model in IP networks. It provides no guarantees for 

data delivering, which means delay, jitter, packet loss and bandwidth allocation are 

unpredictable. Differentiated Services (DiffServ or DS) is the most widely used QoS model. It 

provides a simple and scalable mechanism for classifying and managing network traffic and 

providing QoS on modern IP networks. Differentiated Services Code Point (DSCP) is used to 

define DiffServ classes and stored in the first six bits of the ToS (Type of Service) field. Each 

router on the network  can provide QoS simply based on the DiffServ class. The DSCP value 

ranges from 0 to 63 with each DSCP specifying a particular per-hop behavior (PHB) applicable to 

a packet. A PHB refers to the packet scheduling, queuing, policing, or shaping behavior of a 

node on any given packet. 

Four standard PHBs available to construct a DiffServ-enabled network and achieve QoS: 

 ̧ Class Selector PHB  --  backwards compatible with IP precedence. Class Selector code 

points are of the form ǰxxx000Ǳ. The first three bits are the IP precedence bits. These class 

selector PHBs retain almost the same forwarding behavior as nodes that implement IP 

precedence-based classification and forwarding. 

 ̧ Expedited Forwarding PHB  --  the key ingredient in DiffServ model for providing a 

low-loss, low-latency, low-jitter and assured bandwidth service. 
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 ̧ Assured Forwarding PHB  --  defines a method by which BAs (Bandwidth Allocations) can 

be given different forwarding assurances. 

 ̧ Default PHB  --  specifies that a packet marked with a DSCP value of ǰ000000Ǳ gets the 

traditional best effort service from a DS-compliant node . 

VoIP is extremely bandwidth and delay-sensitive. QoS is a major issue in VoIP implementations, 

regarding how to guarantee that packet traffic not be delayed or dropped due to interference 

from other lower priority traffic.  VoIP can guarantee high-quality QoS only if the voice and the 

SIP packets are given priority over other kinds of network traffic. Skype for Business phones 

support the DiffServ model of QoS.  

Voice QoS 

In order to make VoIP transmissions intelligible to receivers, voice packets should not be 

dropped, excessively delayed, or made to suffer varying delay. DiffServ model can guarantee 

high-quality voice transmission when the voice packets are configured to a  higher DSCP value. 

SIP QoS 

SIP protocol is used for creating, modifying and terminating two -party or multi -party sessions. 

To ensure good voice quality, SIP packets emanated from Skype for Business phones should be 

configured with a high transmission priority.  

DSCPs for voice and SIP packets can be specified respectively. 

Note  

Procedure  

QoS can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure the DSCPs for voice 

packets and SIP packets. 

Parameters:  

network.qos.rtptos 

network.qos.signaltos 

Local Web User Interface 

Configure the DSCPs for voice 

packets and SIP packets. 

Navigate to : 

http://<phoneIPAddress>/serv

let?p=network -adv&q=load  

  

For voice and SIP packets, the Skype for Business phone obtains DSCP info from the network 

policy if LLDP feature is enabled, which takes precedence over manual settings. For more 

information on LLDP, refer to LLDP on page 55. 
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Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.qos.rtptos  Integer from 0 to  63 46 

Description : 

Configures the DSCP (Differentiated Services Code Point) for voice packets. 

The default DSCP value for RTP packets is 46 (Expedited Forwarding). 

Note: If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->Voice QoS (0~63) 

Phone User Interface:  

None 

network.qos.signaltos  Integer from 0 to  63 26 

Description : 

Configures the DSCP (Differentiated Services Code Point) for SIP packets. 

The default DSCP value for SIP packets is 26 (Assured Forwarding). 

Note: If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->SIP QoS (0~63) 

Phone User Interface:  

None 

To configure DSCPs for voice packets and SIP packets via web user interface:  

1. Click on Network ->Advanced . 

2. Enter the desired value in the Voice QoS (0~63 ) field. 
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3. Enter the desired value in the SIP QoS (0~63 ) field. 

 

4. Click Confirm  to accept the change. 

A dialog box pops up to prompt that settings will take effect after a reboot. 

5. Click OK to reboot the Skype for Business phone. 

IEEE 802.1X authentication  is an IEEE standard for Port -based Network Access Control (PNAC), 

part of the IEEE 802.1 group of networking protocols. It offers an authentication mechanism for 

devices to connect/link to a LAN or WLAN. The 802.1X authentication involves three parties: a 

supplicant, an authenticator and an authentication server. The supplicant is the phone that 

wishes to attach to the LAN or WLAN. With 802.1X port -based authentication, the phone 

provides credentials, such as user name and password, for the authenticator, and then the 

authenticator forwards the credentials to the authentication server for verification. If the 

authentication server determines the credentials are valid, the phone is allowed to access 

resources located on the protected side of the network. 

Phones support protocols EAP-MD5, EAP-TLS, EAP-PEAP/MSCHAPv2, 

EAP-TTLS/EAP-MSCHAPv2, EAP-PEAP/GTC, EAP-TTLS/EAP-GTC and EAP-FAST for 802.1X 

authentication. 

For more information on 802.1X authentication, refer to Yealink 802.1X Authentication. 

Procedure  

802.1X authentication can be configured using the configuration files or locally. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Configuration File  <y0000000000xx>.cfg 

Configure the 802.1X 

authentication. 

Parameters:  

network.802_1x.mode 

network.802_1x.identity 

network.802_1x.md5_password 

network.802_1x.root_cert_url 

network.802_1x.client_cert_url 

Local 

Web User Interface 

Configure the 802.1X 

authentication. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=network -adv&q=load  

Phone User Interface 
Configure the 802.1X 

authentication. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

network.802_1x.mode  0, 1, 2, 3, 4, 5, 6 or 7  0 

Description : 

Configures the 802.1x authentication method. 

0-Disabled 

1-EAP-MD5 

2-EAP-TLS 

3-EAP-PEAP/MSCHAPv2 

4-EAP-TTLS/EAP-MSCHAPv2 

5-EAP-PEAP/GTC 

6-EAP-TTLS/EAP-GTC 

7-EAP-FAST 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Network->Advanced->802.1x->802.1x Mode 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->802.1x->802.1x Mode 
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Parameter s Permitted Values  Default  

network.802_1x.identity  String within 32 characters  Blank  

Description : 

Configures the user name for 802.1x authentication. 

Example: 

network.802_1x.identity = admin 

Note:  It works only if the value of the parameter ǰnetwork.802_1x.modeǱ is set to 1, 2, 3, 4, 

5, 6 or 7. If you change this parameter, the Skype for Business phone will reboot to make 

the change take effect. 

Web User Interface:  

Network->Advanced->802.1x->Identit y 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->802.1x ->Identity  

network.802_1x.md5_password  String within 32 characters  Blank  

Description : 

Configures the password for 802.1x authentication. 

Example: 

network.802_1x.md5_password = admin123 

Note:  It works only if the value of the parameter ǰnetwork.802_1x.modeǱ is set to 1, 3, 4, 5, 

6 or 7. If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Int erface: 

Network->Advanced->802.1x->MD5 Password 

Phone User Interface:  

Menu->Advanced (default password: admin) ->Network->802.1x ->MD5 Password 

network.802_1x.root_cert_url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the CA certificate. 

Example: 

network.802_1x.root_cert_url = http://192.168.1.10/ca.pem 

Note:  It works only if the value of the parameter ǰnetwork.802_1x.modeǱ is set to 2, 3, 4, 5, 

6 or 7. The format of the certificate must be *.pem, *.crt, *.cer or *.der. 

Web User Interface:  
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Parameter s Permitted Values  Default  

Network->Advanced->802.1x->CA Certificates 

Phone User Interface:  

None 

network.802_1x.client_cert_url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the device certificate. 

Example: 

network.802_1x.client_cert_url = http://192.168.1.10/client.pem 

Note:  It works only if the value of the parameter ǰnetwork.802_1x.modeǱ is set to 2 

(EAP-TLS). The format of the certificate must be *.pem. 

Web User Interface:  

Network->Advanced->802.1x->Device Certificates 

Phone User Interf ace: 

None 

To configure the 802.1X authentication via web user interface:  

1. Click on Network ->Advanced . 

2. In the 802.1x  block, select the desired protocol from the pull -down list of 802.1x Mode . 

a) If you select EAP-MD5 : 

1) Enter the user name for authentication in the  Identity field. 
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2) Enter the password for authentication in the MD5 Password  field. 

 

b) If you select EAP-TLS: 

1) Enter the user name for authentication in the  Identity field. 

2) Leave the MD5 Password  field blank. 

3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 

4) In the Device Certificate s field, click Browse to  select the desired client (*.pem or 

*.cer) certificate from your local system. 
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5) Click Upload  to upload the certificates. 

 

c) If you select EAP-PEAP/MSCHAPv2: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 
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4) Click Upload  to upload the certificate.  

 

d)  If you select EAP-TTLS/EAP-MSCHAPv2: 

1) Enter the user name for authentication in the  Identit y field. 

2) Enter the password for authentication in the MD5 Password  field. 

3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 
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4) Click Upload  to upload the certificate.  

 

e) If you select EAP-PEAP/GTC: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 
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4) Click Upload  to upload the certificate.  

f)  If you select EAP-TTLS/EAP-GTC: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 

 

4) Click Upload  to upload the certificate.  

g) If you select EAP-FAST: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 
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3) In the CA Certificate s field, click Browse to  select the desired CA certificate (*.pem, 

*.crt, *.cer or *.der) from your local system. 

 

4) Click Upload  to upload the certificate.  

3. Click Confirm  to accept the change. 

A dialog box pops up  to prompt that settings will take effect after a reboot.  

4. Click OK to reboot the Skype for Business phone. 

To configure the 802.1X authentication via phone user interface:  

1. Press Menu ->Advanced  (default password: admin) ->Network ->802.1x . 

2. Press     or     , or the Switch  soft key to select the desired value from the 802.1x 

Mode field. 

a) If you select EAP-MD5 : 

1) Enter the user name for authentication in the Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

b)  If you select EAP-TLS: 

1) Enter the user name for authentication in the  Identity field. 

2) Leave the MD5 Password  field blank. 

c) If you select EAP-PEAP/MSCHAPv2: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

d)  If you select EAP-TTLS/EAP-MSCHAPv2: 

1) Enter the user name for authentication in the  Identity field. 
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2) Enter the password for authentication in the MD5 Password  field. 

e) If you select EAP-PEAP/GTC: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

f)  If you select EAP-TTLS/EAP-GTC: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

g)  If you select EAP-FAST: 

1) Enter the user name for authentication in the  Identity field. 

2) Enter the password for authentication in the MD5 Password  field. 

3. Click Save to accept the change. 

The Skype for Business phone reboots automatically to make the settings effective after a 

period of time . 

Branch office resiliency is critical for multi-site deployments of Skype for Business where the 

control servers are located at a central site or data center. It allows branch site users to continue 

to have Enterprise Voice service and voice mail (if voice mail rerouting settings are configured) 

when the branch site loses the connection to the central site. 

When the WAN connection between the branch site and central site is unavailable, the phone 

goes into resiliency mode: 

 ̧ Branch site user on the phone stays signed in with an indication of ǰLimited service due to 

outageǱ. 

 ̧ Presence icon on the phone LCD screen is displayed as Unknown icon:    (T46G/T48G)/     

(T42G/T41P/T40P). 

 ̧ Call between branch site users is established successfully with 2-way audio. 

 ̧ Conference between branch site users can be established successfully. 

 ̧ The call history cannot get modified. (Already downloaded call log entries will not be 

deleted) 

 ̧ Calls can be placed from the call history on the Skype for Business phone. 

 ̧ Contact list is unavailable but you can search for a contact on the Skype for Business phone. 

 ̧ User is not able to change his presence state manually. 

 ̧ User is not able to use calendar feature. 

 ̧ User is not able to receive the voice mail as exchange is unreachable and when Skype for 

Business phone comes out of resiliency mode, it downloads the yet undownloaded voice 

mail items and updates the voice mail screen. 

 ̧ Calls between the branch office phones can be transferred to another branch site user. 
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 ̧ Call forward settings cannot be changed.  

When the WAN connection between the branch site and central site becomes available, the 

phone comes out of resiliency mode automatically. Notification of resiliency is automatically 

dismissed, and you can use phone features as normal. 

Note  

 

For more information on branch office resiliency, contact yo ur system administrator. 
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Setting Up Your Phones with a Provisioning Server  

This chapter provides basic instructions for setting up your phones with a provisioning server. 

This chapter consists of the following sections: 

 ̧ Provisioning Points to Consider 

 ̧ Provisioning Methods 

 ̧ Configuration  Files and Resource Files 

 ̧ Setting Up a Provisioning Server 

 ̧ If you are provisioning a mass of phones, we recommend you to use central provisioning 

method  as your primary configuration method.  For more information on central 

provisioning, refer to Central Provisioning on page 94. 

 ̧ A provisioning server maximizes the flexibility you have when installing, configuring, 

upgrading, and managing the phones, and enables you to store configuration, and contact 

files on the server. You can set up a provisioning server on the local area network (LAN) or 

anywhere on the Internet. For more information, refer to Setting Up a Provisioning Server 

on page 98. 

 ̧ If the phone cannot obtain the address of a provisioning server during startup, and has not 

been configured with settings from any other source, the phone will use configurations 

stored in the flash memory. If the phone that cannot obtain the address of a provisioning 

server has previously been configured with settings it will use those previous settings. 

Phones can be configured automatically through configuration files stored on a central 

provisioning server, manually via web user interface or phone user interface, or by a 

combination of the  automatic and manual methods. If a central provisioning server is not 

available, you can configure most features using manual method. 
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Central Provisioning  

The following figure shows how the phone interoperates with provisioning server when you use 

the centralized provisioning method:  

 

Skype for Business phones can be centrally provisioned from a provisioning server using the 

configuration files (<y0000000000xx>.cfg and <MAC>.cfg). You can use a text-based editing 

application to edit configuration files , and then store configuration files to a provisioning server. 

For more information on the provisioning server, refer to Setting Up a Provisioning Server on 

page 98. 

Skype for Business phones can obtain the provisioning server address during startup. Then 

Skype for Business phones download configuration files from the provisioning server, resolve 

and update the configurations written in configuration files. This entire process is called auto 

provisioning. For more information on auto provisioning, refer  to 

Yealink_Skype_for_Business_HD_IP_Phones_Auto_Provisioning_Guide. 

Manual Provisioning  

There are two ways to manually provision phones: 

 ̧ Web User Interface 

 ̧ Phone User Interface 

Web User Interface  

You can configure phones via web user interface, a web-based interface that is especially useful 

for remote configuration.  Because features and configuration s vary by phone model and 

firmware version, options available on each page of the web user interface can vary. 

An administrator  or a user can configure phones via web user interface; but accessing the web 

user interface requires password. The default user name and password for the administrator are 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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both ǰadminǱ (case-sensitive). The default user name and password for the user are both ǰuserǱ 

(case-sensitive). For more information on configur ing passwords, refer to User and 

Administrator Passwords on page 319. 

This method enables you to perform configuration changes on a per -phone basis. Note that the 

features can be configured via web user interface are limited. So, you can use the web user 

interface method as the sole configuration method or in conjunction with central provisioning 

method and phone user interface method. 

Phones support both HTTP and HTTPS protocols for accessing the web user interface. For more 

information, refer to Web Server Type on page 50. 

Phone User Interface  

You can configure phones via phone user interface on a per-phone basis. As with the web user 

interface, phone user interface makes configuration s available to users and administrators; but 

the Advanced /Advanced Settings  option is only available to administrators and requires an 

administrator password (default: admin). For more information on configuring  password, refer 

to User and Administrator Passwords on page 319. 

If you want to reset all settings made from the phone user interface to default, refer to Yealink 

phone-specific user guide. 

When phones are configured with central provisioning method , they will request to download  

the configuration files and resource files from the provisioning server. 

The following sections describe the details of configuration files and resource files: 

 ̧ Configuration  Files 

 ̧ Resource Files 

 ̧ Obtaining Configuration Files/Resource Files 

Configuration Files  

The configuration files are valid CFG files that can be created or edited using a text editor  such 

as UltraEdit. An administrator can deploy and maintain a mass of Yealink phones automatically 

through configuration files stored on a provisioning server . 

Yealink configuration files consist of: 

 ̧ Common CFG File 

 ̧ MAC-Oriented CFG File 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Common CFG File 

Common CFG file, named <y0000000000xx>.cfg, contains parameters that affect the basic 

operation of the phone, such as language and volume. It will be effectual for all phones of the 

same model. The common CFG file has a fixed name. 

The following table lists the name of the common CFG file for each phone model: 

IP Phone Model  Common CFG file  

T48G y000000000035.cfg 

T46G y000000000028.cfg 

T42G y000000000029.cfg 

T41P y000000000036.cfg 

T40P y000000000054.cfg 

MAC-Oriented CFG File 

MAC-Oriented CFG file, named <MAC>.cfg, contains parameters unique to a particular phone, 

such as account registration. It will only be effectual for a specific phone. 

The MAC-Oriented CFG file is named after the MAC address of the phone. MAC address, a 

unique 12-digit serial number assigned to each phone, can be obtained from the bar code on 

the back of the phone. For example, if the MAC address of a phone is 00156574B150, the name 

of the MAC-Oriented CFG file must be 00156574b150.cfg (case-sensitive). 

Resource Files 

When configuring some particular features, you may need to upload resource files to phones. 

Resource files are optional, but if the particular feature is being employed, these files are 

required. 

If the resource file is to be used for all phones of the same model, the access URL of resource file 

is best specified in the common CFG file. However, if you want to specify the desired phone to 

use the resource file, the access URL of resource file should be specified in the MAC-Oriented 

CFG file. During provisioning, the phones will request the resource files in addition to the 

configuration files . For more information on the access URL of resource file, refer to the 

corresponding section in this guide. 

The followings show examples of resource files: 

 ̧ Language packs 

 ̧ Ring tones 

 ̧ Local contact file 

For more information on resource files, refer to Obtaining Configuration Files/Resource Files on 
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page 97. 

If you want to  delete resource files from a phone at a later date - for example, if you are giving 

the phone to a new user - you can reset the phone to factory configuration settings. For more 

information, refer to 366 on page Resetting Issues. 

Obtain ing Configuration Files / Resource Files 

Yealink supplies some template configuration files and resource files for you, so you can directly 

edit and customize the files as required. You can ask the distributor or Yealink FAE for template 

files. You can also obtain the template files online: 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . 

The names of the Yealink-supplied template files are: 

Template File  File Name Description  

Configu

ration 

Files 

Common CFG 

File 
Common.cfg 

Allow you to  deploy and maintain a 

mass of Yealink phones. For more 

information, refer to Common CFG File 

and MAC-Oriented CFG File on page 96. 

MAC-Oriented 

CFG File 
MAC.cfg 

Resourc

e Files 

AutoDST 

Template 
AutoDST.xml 

Allows you to add or modify time zone 

and DST settings for your area. For more 

information, refer to Customizing an 

AutoDST Template File on page 155. 

Language 

Packs 

For example, 

000.GUI.English.lang 

1.English.js 

Allow you to  customize the translation 

of the existing language on the 

phone/web user interface. For more 

information, refer to  Loading Language 

Packs on page 159. 

Keypad Input 

Method File 
ime.txt 

Existing input method s on Yealink 

phones.  

Dial Now 

Template 
dialnow.xml 

Allows you to customize multiple dial 

now rules for phone. For more 

information, refer to  Customizing 

Dial-now Template File on page175. 

Local Contact 

File 
contact.xml 

Allows you to add or modify multiple 

local contacts at a time for your phone. 

For more information, refer to 

Customizing a Local Contact File on 

page 185. 

To download template  files : 

1. Go to Yealink Document Download page and select the desired phone model. 

2. Download and extract the combined files to your local system. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage.
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For example, the following illustration shows the template files available for  T46G Skype for 

Business phones running firmware version 8. 

 

3. Open the folder you extracted and identify the template file you will edit according to the 

table introduced above. 

For some features, you can customize the filename as required. The following table lists the 

special characters supported by Yealink phones: 

Server HTTP/HTTPS TFTP/FTP 

Windows  

Support:  ~  ̀! @ $ ^  ( ) _ 

- , . ' ; [ ] { } (including 

space) 

Not  Support:  | < > : "  

/  \  * ? # % & = +  

Support:  ~  ̀! @ $ ^  ( ) 

_ - , . ' ; [ ] { } % &  = + 

(including space) 

Not Support:  | < > : "  

/  \  * ? # 

Linux  

Support:  ~  ̀! @ $ ^  ( ) _ 

- , . ' ; [ ] { } | < > : " 

(including space) 

Not Support:  /  \  * ? #  

% & = + 

Support: ~  ̀! @ $ ^  ( ) 

_ - , . ' ; [ ] { } | < > : " % 

&  = + (including space) 

Not Support:  /  \  * ? # 

This chapter provides basic instructions for setting up a provisioning server and deploying 

phones from the provisioning server. 

This chapter consists of the following sections: 

 ̧ Why Using a Provisioning Server? 

 ̧ Supported Provisioning Protocols 

Platform  
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 ̧ Configuring a Provisioning Server 

 ̧ Deploying Phones from the Provisioning Server 

Why Using  a Provisioning Server?  

You can use a provisioning server to configure your phones. A provisioning server allows for 

flexibility in upgrading, maintaining and configuring the phone. Configuration  files and resource 

files are normally located on this server. 

When phones are triggered to perform auto provisioning, it will request to download  the 

configuration files from the provisioning server. During the auto provisioning process,  the 

phone will download and update configuration files to the phone flash. For more information on 

auto provisioning, refer to Yealink_Skype_for_Business_HD_IP_Phones_Auto_Provisioning_Guide. 

Supported Provisioning Protocols  

Phones perform the auto provisioning function of uploading log files (if configured), uploading 

contact files (if configured), downloading boot files, downloading configuration files, 

downloading resource files and upgrading firmware. The transfer protocol is used to download 

files from the provisioni ng server. Phones support several transport protocols for provisioning, 

including FTP, TFTP, HTTP, and HTTPS protocols. And you can specify the transport protocol in 

the provisioning server address, for example, http://xxxxxxx. If not specified, the TFTP protocol is 

used. The provisioning server address can be IP address, domain name or URL. If a user name 

and password are specified as part of the provisioning server address, for example, 

http://user:pwd@server/dir, they will be used only if the server supports them. 

Note  

Configuring a Provisioning Server  

The provisioning server can be set up on the local LAN or anywhere on the Internet. Use the 

following procedure as a recommendation if this is your first provisioning server setup. For more 

information on how to set up a provisioning server, refer to 

Yealink_Skype_for_Business_HD_IP_Phones_Auto_Provisioning_Guide. 

To set up the provisioning server:  

1. Install a provisioning server application or locate a suitable existing server. 

2. Create an account and home directory. 

3. Set security permissions for the account. 

A URL should contain forward slashes instead of back slashes and should not contain spaces. 

Escape characters are not supported. 

If a user name and password are not specified as part of the provisioning server address, the User 

Name and Password of the provisioning server configured on the phone will be used.  

There are two types of FTP methodsǨactive and passive. Phones are not compatible with active 

FTP. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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4. Create configuration files and edit them as desired. 

5. Copy the configuration files and resource files to the provisioning server. 

For more information on how to deploy phones using boot files and configuration files, refer to 

Deploying Phones from the Provisioning Server on page 100. 

Note  

Deploying Phones from the Provisioning Server  

The parameters in the new downloaded configuration files will override the duplicate 

parameters in files downloaded earlier. During auto provisioning, Skype for Business phones 

download the common conf iguration file first, and then the MAC -Oriented file. Therefore any 

parameter in the MAC-Oriented configuration file will override the same one in the common 

configuration file.  

Yealink supplies configuration files for each phone model, which is delivered with the Skype for 

Business phone firmware. The configuration files, supplied with each firmware release, must be 

used with that release. Otherwise, configurations may not take effect, and the Skype for Business 

phone will behave without exception. Before you configure parameters in the configuration files, 

Yealink recommends that you create new configuration files containing only those parameters 

that require changes. 

To deploy Skype for Business phones from the provisioning server:  

1. Create per-phone configuration files by performing the following steps:  

a) Obtain a list of phone MAC addresses (the bar code label on the back of the Skype for 

Business phone or on the outside of the box). 

b) Create per-phone <MAC>.cfg files by using the MAC-Oriented CFG file from the 

distribution as templates. 

c) Edit the parameters in the file as desired. 

2. Create new common configuration files by performing the following steps:  

a) Create <y0000000000xx>.cfg files by using the Common CFG file from the distribution 

as templates. 

b) Edit the parameters in the file as desired. 

3. Copy configuration files to the home directory of the provisioning server.  

4. Reboot Skype for Business phones to trigger the auto provisioning process. 

Skype for Business phones discover the provisioning server address, and then download the 

configuration files from the provisioning server.  

For more information on configuration files, refer to Configuration Files on page 95. For 

protecting against unauthorized access, you can encrypt configuration files. For more 

information on encrypting configuration files, refer to Encrypting Configuration Files on page 

336. 

Typically all phones are configured with the same server account, but the server account provides 

a means of conveniently partitioning the configuration. Give each account a unique home 

directory on the server and change the configuration on a per-line basis. 
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During the auto provisioning process, the Skype for Business phone supports the following 

methods to discover the provisioning server address: 

 ̧ DHCP: DHCP option can be used to provide the address or URL of the provisioning server 

to Skype for Business phones. When the Skype for Business phone requests an IP address 

using the DHCP protocol, the resulting response may contain option 66 or the custom 

option (if configured) that contains the provisioning server address.  

 ̧ Static : You can manually configure the server address via phone user interface or web user 

interface. 

For more information on  the above methods, refer to 

Yealink_Skype_for_Business_HD_IP_Phones_Auto_Provisioning_Guide.  

Upgrading Firmware  

Yealink supports three methods to upgrade phone firmware : 

 ̧ Upgrade firmware via web user interface : Download firmware in ROM format, and 

upload it to the Skype for Business phone via web user interface. This method can deploy 

small number of phones. 

 ̧ Upgrade firmware from provisioning se rver : Download firmware in ROM format, and 

use centralized provisioning method to upgrade the firmware . This method requires 

setting up a provisioning server, and uses configuration files to provision the Skype for 

Business phone. 

 ̧ Upgrade firmware from Skype for Business Server : Download firmware in CAB file 

format, and place the firmware on Skype for Business Server to provision the Skype for 

Business phone. 

The following table lists the associated and latest firmware name for each Skype for Business 

phone model (X is replaced by the actual firmware version). 

Phone  

Model  

Associated 

Firmware Name  

Firmware 

Name(.rom)  
Firmware Name(.cab)  

T48G 35.x.x.x.rom 35.8.0.60.rom Yealink_ver_35.8.0.60.cab 

T46G 28.x.x.x.rom 28.8.0.60.rom Yealink_ver_28.8.0.60.cab 

T42G/T41P 29.x.x.x.rom 29.8.0.60.rom Yealink_ver_29.8.0.60.cab 

T40P 54.x.x.x.rom 54.8.0.60.rom Yealink_ver_54.8.0.60.cab 

Note  You can download the latest firmware online:  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . 

Do not unplug the network and power cables when the Skype for Business phone is upgrading 

firmware. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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To manually upgrade firmware via web user interface, you need to store firmware to your local 

system in advance. 

To upgrade firmware manually via web user interface:  

1. Click on Settings ->Upgrade . 

2. Click Browse  to locate the required firmware from your local system . 

3. Click Upgrade . 

A dialog box pops up  to prompt ǰFirmware of the Skype for Business phone will be updated. 

It will take 5 minutes to complete. Please don't power off!Ǳ. 

 

4. Click OK to confirm the upgrade.  

Note      

Phones support using FTP, TFTP, HTTP and HTTPS protocols to download configuration files and 

firmware from the provisioning server, and then upgrade firmware automatically.  

Phones can download firmware stored on the provisioning server in one of two ways: 

 ̧ Check for configuration files and then download firmware during startup . 

 ̧ Automatically check for configuration files and then download firmware at a fixed interval 

or specific time. 

Method of checking for configuration files is configurable . 

Procedure  

Configuration changes can be performed using the configuration files or locally.  

Configuration <y0000000000xx>.cfg 
Configure the way for the Skype for 

Business phone to check for configuration 

Do not close and refresh the browser when the Skype for Business phone is upgrading firmware 

via web user interface. 
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File files. 

Parameters:  

auto_provision.power_on 

auto_provision.repeat.enable 

auto_provision.repeat.minutes 

auto_provision.weekly.enable 

auto_provision.weekly.begin_time 

auto_provision.weekly.end_time 

auto_provision.weekly.dayofweek 

Specify the access URL of firmware. 

Parameter:  

firmware.url 

Configure  the phone to be reset to 

factory after an upgrade. 

Parameter:  

auto_provision.reset_factory.enable 

Local Web User Interface 

Configure the way for the Skype for 

Business phone to check for configuration 

files. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=setti

ngs-autop&q=load  

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

auto_provision.power_on  0 or 1  1 

Description : 

Triggers the power on feature to on or off.  

0-Off 

1-On 

If it is set to 1 (On), the Skype for Business phone will perform an auto provisioning process 

when powered on. 

Web User Interface:  

Settings->Auto Provision->Power On 

Phone User Interface:  
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Parameter s Permitted Values  Default  

None 

auto_provision.repeat.enable  0 or 1  0 

Description : 

Triggers the repeatedly feature to on or off.  

0-Off 

1-On 

If it is set to 1 (On), the Skype for Business phone will perform an auto provisioning process 

repeatedly. 

Web User Interface:  

Settings->Auto Provision->Repeatedly 

Phone User Interface:  

None 

auto_provision.repeat.minutes  Integer from 1 to 43200  1440 

Description : 

Configures the interval (in minutes) for the Skype for Business phone to perform an auto 

provisioning process repeatedly. 

Note:  It works only if the value of the parameter ǰauto_provision.repeat.enableǱ is set to 1 

(On). 

Web User Interface:  

Settings->Auto Provision->Interval(Minutes) 

Phone User Interface:  

None 

auto_provision.weekly.enable  0 or 1  0 

Description : 

Triggers the weekly feature to on or off.  

0-Off 

1-On 

If it is set to 1 (On), the Skype for Business phone will perform an auto provisioning process 

weekly. 

Web User Interface:  

Settings->Auto Provision->Weekly 
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Parameter s Permitted Values  Default  

Phone User Interface:  

None 

auto_provision.weekly.begin_time  Time from 00:00 to 23:59  00:00 

Description : 

Configures the begin time of  the day for the Skype for Business phone to perform an auto 

provisioning process weekly. 

Note:  It works only if the value of the parameter ǰauto_provision.weekly.enableǱ is set to 1 

(On). 

Web User Interface:  

Settings->Auto Provision->Time 

Phone User Interface:  

None 

auto_provision.weekly.end_time  Time from 00:00 to 23:59  00:00 

Description : 

Configures the end time of  the day for the Skype for Business phone to perform an auto 

provisioning process weekly. 

Note:  It works only if the value of the parameter ǰauto_provision.weekly.enableǱ is set to 1 

(On). 

Web User Interface:  

Settings->Auto Provision->Time 

Phone User Interface:  

None 

auto_provision.weekly.dayofweek  
0, 1, 2, 3, 4, 5, 6 or a 

combination of these digits  
0123456 

Description : 

Configures the days of the week for the Skype for Business phone to perform an auto 

provisioning process weekly. 

0-Sunday 

1-Monday 

2-Tuesday 

3-Wednesday 

4-Thursday 
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Parameter s Permitted Values  Default  

5-Friday 

6-Saturday 

Example : 

auto_provision.weekly.dayofweek = 01 

It means the Skype for Business phone will perform an auto provisioning process every 

Sunday and Monday. 

Note:  It works only if the value of the parameter ǰauto_provision.weekly.enableǱ is set to 1 

(On). 

Web User Interface:  

Settings->Auto Provision->Day of Week 

Phone User Interface:  

None 

firmware.url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the firmware file. 

Example: 

firmware.url = http://192.168.1.20/ 28.8.0.60.rom 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Settings->Upgrade->Select and Upgrade Firmware 

Phone User Interface:  

None 

auto_provision.reset_factory.enable  0 or 1  0 

Description : 

Enables or disables the phone to be reset to factory after you upgrade the phone firmware.  

0-Disabled 

1-Enabled 

Note : This parameter only take effect once. Next time you upgrade the phone firmware, the 

phone will not be reset to factory.  

To configure the way for the Skype for Business phone  to check for configuration  files via 

web user interface:  

1. Click on Settings ->Auto Provision . 
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2. Make the desired change. 

 

3. Click Confirm  to accept the change. 

When the ǰPower OnǱ is set to On, the Skype for Business phone will check configuration files 

stored on the provisioning server during startup and then will download firmware from the  

server. 

You can update firmware of T48G/T46G/T42G/T41P and T40P phones from Skype for Business 

Server. There are two ways to update firmware from Skype for Business Server: 

 ̧ Automatic Update 

 ̧ Manual Update 

Before updating firmware from Skype for Business Server, you must upload the update package 

(*.CAB) to your  Skype for Business Update Server in advance. For more information, refer to 

Updating Phone Firmware from Microsoft Skype for Business Server. 

  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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When the phone has been signed in, it will update firmware automatically in following 

situations: 

Reboot  

When the phone connects to the network and is powered on, it automatically checks if an 

update is available on Skype for Business Server. If there is an update available on Skype for 

Business Server, the phone will automatically update firmware. 

Regular Update When a User Signs in  

If the phone is powered on, and a user signs in, the phone automatically checks if an update is 

available on Skype for Business Server when the auto update timer (24 hours) expires. If there is 

an update available on Skype for Business Server, the phone will automatically update firmware. 

Note  

Update Checking Time  

Update checking time defines a period of time for Skype for Business phone to automatically 

check a firmware update on Skype for Business Server. 

Procedure  

Update checking time can be configured using the configuration files or locally.  

Configuration 

File 
<y0000000000xx>.cfg 

Configure update checking time. 

Parameters : 

sfb.update_time 

Configure the phone to automatically 

upgrade the phone firmware . 

Parameters : 

features.device_update_auto.enable 

Local Web User Interface 

Configure update checking time. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=featur

es-general&q=load  

  

The Skype for Business phone will not perform an update check when a user signs in/out. It only 

performs an update check when the auto update timer (24 hours) expires. The timer will be 

cleared when the phone reboots or a user signs in/out. 

If no user signs into the phone or there is no update available on Skype for Business Server, the 

Skype for Business phone will not update firmware automatically when the timer expires.  
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Details of Configuration Parameters:   

Parameters  Permitted Values  Default  

sfb.update_time  
Integer from 1 to 

48 
24 

Description : 

Configures the auto timer  (in hours) for the Skype for Business phone to automatically check 

if there is a firmware update available on Skype for Business Server. 

If it is set to 24, the Skype for Business phone will check if a firmware update is available on 

the Skype for Business Server every 24 hours. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the 

change take effect. 

Web User Interface:  

Features->General Information ->Update Checking Time 

Phone User Interface:  

None 

features.device_update_auto.enable  0 or 1  1 

Description : 

Configure the phone to automatically upgrade the phone firmware  when the auto timer 

expires. 

0-Disabled 

1-Enabled 

Note: Make sure the phone has been signed in and a firmware is available on the Skype for 

Business Server.  

Web User Interface:  

None  

Phone User Interface:  

None 

To configure update checking time via web user interface:  

1. Click on Features->General Information . 
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2. Enter the desired value in the Update Checking Time field. 

 

A dialog box pops up to prompt that settings will take effect after a reboot. 

3. Click Confirm  to accept the change. 

Manual Update  

You can initiate an update immediately, just power off the Skype for Business phone and power 

on it again. The phone will boot up, check for updates and apply the updates. You can also 

trigger an update manually via phone user interface. 

To trigger an update manually via phone user interface:  

1. Press Menu ->  Advanced  (default password: admin) ->Firmware Update . 

2. Press the Update soft key. 
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The LCD screen prompts ǰUpdate Now?Ǳ. 

 

3. Press the OK soft key to confirm the update.  

If there is no update available on Skype for Business Server, the LCD screen prompts ǰThe 

firmware is the latestǱ. 
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Configuring Basic Features  

This chapter provides information for making configuration changes for the following basic 

features: 

 ̧ Signing into Skype for Business 

 ̧ Remembering Password 

 ̧ Signing Out of Skype for Business 

 ̧ Power Indicator LED 

 ̧ Contrast 

 ̧ Backlight 

 ̧ Bluetooth 

 ̧ Updating Status Automatically 

 ̧ Time and Date 

 ̧ Language 

 ̧ Key As Send 

 ̧ Dial Plan 

 ̧ Hotline 

 ̧ Contact Management 

 ̧ Call Log 

 ̧ Dial Search Delay 

 ̧ Live Dialpad 

 ̧ Call Waiting 

 ̧ Auto Answer 

 ̧ Always On Line 

 ̧ Busy Tone Delay 

 ̧ Return Code When Refuse 

 ̧ Early Media 

 ̧ 180 Ring Workaround 

 ̧ Call Hold 

 ̧ Call Forward 

 ̧ Allow Trans Exist Call 

 ̧ Call Number Filter 

 ̧ Allow Mute  
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 ̧ Voice Mail without PIN 

 ̧ E911 

 ̧ Boss-Admin Feature 

 ̧ Calendar 

 ̧ BToE 

 ̧ EXP40 Expansion Module 

Signing into Skype for Business  

Skype for Business users are authenticated against Microsoft Active Directory Domain Service. 

The following four sign -in methods are available. 

 ̧ User Sign-in: This method uses the userǭs credentials (sign-in address, user name, and 

password) to sign into Skype for Business Server. This sign-in method is applicable to 

Onprem account and Online account. 

 ̧ PIN Authentication : This method uses the userǭs phone number (or extension) and 

personal identification number (PIN) to sign into Skype for Business Server. This sign-in 

method is only applicable to Onprem account.  

 ̧ Web Sign -in:  This method uses the unique website shown on the phone to sign in . This 

sign-in method is only applicable to Online account.  

 ̧ Sign in via PC : when your phone is paired with your computer  using Better Together over 

Ethernet (BToE), use the Skype for Business client to sign in. This sign-in method is 

applicable to Onprem account and Online account.  

Note  

You can sign into Microsoft Skype for Business on your phone with your login credentials, which 

includes your address, username, and password. Your system administrator provides you with 

your login  credentials. 

  

If the phone reboots after successful login, the login credentials from the previous Sign -In will be 

cached. User can sign in successfully without reentering the credentials. 
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Procedure  

User sign-in method can be configured using the configuration files or locally.  

Configuration File  <MAC>.cfg 

Configure user sign-in method. 

Parameters:  

features.user_sign_in.enable 

account.sign_in.server_address 

account.sign_in.user_name 

account.sign_in.password 

Local 

Web User Interface 

Configure user sign-in method. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=account -register-lync&q=load

&acc=0 

Phone User Interface Configure user sign-in method. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

features.user_sign_in.enable  0 or 1  1 

Description : 

Enables or disables the user to sign into the phone using User Sign-in method. 

0-Disabled 

1-Enabled 

Web User Interface:  

None 

Phone User Interface:  

None 

account.sign_in.server_address  SIP URI Blank  

Description : 

Configures the sign-in address for the user sign-in method. 

The value format is username@domain.com. 

Example: 

account.sign_in.server_address= 2216@yealinkuc.com 

Web User Interface:  
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Parameter s Permitted Values  Default  

Account->Register->Login address 

Phone User Interface:  

Sign in->User Sign-in->Address 

account.sign_in.user_name  
String within 128 

characters  
Blank  

Description : 

Configures the user name for the user sign-in method. 

The value format is username@domain.com or username@domain, domain.com\username 

or domain \username. 

Example: 

account.sign_in.user_name= 2216@yealinkuc.com 

Web User Interface:  

Account->Register->Register Name 

Phone User Interface:  

Sign in->User Sign-in->UserName 

account.sign_in.password  
String within 99 

characters  
Blank  

Description : 

Configures the password for the user sign-in method. 

Web User Interface:  

Account->Register->Password 

Phone User Interface:  

Sign in->User Sign-in->Password 

To sign into  the Skype for Business Server using user sign -in  method via web user 

interface:  

1. Click on Account ->Register . 

2. Select User Sign in  from the pull -down list of Mode . 

3. Enter your Skype for Business userǭs sign-in address (e.g., 2216@yealinkuc.com) in the 

Login address field. 

4. Enter your Skype for Business user name (e.g., 2216@yealinkuc.com) in the Register Name  

field. 

  

mailto:username@domain.com
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5. Enter the sign-in password in the Password  field. 

 

6. Click Sign In  to accept the change. 

To sign into th e Skype for Business Server using user sign -in  meth od via phone user 

interface:  

1. Press the Sign in  soft key. 

2. Press     or    , or the Switch  soft key to select User Sign-in . 

3. Enter your Skype for Business userǭs sign-in address (e.g., 2216@yealinkuc.com) in the 

Address  field. 

4. Enter your Skype for Business user name (e.g., 2216@yealinkuc.com) in the UserName 

field. 

5. Enter the sign-in password in the Password  field. 

 

6. Press the Sign in  soft key. 
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You can sign into Skype for Business on your phone with your PIN Authentication credentials. 

Your system administrator provides you with your PIN Authentication credentials.  

Procedure  

PIN Authentication can be configured using the configuration files or locally.  

Configuration File  

<y0000000000xx>.cfg 

Configure PIN Authentication method. 

Parameter:  

features.pin_authentication.enable 

<MAC>.cfg 

Configure PIN Authentication method. 

Parameter:  

account.sign_in.pin_number 

Configures the PIN for the PIN 

Authentication. 

Parameter:  

account.sign_in.pin_password 

Local 

Web User Interface 

Configure PIN Authentication method.  

Navigate to:  

http://<phoneIPAddress>/servlet?p=acc

ount -register-lync&q=load&acc=0  

Configure the certificate address of 

Skype for Business Server. 

Navigate to:  

http://<phoneIPAddress>/servlet?p=fea

tures-general&q=load  

Phone User Interface Configure PIN Authentication. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

features.pin_authentication.enable  0 or 1  1 

Description : 

Enables or disables the user to sign into the phone using PIN Authentication method.  

0-Disabled 

1-Enabled 
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Parameter s Permitted Values  Default  

Web User Interface:  

None 

Phone User Interface:  

None 

account.sign_in.pin_number  
String within 128 

characters  
Blank  

Description : 

Configures the Skype for Business phoneǭs extension for the PIN Authentication method. 

Web User Interface:  

Account->Register->Extension 

Phone User Interface:  

Sign in->PIN Authentication->Extension 

account.sign_in.pin_password  
String within 99 

characters  
Blank  

Description : 

Configures the PIN for the PIN Authentication method. 

Web User Interface:  

Account->Register->Pin 

Phone User Interface:  

Sign in->PIN Authentication->PIN 

To sign into  the Skype for Business Server using PIN Authentication method via web user 

interface:  

1. Click on Account ->Register . 

2. Select Pin Authentication  from the pull -down list of Mode . 

3. Enter your Skype for Business userǭs phone number or extension (e.g., 2216) in the 

Extension  field. 
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4. Enter your personal identification number (e.g., user2216) in the Pin  field. 

 

5. Click Sign In  to accept the change. 

If there is no DHCP Server in your environment, you may fail to sign in phone using PIN 

Authentication method, you can manually configure the certificate address of Skype for 

Business Server to make the phone sign in successfully. 

To manually configure the certificate address of Skype for Business Server via web  user 

interface:  

1. Click on Features->General Information . 

2. Enter the certificate address of Skype for Business Server in the SFB Cert Service URL field. 

 

3. Click Confirm  to accept the change. 
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To sign into  Skype for Business Server  using PIN Authentication method via phone user 

interface:  

1. Press the Sign in  soft key. 

2. Press     or     , or the Switch  soft key to select PIN Authentication . 

3. Enter your phone number or extension (e.g., 2216) in the Extension  field. 

4. Enter your PIN in the PIN  field. 

 

5. Press the Sign in  soft key. 

You can sign into your Skype for Business Online account using the Web Sign-In method, which 

allows you to sign into the phone with your Skype for Business Online account using a web 

browser. Your system administrator provides you with your login credentials.  

Procedure  

Web sign-in can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure  the Server URL for device 

pairing. 

Parameter:  

features.device_pairing.url 

Configure web sign-in method. 

Parameter:  

features.device_pairing_for_online.ena

ble 

Local 

Web User Interface 

Configure web sign-in method. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=a

ccount-register-lync&q=load&acc=0  

Phone User Interface Configure web sign-in method. 
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Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

features.device_pairing_for_online.

enable  
0 or 1  1 

Description : 

Enables or disables the user to sign into the phone using web sign-in method. 

0-Disabled 

1-Enabled 

Web User Interface:  

Features->General Information ->Web Sign in 

Phone User Interface:  

None 

features.device_pairing.url  
URL within 

512characters 

https://bootstrap.pinauth.se

rvices.skypeforbusiness.com

/  

Configures the Server URL for device pairing, so that you can sign into the phone using web 

sign-in method. 

Example: 

features.device_pairing.url= https://bootstrap.pinauth.services.skypeforbusiness.com/ 

To configure web sign -in via web user interface:  

1. Click on Features->General Information . 

2. Select the desired value from the pull-down list of Web Sign in . 

-  If it is enabled, you can sign into the Skype for Business Server using web sign-in 

method. 

  

https://bootstrap.pinauth.services.skypeforbusiness.com/
https://bootstrap.pinauth.services.skypeforbusiness.com/
https://bootstrap.pinauth.services.skypeforbusiness.com/
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-  If it  is disabled, you cannot sign into the Skype for Business Server using web sign-in 

method. 

 

3. Click Confirm  to accept the change. 

To sign into Skype for Busin ess Server using Web Sign -in method via phone user 

interface:  

1. Press the Sign in  soft key. 

2. Press     ,     or the Switch  soft key to select Web Sign -in . 

 

3. Press the Sign in  soft key. 
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The screen will show the pairing code and URL. 

 

4. Enter the URL (e.g., http://aka.ms/sphone ) into your web browser. 

5. On the Skype for Business Authentication website, enter your email address (e.g., 

zhangdx@example.com) in the Email address  field. 

 

6. Click Verify email  to check the validity of the email address. 

The sign-in screen will appear if the email address is valid. 

 

https://aka.ms/skypephone
mailto:zhangdx@studunipaacid.onmicrosoft.com
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7. Enter your Online account and password. 

8. (Optional) Check the Keep me signed in  checkbox, so that you don't need to enter a 

password next time. 

9. Click Sign in . 

10. Enter the pairing code generated on the phone  (e.g., GN7GUR3BK) into the web browser . 

 

11. Click Continue . 

 

12. Click the account to sign in. 

A confirmation message is displayed when your phone successfully signs into Skype for 

Business.  
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When your phone and your computer and paired using Better Together over Ethernet (BToE), 

you can sign into your phone using the Skype for Business client on your computer. For more 

informatio n, refer to BToE on page  245. 

Remember ing  Password 

You can enable the remember password feature, so that a Remember Password  option will 

appear at the phone login screen. 

 

(User Sign-in method ) 

 

(PIN Authentication method) 

Remember password feature is disabled by default, and it is configurable via web user interface 

only. 

Procedure  

Remember password can be configured using the configuration files or locally. 

Configuration 

File 
<y0000000000xx>.cfg 

Configure the remember password 

feature. 

Parameters:  

features.remember_password.enable 

Local Web User Interface Configure the remember password 
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feature. 

Navigate to :  

http://<phoneIPAddress>/servlet?p=featu

res-general&q=load  

Details of Configuration Parameters:  

Parameters  Permitted Values  Default  

features.remember_password.enable  0 or 1  0 

Description : 

Enables or disables a Remember Password  option to appear at the phone login screen . 

0-Disabled 

1-Enabled 

If it is set to 1 (Enabled), a Remember Password  option will appear at the phone login 

screen. 

Web User Interface:  

Features->General Information ->Remember Password 

To configure remember password feature via web user interface:  

1. Click on Features->General Information . 
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2. Select Enabled  from the pull -down list of Remember Password . 

 

3. Click Confirm  to accept the change. 

A dialog box pops up to prompt  you that this  configuration will take effect after a reboot.  

4. Click OK to reboot the phone.   

Signing  Out of Skype for Business  

Procedure  

Sign-out can be configured locally. 

Local 

Web User Interface 

Sign out of Skype for Business 

Server. 

Navigate to : 

http://<phoneIPAddress>/servlet?

p=account -register-lync&q=load

&acc=0 

Phone User Interface 
Sign out of Skype for Business 

Server. 
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To sign out of Skype for Business Server  via web user interface:  

1. Click on Account ->Register . 

 

2. Click Sign Out  to accept the change. 

To sign out of Skype for Business Server  via phone user interface : 

1. Press the Status soft key. 

2. Press     or     to select Sign Out .  

The phone signs out of Skype for Business Server. 

After you sign out of Skype for Business Server, the account-related features (calling, 

viewing Skype for Business contacts, calendar, etc.) are not available. However, you can still 

use other phone features. 

Power Indicator LED  

Power indicator LED indicates power status and phone status. 

There are six configuration options for power indicator LED: 

Common Power Light On  

Common Power Light On allows the power indicator LED to be turned on. 

Ring Power Light Flash  

Ring Power Light Flash allows the power indicator LED to flash when the Skype for Business 

phone receives an incoming call. 

Voice Mail Power Light Flash  

Voice Mail Power Light Flash allows the power indicator LED to flash when the Skype for 

Business phone receives a voice mail. 

Mute Power Light On 

Mute Power Light On allows the power indicator LED to flash when a call is mute. 

Hold/Held Power Light On 

Hold/Held Power Light On allows the power indicator LED to flash when a call is placed on hold 
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or is held. 

Talk/Dial Power Light On  

Talk/Dial Power Light On allows the power indicator LED to be turned on when the Skype for 

Business phone is busy. 

Procedure  

Power indicator LED can be configured using the configuration files or locally. 

Configuration 

File 
<y0000000000xx>.cfg 

Configure the power indicator LED. 

Parameters:  

phone_setting.common_power_led_enable 

phone_setting.ring_power_led_flash_enable 

phone_setting.mail_power_led_flash_enable 

phone_setting.mute_power_led_flash_enabl

e 

phone_setting.hold_and_held_power_led_fla

sh_enable 

phone_setting.talk_and_dial_power_led_ena

ble 

Local Web User Interface 

Configure the power indicator LED. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=featur

es-powerled&q=load  

Details of Configuration Parameters:  

Parameter s 
Permitted 

Values 
Default  

phone_setting.common_power_led_enable  0 or 1  0 

Description : 

Enables or disables the power indicator LED to be turned on. 

0-Disabled (power indicator LED is off) 

1-Enabled (power indicator LED is solid red) 

Web User Interface:  

Features->LED->Common Power Light On 

Phone User Interface:  

None 
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Parameter s 
Permitted 

Values 
Default  

phone_setting.ring_power_led_flash_enable  0 or 1  1 

Description : 

Enables or disables the power indicator LED to flash when the Skype for Business phone 

receives an incoming call. 

0-Disabled (power indicator LED does not flash) 

1-Enabled (power indicator LED fast flashes (300ms) red) 

Web User Interface:  

Features->LED->Ring Power Light Flash 

Phone User Interface:  

None 

phone_setting.mail_power_led_flash_enable  0 or 1  0 

Description : 

Enables or disables the power indicator LED to flash when the Skype for Business phone 

receives a voice mail. 

0-Disabled (power indicator LED does not flash) 

1-Enabled (power indicator LED slow flashes (1000ms) red) 

Web User Interface:  

Features->LED->Voice Mail Power Light Flash 

Phone User Interface:  

None 

phone_setting.mute_power_led_flash_enable  0 or 1  0 

Description : 

Enables or disables the power indicator LED to flash when a call is mute. 

0-Disabled (power indicator LED does not flash) 

1-Enabled (power indicator LED fast flashes (300ms) red) 

Web User Interface:  

Features->LED->Mute Power Light On 

Phone User Interface:  

None 

phone_setting.hold_and_held_power_led_flash_enable  0 or 1  0 

Description : 
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Parameter s 
Permitted 

Values 
Default  

Enables or disables the power indicator LED to flash when a call is placed on hold or is held. 

0-Disabled (power indicator LED does not flash) 

1-Enabled ( power indicator LED fast flashes (500ms) red) 

Web User Interface:  

Features->LED->Hold/Held Power Light On 

Phone User Interface:  

None 

phone_setting.talk_and_dial_power_led_enable  0 or 1  0 

Description : 

Enables or disables the power indicator LED to be turned on when the Skype for Business 

phone is busy. 

0-Disabled (power indicator LED is off) 

1-Enabled (power indicator LED is solid red) 

Web User Interface:  

Features->LED->Talk/Dial Power Light On 

Phone User Interface:  

None 

To configure the power Indicator LED via web  user interface:  

1. Click on Features->LED. 

2. Select the desired value from the pull-down list of Common Power Light On . 

3. Select the desired value from the pull-down list of Ring ing  Power Light Flash . 

4. Select the desired value from the pull-down list of Voice Mail Power Light Flash . 

5. Select the desired value from the pull -down list of Mute Power Light Flash . 

6. Select the desired value from the pull-down list of Hold/Held Power Light Flash . 
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7. Select the desired value from the pull-down list of Talk/Dial Power Light On . 

 

8. Click Confirm  to accept the change. 

Contrast  

Contrast determines the readability of the texts displayed on the LCD screen. Adjusting the 

contrast to a comfortable level can optimize the screen viewing experience. When configured 

properly, contrast allows users to read the LCDǭs display with minimal eyestrain. You can 

configure the LCDǭs contrast of T40P and EXP40 connected to T48G/T46G Skype for Business 

phones. Make sure the expansion module has been connected to the Skype for Business phone 

before adjustment. Contrast is not applicable to T42G/T41P Skype for Business phones. 

Procedure  

Contrast can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure the contrast of the LCD 

screen. 

Parameter:  

phone_setting.contrast 

Local 

Web User Interface 

Configure the contrast of the LCD 

screen. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=settings-preference&q=load  

Phone User Interface 
Configure the contrast of the LCD 

screen. 
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Details of the Configuration Parameter:  

Parameter  Permitted Values  Default  

phone_setting.contrast  Integer from 1 to 10  6 

Description : 

Configures the contrast of the LCD screen. 

For T48G/T46G Skype for Business phones, it configures the LCDǭs contrast of the connected 

EXP40 only. 

For T40P Skype for Business phones, it configures the LCDǭs contrast of the Skype for 

Business phone. 

Note:  We recommend that you set the contrast  of the LCD screen to 6 as a more 

comfortable level. It is not applicable to T42G/T41P Skype for Business phones. 

Web User Interface:  

None 

Phone User Interface:  

Menu->Basic->Display->Contrast 

To configure the contrast via phone user interface:  

1. Press Menu ->Basic->Display ->Contrast . 

If EXP40 is not connected to the phone, the Contrast Setting screen displays "No EXP". 

2. Press     or     , or the Switch  soft key to increase or decrease the intensity of contrast. 

The default contrast level is ǰ6Ǳ. 

3. Press the Save soft key to accept the change. 

Backlight  

Backlight determines the brightness of the LCD screen display, allowing users to read easily in 

dark environments. Backlight time specifies the delay time to change the intensity of the LCD 

screen when the Skype for Business phone is inactive. Backlight turns off quickly if a short backlight 

time is configured, this may not give users enough time to read messages. Backlight time is 

applicable to T48G/T46G/T42G/T41P/T40P Skype for Business phones and EXP40 connected to 

T48G/T46G Skype for Business phones.  
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Backlight Active Level is used to adjust the backlight intensity of the LCD screen when the phone 

is active. Backlight Inactive Level is used to adjust the backlight intensity of the LCD screen when 

the phone is inactive. Backlight Active Level is applicable to T48G/T46G Skype for Business 

phones and the connected EXP40. Backlight Inactive Level is only applicable to T48G and T46G 

Skype for Business phones. 

Note  

The following table lists available methods and configuration options to configure the backlight 

of phone mod els. 

Phone Model (and the 

connected expansion 

module)  

Configuration Methods  
Configuration 

Options  

T48G/T46G 

Configuration Files 

Web User Interface 

Phone User Interface 

Backlight Inactive 

Level 

T48G(EXP40)/T46G 

(EXP40) 

Configuration Files 

Web User Interface 

Phone User Interface 

Backlight Active 

Level 

Procedure  

Backlight can be configured using the configuration files or locally.  

Configuration 

File 
<y0000000000xx>.cfg 

Configure the backlight  of the LCD screen. 

Parameters:  

phone_setting.active_backlight_level 

phone_setting.inactive_backlight_level 

Local 

Web User Interface 

Configure the backlight  of the LCD screen. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=settin

gs-preference&q=load  

Phone User Interface Configure the backlight of the LCD screen. 

Details of Configuration Parameters:  

Parameters  Permitted Values  Default  

phone_setting.active_backlight_level  Integer from 1 to 10  10 

Backlight time is configurable on Skype for Business Server only.  

Before you adjust the LCDõs backlight of expansion module, make sure the expansion 

module has been connected to the Skype for Business phone . 
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Description : 

Configures the intensity of the LCD screen when the phone is active. 

10 is the highest intensity . 

For T48G/T46G Skype for Business phones, it configures the LCDǭs intensity of the Skype for 

Business phone and the connected EXP40. 

Note:  It is applicable to T48G/T46G Skype for Business phones and the connected EXP40. 

Web User Interface:  

Settings->Preference->Backlight Active Level 

Phone User Interface:  

Menu->Basic->Display->Backlight->Backlight Active Level 

phone_setting.inactive_backlight_level  0 or 1  1 

Description : 

Configures the intensity of the LCD screen when the Skype for Business phone is inactive. 

0-Off 

1-Low 

Note:  It is only applicable to T48G and T46G Skype for Business phones. 

Web User Interface:  

Settings->Preference->Backlight Inactive Level 

Phone User Interface:  

Menu->Basic->Display->Backlight->Inactive Level 

To configure the backlight via web  user interface:  

1. Click on Settings ->Preference . 

2. Select the desired value from the pull-down list of  Backlight Inactive Level . 

3. Select the desired value from the pull-down list of  Backlight Active Level . 

 

4. Click Confirm  to accept the change. 
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To configure the backlight via phone user interface:  

1. Press Menu ->Basic->Display ->Backlight . 

2. Press     or     , or the Switch  soft key to select the desired level from the Backlight 

Active Level  field. 

3. Press     or     , or the Switch  soft key to select the desired value from the Inactive 

Level field. 

4. Press the Save soft key to accept the change. 

Bluetooth  

Bluetooth enables low-bandwidth wireless connections within a range of 10 meters (32 feet). 

The best performance is in the 1 to 2 meters (3 to 6 feet) range. You can activate/deactivate the 

Bluetooth mode and then pair and connect the Bluetooth headset with your phone.  For more 

information, refer to the Yealink phone-specific user guide. It is only applicable to T48G/T46G 

Skype for Business phones.  

You can personalize the Bluetooth device name for the Skype for Business phone. The 

pre-configured Bluetooth device name will display in scanning list of other devices. It is helpful 

for the other Bluetooth devices to identify and pair with your  Skype for Business phone. 

Not e 

Procedure  

Bluetooth mode can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure Bluetooth mode. 

Parameter:  

features.bluetooth_enable 

Configure the Bluetooth device name. 

Parameter:  

features.bluetooth_adapter_name 

Local 

Web User Interface 

Configure Bluetooth mode. 

Navigate to : 

For T48G/T46G Skype for Business 

phones: 

http://<phoneIPAddress>/servlet?p=f

eatures-bluetooth&q=load  

Phone User Interface Configure Bluetooth mode. 

To use this feature onT48G/T46G Skype for Business phones, make sure the Bluetooth USB 

dongle is properly connected to  the USB port on the back of the phone. 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Configure the Bluetooth device name. 

Details of the Configuration Parameter:  

Parameter  Permitted Values  Default  

features.bluetooth_enable  0 or 1  0 

Description : 

Triggers Bluetooth mode to on or off. 

0-Off 

1-On 

Note: It is only applicable to T48G/T46G Skype for Business phones. 

Web User Interface:  

Features->Bluetooth ->Bluetooth Active  

Phone User Interface:  

Menu->Basic->Bluetooth ->Bluetooth  

features.bluetooth_adapter_name  
String within 64 

characters  

Refer to the 

following 

content  

Description : 

Configures the Bluetooth device name. 

For T48G Skype for Business phones : 

The default value is Yealink-T48G. 

For T46G Skype for Business phones:  

The default value is Yealink-T46G. 

Note : It works only if the value of the parameter ǰfeatures.bluetooth_enableǱ is set to 1 (On). 

It is only applicable to T48G/T46G Skype for Business phones. 

Web User Interface:  

None 

Phone User Interface:  

Menu->Basic->Bluetooth ->Bluetooth (On)->Edit My Device Information ->Device Name 

To active the Bluetooth mode via web user interface:  

1. Click on Features->Bluetooth . 
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2. Select the desired value from the pull-down list of Bluetooth Active . 

 

3. Click Confirm  to accept the change. 

To active the Bluetooth mode via phone user interface:  

1. Press Menu ->Basic->Bluetooth . 

2. Press     or     , or the Switch  soft key to select On from the Bluetooth  field. 

3. Press the Save soft key to accept the change. 

To edit device information via phone user interface:  

1. Press Menu ->Basic->Bluetooth . 

2. Press     or     , or the Switch  soft key to select On from the Bluetooth  field. 

3. Press the Save soft key to accept the change. 

4. Select Edit  My Device Information and then press the Enter soft key. 

The LCD screen displays the device name and MAC address. The MAC address cannot be 

edited. 

5. Enter the desired name in the Device Name field. 

6. Press the Save soft key to accept the change or the Back soft key to cancel. 

Updating Status Automatically  

The Skype for Business Server helps you keep your presence information up -to-date by 

monitoring idle time of your phone.  Phone status will be Inactive when your phone has been 

idle for the designated time. Phone status will change from Inactive to Away after another 

designated time. 

Procedure  

Updating status automatically can be configured using the configuration files or locally.  

Configuration 

File 
<y0000000000xx>.cfg 

Configures the inactive time (in minutes) of 

the Skype for Business phone. 

Parameters:  

sfb.presence.inactive_time 

sfb.presence.away_time 
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Local Web User Interface 

Configures the inactive time (in minutes) of 

the Skype for Business phone. 

Navigate to :  

http://<phoneIPAddress>/servlet?p=featur

es-general&q=load  

Details of Configuration Parameters:  

Parameters  Permitted Values  Default  

sfb.presence.inactive_time  Inte ger from  5 to 360  5 

Description : 

Configures the inactive time (in minutes) of the Skype for Business phone, after which the phone 

will change its status to Inactive automatically. 

Example : 

If it is set to 5, the Skype for Business phone will change its status to Inactive automatically when 

inactive time reaches 5 minutes. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Features->General Information ->SFB Away Time  

Phone User Interface:  

None 

sfb.presence.away_time  Integer  from 5 to 360  5 

Description : 

Configures the inactive time (in minutes)  of the Skype for Business phone, after which the phone 

will change its status from Inactive to  Away automatically. 

Example : 

If it is set to 5, the Skype for Business phone whose status is Inactive will change to Away 

automatically after 5 minutes. 

Note:  If you change this parameter, the Skype for Business phone will reboot to make the change 

take effect. 

Web User Interface:  

Features->General Information ->SFB Away Time  

Phone User Interface:  

None 
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To configure the automatic status updating time  via web  user interface:  

1. Click on Features->General Information . 

2. Enter the desired time in the SFB Inactive Time field. 

3. Enter the desired time in the  SFB Away Time field. 

 

4. Click Confirm  to accept the change. 

Time and Date  

Phones maintain a local clock and calendar. Time and date are displayed on the idle 

screen of phone s. 

The following table lists available configuration methods for time and date.  

Option  Configuration Methods  

NTP time server  

Configuration Files  

Web User Interface  

Phone User Interface  

Time Zone  

Configuration Files  

Web User Interface  

Phone User Interface  
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Option  Configuration Methods  

Time 
Web User Interface  

Phone User Interface  

Time Format  

Configuration Files  

Web User Interface  

Phone User Interface  

Date  
Web User Interface  

Phone User Interface  

Date Format  

Configuration Files  

Web User Interface  

Phone User Interface  

Daylight Saving Time  
Configuration Files  

Web User Interface  

A time server is a computer server that reads the actual time from a reference clock and 

distributes this information to the clients in a network. The Network Time Protocol (NTP) is 

the most widely used protocol that distributes and synchronizes time in the network.  

The phone s synchronize the time and date automatically from the NTP time server by 

default. The NTP time server address can be offered by the DHCP server  or configured 

manually. NTP by DHCP Priority feature can configure the priority for  the phone  to use 

the NTP time server address offered by the DHCP server or configured manually.  

Time Zone  

A time zone  is a region on Earth that has a uniform standard time. It is conveni ent for 

areas in close commercial or other communication to keep the same time. When 

configuring the phone  to obtain the time and date from the NTP time server, you must 

set the time zone.  

Procedure  

NTP time server and time zone can be configured using the  configuration files or locally.  

Configuration File  <MAC> .cfg 

Configure NTP by DHCP priority 

feature and DHCP time feature. 

Parameters:  

local_time.manual_ntp_srv_prior 

local_time.dhcp_time 
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Configure the NTP server, time zone. 

Parameters:  

phone_setting.hide_ntp_server.enable 

local_time.ntp_server1 

local_time.ntp_server2 

local_time.interval 

local_time.time_zone 

local_time.time_zone_name 

Local 

Web User Interface 

Configure NTP by DHCP priority 

feature and DHCP time feature. 

Configure the NTP server, time zone. 

Navigate to : 

http://<phoneIPAddress>/servlet?p=s

ettings-datetime&q=load  

Phone User Interface 

Configure DHCP time feature. 

Configure the NTP server and time 

zone. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

local_time.manual_ntp_srv_prior  0 or 1  0 

Description : 

Configures the priority for the Skype for Business phone to use the NTP server address 

offered by the DHCP server. 

0-High (use the NTP server address offered by the DHCP server preferentially) 

1-Low (use the NTP server address configured manually preferentially) 

Web User Interface:  

Settings->Time & Date ->NTP by DHCP Priority 

Phone User Interface:  

None 

local_time.dhcp_time  0 or 1  0 

Description : 

Enables or disables the Skype for Business phone to update time with the offset time offered 

by the DHCP server. 



Yealink Skype for Business HD IP Phones Administrator Guide 

144 

Parameter s Permitted Values  Default  

0-Disabled 

1-Enabled 

Note:  It is only available to offset from GMT 0. 

Web User Interface:  

Settings->Time & Date ->DHCP Time 

Phone User Interface:  

Menu->Basic->Date & Time->DHCP Time 

phone_setting.hide_ntp_server.en

able 
0 or 1  0 

Description : 

It enables or disables the phone to hide NTP Server configurations on the LCD screen. 

0-Disabled 

1-Enabled 

If it is set to 1 (Enabled), the NTP Server configurations on the LCD screen will be hidden, so 

that you cannot configure NTP Server address manually. 

Web User Interface:  

None 

Phone User Interface:  

None 

local_time.ntp_server1  
IP Address or Domain 

Name 
cn.pool.ntp.org  

Description : 

Configures the IP address or the domain name of the NTP server 1. 

Example: 

local_time.ntp_server1 = 192.168.0.5 

Web User Interface:  

Settings->Time & Date ->Primary Server 

Phone User Interface:  

Menu->Basic->Date & Time->General->SNTP Settings->NTP Server1 

local_time.ntp_server2  
IP Address or Domain 

Name 
cn.pool.ntp.org  

Description : 

Configures the IP address or the domain name of the NTP server 2. 

If the NTP server 1 is not configured or cannot be accessed, the Skype for Business phone 
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Parameter s Permitted Values  Default  

will request the time and date from the NTP server 2. 

Example: 

local_time.ntp_server2 = 192.168.0.6 

Web User Interface:  

Settings->Time & Date ->Secondary Server 

Phone User Interface:  

Menu->Basic->Date & Time->General->SNTP Settings->NTP Server2 

local_time.interval  Integer  from 15 to 86400  1000 

Description : 

Configures the interval (in seconds) to update time and date from the NTP server. 

Example: 

local_time.interval = 1000 

Web User Interface:  

Settings->Time & Date ->Synchronism (15~86400s) 

Phone User Interface:  

None 

local_time.time_zone  -11 to + 14 +8 

Description : 

Configures the time zone. 

Example: 

local_time.time_zone = +8 

For more available time zones, refer to Appendix B: Time Zones on page 374. 

Web User Interface:  

Settings->Time & Date ->Time Zone 

Phone User Interface:  

Menu->Basic->Date & Time->General->SNTP Settings->Time Zone 

local_time.time_zone_name  String within 32 characters  China(Beijing)  

Description : 

Configures the time zone name. 

The available time zone names depend on the time zone configured by the parameter 

ǰlocal_time.time_zoneǱ. For more information on the available time zone names for each 

time zone, refer to Appendix B: Time Zones on page 374. 
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Parameter s Permitted Values  Default  

Example: 

local_time.time_zone_name = China(Beijing) 

Note:  It works only if the value of the parameter ǰlocal_time.summer_timeǱ is set to 2 

(Automatic) and the parameter ǰlocal_time.time_zoneǱ should be configured in advance. 

Web User Interface:  

Settings->Time & Date ->Location 

Phone User Interface:  

Menu->Basic->Date & Time->General->SNTP Settings->Location 

To configure NTP by DHCP priority feature via web user interface:  

1. Click on Settings ->Time & Date . 

2. Select the desired value from the pull-down list of  NTP by DHCP Priority . 

 

3. Click Confirm  to accept the change. 

To configure the NTP server, time zone via web user interface:  

1. Click on Settings ->Time & Date . 

2. Select Disabled  from the pull -down list of  Manual Time . 

3. Select the desired time zone from the pull-down list of Time Zone . 

4. Select the desired location from the pull -down list of Location . 

5. Enter the domain name or IP address in the Primary  Server and Secondary  Server field 

respectively. 
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6. Enter the desired time interval in the Synchronism  (15~86400s)  field. 

 

7. Click Confirm  to accept the change. 

To configure the SNTP settings via phone user interface:  

1. Press Menu ->Basic->Date & Time ->General->SNTP Settings . 

2. Press    or    , or the Switch  soft key to select the time zone that applies to your area 

from the Time Zone  field.  

The default time zone is "GMT+8". 

3. Enter the domain name or IP address of SNTP server in the NTP Server1 and NTP Server2 

field respectively. 

4. Press    or    , or the Switch  soft key to select automatic, enabled and disabled from the 

Daylight Saving field. 

5. Press    or    , or the Switch  soft key to select the desired location from the Location  

field. 

6. Press the Save soft key to accept the change. 

You can set the time and date manually when phone s cannot obtain the time and date 

from the NTP time server . The time and date display can use one of several different 

formats.  

Procedure  

Time and date can be configured using the configuration files or locally.  

Configuration File  <MAC> .cfg 
Configure the time and date 

manually. 
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Parameter:  

local_time.manual_time_enable 

Configure the time and date formats. 

Parameters:  

local_time.time_format 

local_time.date_format 

Local 

Web User Interface 

Configure the time and date 

manually. 

Configure the time and date formats. 

Navigate to : 

http://< phoneIPAddress>/servlet?p

=settings-datetime&q=load  

Phone User Interface 

Configure the time and date 

manually. 

Configure the time and date formats. 

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

local_time.manual_time_enable  0 or 1  0 

Description : 

Enables or disables the Skype for Business phone to obtain time and date from manual 

settings. 

0-Diabled (obtain time  and date from NTP server) 

1-Enabled (obtain time and date from manual settings) 

Web User Interface:  

Settings->Time & Date->Manual Time 

Phone User Interface:  

None 

local_time.time_format  0 or 1  1 

Description : 

Configures the time format. 

0-Hour 12 

1-Hour 24 

If it is set to 0 (Hour 12), the time will be displayed in 12-hour format with AM or PM 
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Parameter s Permitted Values  Default  

specified. 

If it is set to 1 (Hour 24), the time will be displayed in 24-hour format (e.g., 2:00 PM displays 

as 14:00). 

Web User Interface:  

Settings->Time & Date ->Time Format 

Phone User Interface:  

Menu->Basic->Date & Time->Time & Date Format->Time Format 

local_time.date_format  0, 1, 2, 3, 4, 5 or 6  0 

Description : 

Configures the date format . 

Valid values are:  

0-WWW MMM DD 

1-DD-MMM -YY 

2-YYYY-MM-DD 

3-DD/MM/YYYY 

4-MM/DD/YY 

5-DD MMM YYYY 

6-WWW DD MMM 

Note:  ǰWWWǱ represents the abbreviation of the week, ǰDDǱ represents a two-digit day, 

ǰMMMǱ represents the first three letters of the month, ǰYYYYǱ represents a four-digit year, 

and ǰYYǱ represents a two-digit year. 

Web User Interface:  

Settings->Time & Date ->Date Format 

Phone User Interface:  

Menu->Basic->Date & Time->Time & Date Format->Date Format 

To configure the time and date manually via web user interface:  

1. Click on Settings ->Time & Date . 

2. Select Enabled  from the pull -down list of Manual Time . 
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3. Enter the time and date in the corresponding fields.  

 

4. Click Confirm  to accept the change. 

To configure the time and date format via web user interface:  

1. Click on Settings ->Time & Date . 

2. Select the desired value from the pull-down list of Time Format . 

3. Select the desired value from the pull-down list of Date Format . 

 

4. Click Confirm  to accept the change. 

To configure the date and time manually via phone user interface:  

1. Press Menu ->Basic->Date &Time ->General->Manual Settings . 

2. Enter the specific date and time or press     or     to edit specific date and time in the 

corresponding fields. 
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3. Press Save to accept the change. 

The time and date displayed on the LCD screen will change accordingly. 

To configure the time and date format via phone user interface:  

1. Press Menu  ->Basic->Date &Time  ->Time & Date Format . 

2. Press     or     , or the Switch  soft key to select the desired date format  from the Date 

Format  field. 

3. Press     or     , or the Switch  soft key to select the desired time format  (12 Hour  or 24 

Hour ) from the Time Format  field. 

4. Press the Save soft key to accept the change or the Back soft key to cancel. 

Daylight Saving Time (DST) is the practice of temporary advancing clocks during the summer 

time so that evenings have more daylight and mornings have less. Typically, clocks are adjusted 

forward one hour at the start of spring and backward in autumn. Many countries have used the 

DST at various times, details vary by location. By default, the DST is set to Automatic, so it can be 

adjusted automatically from the current time zone configuration. You can configure DST for the 

desired area as required. 

Procedure  

Daylight saving time can be configured using the configuration files or locally.  

Configuration File  <MAC> .cfg 

Configure DST. 

Parameters:  

local_time.summer_time 

local_time.dst_time_type 

local_time.start_time 

local_time.end_time 

local_time.offset_time 

Local Web User Interface 

Configure DST. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=settings-datetime&q=load  

Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

local_time.summer_time  0, 1 or 2  2 
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Parameter s Permitted Values  Default  

Description : 

Configures Daylight Saving Time (DST) feature. 

0-Disabled 

1-Enabled 

2-Automatic 

Web User Interface:  

Settings->Time & Date ->Daylight Saving Time 

Phone User Interface:  

Menu->Basic->Date & Time->General->SNTP Settings->Daylight Saving 

local_time.dst_time_type  0 or 1  0 

Description : 

Configures the DST time type. 

0-DST By Date 

1-DST By Week 

Note:  It works only if the value of the parameter ǰlocal_time.summer_timeǱ is set to 1 

(Enabled). 

Web User Interface:  

Settings->Time & Date ->Fixed Type 

Phone User Interface:  

None 

local_time.start_time  Time 1/1/0  

Description : 

Configures the start time of the DST. 

Value formats are:  

 ̧ Month/Day/Hour (for DST By Date) 

 ̧ Month/Day of Week Last in Month/Day of Week/Hour of Day (for DST By Week) 

If ǰlocal_time.dst_time_typeǱ is set to 0 (DST By Date), use the mapping: 

Month : 1=January, 2=February,Ǻ, 12=December 

Day: 1=the first day in a month,Ǻ, 31= the last day in a month 

Hour : 0=0am, 1=1am,Ǻ, 23=11pm 

If ǰlocal_time.dst_time_typeǱ is set to 1 (DST By Week), use the mapping: 

Month : 1=January, 2=February,Ǻ, 12=December 
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Parameter s Permitted Values  Default  

Day of Week Last in Month : 1=the first week in a month,Ǻ, 5=the last week in a month 

Day of Week:  1=Monday, 2=Tuesday,Ǻ, 7=Sunday 

Hour of Day:  0=0am, 1=1am,Ǻ, 23=11pm 

Note:  It works only if the value of the parameter ǰlocal_time.summer_timeǱ is set to 1 

(Enabled). 

Web User Interface:  

Settings->Time & Date ->Start Date 

Phone User Interface:  

None 

local_time.end_time  Time 12/31/23  

Description : 

Configures the end time of the DST. 

Value formats are:  

 ̧ Month/Day/Hour (for DST By Date) 

 ̧ Month/Day of Week Last in Month/Day of Week/Hour of Day (for DST By Week) 

If ǰlocal_time.dst_time_typeǱ is set to 0 (DST By Date), use the mapping: 

Month : 1=January, 2=February,Ǻ, 12=December 

Day: 1=the first day in a month,Ǻ, 31= the last day in a month 

Hour : 0=0am, 1=1am,Ǻ, 23=11pm 

If ǰlocal_time.dst_time_typeǱ is set to 1 (DST By Week), use the mapping: 

Month : 1=January, 2=February,Ǻ, 12=December 

Day of Week Last in Month : 1=the first week in a month,Ǻ, 5=the last week in a month 

Day of Week:  1=Monday, 2=Tuesday,Ǻ, 7=Sunday 

Hour of Day:  0=0am, 1=1am,Ǻ, 23=11pm 

Note:  It works only if the value of the parameter ǰlocal_time.summer_timeǱ is set to 1 

(Enabled). 

Web User Interface:  

Settings->Time & Date ->End Date 

Phone User Interface:  

None 

local_time.offset_time  Integer from -300 to 300  Blank  

Description : 

Configures the offset time (in minutes) of DST. 
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Parameter s Permitted Values  Default  

Note:  It works only if the value of the parameter ǰlocal_time.summer_timeǱ is set to 1 

(Enabled). 

Web User Interface:  

Settings->Time & Date ->Offset(minutes) 

Phone User Interface:  

None 

To configure the DST via web user interface:  

1. Click on Settings ->Time & Date . 

2. Select Disabled  from the pull -down list of  Manual Time . 

3. Select the desired time zone from the pull-down list of Time Zone . 

4. Enter the domain name or IP address in the Primary  Server and Secondary  Server field 

respectively. 

5. Enter the desired time interval in the Synchronism  (15~86400s)  field. 

6. Mark the Enabled radio box in the  Daylight Saving Time field. 

-  Mark the DST by Date  radio box in the Fixed Type  field. 

Enter the start time in the  Start Date  field. 

Enter the end time in the End Date field. 

 

-  Mark the DST by Week  radio box in the Fixed Type  field. 
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Select the desired values of DST Start Month, DST Start Week of Month, DST Start Day 

of Week, Start Hour of Day; DST Stop Month, DST Stop Week of Month, DST Stop Day 

of Week and End Hour of Day from the pull-down lists. 

 

7. Enter the desired offset time in the Offset(minutes)  field. 

8. Click Confirm  to accept the change. 

Customiz ing an Auto DST Template File 

The time zone and corresponding DST pre-configurations exist in the AutoDST file. If the DST is 

set to Automatic, the Skype for Business phone obtains the DST configuration from the AutoDST 

file. You can customize the AutoDST file if required. The AutoDST file allows you to add or 

modify time zone and DST settings for your area each year. 

Before customizing, you need to obtain the AutoDST file. You can ask the distributor or Yealink 

FAE for DST template. You can also obtain the DST template online:  

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . For more 

information on obtaining the template file, refer to  Obtaining Configuration Files/Resource Files 

on page 97. 

The following table lists description of each element in the template file: 

Element  Type Values Description  

DSTData required no File root element 

DST required no 
Time Zone itemǭs root 

element 

szTime required [+/ -][X]:[Y], X=0~14, Y=0~59 Time Zone 

szZone required 

String (if the content is more 

than one city, it is the best to 

keep their daylight saving time 

the same) 

Time Zone name 
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Element  Type Values Description  

iType  optional  

0/1 

0: DST By Date 

1: DST By Week 

DST time type 

(This item is needed if 

you want to configure 

DST.) 

szStart optional  

Month/Day/Hour  (for iType=0 ) 

Month: 1~12  

Day: 1~31 

Hour: 0 (midnight)~23  

Month/Week of Month/Day of 

Week/Hour of Day  (for 

iType=1 ) 

Month: 1~12  

Week of Month: 1~5 (the last 

week) 

Day of Week: 1~7 

Hour of Day: 0 (midnight)~23 

Start time of the DST 

szEnd optional  Same as szStart End time of the DST 

szOffset  optional  Integer from -300 to 300 
The offset time (in 

minutes) of DST 

When customizing a n Auto DST file, learn the following:  

 ̧ <DSTData> indicates the start of a template and </DSTData> indicates the end of a 

template. 

 ̧ Add or modify time zone and DST settings between <DSTData> and </DSTData>. 

 ̧ The display order of time zone is corresponding to the szTime order specified in the 

AutoDST.xml file. 

 ̧ If the start time of DST is greater than the end time, the valid time of DST is from the start 

time of this year to the end time of the next year. 

Customizing a n Auto DST file : 

1. Open the AutoDST file using an ASCII editor. 

2. Add or modify time zone and DST settings as you want in the AutoDST file. 
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Example 1 : 

To modify the DST settings for the existing time zone ǰ+5 Pakistan(Islamabad)Ǳ and add 

DST settings for the existing time zone ǰ+5:30 India(Calcutta)Ǳ. 

 

Example 2: 

Add a new time zone (+6 Paradise) with daylight saving time 30 minutes. 

 

3. Save this file and place it to the provisioning server (e.g., 192.168.1.100). 

4. Specify the access URL of the AutoDST file in the configuration files.  

Procedure  

The access URL of the AutoDST file can be specified using the configuration files. 

Configuration File  <MAC> .cfg 

Specify the access URL of the 

AutoDST file. 

Parameters:  

auto_dst.url 
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Details of Configuration Parameters:  

Parameter s Permitted Values  Default  

auto_dst.url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the AutoDST file (AutoDST.xml). 

Example: 

auto_dst.url = tftp://192.168.1.100/AutoDST.xml 

During the auto provisioning process, the Skype for Business phone connects to the 

provisioning server ǰ192.168.1.100Ǳ, and downloads the AutoDST file ǰAutoDST.xmlǱ. After 

update, you will find a new time zone ǰParadiseǱ and updated DST of ǰPakistan (Islamabad)Ǳ 

and ǰIndia (Calcutta)" via web user interface: Settings ->Time & Date ->Time Zone . 

Note:  It works only if the value of the parameter "local_time.summer_time" is set to 2 

(Automatic). 

Web User Interface:  

None 

Phone User Interface:  

None 

Language 

Skype for Business phones support multiple languages. Languages used on the phone user 

interface and web user interface can be specified respectively as required. 

The following table lists languages supported by the phone user interface and the web user 

interface. 

Phone/Web User Interface  

English 

Chinese Simplified (not applicable to 

phone user interface of T40P Skype for 

Business phones) 

Chinese Traditional (not applicable to 

phone user interface of T40P Skype for 

Business phones) 

French 

German 

Italian 
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Phone/Web User Interface  

Polish 

Portuguese 

Spanish 

Turkish 

Korean (not applicable to phone user 

interface of T40P Skype for Business 

phones) 

Russian 

Languages available for selection depend on language packs currently loaded to the Skype for 

Business phone. You can customize the translation of the existing language on the phone user 

interface or web user interface. You can also make new languages (not included in the available 

language list) available for use on the phone user interface and web user interface by loading 

language packs to the Skype for Business phone. Language packs can only be loaded using 

configuration files. 

You can ask the distributor or Yealink FAE for language packs. You can also obtain the language 

packs online: 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . For 

more information on obtaining the language packs, refer to Obtaining Configuration 

Files/Resource Files on page 97. 

Note  

  

To modify translation of an existing language, do not rename the language file. 

The new added language must be supported by the font library on the Skype for Business phone. 

If the characters in the custom language file are not supported by the Skype for Business phone, 

the phone will display  ǰ?Ǳ instead. 

 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage
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Customizing a Language  for Phone User Interface  

The following table lists the available languages and associated language packs for the phone 

user interface: 

Available Language  Associated Language Pack  

English 000.GUI.English.lang 

Chinese Simplified 001.GUI.Chinese_S.lang 

Chinese Traditional 002.GUI.Chinese_T.lang 

French 003.GUI.French.lang 

German 004.GUI.German.lang 

Italian 005.GUI.Italian.lang 

Polish 006.GUI.Polish.lang 

Portuguese 007.GUI.Portuguese.lang 

Spanish 008.GUI.Spanish.lang 

Turkish 009.GUI.Turkish.lang 

Korean 010.GUI.Korean.lang 

Russian 011.GUI.Russian.lang 

When adding a new language pack for the phone user interface, the language pack must be 

formatted as ǰX.GUI.name.langǱ (X starts from 012, ǰnameǱ is replaced with the language name). 

If the language name is the same as the existing one, the existing language pack will be 

overridden by the new uploaded one. We recommend that the filename of the new language 

pack should not be the same as the existing one. 

To customize a language file:  

1. Open the desired language template file (e.g., 000.GUI.English.lang) using an ASCII editor. 

2. Modify the characters within the double quotation marks on the right of the equal sign.  

Donǭt modify the translation item on the left of the equal sign . 
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The following shows a portion of the language pack ǰ000.GUI.English.langǱ for the phone 

user interface (take T46G Skype for Business phones for example): 

 

3. Save the language file and place it to the provisioning server (e.g., 192.168.10.25). 

4. Specify the access URL of the phone user interface language pack in the configuration files. 

If you want to add a new custom language (e.g., Guilan) to your Skype for Business phone (e.g., 

T46G), prepare the language file named as ǰ012.GUI.Guilan.langǱ for downloading . After update, 

you will find a new language selection ǰGuilanǱ on the phone user interface: 

Menu ->Basic->Language . 

Procedure  

Loading language pack can only be performed using the configuration files.  

Configuration File  <y0000000000xx>.cfg 

Specify the access URL of the 

phone user interface language 

pack. 

Parameter:  

gui_lang.url 

Delete custom LCD language 

packs of the phone user 

interface. 

Parameter:  

gui_lang.delete 
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Details of the Configuration Parameter:  

Parameter  Permitted Values  Default  

gui_lang.url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the custom LCD language pack for the phone user interface. 

Example: 

gui_lang.url = http://192.168.10.25/000.GUI.English.lang 

During the auto provisioning process, the Skype for Business phone connects to the HTTP 

provisioning server ǰ192.168.10.25Ǳ, and downloads the language pack 

ǰ000.GUI.English.langǱ. The English language translation will be changed accordingly if you 

have modified the language template file.  

If you want to download multiple language packs to the Skype for Business phone 

simultaneously, you can configure as following: 

gui_lang.url = http://192.168.10.25/000.GUI.English.lang 

gui_lang.url = http://192.168.10.25/001.GUI.Chinese_S.lang 

Web User Interface:  

None 

Phone User Interface:  

None 

gui_lang.delete  

http://localhost/all  or 

http://localhost/ Y.GUI.nam

e.lang  

Blank  

Description : 

Deletes the specified or all custom LCD language packs of the phone user interface. 

Example: 

Delete all custom language packs of the phone user interface: 

gui_lang.delete = http://localhost/all  

Delete a custom language pack of the phone user interface (e.g., 001.GUI.Chinese_S.lang): 

gui_lang.delete = http://localhost/ 001.GUI.Chinese_S.lang 

Web User Interface:  

None 

Phone User Interface:  

None 
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Customizing a Language  for Web User Interface  

The following table lists available languages and associated language packs for the web user 

interface: 

Available Language  Associated Language Pack  

English 1.English.js 

Chinese Simplified 2.Chinese_S.js 

Chinese Traditional 3.Chinese_T.js 

French 4.French.js 

German 5.German.js 

Italian 6.Italian.js 

Polish 7.Polish.js 

Portuguese 8.Portuguese.js 

Spanish 9.Spanish.js 

Turkish 10.Turkish.js 

Korean 11.Korean.js 

Russian 12.Russian.js 

When adding a new language pack for the web user interface, the language pack must be 

formatted as ǰY.name.jsǱ (Y starts from 13, ǰnameǱ is replaced with the language name). If the 

language name is the same as the existing one, the existing language file will be overridden by 

the new uploaded one. We recommend that the name of the new language file should not be 

the same as the existing languages. 

To customize a language file:  

1. Open the desired language template file (e.g., 1.English.js) using an ASCII editor. 

2. Modify the characters within the double quotation marks on the right o f the colon. Donǭt 

modify the translation item on the left of the colon.  

  



Yealink Skype for Business HD IP Phones Administrator Guide 

164 

The following shows a portion of the language pack ǰ1.English.jsǱ for the web user 

interface (take T46G Skype for Business phones for example): 

 

3. Save the language file and place it to the provisioning server (e.g., 192.168.10.25). 

4. Specify the access URL of the web user interface language pack in the configuration files. 

If you want to add a new language (e.g., Wuilan) to Skype for Business phones, prepare the 

language file named as ǰ13.Wuilan.jsǱ for downloading. After update, you will find a new 

language selection ǰWuilanǱ on the web user interface: Settings ->Preference ->Language . 

Procedure  

Loading language pack can only be performed using the configuration files. 

Configuration File  <y0000000000xx>.cfg 

Specify the access URL of the 

custom language pack for web 

user interface. 

Parameter:  

wui_lang.url 

Delete custom language packs 

of the web user interface. 

Parameter:  

wui_lang.delete 

Details of the  Configuration Parameter:  

Parameter  Permitted Values  Default  

wui_lang.url  URL within 511 characters  Blank  
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Parameter  Permitted Values  Default  

Description : 

Configures the access URL of the custom language pack for the web user interface. 

Example: 

wui_lang.url = http://192.168.10.25/1.English.js 

During the auto provisioning process, the Skype for Business phone connects to the HTTP 

provisioning server ǰ192.168.10.25Ǳ, and downloads the language pack ǰ1.English.jsǱ. The 

English language translation will be changed accordingly if you have modified the language 

template file. 

If you want to download multiple language packs to the web user interface simultaneously, 

you can configure as following: 

wui_lang.url = http://192.168.10.25/1.English.js 

wui_lang.url = http://192.168.10.25/11.Russian.js 

Web User Interface:  

None 

Phone User Interface:  

None 

wui_lang.delete  
http://localhost/all  or 

http://localhost/ Y.name.js 
Blank  

Description : 

Delete the specified or all custom web language packs of the web user interface. 

Example: 

Delete all custom language packs of the web user interface: 

wui_lang.delete = http://localhost/all  

Delete a custom language pack of the web user interface (e.g., 11.Russian.js): 

wui_lang.delete = http://localhost/ 11.Russian.js 

Web User Interface:  

None 

Phone User Interface:  

None 

The default language used on the phone user interface is English. If the language of your web 

browser is not supported by the Skype for Business phone, the web user interface will use 

English by default. You can specify the languages for the phone user interface and web user 
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interface respectively. 

Procedure  

Specify the language for the phone user interface or the web user interface using the 

configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Specify the languages for the phone 

user interface and the web user 

interface. 

Parameters:  

lang.gui 

lang.wui 

Local 

Web User Interface 

Specify the language for the web 

user interface. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=settings-preference&q=load  

Phone User Interface 
Specify the language for the phone 

user interface. 

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

lang.gui  Refer to the following content  English 

Description : 

Configures the language used on the phone user interface. 

Permitted Values : 

English, Chinese Simplified, Chinese Traditional, French, German, Italian, Polish, Portuguese, 

Spanish, Turkish, Korean, Russian or the custom language name. 

Example: 

lang.gui = English 

If you want to use the custom language (e.g., Guilan) for the Skype for Business phone, 

configure the parameter  ǰlang.gui = GuilanǱ. 

Note:  Korean, Chinese Simplified and Chinese Traditional are not applicable to phone user 

interface of T40P Skype for Business phones. 

Web User Interface:  

None 

Phone User Interface:  

Menu->Basic->Language 
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Parameter s Permitted Values  Default  

lang.wui  Refer to the following content  English 

Description : 

Configures the language used on the web user interface. 

Permitted Values : 

English, Chinese Simplified, Chinese Traditional, French, German, Italian, Polish, Portuguese, 

Spanish, Turkish, Korean, Russian or the custom language name. 

Example: 

lang.wui = English 

If the language of your browser is not supported by the Skype for Business phone, the web 

user interface will use English by default. 

Web User Interface:  

Settings->Preference->Language 

Phone User Interface:  

None 

To specify  the language for the web user interface  via web user interface : 

1. Click on Settings ->Preference . 

2. Select the desired language from the pull-down list of Language . 

 

3. Click Confirm  to accept the change. 

To specify  the language for the phone user interface  via phone user interface : 

1. Press Menu ->Basic->Language . 

2. Press     or     to select the desired language. 

3. Press the Save soft key to accept the change. 
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Key As Send 

Key as send allows assigning the pound key (ǰ#Ǳ) or asterisk key (ǰ*Ǳ) as the send key. 

Send tone allows the phone to play a key tone when a user presses the send key. Key tone 

allows the phone to play a key tone when a user presses any key. Send tone works only if key 

tone is enabled. 

Procedure  

Key as send can be configured using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Configure a send key. 

Parameter:  

features.key_as_send 

Configure a send tone. 

Parameter:  

features.send_key_tone 

Configure a key tone. 

Parameter:   

features.key_tone 

Configure send pound key. 

Parameter:   

features.send_pound_key 

Local 

Web User Interface 

Configure a send key. 

Configure send pound key. 

Navigate to :  

http://<phoneIPAddress>/servlet?p

=features-general&q=load  

Configure a send tone or key tone. 

Navigate to :  

http://<phoneIPAddress>/servlet?p

=features-audio&q=load  

Phone User Interface 
Configure a send key. 

Configure a key tone. 
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Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

features.key_as_send 0, 1 or 2  1 

Description : 

Configures the "#" or "*" key as the send key. 

0-Disabled 

1-# key 

2-* key 

If it is set to 0 (Disabled), neither ǰ#Ǳ nor ǰ*Ǳ can be used as the send key. 

If it is set to 1 (# key), the pound key is used as the send key. 

If it is set to 2 (* key), the asterisk key is used as the send key. 

Web User Interface:  

Features->General Information ->Key As Send 

Phone User Interface:  

Menu->Features->Key as send 

features.key_tone  0 or 1  1 

Description : 

Enables or disables the Skype for Business phone to play a key tone when a user presses any 

key on your phone keypad. 

0-Disabled 

1-Enabled 

If it is set to 1 (Enabled), the Skype for Business phone will play a key tone when a user 

presses any key on your phone keypad. 

Web User Interface:  

Features->Audio ->Key Tone 

Phone User Interface:  

Menu-> Basic->Sound->General->Key Tone 

features.send_key_tone  0 or 1  1 

Description : 

Enables or disables the Skype for Business phone to play a key tone when a user presses a 

send key. 

0-Disabled 

1-Enabled 
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Parameter s Permitted Values  Default  

If it is set to 1 (Enabled), the Skype for Business phone will play a key tone when a user 

presses a send key. 

Note : It works only if the value of the parameter ǰfeatures.key_toneǱ is set to 1 (Enabled). 

Web User Interface:  

Features->Audio ->Send Sound 

Phone User Interface:  

None 

features.send_pound_key  0 or 1  0 

Description : 

Enables or disables the Skype for Business phone not to send any pound key when pressing 

double #. 

0-Disabled (Send one pound key by pressing double #) 

1-Enabled (Do not send any pound key when pressing double #) 

Note: It works only if the value of the parameter ǰfeatures.key_as_sendǱ is set to 1 (Enabled). 

Web User Interface:  

Features->General Information ->Send Pound Key 

Phone User Interface:  

None 

To configure  a send key via web  user interface:  

1. Click on Features->General Information . 

2. Select the desired value from the pull-down list of Key As Send. 
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3. Click Confirm  to accept the change. 

To configure a send tone and key tone via web user interface:  

1. Click on Features->Audio . 

2. Select the desired value from the pull-down list of Key Tone. 

3. Select the desired value from the pull-down list of Send Sound . 

 

4. Click Confirm  to accept the change. 

To configure  send pound  key via web  user interface:  

1. Click on Features->General Information . 

2. Select the desired value from the pull-down list of Send Pound Key . 
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3. Click Confirm  to accept the change. 

To configure  a send key via phone user interface:  

1. Press Menu ->Features->Key as Send . 

2. Press     or     , or the Switch  soft key to select # or * from the Key as Send  field, or 

select Disabled to disable this feature. 

3. Press the Save soft key to accept the change. 

To configure  a key tone via web user interface:  

1. Press Menu ->  Basic->Sound ->General. 

2. Press     or     , or the Switch  soft key to select the desired value from the Key Tone 

field. 

3. Press the Save soft key to accept the change. 

Dial Plan  

Dial plan is a string of characters that governs the way for phones to process the inputs received 

from the phoneǭs keypads. You can use regular expression to define dial plan. 

Regular expression, often called a pattern, is an expression that specifies a set of strings. A 

regular expression provides a concise and flexible means to ǰmatchǱ (specify and recognize) 

strings of text, such as particular characters, words, or patterns of characters. Regular expression 

is used by many text editors, utilities, and programmin g languages to search and manipulate 

text based on patterns. 

Regular expression can be used to define Skype for Business phone dial plan. Dial plan is a 

string of characters that governs the way for Skype for Business phones to process the inputs 

received from the Skype for Business phoneǭs keypads. The Skype for Business phone can 

receive dial plan through in -band provisioning. 

You need to know the following basic regular expression syntax when creating dial plan: 

. 

The dot ǰ.Ǳ can be used as a placeholder or multiple placeholders for any 

string. Example: 

ǰ12.Ǳ would match ǰ123Ǳ, ǰ1234Ǳ, ǰ12345Ǳ, ǰ12abcǱ, etc. 

x 
The ǰxǱ can be used as a placeholder for any character. Example: 

ǰ12xǱ would match ǰ121Ǳ, ǰ122Ǳ, ǰ123Ǳ, ǰ12aǱ, etc. 

- 

The dash ǰ-Ǳ can be used to match a range of characters within the brackets. 

Example: 

ǰ[5-7]Ǳ would match the number ǰ5Ǳ, Ǳ6Ǳ or Ǳ7Ǳ. 

, 
The comma ǰ,Ǳ can be used as a separator within the bracket. Example: 

ǰ[2,5,8]Ǳ would match the number Ǳ2Ǳ, ǰ5Ǳ or ǰ8Ǳ. 
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[] 

The square bracket "[]" can be used as a placeholder for a single character 

which matches any of a set of characters. Example: 

"91[5-7]1234"would match ǰ9151234Ǳ, ǰ9161234Ǳ, ǰ9171234Ǳ. 

() 

The parenthesis "( )" can be used to group together patterns, for instance, 

to logically combine two or more patterns. Example: 

"([1-9])([2-7])3" would match ǰ923Ǳ, ǰ153Ǳ, ǰ673Ǳ, etc. 

$ 

The ǰ$Ǳ followed by the sequence number of a parenthesis means the 

characters placed in the parenthesis. The sequence number stands for the 

corresponding parenthesis. Example: 

A replace rule configuration, Prefix: "001(xxx)45(xx)", Replace: 

"9001$145$2". When you dial out "0012354599" on your phone, the Skype 

for Business phone will replace the number with "90012354599". ǰ$1Ǳ 

means 3 digits in the first parenthesis, that is, ǰ235Ǳ. ǰ$2Ǳ means 2 digits in 

the second parenthesis, that is, ǰ99Ǳ. 

Dial-now is a string used to match numbers entered by the user. When entered numbers match 

the predefined dial -now rule, the Skype for Business phone will automatically dial out the 

numbers without pressing the send key. Skype for Business phones support up to 100 dial -now 

rules, which can be created either one by one or in batch using a dial-now rule template. For 

more information on  how to customize a dial-now template, refer to Customizing Dial-now 

Template File on page 175. 

Time Out  for Dial  Now Rule  

The Skype for Business phone will automatically dial out the entered number, which matches the 

dial now rule, after a specified period of time. 

Procedure  

Dial-now rule can be created using the configuration files or locally. 

Configuration File  <y0000000000xx>.cfg 

Create the dial-now rule for the 

Skype for Business phone. 

Parameters:  

dialplan.dialnow.rule.X 

Configure the delay time for the 

dial-now rule. 

Parameters:  

phone_setting.dialnow_delay 

Local Web User Interface Create the dial-now rule for the 
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Skype for Business phone. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=settings-dialnow&q=load  

Configure the delay time for the 

dial-now rule. 

Navigate to : 

http://<phoneIPAddress>/servlet?p

=features-general&q=load  

Details of Configuration Parameters:   

Parameter s Permitted Values  Default  

dialplan.dialnow.rule.X  

(X ranges from 1 to 100) 
String within 511 characters  Blank  

Description : 

Configures the dial-now rule (the string used to match the numbers entered by the user). 

When entered numbers match the predefined dial -now rule, the Skype for Business phone 

will automatically dial out the numbers without pressing the send key. 

Example: 

dialplan.dialnow.rule.1 = 123 

Web User Interface:  

Settings->Dial Plan->Dial-now->Rule 

Phone User Interface:  

None 

phone_setting.dialnow_delay  Integer from 0 to 14  1 

Description : 

Configures the delay time (in seconds) for the dial-now rule. 

When entered numbers match the predefined dial -now rule, the Skype for Business phone 

will automatically dial out the entered number after the designated delay time. 

Web User Interface:  

Features->General Information ->Time-Out for Dial-Now Rule 

Phone User Interface:  

None 

  



Configuring Basic Features 

175 

To create  a dial -now rule via web user interface:  

1. Click on Settings ->Dial Plan ->Dial -now . 

2. Enter the desired value in the Rule field. 

 

3. Click Add  to add the dial -now rule. 

To configure the  delay time  for the dial -now rule via web user interface:  

1. Click on Features->General Information . 

2. Enter the desired time within 0-14 (in seconds) in the Time-Out for Dial -Now Rule field. 

 

3. Click Confirm  to accept the change. 

Customizing Dial -now Template File  

The dial-now template helps with the creation of multiple dial -now rules. After setup, place the 

dial-now template to the provisioning server and specify the access URL in the configuration 
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files. 

You can ask the distributor or Yealink FAE for dial-now template . You can also obtain the 

dial-now template  online: 

http://support.yealink.com/documentFront/forwardToDocumentFrontDisplayPage . For more 

information on ob taining the dial -now template, refer to Obtaining Configuration 

Files/Resource Files on page 97. 

When editing a dial-now template, learn the following:  

 ̧ <DialNow> indicates the start of a template and </DialNow> indicates the end of a 

template. 

 ̧ When specifying the line for the dial -now rule, the valid value is 0 or 1. No matter you 

leave it blank or set it to 0 or 1 , the dial-now rule will all be applied to account 1. 

 ̧ At most 100 rules can be added to the Skype for Business phone. 

The expression syntax in the dial-now rule template is the same as that introduced in the section 

Dial Plan on page 172. 

To customize  a dial -now  template : 

1. Open the template file using an ASCII editor. 

2. Create dial-now rules between <DialNow> and </DialNow>.  

For example : 

<data DialNowRule="99" LineID="1" />  

Where: 

DialNowRule="" specifies the dial-now rule. 

LineID="" specifies the desired line for this rule. When you leave it blank or enter 0 or enter 

1, this dial-now rule will all apply to account 1. 

 

If you want to change the dial -now rule, specify the values within double quotes. 

3. Save the change and place this file to the provisioning server. 

4. Specify the access URL of the dial-now template. 
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Procedure  

Specify the access URL of the dial-now template using configuration files.  

Configuration File  <y0000000000xx>.cfg 

Configure the access URL of the 

dial-now template. 

Parameter:  

dialplan_dialnow.url 

Details of Configuration Parameters:  

Parameter s Permitted  Values Default  

dialplan_dialnow.url  URL within 511 characters  Blank  

Description : 

Configures the access URL of the dial-now rule template file. 

Example: 

dialplan_dialnow.url = http://192.168.10.25/dialnow.xml  

During the auto provisioning process, the Skype for Business phone connects to the 

provisioning server ǰ192.168.10.25Ǳ, and downloads the dial-now rule file ǰdialnow.xmlǱ. 

Web User Interface:  

None 

Phone User Interface:  

None 

Hotline  

Hotline, sometimes referred to as hot dialing, is a point-to-point communication link in which a 

call is automatically directed to the preset hotline number. The phone automatically dials out 

the hotline number using the first available line after a specified time interval when you lift the 

handset, press the Speakerphone key or the line key. phones only support one hotline number.  

Procedure  

Hotline can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure the hotline number.  

Parameter:  

features.hotline_number 
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Specify the time (in seconds) the 

Skype for Business phone waits 

before automatically dialing out the 

hotline number. 

Parameter:  

features.hotline_delay 

Local 

Web User Interface 

Configure the hotline number.  

Specify the time (in seconds) the 

Skype for Business phone waits 

before automatically dial out the 

hotline number. 

Navigate to :  

http://<phoneIPAddress>/servlet?p

=features-general&q=load  

Phone User Interface 

Configure the hotline number.  

Specify the time (in seconds) the 

Skype for Business phone waits 

before automatically dialing out the 

hotline number. 

Details of Configuration Parameters:   

Parameter  Permitted Values  Default  

features.hotline_number  String within 32 characters  Blank  

Description : 

Configures the hotline number that the  Skype for Business phone automatically dials out 

when you lift the handset, press the Speakerphone/off-hook key or the line key. 

Leaving it blank disables hotline feature. 

Example: 

features.hotline_number = 1234 

Web User Interface:  

Features->General Information ->Hotline Number  

Phone User Interface:  

Menu->Features->Hot line->Hot Number  

features.hotline_delay  Integer from 0 to 10  4 

Description : 
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Parameter  Permitted Values  Default  

Configures the waiting time (in seconds) for the Skype for Business phone to automatically 

dial out the hotline number.  

If it is set to 0 (0s), the Skype for Business phone will immediately dial out the preconfigured 

hotline number when you lift the handset, press the Speakerphone/off -hook key or press 

the line key. 

If it is set to a value greater than 0, the Skype for Business phone will wait the designated 

seconds before dialing out the predefined hotline number when you lift the handset, press 

the Speakerphone/off -hook key or press the line key. 

Note: Line key is not applicable to T48G Skype for Business phones. 

Web User Interface:  

Features->General Information ->Hotline Delay(0~10s) 

Phone User Interface:  

Menu->Features->Hot line->HotLine Delay 

To configure hotline via web  user interface:  

1. Click on Features->General Information . 

2. Enter the hotline  number in the Hot line  Number field. 

3. Enter the delay time in the  Hotline Delay(0~10s)  field. 

 

4. Click Confirm  to accept the change. 

To configure hotline via phone user interface:  

1. Press Menu ->Features->Hot Line . 

2. Enter the hotline  number in the Hot Number  field. 

3. Enter the waiting time (in seconds) in the Hot line Delay  field. 

4. Press the Save soft key to accept the change. 
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Contact Management  

Your phone can display local contacts, Skype for Business contacts and Outlook contacts.  

Users can access directory lists by pressing the Directory  or Dir  soft key when the Skype for 

Business phone is idle.  

The Skype for Business directory on your phone displays all Skype for Business contacts on your 

Skype for Business client. You can view Skype for Business contacts information on the Skype for 

Business phone, but you cannot add, edit or delete Skype for Business contacts on the Skype for 

Business phone. 

To add  contacts via Skype for Business client : 

1. Enter a few continuous characters of the contact name or continuous numbers of the 

contact number in the Search field. 

The contacts whose name or phone number matches the characters entered will appear in 

your contacts list.  

2. Right click the contact, and then click Add to Contacts List.  

 

3. Select the desired group. 
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The contact is added to the selected group. 

To view Skype for Business contacts  via phone user interface:  

1. Press the Directory  soft key. 

 

2. Select the desired group (e.g., Favorites, Delegates, Bosses or Other Contacts) of Skype for 

Business directory and then press the Enter soft key. 

Skype for Business  Favorites  

You can add your Skype for Business contacts as favorites via your Skype for Business client 

only.  

To add contacts as favorites via Skype for Business client : 

1. Right click a contact. 
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2. Click Add to Favorites . 

 

You can view the Skype for Business favorites in the Skype for Business directory or on the idle 

screen. 

To view Skype for Business favorites  in the Skype for Business directory : 

1. Press Directory ->  Favorites . 

 

In addition, Skype for Business favorites of T48G/T46G/T42G/T41P Skype for Business phones 

are also displayed on the idle screen by default. Skype for Business favorites of T40P Skype for 

Business phones are displayed in the Skype for Business directory only. 
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To view  the  Skype for Business favorites on the idle screen (take T46G as an example) : 

1. By default, Skype for Business favorites are displayed behind the local favorites on the idle 

screen. 

 

Monitoring Status Changes  using Line Key LED Indicator  

The line key LEDs on your phone can monitor Skype for Business favorites for status changes on 

the phone. For example, you can view the line key LED on the phone to monitor the status of a 

friendǭs line (busy or idle). The line key LED illuminates solid red when the friendǭs line is busy.  

Procedure  

Line key LED indicator can be configured using the configuration files or locally.  

Configuration File  <y0000000000xx>.cfg 

Configure the line key LED indicator. 

Parameter:  

phone_setting.line_key_led.enable 

Local Web User Interface 

Configure the line key LED indicator. 

Navigate to :  

http://<phoneIPAddress>/servlet?p=f

eatures-powerled&q=load  

Details of Configuration Parameters:   

Parameter  Permitted Values  Default  

phone_setting.line_key_led.enable  0 or 1  1 

Description : 

Enables or disables the line key LED indicators on the phone to  monitor the status of the 

Skype for Business favorites. 

0-Disabled 

1-Enabled 

If it is set to 0 (Disabled), the line key LED indicators corresponding to your Skype for 














































































































































































































































































































































































































































































